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Copyrights

© All rights reserved. This publication contains information that is protected by copyright. No part may be
reproduced, transmitted, transcribed, stored in a retrieval system, or translated into any language without
written permission from the copyright holders.

Trademarks

The following trademarks are used in this document:

( Microsoft is a registered trademark of Microsoft Corp.

(] Windows, Windows 8, 10 and Explorer are trademarks of Microsoft Corp.

® Apple and Mac OS are registered trademarks of Apple Inc.
[ J

Other products may be trademarks or registered trademarks of their respective manufacturers.

Caution

Circuit devices are sensitive to static electricity, which can damage their delicate electronics. Dry weather
conditions or walking across a carpeted floor may cause you to acquire a static electrical charge.

To protect your device, always:

® Touch the metal chassis of your computer to ground the static electrical charge before you pick up the circuit
device.

® Pick up the device by holding it on the left and right edges only.

Warranty

We warrant to the original end user (purchaser) that the device will be free from any defects in workmanship or
materials for a period of two (2) years from the date of purchase from the dealer. Please keep your purchase
receipt in a safe place as it serves as proof of date of purchase. During the warranty period, and upon proof of
purchase, should the product have indications of failure due to faulty workmanship and/or materials, we will, at
our discretion, repair or replace the defective products or components, without charge for either parts or labor,
to whatever extent we deem necessary tore-store the product to proper operating condition. Any replacement
will consist of a new or re-manufactured functionally equivalent product of equal value, and will be offered solely
at our discretion. This warranty will not apply if the product is modified, misused, tampered with, damaged by an
act of God, or subjected to abnormal working conditions. The warranty does not cover the bundled or licensed
software of other vendors. Defects which do not significantly affect the usability of the product will not be
covered by the warranty. We reserve the right to revise the manual and online documentation and to make
changes from time to time in the contents hereof without obligation to notify any person of such revision or
changes.

Be a Registered Owner

Web registration is preferred. You can register your Vigor router via https://myvigor.draytek.com.

Firmware & Tools Updates

Due to the continuous evolution of DrayTek technology, all routers will be regularly upgraded. Please consult the
DrayTek web site for more information on newest firmware, tools and documents.

More update, please visit www.draytek.com.
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I-1 Introduction

VigorSwitch G2280x, 24 Ports + 4 Combo UTP/SFP Ports L2+ Managed Gigabit Switch, is a
standard switch that meets all IEEE 802.3/u/x/z Gigabit, Fast Ethernet specifications. The
switch has 24 10/100/1000Mbps TP ports. It supports telnet, http, https, SSH and SNMP
interface for switch management. The network administrator can login the switch to monitor,
configure and control each port’s activity. In addition, the switch implements the QoS
(Quality of Service), VLAN, and Trunking. It is suitable for office application.

1000Mbps SFP Fiber port fully complies with all IEEE 802.3z and 1000Base-SX/LX standards.

NAS

20G Speed II“
IP Phone E_/ \_ 10G Speed

IP Camera

I-1-1 Key Features

Below shows key features of this device:

QoS

The switch offers powerful QoS function. This function supports 802.1p VLAN tag priority and
DSCP on Layer 3 of network framework.

VLAN

Support Port-based VLAN and IEEE802.1Q Tag VLAN. Support 24 active VLANs and VLAN ID
1~4094.

Port Trunking

Allows one or more links to be aggregated together to form a Link Aggregation Group by the
static setting.
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I-1-2 Specifications

The VigorSwitch G2280x, a standalone off-the-shelf switch, provides the comprehensive
features listed below for users to perform system network administration and efficiently and
securely serve your network.

Hardware

% 24 10/100/1000Mbps Auto-negotiation Gigabit Ethernet TP ports

< Jumbo frame support 12KB

% 4 UTP/SFP Ethernet Ports

«  Programmable classifier for QoS (Layer 2/Layer 3)

% 16K MAC address and support VLAN ID(1~4094)

%  Per-port shaping, policing, and Broadcast Storm Control

% Full-duplex flow control (IEEE802.3x) and half-duplex backpressure
%  Extensive front-panel diagnostic LEDs; Power, System

« Hardware reset button for resetting configuration to factory default by pressing over 5
seconds

Management

% Supports per port traffic monitoring counters

«  Supports a snapshot of the system Information when you login

< Supports port mirror function

% Supports the static trunk function

< Supports 802.1Q VLAN

% Supports user management and limits three users to login

% Maximal packet length can be up to 9600 bytes for jumbo frame application
% Supports Broadcasting Suppression to avoid network suspended or crashed
«  Supports to send the trap event while monitored events happened

«  Supports default configuration which can be restored to overwrite the current
configuration which is working on via Web Ul and Reset button of the switch

s Supports on-line plug/unplug SFP modules

% Supports Quality of Service (QoS) for real time applications based on the information
taken from Layer 2 to Layer 3

< Built-in web-based management and CLI management, providing a more convenient Ul
for the user
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I-1-3 Packing List

Before you start installing the switch, verify that the package contains the following:
% VigorSwitch G2280x

% AC Power Cord

+  Quick Start Guide

% Rubber feet

% Rack mount kit

Please notify your sales representative immediately if any of the aforementioned items is
missing or damaged.

I-1-4 LED Indicators and Connectors

Before you use the Vigor device, please get acquainted with the LED indicators and
connectors first. There are 8 Ethernet ports and SFP ports on the front panel of the switch.
LED display area, locating on the front panel, contains an ACT, Power LED and ports working
status of the switch.

. Port 25 to 28
LED Explanation (SFP+)

VigorSwitch G2280x

\_ Port 1 to 24 (GbE RJ45)

LED Color Explanation
On (Red) An alert for system failure due to overheating or
wrong voltage.
Monitor Off The device is in normal condition and running
normally.
On (Green) _The switch finishes system booting and the system
is ready.
vs Blinking (Green) ghe §W|tch is powered on and starts system
ooting.
Off The power is off or the system is not ready /
malfunctioning.
PWR On (Green) The device is powered on and running normally.
Off The device is not ready or is failed.
Port 1 ~24 On (Green) The device is connected with 1000Mbps.
(GbE RJ45) On (Amber) The device is connected with 10/100Mbps.
Blinking The system is sending or receiving data through
the port.
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Off The port is disconnected or the link is failed.
On (Green) The device is connected with 1000Mbps.
On (Blue) The device is connected with 10Gbps.

Port 25 ~28 | On (Amber) The device is connected with 10/100Mbps.
(SFP+) Blinking The system is sending or receiving data through
the port.

Off The port is disconnected or the link is failed.

Connector Explanation

Interface Description

Port 1 ~ 24 (GbE RJ45) Port 1 to Port 24 can be used for Ethernet
connection.

Port 25 ~ 28 (SFP+) Port 25 to Port 28 are used for fiber connection.

Console Used to perform telnet command control.

Power inlet for AC input (100~240V/AC, 50/60Hz).
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|-2 Installation

I-2-1 Typical Applications
The VigorSwitch implements 24 Gigabit Ethernet TP ports with auto MDIX and four slots for

the removable module supporting comprehensive fiber types of connection, including LC and
BiDi-LC SFP modules. The switch is suitable for the following applications:

Case 1: All switch ports are in the same local area network.

Every port can access each other. (*The switch image is sample only.)

—— S—

If VLAN is enabled and configured, each node in the network that can communicate each
other directly is bounded in the same VLAN area.

Here VLAN area is defined by what VLAN you are using. The switch supports both port-based
VLAN and tag-based VLAN. They are different in practical deployment, especially in physical
location. The following diagram shows how it works and what the difference they are.

Case 2: Port-based VLAN -1 (*The switch image is sample only.)

m &= m W m = m @
:ja ijv J = X —!a ap ,_;_! P
VLAN1 VLAN2 VLAN3 VLAN4
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«  The same VLAN members could not be in different switches.
< Every VLAN members could not access VLAN members each other.

% The switch manager has to assign different names for each VLAN groups at one switch.

Case 3: Port-based VLAN - 2

%  VLAN1 members could not access VLAN2, VLAN3 and VLAN4 members.

«  VLAN2 members could not access VLAN1 and VLAN3 members, but they could access
VLAN4 members.

< VLAN3 members could not access VLAN1, VLAN2 and VLAN4.

«  VLAN4 members could not access VLAN1 and VLAN3 members, but they could access
VLAN2 members.

Case 4: The same VLAN members can be at different switches with the same VID

VLAN1

m VLAN2

.i VLAN3
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Case 5: Desktop Installation

1.

Install the switch on a level surface that can support the weight of the unit and the
relevant components.

Plug the switch with the female end of the provided power cord and plug the male end
to the power outlet.

Case 6: Rack-mount Installation

The switch may be standalone, or mounted in a rack. Rack mounting facilitate to an orderly
installation when you are going to install series of networking devices.

Procedures to Rack-mount the switch:

~N o o~ W N P

Disconnect all the cables from the switch before continuing.

Place the unit the right way up on a hard, flat surface with the front facing you.
Locate a mounting bracket over the mounting holes on one side of the unit.
Insert the screws and fully tighten with a suitable screwdriver.

Repeat the two previous steps for the other side of the unit.

Insert the unit into the rack and secure with suitable screws.

Reconnect all the cables.

Case 7: Central Site/Remote site application is used in carrier or ISP

Central Site * \
m m m /
= o = e

=¥
ﬁ_‘;u.‘ﬂ‘_\

\
\,
\.
Fiber Oplic™.
Copper Twisted-pair
ﬂ Fiber Optic

Managed Media Convaerter -

= = i .
-
Tw ¥ . Fiber Oplic mm or sm fiber

Managed Media Converter -

ﬁiéw .
l RESNRES Fiber Optic

1

e COPPOr Twisted-pair Links
s Fiber Oplic Links
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Case 8: Peer-to-peer application is used in two remote offices

-

-~ Financial ==
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I-2-2 Installing Network Cables

Crossover or straight-through cable: All the ports on the switch support Auto-MDI/MDI-X
functionality. Both straight-through or crossover cables can be used as the media to connect
the switch with PCs as well as other devices like switches, hubs or router.

Category 3, 4, 5 or 5e, 6 UTP/STP cable:

To make a valid connection and obtain the optimal

performance, an appropriate cable that corresponds to different transmitting/receiving
speed is required. To choose a suitable cable, please refer to the following table.

Media Speed Wiring
10 Mbps Category 3,4,5 UTP/STP
107100/1000 100Mbps Category 5 UTP/STP
Mbps copper P gory
1000 Mbps Category 5e, 6 UTP/STP

I-2-3 Configuring the Management Agent of Switch

Users can monitor and configure the switch through the following procedures.

Configuring the Management Agent of VigorSwitch G2280x through the Ethernet Port.

There are several ways to configure and monitor the switch through Ethernet port, includes

Web-Ul and SNMP.

VigorSwitch, for example:

IP Address: 192.168.1.224
Subnet Mask: 255.255.255.0
Default Gateway: 192.168.1.254

Assign areasonable |IP address
IP Address: 192.168.1

Subnet Mask: 255.255.255.0
.254

Default Gateway: 192.168.1

, forexample:
100

Ethernet LAN

I-2-4 Managing VigorSwitch G2280x through Ethernet Port

Before start using the switch, the IP address setting of the switch should be done, then

perform the following steps:

1. Setup a physical path between the configured the switch and a PC by a qualified UTP Cat.

5e cable with RJ-45 connector.

Note: If PC directly connects to the switch, you have to setup the same subnet mask
between them. But, subnet mask may be different for the PC in the remote site. Please
refer to the above figure about the Web Smart Switch default IP address information.
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2. After configuring correct IP address on your PC, open your web browser and access
switch's IP address.

Default system account is "admin", with password "admin" in default. Switch IP address is
"192.168.1.224" by default with DHCP client enabled.

I-2-5 IP Address Assignment

For IP address configuration, there are three parameters needed to be filled in. They are IP
address, Subnet Mask, Default Gateway and DNS.

IP address:

The address of the network device in the network is used for internetworking communication.
Its address structure looks is shown below. It is “classful”” because it is split into predefined
address classes or categories.

Each class has its own network range between the network identifier and host identifier in the
32 bits address. Each IP address comprises two parts: network identifier (address) and host
identifier (address). The former indicates the network where the addressed host resides, and
the latter indicates the individual host in the network which the address of host refers to. And
the host identifier must be unique in the same LAN. Here the term of IP address we used is
version 4, known as IPv4.

P
<«

v

Network identifier Host identifier

32 bits

With the classful addressing, it divides IP address into three classes, class A, class B and class
C. The rest of IP addresses are for multicast and broadcast. The bit length of the network
prefix is the same as that of the subnet mask and is denoted as IP address/X, for example,
192.168.1.0/24. Each class has its address range described below.

Class A:

Address is less than 126.255.255.255. There are a total of 126 networks can be defined
because the address 0.0.0.0 is reserved for default route and 127.0.0.0/8 is reserved for
loopback function.

Bit# 01 78 31
]
Metwork address Hest address

Class B:

IP address range between 128.0.0.0 and 191.255.255.255. Each class B network has a 16-bit
network prefix followed 16-bit host address. There are 16,384 (2°14)/16 networks able to be
defined with a maximum of 65534 (216 -2) hosts per network.

Bit# 012 1514 )

10

Metwaork address Hist address
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Class C:

IP address range between 192.0.0.0 and 223.255.255.255. Each class C network has a 24-bit
network prefix followed 8-bit host address. There are 2,097,152 (2721)/24 networks able to
be defined with a maximum of 254 (278 -2) hosts per network.

Bit# 0123 2324 31
110
Metwork address Host address
Class D and E:

Class D is a class with first 4 MSB (Most significance bit) set to 1-1-1-0 and is used for IP
Multicast. See also RFC 1112. Class E is a class with first 4 MSB set to 1-1-1-1 and is used for IP
broadcast.

According to IANA (Internet Assigned Numbers Authority), there are three specific IP address
blocks reserved and able to be used for extending internal network. We call it Private IP
address and list below:

Class A 10.0.0.0 --- 10.255.255.255
Class B 172.16.0.0 --- 172.31.255.255
Class C 192.168.0.0 --- 192.168.255.255

Please refer to RFC 1597 and RFC 1466 for more information.
Subnet mask:

It means the sub-division of a class-based network or a CIDR block. The subnet is used to
determine how to split an IP address to the network prefix and the host address in bitwise
basis. It is designed to utilize IP address more efficiently and ease to manage IP network.

For a class B network, 128.1.2.3, it may have a subnet mask 255.255.0.0 in default, in which
the first two bytes is with all 1s. This means more than 60 thousands of nodes in flat IP
address will be at the same network. It’s too large to manage practically. Now if we divide it
into smaller network by extending network prefix from 16 bits to, say 24 bits, that’s using its
third byte to subnet this class B network. Now it has a subnet mask 255.255.255.0, in which
each bit of the first three bytes is 1. It’s now clear that the first two bytes is used to identify
the class B network, the third byte is used to identify the subnet within this class B network
and, of course, the last byte is the host number.

Not all IP address is available in the sub-netted network. Two special addresses are reserved.
They are the addresses with all zero’s and all one’s host number. For example, an IP address
128.1.2.128, what IP address reserved will be looked like? All 0s mean the network itself, and
all 1s mean IP broadcast.
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In this diagram, you can see the subnet mask with 25-bit long, 255.255.255.128, contains 126
members in the sub-netted network. Another is that the length of network prefix equals the
number of the bit with 1s in that subnet mask. With this, you can easily count the number of
IP addresses matched. The following table shows the result.

Prefix Length No. of IP matched No. of Addressable IP
/32 1 -
/31 2 -
/30 4 2
/29 8 6
/28 16 14
/27 32 30
/26 64 62
/25 128 126
/24 256 254
/23 512 510
/22 1024 1022
/21 2048 2046
/20 4096 4094
/19 8192 8190

/18 16384 16382
/17 32768 32766
/16 65536 65534

According to the scheme above, a subnet mask 255.255.255.0 will partition a network with
the class C. It means there will have a maximum of 254 effective nodes existed in this
sub-netted network and is considered a physical network in an autonomous network. So it
owns a network IP address which may looks like 168.1.2.0.

With the subnet mask, a bigger network can be cut into small pieces of network. If we want to
have more than two independent networks in a worknet, a partition to the network must be

performed. In this case, subnet mask must be applied.

For different network applications, the subnet mask may look like 255.255.255.240. This
means it is a small network accommodating a maximum of 15 nodes in the network.
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14

For assigning an IP address to the switch, you just have to check what the IP address of the
network will be connected with the switch. Use the same network address and append your
host address to it.

7

< First, IP Address: as shown above, enter “192.168.1.224”, for instance. For sure, an
IP address such as 192.168.1.x must be set on your PC.

«» Second, Subnet Mask: as shown above, enter “255.255.255.0”. Choose a subnet mask
suitable for your network.

Note: The DHCP Setting is enabled in default. Therefore, if a DHCP server presented on
network connected to the switch, check before accessing your switch is essential.
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I-3 Accessing Web Page of VigorSwitch

1. Open any browser (e.g., Firefox) and type “192.168.1.224” as URL.

2. Please type “admin/admin” as the Username/Password and click Login.

DrayTek AmiUallGRrZils

User admin

Password | sand

Login

3.  Now, the Main Screen will appear.

Sanich LAN

ONVIF Surceillance
“Vian Routing
Security

ACL

oS

Cartifcane Management

Sysiem Mantenance

CPU < Memary Cache N
Diagriosscs . 7 55 19
odet \IgarSwiich P2280% Unage Memary Cached
Mail Alart -

Prockiet Regatration Tamperature

Info The DHCP Setting is enabled in default. Therefore, if a DHCP server presented on
network connected to VigorSwitch, checking before accessing VigorSwitch is
essential.
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-4 Dashboard

Click Dashboard from the main menu on the left side of the main page.

Status -
Switch LAN -
ONVIF Surveillance -
Wlan Routing =

Secunty -

A web page with default selections will be displayed on the screen. Refer to the following

figure:

Dashboard

& cemera
Elnr
A0 06 6B W H@EDB B m e
» 10004
Monitor oS
Vigor Switch G2280x e E L—J L—J L—J L—J
106 L2 + Managed RST .WR CONSOLE 1 3 5 7 8 11 13 15 17 19 21 23 25 2% Z B!

Device Information System Information

-
CPU Memory Cache ™~
7% 59% 19%
Model Vigorswitch P2280x Usaoe ey Cached
Firmware 266
Temperature
Loader 210
Revision 1952 HY Tem Temy GPU Temp
00°C
Build Date 2020-10-21 18:43:17 ‘Ejgjg
70°C
System Time Thu Oct 22 03:21:32 2020 60
50¢
System Up Time 0 days 0:37:28 e I
0
0C
(e
Y Y Y Y Y Y Y rryrrey r Yy
o w A @ 3 o N7 A o
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|-5 Status

I-5-1 Port Bandwidth Utilization

This page offers the traffic statistics inlcuding data information and data of interframe gap
for each port (GE1 to GE24, 10GE1 to 10GE4). In which, data of interframe gap can be
displayed or hidden by choose Enable / Disable for IFG.

nauas [ G

() St > Pont Bandwelih Usieation > Port Bandvwesh Uiieaion

ton
LLDP Statishes. Auto Refresh: 2 Sec - WG Erable

Dashboard
i Pt Bandhwickh Ul
Port Bardwadth Lizabon
CVRP Sastcs

MD it i i . . ® e Ot
‘Hardware Mondor . Tx
Sanizh LAN

ONIF Survesiance

Procuet Regstrabon o

I-5-2 LLDP Statistics

This page offers the statistics of LLDP packets (in, out and error) of each port (GE1 to GE24,

10GE1 to 10GE4).

Dashboad 1 Status > LLOP Stalistes » LLOP Statusbics
I
Prort Bandhwelth Ubkzabon.
E Rt | ([Diearar
MILD Snoopng Statsics:
Hardveare Konlor
Insertions o
Pt Slatistcs
Deleticns [
Sadich LAN
ONVIF Survelane Drogs e
Vian Fisuting Age Outs []
Saeunty
ACL
oS TX Frames RX Frames RX Frames RX Frames RX TLVs RX TLVs RX Ageouts
Port Total Total Discarded Ertors Discarged Unrecognized Total
Conficate Managoment
1 i ] o ] i 0 0
pstem Mantenance
SE2 [} o 0 0 0
i dp - GE3 0 0 o 0 0 [ 0
Mail Adart = o . =
Fiadke! Fagiteation GES o 0 o
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I-5-3 GVRP Statistics

GVRP (Generic Attribute Registration Protocol) is used automatically for exchanging
information for VLAN membership between switches. This page counts the GVRP information
received on each port.

D Stalun > GVRP Stabslxa > Stalabcs

Port:
Statintics: Transmd, Recene Emor
Retresh Hate: 10 sac
ONAF Survedlance
Part Join ampty Empty Leave Empty Join In Leave In Leava All
Vian Reiting =
No data available n lable
- T
ACL -
s Part Joln empty Empty Leave Empty Jain In Leave In Leave all
Cenficats Managoment = Ne Gata avaiatie in tatie
System Mainianance -
Dragramlit
Part Invalid Pratocal ID Invalid Attribute Wﬂ Invalid Anribute Value Invalid Aftribute Llhﬂlﬂ Invalid Event
Manl Adort
N gata avaiiable in 1abke
Product Rogissation

I-5-4 MLD Snooping Statistics

This page counts the MLD messages received or transmitted on the network.

) Status > MLD Snooping Sueics. > Stansses

Dastbowd

Pt Eandwath Ueization
LLCP Stataties @ | Qowrs
GVRP Satstes
MLD Sncopang Statistics.
Hardware Monitor. R Tatal
Port Statinécs R valid
Swatch LAN - R Invalia
OMNVIF Survellerce o Rx Other
“ian Reeting = Rxleave
Sacurity - Rx Report
AL - RxGeneral Query
QoS - Rx Special Group Guery
Cedificate Mandgemint = Rx Source-specific Group Query 0
Spten Motensc - |
Oeagrsbes

T Leave
Mal Alert -

x Repart
ik it Tx General Guery
T Sreial Geoun Oiers
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I-5-5 Hardware Monitor

This page displays the temperature change and voltage of VigorSwitch.

©) Status > Hardwang Mostor > Hardwane Mositor

I-5-6 Port Statistics

This page displays statistics for GE/LG ports.

Q) Stahus > Port Stabisbes > Pod Stulbcs

Dashbowd
I ey

Port Bandwicth Usiration
LLD® Statstcs Qreat | QCenrd
GVRP Seatsice
MLD Snooping Statistics

Port | Runts | Glants || Throttes || CRCs || Frames | Overruns | Ignore | Underruns || Collisions | ItResst | Babbies || LateCollisions || D
Hardaars Montor

@1 0 [ [ a a a ] ] ] ] 0 o ]
Part Stabisics

GE: o o o o o o o ]
Switch LAN

GE3 D 0 0 0 0 0 ] ] ] 0 0 ] ]
ONVIF Sunvodlancs

G4 D o o (] [ o ] ] ] ] o ] o
ian Recting

: o ) ) 0 0 0 o o o o ] t
Secunty -

= ) 0 0 0 ] o o o ] l
AcL

BE o 0 ] (i [ 0 o o o o o ]
3 GE o [ o o 0 o o ] o ] o
Danesta Jlnageens GES D 0 g i [ (i o o o 0 ] 0
S GE10 O 0 [ o ] ] ] ] ] ] ] ]
Eignoeice GEN D ) ) 0 a ) o t o o o [
Makdont GElZ 0 o ) o [ o o o o o o
Product Regastrasen GEW 0 o o o o 0 o ] o o o o

GEl4 D 0 a o a a 0 ] ] o (] o
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Part 1| Switch LAN
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lI-1 General Setup

22

General setup is used to configure settings for the switch network interface and offers how
the switch connects to a remote server to get services.

lI-1-1 Management IP/VLAN

The switch needs an IP address for it to be managed over the network. The factory default IP
address is 192.168.1.224. The subnet mask specifies the network number portion of an IP
address. The factory default subnet mask is 255.255.255.0.

Use the IPv6 Address (IPv4/1Pv6) screen to configure the switch IPv6 address and the default
gateway device. The gateway field specifies the IPv6 address of the gateway (next hop) for
outgoing traffic. In addition, this page allows the network administrator to change the VLAN
ID of management access. Management access protocols such as http, https, SNMP and etc.,
are only accessible from the VLAN specified as management VLAN.

Info If VigorSwitch has connected to Vigor router, it will use the IP address obtained from
the DHCP server on Vigor router. Thus, the user must type the assigned IP as URL for

accessing into the web user interface of VigorSwitch. If not, 192.168.1.224 shall be
the default IP.

Dashboaed © Swich LAN > Genersl Set

Management IPAVAN

Gereral Selup | 1P
Managemant IPMVLAN

Moda: Static @ ODHCP
DHEP Server | Retay

Status

1P Address:

DNS Server 10

DNS Sarver #:

MAC Acdress Tabie Auta Configuration: & Enable () Disabls
Biocked Port Recor 1PV Address:

ONVIF Survedllance
Link Locs! Address:
Vian Routing
Gataway:
Socurty

AL = [HACPVE Client: Enabie @ Disabis

Available settings are explained as follows:

Item Description
IPv4
Mode Select the mode of network connection.

Static- Use static IPv4 address.

DHCP - Use DHCP provisioned IP address and Gateway if
feasible.

IP Address It is available when Static is selected as Mode.

Enter the IP address of your switch in dotted decimal notation
for example 192.168.1.224. If static mode is enabled, enter IP
address in this field.
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Subnet Mask

It is available when Static is selected as Mode.

Enter the IP subnet mask of your switch in dotted decimal
notation for example 255.255.255.0. If static mode is enabled,
enter subnet mask in this field.

Gateway

It is available when Static is selected as Mode.

Enter the IP address of the gateway in dotted decimal
notation. If static mode is enabled, enter gateway address in
this field.

DNS Server 1

It is available when Static is selected as Mode.

If static mode is enabled, enter primary DNS server address in
this field.

DNS Server 2

It is available when Static is selected as Mode.

If static mode is enabled, enter secondary DNS server address
in this field.

IPv6

Auto Configuration

Enable - Check it to let switch automatically configure IPv6
address.

IPv6 Address

It is available when Auto Configuration is set as Disable.

Enter the IPv6 address of your switch. If auto configuration
mode is disabled, enter IPv6 address in this field.

Link Local Address

Display link local address.

Gateway

It is available when Auto Configuration is set as Disable.

Enter the IPv6 address of the router as your default IPv6
gateway to access IPv6 Internet or other IPv6 network.

DHCPv6 Client

It is available when Auto Configuration is set as Enable.

Enable this feature if there is a DHCPv6 server on your network
for assigning IPv6 Address, instead of using Router
Advertisement.

Management VLAN

Management VLAN Select the VLAN ID as management VLAN. You can create
additional VLAN profiles by Switch LAN>>VLAN
management>> Create VLAN.

Apply Apply the settings to the switch.
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[1-2 DHCP Server

24

11-2-1 DHCP Server

[1-2-1-1 DHCP Server Settings

VigorSwitch can be configured as a DHCP server to assign IP address(es) for every device
connecting via LAN port.

Duashbosrd ) Swich LAN > DHCP Server | Ratay » DHCP Sarver > DHCP

MAL Address Table

Biocked Port Recaver

ONVIF Survedlance

Vian Routing

DHCP Server Saatus:

ImtertacafViDy:

Mode:

1P Address:

Subnet Mask:

Start [P Address:

I Pool Counts:

Lunse Time Option:

Laose Time:

Gateway

DNS Servor 1.

DNS Server 2

® Disable Server Enable Server

Available settings are explained as follows:

Item Description
DHCP Server Status Display the DHCP server status.
Interface(VID) Select an interface (VID).
If nothing to be selected, create a new one from VLAN
Routing>>Interface Setting.
Mode Disable Server - Click to disable the DHCP server.
Enable Server - Click to enable the DHCP server. VigorSwitch
can assign IP address to the device connecting with LAN port.
IP Address Display the IP address specified for the selected interface

(VID).

Subnet Mask

Display the mask address specified for the selected interface.

Start IP Address

Enter the starting point for the DHCP server to assign IP
address for the device connected.

IP Pool Counts

The maximum number (1~1021) of IP addresses to be handed
out by DHCP.

Lease Time Option

The maximum duration DHCP-issued IP addresses can be used
before they have to be renewed.

Infinity - It means no limitation.
Set Time - If selected, a time period should be set.

Lease Time

Set the time value if Set time is selected as Lease Time
Option.
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Gateway

Enter the IP address of the gateway, which is the host on the
LAN that relays all traffic coming into and going out of the
LAN.

DNS Server 1/2

Enter the primary / secondary DNS server.

Apply

Apply the settings to the switch.

DHCP Server Status

Displays the IP assignment status.

[1-2-1-2 DHCP Server Options

Diashboard O Swach LAl > DHEP Server | Rulay > DHER §

DHCP Server | Rty

DHCP Sorver

B [P 10 MAC

vio

5TP

MAC Address Tatle
Blocked Port Recover
ONVIF Survedlance

Vian Routing

DHCP Server Softings DHCH Sersar Opon

Surver > DHEP Servar Option

Imtartace[VD):

Emabile Option:

Option Numbsar:

Data:

Status Da Magify

Available settings are explained as follows:

Item

Description

Interface(VID)

Select an interface (VID).

If nothing to be selected, create a new one from VLAN
Routing>>Interface Setting.

Enable Option

Enable - Click to enable the function of DHCP server option for
the interface.

Disable - Click to disable the function.

Option Number

Select an option number (e.g., 66 or 67) from the drop down

list.
Data Enter the text string (with ASCII characters). Example: /path.
Apply Apply the settings to the switch.

Option Status

Displays the setting result for DHCP server option.
Modify -

9 - Edit the selected VID.
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Edit DHCP Option VID =10 i

Option Number

Enable Option
® Enable O Disable

Data Type
I @® ASCIl Character O Hexadecimal Digit O Address List I

Data

®  Option Number - Display the value.

® Enable Option - Select Enable or disable to change
current setting.

® Data Type - At present, only ASCII Character is available.

@ - Delete the selected VALN ID.
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1I-2-2 Bind IP to MAC

This function is used to bind the IP and MAC address in LAN to have a strengthening control in
network. With the Bind IP to MAC feature you can reserve LAN IP addresses for LAN clients.
Each reserved IP address is associated with a Media Access Control (MAC) address.

Dashbowd © Swiich LAN = DHCP Servae / Rlay > Bind 1P 1o MAC > Bind IP ba MAC

Status

DHCP Bind 1P o MAC Tabla{max=5613)

No. MAC Address IP Address Modify

WLAN Marssgement : 00 1D AAAF E258 182 165 1 10 o.

MAC Address Tasie
Biocked Port Recover
ONVIF Survedlance

Vian Routing

Available settings are explained as follows:

Item Description

MAC Address Enter the MAC address of the LAN client’s network interface.
IPv4 Address Enter the IP address to be associated with a MAC address.
Apply Apply the settings to the switch.

DHCP Bind IP to MAC Displays a list for the IP bind to MAC information.

Table Modify - It is used to edit the MAC address and IP address for

the selected entry.

Edit Binding
MAC Address
F1:A

i
[==]

14:45:8C:0

IP Address

192.168.1.1
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II-2-3 DHCP Relay

[I-2-3-1 Global Setting

If you want to use another DHCP server in the network other than the Vigor switch’s, you can
let DHCP Relay help you to redirect the DHCP request to the specified location.

Dashboard O Switch LAN > DHCP Sorvor | Rolay » DHCP Rakay > Giobal Satsi
stats -
okl Setirgy [l Inderface Setbeg
Append Agent Option: ® Enoble () Disable
Packets Contain Halay Agant Optiana: eplaca ) K Deap
DHCP Sedver | Roay ]
DHCF Server m

B IF o WAL

i Frame

5T

MAC Address Table
Biocked Pon Recover
ONVIF Survedlance

ian Routing

Available settings are explained as follows:

Item

Description

Append Agent Option

Enable - Enables the built-in DHCP server on Vigor switch.
Disable - Disables the built-in DHCP server on Vigor switch.

Packets Contain Relay
Agent Options

Set the packet processing method.

Replace - Relay information already present in a packet is
stripped and replaced with the router’s own relay information.
Keep - All packets are forwarded, relay information already
present will be ignored.

Drop - Received packets which already contain relay
information will be discarded.

Apply

Apply the settings to the switch.
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[1-2-3-2 Interface Setting

This page allows you to specify different DHCP server for LAN subnets.

aaaaaa

D1 Suretance

..........

Append Agens Option Reday Action

Available settings are explained as follows:

Item

Description

Interface (VID)

Select an interface (VID).

If nothing to be selected, create a new one from VLAN
Routing>>Interface Setting.

Server Address

Set the IP Address of the DHCP server to which DHCP requests
from LAN clients are forwarded to.

Append Agent Option

As Global - Use the global settings (enabling built-in DHCP
server) defined in Global Setting page.

Enable - When selected, all DHCP requests are forwarded to a
DHCP server outside of the LAN subnet, and whose address is
specified in the DHCP Server IP Address field.

Disable - Disable the function.

Packets Contain Relay
Agent Options

As Global - Use the global settings defined in Global Setting
page.

Replace - Relay information already present in a packet is
stripped and replaced with the router’s own relay information.

Keep - All packets are forwarded, relay information already
present will be ignored.

Drop - Received packets which already contain relay
information will be discarded.

Apply

Apply the settings to the switch.
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Example:

© Switch LAN > DHCP Server/ Relay > DHCP Relay > Interface Setting

‘ Global Setting Interface Setti

Interface

VLANTO

WVLAN20

WLAN30

Interface (VID):

Server Address:

Append Agent Option:

Packets Contain Relay Agent Options:

status

Enabled

Enabled

Enabled

Relay Server Address

192.168.1.58

192.168.168

192.168.1.98

VLAN_10 (VLAN1D)

192.168.1.58

@ AsGlobal () Enable

As Global @ Replace

Apply

Append Agent Option
As Global
As Global

As Global

Relay Action
Replace
Keep

Drop
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[I-3 Port Setting

Port Setting is used to configure settings for the switch ports, trunk, Layer 2 protocols and

other switch features.

11-3-1 General Setting

[1-3-1-1 Port Settings (Coax Port 1..24)

Dashboard () Switch LAN > Port Se

Status

Port Semngs{Coax Port 1. 24)

General Sesp

Muitast Port

Sysiem Manisnance

Pt

P Setinga(Fiber Port 25, 26)

Enable State Link Status Speed Dupiex FlowCtri Config FlowCirl Status

S
2
-4

Enatied

Enabiea

OO0 OOQO0OQQ

Available settings are explained as follows:

Item

Description

Ports

Use the drop down list to selelct one or more LAN port(s).

Enable State

Enable -Click it to enable the port.
Disable - Click it to disable the port.

Speed

Port speed capabilities:

Auto: Auto speed with all capabilities.
Auto-10M: Auto speed with 10M ability only.
Auto-100M: Auto speed with 100M ability only.
Auto-1000M: Auto speed with 1000M ability only.
Auto-10/100M: Auto speed with 10/100M ability.
10M: Force speed with 10M ability.

100M: Force speed with 100M ability.

1000M: Force speed with 1000M ability.

Selecting Auto (auto-negotiation) allows one port to negotiate
with a peer port automatically to obtain the connection speed
and duplex mode that both ends support. When
auto-negotiation is turned on, a port on the switch negotiates
with the peer automatically to determine the connection
speed and duplex mode. If the peer port does not support
auto-negotiation or turns off this feature, the switch
determines the connection speed by detecting the signal on
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the cable and using half duplex mode. When the switch’s
auto-negotiation is turned off, a port uses the pre-configured
speed and duplex mode when making a connection, thus
requiring you to make sure that the settings of the peer port
are the same in order to connect.

For SFP fiber module, you might need to manually configure
the speed to match fiber module speed.

Duplex

Port duplex capabilities:

®  Auto: Auto duplex with all capabilities.

®  Half: Auto speed with 10/100M ability only.

®  Full: Auto speed with 10/100/1000M ability only.

Flow Control

A concentration of traffic on a port decreases port bandwidth
and overflows buffer memory causing packet discards and
frame losses. Flow Control is used to regulate transmission of
signals to match the bandwidth of the receiving port. The
switch uses IEEE802.3x flow control in full duplex mode and
backpressure flow control in half duplex mode. IEEE802.3x
flow control is used in full duplex mode to send a pause signal
to the sending port, causing it to temporarily stop sending
signals when the receiving port memory buffers fill. Back
Pressure flow control is typically used in half duplex mode to
send a "collision” signal to the sending port (mimicking a state
of packet collision) causing the sending port to temporarily
stop sending signals and resend later.

Enable - Click it to enable such function.
Disable - Click it to disable such function.

Apply

Apply the settings to the switch.

Modify

It is used to manually enter the description, state, speed,
duplex, flow control for the port.

Edit interface 10GE1

Description

Enable State

Enable -
Speed
10G -
Duplex
Full -
Flow Control
Enable -
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[1-3-1-2 Port Settings (Fiber Port 25..28)

Fort

Description

Flow Control. # Enable Uisabis

oD

Enable State Link Status Speed Media Type Duplex Flowstrl Gonfig FlowCiri Status Modity

0000

Available settings are explained as follows:

Item

Description

Ports

Use the drop down list to selelct one or more LAN port(s).

Enable State

Enable -Click it to enable the port.
Disable - Click it to disable the port.

Speed

Port speed capabilities:

® Auto Sense 10G/1G (SFF-8472): Auto speed with 10G or
1G ability only.

® [orce 10G: Force speed with 10G ability.
®  Force 1000M: Force speed with 1000M ability.

Selecting Auto (auto-negotiation) allows one port to negotiate
with a peer port automatically to obtain the connection speed
and duplex mode that both ends support. When
auto-negotiation is turned on, a port on the switch negotiates
with the peer automatically to determine the connection
speed and duplex mode. If the peer port does not support
auto-negotiation or turns off this feature, the switch
determines the connection speed by detecting the signal on
the cable and using half duplex mode. When the switch’s
auto-negotiation is turned off, a port uses the pre-configured
speed and duplex mode when making a connection, thus
requiring you to make sure that the settings of the peer port
are the same in order to connect.

For SFP fiber module, you might need to manually configure
the speed to match fiber module speed.

Fiber Media Type

Determine the media type (with different data rate) for the
fiber port.

Available type includes:
Fiber 10G

Fiber 1G

DAC 50 CM

DAC 100 CM

DAC 300 CM

DAC 500 CM
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( None

Duplex

Port duplex capabilities:
®  Full: Auto speed with 1G/10G/1000M ability only.

Flow Control

A concentration of traffic on a port decreases port bandwidth
and overflows buffer memory causing packet discards and
frame losses. Flow Control is used to regulate transmission of
signals to match the bandwidth of the receiving port. The
switch uses IEEE802.3x flow control in full duplex mode and
backpressure flow control in half duplex mode. IEEE802.3x
flow control is used in full duplex mode to send a pause signal
to the sending port, causing it to temporarily stop sending
signals when the receiving port memory buffers fill. Back
Pressure flow control is typically used in half duplex mode to
send a "collision" signal to the sending port (mimicking a state
of packet collision) causing the sending port to temporarily
stop sending signals and resend later.

Enable - Click it to enable such function.
Disable - Click it to disable such function.

Apply

Apply the settings to the switch.

Modify

It is used to manually enter the description, state, speed,
duplex, flow control for the port.

Edit interface 10GE1

Description

Enable State

Enable -
Speed
10G -
Duplex
Full -
Flow Control
Enable -
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11-3-2 Protected Ports

This page allows the network administrator to configure protected port setting to prevent the
selected ports from communication with each other. Protected port is only allowed to
communicate with unprotected port.

For example, GE1 and GE3 are selected in Port List and Enable is clicked as Protected, then
users behind GE1 and GE3 are separated and can not communicate with each other.

Dasriboard (D Bwich LAN > Port Sofing > Protocted Prits > Protectod Port

Protectod Horts Settngs

Por List

Status.

Protected Enable @ Disabia

Biocked Port Recover
ONVIF Survnilance

Man Rewting

Secunty

Available settings are explained as follows:

Item Description

Protected Ports Settings | Port List - Use the drop down list to select the port(s) (GE1 to
GE24, 10GE1 to 10GE4) for applying the settings configured in
this page.

Protected - Click Enable to activate the protected port
function.

Apply - The modification made above can be applied on to the
selected GE port immediately.

Protected Port Status Display current status for each GE port.
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11-4 Mirror

This section provides ability to mirror packets coming in or going out on any port to a
destination port. Through the packet duplication in the destination port, this feature is
convinent for system administrator to monitor / understand the traffic operation.

Session ID 1 to 4 can be enabled simultaneously and operate independently.

Dasribosrd ) Swixh LAN » Hlerc

MAC Adcress Takla Session ID

Blocked Por Recover
ONVIF Survedlance
Mian Risutrg

Security

ACL

v

Sniff Posts(TX):

Link Aggregaten Allcw OpSeation 58 Nomal Por
R Sniff PostsRX)

D

Destination Fort Aliow ingress SNIff Fors|RX) Sniff Ports(Tx)

s,

NiA NiA

i

Available settings are explained as follows:

Item

Description

Session ID

Select the session ID (profile 1 to 4) of mirror operation you
wish to configure.

Monitor Session State

Enable - Enable specified mirror session.
Disable - Disable specified mirror session.

Destination Port

Specify the port where you wish to observe the mirrored
packets.

Allow Operation as
Normal Port

Enable - The destination port is able to function as a port
connecting to network, communicating with other network
devices.

Disable - Only observe the mirrored packets.

Sniff Ports (RX) / (TX)

Select the port(s) which you wish to mirror the traffic, Rx for
mirror the packets into the port, Tx for mirror the packets
going out from the port.

Apply

Apply the settings to the switch.

36

VigorSwitch G2280x User’s Guide



lI-5 Link Aggregation

LAG means Link Aggregation Group which groups some physical ports together to make a
single high-bandwidth data path. Thus it can implement traffic load sharing among the
member ports in a group to enhance the connection reliability.

[I-5-1 LAG Setting

This page allows to configure Load Balance Algorithm for Link Aggregation.

AT Acsirem Tobdy

Hieciona et Macover

Available settings are explained as follows:

Item

Description

Load Balance Algorithm

Select your Load balance algorithm.

MAC address - Aggregated group will balance the traffic based
on different MAC addresses. Therefore, the packets from
different MAC addresses will be sent to different links.

IP/Mac Address - Aggregated group will balance the traffic
based on MAC addresses and IP addresses. Therefore, the
packets from same MAC addresses but different IP addresses
will be sent to different links.

Apply

Apply the settings to the switch.
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1I-5-2 LAG Management

There are eight LAG profiles allowed to group different physical ports (GE1 to GE24, 10GE1 to
10GE4). The system will assign certain port(s) as Active Member and Standby Member
according to the GE selections.

Dashboard 1©) Swalch LAN = Link Aggngabion = LAG Maragerent. = LAD Managsoe—d

LaG Description

e

Fort Type Link Status Active Member Standby Member

=
g
E

Not Present

— Mot Present

Mot Prezent

Mol Present

Mot Present

Not Present

Mot Prasent

Mot Present

QO0Q00O0O

Available settings are explained as follows:

Item Description

Description Display the port description.
Port Type Display the type of the LAG.
Link Status Display LAG port link status.

Active Member

Display active member ports of the LAG.

Standby Member

Display inactive or candidate member ports of the LAG.

Modify

It is used to edit the name, type and port number for each link
aggregation profile.

Edit LAG LAG1

Name- Enter a string as LAG name.
Type - Use the drop down menu to specify the type for LAG.

®  Static- The static aggregated port sends packets over
active member without detecting or negotiating with
remote aggregated port.

® [ ACP- The LACP aggregated ports place member into
active only after negotiated with remote aggregated port
for best reliability.
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11-56-3 LAG Port Setting

This page defines port setting for each LAG profile (LAG1 to LAGS8), including data speed and
enabling/disabling the flow control.

| Bastboard © Serich LAK = Link Aggregabion > LAG Pror Seting > LAG Per Sairng
S -
-
Ganaral Sanp LA
DHCP Server | Relsy
Enabilu;
Port Seting
Speed:
Mror

SP LAGE
AL Address Table

Blockied Port Retowed

Port Type Enable Stats Link Status Spes Flow Contral Canfig Flow Contral Status Modity

Enabled

Disabled

Enabied Down AustolAdl Enanied Disabied

Enabkd Dewn ACAN; Enabied Ursabied

0000000

Available settings are explained as follows:

Item

Description

LAG

Use the drop down list to selelct one or more LAG profiles.

Enable

Enable -Click it to enable the profile.
Disable - Click it to disable the profile.

Speed

Port speed capabilities:

Auto(10M): Auto speed with 10M ability only.
Auto(100M): Auto speed with 100M ability only.
Auto(1000M): Auto speed with 1000M ability only.
Auto(10/100M): Auto speed with 10/100M ability.
10M: Force speed with 10M ability.

100M: Force speed with 100M ability.

1000M: Force speed with 1000M ability.

10G: Force speed with 10G ability.

Selecting Auto (auto-negotiation) allows one port to negotiate
with a peer port automatically to obtain the connection speed
and duplex mode that both ends support. When
auto-negotiation is turned on, a port on the switch negotiates
with the peer automatically to determine the connection
speed and duplex mode. If the peer port does not support
auto-negotiation or turns off this feature, the switch
determines the connection speed by detecting the signal on
the cable and using half duplex mode. When the switch’s
auto-negotiation is turned off, a port uses the pre-configured
speed and duplex mode when making a connection, thus
requiring you to make sure that the settings of the peer port
are the same in order to connect.

For SFP fiber module, you might need to manually configure
the speed to match fiber module speed.

Duplex

Port duplex capabilities:
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®  Auto: Auto duplex with all capabilities.
®  Half: Auto speed with 10/100M ability only.
®  Full: Auto speed with 10/100/1000M /710G ability only.

Flow Control

A concentration of traffic on a port decreases port bandwidth
and overflows buffer memory causing packet discards and
frame losses. Flow Control is used to regulate transmission of
signals to match the bandwidth of the receiving port. The
switch uses IEEE802.3x flow control in full duplex mode and
backpressure flow control in half duplex mode. IEEE802.3x
flow control is used in full duplex mode to send a pause signal
to the sending port, causing it to temporarily stop sending
signals when the receiving port memory buffers fill. Back
Pressure flow control is typically used in half duplex mode to
send a "collision" signal to the sending port (mimicking a state
of packet collision) causing the sending port to temporarily
stop sending signals and resend later.

Enable - Click it to enable such function.
Disable - Click it to disable such function.

Apply

Apply the settings to the switch.

Modify

It is used to edit status, speed, and flow control for the LAG.
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11-5-4 LACP Setting

This page allows the network administrator to enable or disable the LACP function.

Dastiboard O Swich LAN > Link Aggregation > LACP Sefting » LAGP Sesirg

Systom Priadity: — [1-65515)

MAL Address Table

Blocked Port Rocover

Available settings are explained as follows:

Item Description

LACP Enable - Click it to enable such function.
Disable - Click it to disable the function.

System Priority The priority is used to determine which switch (local or
remote) on the LAG connection is able to decide LACP
activities. The lower the number is, the higher the priority for
Vigorwitch will be. Therefore, the switch with the highest
system priority (e.g., 1) can make decisions about which ports
actively participate in LAG at a given time.

Apply Apply the settings to the switch.
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11-5-5 LACP Port Setting

This section provides few detailed configuration regarding to Ports under LACP protocol.

Oashboard Q Switch LAN > Link Aggrogat

STP

MAAL Addross Table

Blockd Port Antasd

[1-65535)

Priority Timeout

Q00000000 §
5

Available settings are explained as follows:

Item

Description

Ports

Use the drop down list to specify LAN Port.

Priority

Enter a port priority number for the port.

Timeout

The timeout option decides how local switch of LAG
connection determines connection to be lost. Switch would
also notify the remote switch about this setting value, so that
remote switch can send LACP PDU in correct timing.

Long - LACP PDU will be sent every 30 seconds. If port member
is not seen over 90 seconds, it will cause port member
timeout.

Short - LACP PDU will be sent per second. If port member is
not seen over 3 seconds, it will cause port member timeout.

Apply

Apply the settings to the switch.

Modify

It is used to edit settings (priority and timeout) for LACP port.
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lI-6 VLAN Management

A virtual local area network, virtual LAN or VLAN, is a group of hosts with a common set of
requirements that communicate as if they were attached to the same broadcast domain,
regardless of their physical location. A VLAN has the same attributes as a physical local area
network (LAN), but it allows for end stations to be grouped together even if they are not
located on the same network switch. VLAN membership can be configured through software
instead of physically relocating devices or connections.

11-6-1 Create VLAN

This page allows a user to add, edit or delete VLAN settings.

Dasbboerd LA L
. -
Creste VLAN
a

VLANID

MAL Address Table

Bl Bt Rpccrems

i VLAN Name VLAN Type Madify

Defaut (/)

Available settings are explained as follows:

Item Description

Action Select which action to perform, add VLANs or delete VLANSs.
Add - Create a new VLAN profile.

Delete - Delete an existed VLAN profile.

VLAN ID Enter the number as VLAN ID to be created or deleted. If you
want to create / delete multiple VLAN profiles, simply enter
multiple VLAN ID separated by comma, and/or range of VLAN
ID using hyphen.

VLAN Name Enter the prefix you wish to add followed by VLAN ID as VLAN
name. Leave it empty for using default "VLAN".

After clicking Apply, you will see:
VLAN ID = VLAN Nama VLAN Typa Madity
1 detautt Diatau [ <]
2 arheling0002 Static ge
markelng0003 Static ge.
Apply Apply the settings to the switch.
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Modify e
- Modify the name of the selected VLAN ID.
R —
Edit name of VLAN 4067
| New name 5
| _ HDMI__ VLAMADET
I WA o
New Name - Type a name for such VLAN profile.
OK - Apply the settings to the switch.
Cancel - Close the page and return to previous page.
@ - Delete the selected VALN ID.
11-6-2 Interface Settings
This page allows a user to configure interface setting related to VLAN.
oot |
:Wu- Pant Interface VLAN .. PVID Tagged VLAN Untagoed VLAN Foabidden VLAN Accegt Frame Typo Ingress Filtering Upfink TPID Madify
Biocknd Port Rlocovar AL Enabled aabie a
[ b Jesables B
Available settings are explained as follows:
Item Description
Port Select Select LAN ports to configure VLAN Settings.
Interface VLAN Mode Select the VLAN mode of the interface.

Hybrid - Support all functions as defined in IEEE 802.1Q
specification.

Access - Accept only untagged frames and join an untagged
VLAN.

Trunk - An untagged member of one VLAN at most, and is a
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tagged member of zero or more VLANS.

Tunnel - Support all functions as defined in IEEE 802.1Q
tunneling specification.

PVID

A PVID (Port VLAN ID) is a tag that adds to incoming untagged
frames received on a port so that the frames are forwarded to
the VLAN group that the tag defines.

For port under Access Mode, VLAN ID provided as PVID would
automatically be selected as the untagged VLAN.

Accepted Type

Specify the acceptable-frame-type of the specified interfaces.
It’s only available with Hybrid mode.

All - Accept frames regardless it's tagged with 802.1q or not.
Tag Only - Accept frames only with 802.1q tagged.
Untag Only - Accept frames untagged.

Ingress Filtering

Enable the ingress filtering to filter out any packets not belong
to any VLAN members of this port. It is enabled automatically
while operating in Access and Trunk mode.

Enabled - Click it to enable the function.
Disabled - Click it to disable the function.

Tagged VLAN

Specify the VLAN profile tagged in the VLAN.

Untagged VLAN

Specify the VLAN profile untagged in the VLAN.

Forbidden VLAN

Specify the VLAN profile forbidden in the VLAN.

Uplink TPID It is available when Trunk is selected as Inteface VLAN mode.
Check Enable and specify the TPID type.

Apply Apply the settings to the switch.

Modify

9 - Click it to edit settings for the selected port.
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[I-6-3 Voice VLAN

With such feature, a VLAN will be created temporarily and when the specified OUI device
delivers protocol packets related to “VolP”, VigorSwitch will guide these packets into the
specified Voice LAN with specified priorioty tag to speed up the packet transmission. Such
voice VLAN is only active inside VigorSwitch for packet transmission. After these packets
leave VigorSwitch, the Voice VLAN tag will be removed immediately.

11-6-3-1 Properties

This page allows a user to configure global and per interface setting of voice VLAN.

Dasmboard ©) Swizh LAN + VLAM Mansgemert

Available settings are explained as follows:

Item Description

Voice VLAN State Enabled - Click it to enable Voice VLAN.
Disabled - Click it to disable Voice VLAN.

Voice VLAN Id Check the box of Enable first and then select Voice VLAN ID
profile.

Remark CoS/802.1p Click Enabled / Disabled to enable or disable 1p remarking. If

enabled, qualified packets will be remarked by this value.

Remark Value Specify the number of packets to be remarked.

Specify the CoS/802.1p number you wish ingress VolP packets
be tagged with, so that QoS can prioritize it correctly.

Aging Time Select value of aging time (30~65536 min).

Default is 1440 minutes. A voice VLAN entry will be age out
after this time if without any packet pass through.

Apply Apply the settings to the switch.
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[1-6-3-2 Telephony OUI Setting

This page allows a user to add, edit or delete OUI MAC addresses. Default has 8 pre-defined

OUl MAC.

OUl Address

o0o3se
oEaTs
0000 1E
D0O1E3
fl 00808
oOOFE2

DOREE

Dusreosm 10 Swach LAN » VLAN Managemani » ‘e YLAN » Telephony O Sating

Description Edit

3COM 20
Cisce %0
Wertel 5.
Pingaal (T ]
Somern T
HEC:Phitps a9
Hie o0
hea 00

Available settings are explained as follows:

Item Description

OUI Address Type OUI address.

Description Enter a description of the specified MAC address to the voice
VLAN OUI table.

Add Click it to create a new voice OUI based on the settings
configured above.

Edit

e - Modify OUI setting for voice VLAN.

Edit OUI 00:E0:BB

Description:

00:ED:BE

@ - Click it to remove the selected OUI entry.
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[1-6-3-3 Port Setting

This page allows a user to specify LAN port(s) as Voice LAN port.

Sate-  Enabls @ Disabie

[ty Cos Mode: 3 @ s

i o]
Stat Cos Mode Edit
Disabled sre (]
Disatiest e (v ]
Dreatied e [+]
Dinablad (+]
Disablod e (]
Disatied [+]
Diastied we (/]
Dizablad e [+]
Disablod e (]
Disabied (]
Drsabied e [+]
Disabled L [+]

Spemipuifimeny GET} Disabled 3 (]

Available settings are explained as follows:

Item Description

Port Use the drop down list to specify one or more LAN ports.

State Enabled - Click it to enable the port settings for Voice LAN.
Disabled - Click it to disable the port settings for Voice LAN.

Cos Mode If Remark CoS/802.1p is enabled in Voice VLAN>>Properties,

settings in this page shall be applied. Otherwise, this option
will not take effect.

All - Once this port is identified as Voice VLAN by frame with
matched OUI, remark CoS/802.1p shall tag for all ingress
frame regardless of remarked frame matched with
pre-configured OUI or not.

Src (Source) - Once this port is identified as Voice VLAN by
frame with matched OUI, remark CoS/802.1p shall tag for only
the matched ingress frame with pre-configured OUI.

Apply Apply the settings to the switch.

Edit Click the icon under Edit for one entry to modify port settings
(State, Cos Mode) for voice VLAN.

Edit port GE1

State:

| Enabled

Cos Mode:

| sre

Cancel
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II-6-4 MAC VLAN

11-6-4-1 MAC Group

The MAC VLAN allows you to statically assign a VLAN ID to a host with specific MAC address(es).
VigorSwitch allows you configure multiple groups with configured MAC address and mask to be
active on ports and to be bound with VLAN ID. This page allows the network administrator to
define groups with specific MAC addresses for later binding with VLAN and Port.

Troup ID: i1 - TR

[ s )
Caoup n MAL Addrass Mask Edit m
] w /]
Available settings are explained as follows:

Item Description

Group ID It is a number for identification later, while chosen to be
bound with VLAN/Port.

MAC Address Enter the MAC address you wish to be classified in this group

Mask The mask is the length of matching prefix you wish to have on

MAC address.

For example, configure mask in 10. It means a host with
beginning of the 10-digit of MAC address will be checked, and
classified into this group if matched.

Add Click it to create a new MAC group profile based on the
settings configured above.

Edit / Delete Click the icon under Edit for one entry to modify settings for
group ID.

Delete - Delete the selected entry.

[1-6-4-3 Group Binding

The MAC VLAN allows you to statically assign a VLAN ID to a host with specific MAC address(es).
VigorSwitch allows you to configure multiple groups with configured MAC address and mask to
be active on ports and to be bound with VLAN ID. This page allows the network administrator
to bind the group of specified MAC addresses with VLAN and Port.
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Group I VLAN ean (D

Available settings are explained as follows:

Item Description

Ports Select the ports you wish to be bound with specified MAC
address group.

Group ID Choose the group ID you have created in earlier section, which
specified a group of host by MAC address and its mask.

VLAN Enter the VLAN ID that you wish to be bound with.

Add Click it to create a new MAC group binding profile based on the
settings configured above.

Edit / Delete Click the icon under Edit for one entry to modify settings for

selected port profile.
Delete - Delete the selected entry.
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11-6-5 Protocol VLAN

VigorSwitch offers protocol VLANs which allows Network Administrator to filter out untagged
traffic of certain protocol and then assign them a specific VLAN ID.

[1-6-5-1 Protocol Group

Up to eight protocol groups can be defined, each of them can have a unique filtering criteria
such as frame type and protocol value.

[ 7T e— |
Daarsears Q) Bt L i St = Protostl VAN = Pratussl Cran
Gorern Eonp Breep 10 -s
—
ol o
| GroupiD Frame Type Protocel Value Edit
(D500 1]
Available settings are explained as follows:
Item Description
Group ID It is a number for identification while bounding with
VLAN/Port.
Frame Type Use the drop-down list to specify the frame type which you

would like to filter.
Ethernet |l =

Ethernet_lI
IEEEBN2.3 LLC_ Cther

RFC_1042

Ethernet_lI - Packet will be mapped based on Ethernet version
2.

IEEE802.3_LLC_Other -Packet will be mapped based on 802.3
packet with LLC other header.

RFC_1042 - Packet will be mapped based on RFC 1042.

Protocol Value Input a value (ranging from 0x600 ~OxFFFE). Packets match
with such value will be classified into this group.

Add Click it to create a new protocol group profile based on the
settings configured above.

Edit

9 - Modify setting for selected group.
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Edit Group 1 i

Frame Type i

o

[EEEZ02.3_LLC_Other -

Protocol Value

(0xB00 - OxFFFE)  Ox 0501 i

@ - Click it to remove the group.

[1-6-5-2 Group Binding

This page is for setting up the ports and protocol group that we would like to filter, and the
VLAN ID we would like to assign.

@
e
%0
Available settings are explained as follows:
Item Description
Ports Use the drop-down list to select one or more ports for applying

protocol-based VLAN. Note that protocol-based VLAN can only
be applied to the ports of which Interface VLAN Mode (at VLAN
Management >> Interface Settings) is set to “Hybrid”.

Group ID Select the protocol group defined in Protocol Group setup.
VLAN Use drop down list to choose a value as VLAN number.
Add Add the above settings to the switch.

Before using Add, open Switch LAN>>VLAN
Management>>Interface Settings to specify Hybrid as
Interface VLAN Mode for the GE ports first. Otherwise, the
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following error message will appear.

=

Some problems happend

Set Protocol-base VLAN Binding: Port must be in General
Mode

Set Protocol-base VLAN Binding: Port must be in General
[lelal=

Edit

e - Modify setting for the selected group.

Edit Group 3: GE5

VLAN
1000 & (1-4094)

@ - Click it to remove the selected group.
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11-6-6 Surveillance VLAN

Surveillance VLAN can be configured for VigorSwitch to identify the packets coming from an IP
camera automatically and assign those traffics to a specific VLAN ID and CoS/802.1p value,
this helps you to prioritize those traffics and improve video quality.

[1-6-6-1 Property

This page is for setting up the VLAN to which the video traffic should be assigned and to
enable/disable Surveillance VLAN on each port.

Stata Mode Uos Policy

Dssbled Aun

L

QO0QO0Q0QQO0O0QOQPO

Available settings are explained as follows:

Item Description

State Enabled - Click it to enable the port settings for such VLAN.
Disabled - Click it to disable the port settings for such VLAN.

VLAN ID Choose a VLAN profile (created in Switch LAN>>VLAN

Management>>Create Vlan) as Surveillance VLAN.

CoS/802.1p Remarking

Specify the CoS/802.1p number you wish ingress packets be
tagged with, so that QoS can prioritize it correctly.

Enable - If enabled, qualified packets will be remarked by this
value.

Aging Time Unit is second.
Select value of aging time (30~65536 seconds).
Default is 1440 seconds. VLAN entry will be aged out after this
time if no packet passes through.

Apply Apply the settings to the switch.

Edit

9 - Click it to modify port setting status.
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Edit port GE1

State:
Disabled -
Mode:
ALtD -
QoS Policy:
video Packet -

State -Set it to enable surveillance VLAN function of interface.
Mode -Select port surveillance VLAN mode.

®  Auto: Surveillance VLAN auto detect packets that match
OUI table and add received port into surveillance VLAN ID
tagged member.

® Manual: User need add interface to VLAN ID tagged
member manually.

QoS Policy - Select port QoS Policy mode.

® Video Packet: QoS attributes are applied to packets with
OUl in the source MAC address.

®  All: QoS attributes are applied to packets that are
classified to the Surveillance VLAN.

OK - Apply the settings to the switch.
Cancel - Abandon the changes and return to previous page.
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11-5-6-1 Surveillance QUI

Filtering Surveillance traffic is based on the OUI of the IP cameras. Users can add, edit, and

delete OUI on this page.

Description Edit

%@

Available settings are explained as follows:

Item Description

OUI Address Enter OUI MAC address of monitored IP camera. It can’t be
edited in edit dialog.

Description Enter a description of the specified MAC address to the
surveillance VLAN OUI table.

Add Click it to create a new voice OUI based on the settings
configured above.

Edit

9 - Modify OUI setting for surveillance VLAN.

@- Click it to remove the selected OUI entry.
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II-6-7 GVRP

[1-6-7-1 Property

This page allows the network administrator to enable or disable the GVRP setting.

Dashboard

Q) Swiich LAN » VLAN Management » GVEG? > Proparty

VLAN Maragerment Leave

Croate Vian Leave Al

Irtwtacn Sattings

Voo VLAN

MACVLAN

Profocol VIAN

Available settings are explained as follows:

Item Description
State ® Enable - Click it to enable the port settings for such
VLAN.
® Disable - Click it to disable the port settings for such
VLAN.
Apply Apply the settings to the switch.
Timeout

Display the current time status for GVRP.

[1-6-7-2 Port Setting

This page allows the network administrator to configure registration mode (e.g., Normal,
Fixed or Forbidden) of GVRP (GARP VLAN Registration Protocol) for each GE port.

Such function can eliminate unnecessary network traffic and prevent any attempt to transmit
information to unregistered users.
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Iehertace Settings VLAN Creation Registration Ean
L GE Disabiea Enatied Nermal (]
MAC VLAN Nermal (<]
Protocal VLAN Mol o
Survellanca VLAN Normal (]
OVRE Mol (]
EEE o Enabie Normal (]
Mokt GET Dis Ennbh Nomal ()
ke Frame Disable Normal (]
L Ditsablest Ena Mormal (]
Available settings are explained as follows:
Item Description
Ports Select the port interface(s) for advanced settings.
State ® Enable - Click it to enable the port settings for such
VLAN.
® Disable - Click it to disable the port settings for such
VLAN.
VLAN Creation Select Enable or Disable.
Mode There are three modes to be specified.

® Normal - Default setting. All packets can pass through
the selected GE port.

® Fixed - The selected GE port only sends static VLAN
information to neighboring device and allows static VLAN
packet to pass through.

® Forbidden - The selected GE port only allows default
VLAN packet to pass through.

Apply Apply the settings to the switch.
Edit

9 - Click it to modify settings for the selected port.

Edit port GE1

State:
Dizabled d

VLAN Creation:
Enahled -

Mode:

Mormal d
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[1-6-7-3 Membership

This page display information about membership for GVRP.
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lI-7 EEE

This page allows a user to enable or disable port EEE (Energy Efficient Ethernet) function.

it Frame

STP

MAC Addresg Tatle
Eiccked Part Recaver GES Disabied
ONVIF Suneilance

Vian Routing

Available settings are explained as follows:

=
2
3

0000000000 §

Item Description

Port Select one or multiple ports to configure (GE1 to GE24, 10GE1

to 10GE4).

Enable

Enable - Click it to enable the EEE function.
Disable - Click it to disable the EEE function.

Apply

Apply the settings to the switch.

Modify

9 - Click it to modify port setting status.
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11-8 Multicast

IP multicast is a technique for one-to-many communication over an IP infrastructure in a
network.

To avoid the incoming data broadcasting to all GE ports, multicast is useful to transfer the
data/message to specified GE ports for IGMP snooping. When VigorSwitch receives a message
“subscribed” by the client, it must decide to transfer the data to specified GE ports according
to the location of the client (subscribed member).

11-8-1 Properties

For the multicast packets, This page allows the network administrator to choose actions for
processing the unknown muliticast packets and for handling known packets with MAC address,
IP address and VLAN ID.

Available settings are explained as follows:

Item Description
Unknown Multicast Select an action for switch to handle with unknown multicast
Action packet.

Drop - Drop the unknown multicast data.
Flood - Flood the unknown multicast data.

Forward to Router port - Forward the unknown multicast data
to router port.

IPv4 Forward Method Set the IPv4 multicast forward method.

Dst. MAC & VID - Forward using destination multicast MAC
address and VLAN IDs.

Dst. IP & VID - Forward using destination multicast IP address
and VLAN ID.

IPv6 Forward Method Set the IPv6 multicast forward method.

Dst. MAC & VID - Forward using destination multicast MAC
address and VLAN IDs.

Dst. IP & VID - Forward using destination multicast IPv6
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address and VLAN ID.

Apply

Apply the settings to the switch.
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11-8-2 IGMP Snooping

IGMP snooping is the process of listening to Internet Group Management Protocol (IGMP)
network traffic. The feature allows a network switch to listen in on the IGMP conversation
between hosts and routers. By listening to these conversations the switch maintains a map of
which links need which IP multicast streams. Multicasts may be filtered from the links which
do not need them and thus controls which ports receive specific multicast traffic.

Multicast packets (IPv4) transmission without IGMP snooping Multicast packets (IPv4) transmission with IGMP snooping

i\m m,
im\ 1}

e 2
5" Vigor router

|
|
|
|
Source : Source
|
I IGMP
VigorSwitch | Snooping VigorSwitch
|
|
|
| | | |
- | - - -
Receiver: Host A Host B Receiver: Host C 1 Receiver: Host A Host B Receiver: Host C

[ Multicast Packet
—_—

[1-8-2-1 IGMP Setting

This page allows the network administrator to enable/disable IGMP function, select snooping
version, and enable/disable snooping report suppression.

EntryMo. | VLANID || IGMP Shoopi.. || RouterPoits.. || Cuery Robus.. | Guery Interva, Cuiery Max R.. Last Momber Last Mombet ... || Immediste Le..  Modify

Disabled Eratied 2 125 10 2 1 Disabled (]

scioad Pert Macovse

Available settings are explained as follows:

Item Description

IGMP Snooping State Enable - Click it to set enabling IGMP function.
Disable - Click it to disable IGMP function.
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IGMP Snooping Version

Set the IGMP snooping version.
v2 - Only support process IGMP v2 packet.
v3 (BISS) - Support v3 basic and v2.

IGMP Snoopign Report
Suppression

Click Enable to allow the switch to handle IGMP reports
between router and host, suppressing bandwidth used by

IGMP.

Apply

Apply the settings to the switch.

Modify

e - Click it to modify IGMP settings for selected profile.
However, if IGMP Snooping State is not set as Enable, such
option will be disabled.

#

I Disable

Enabls

Edit VLAN ID 1

IGMP Snooping State

Router Ports Auto Learn

Query Robustness (Operational: 2)

Query Interval

!
I
(1-7, default 2)
(Operational: 125)
Sec (30-18000, default 125) I

Query Response Interval (Operational: 10)

1al

Sec (5-20, default 130)

Last Member Query Counter (Operational: 2)

Sec (1-7, default 2)

Last Member Query Interval (Operational: 1)

Disable

8 Sec (1-25, default 1)

Immediate Leave:

IGMP Snooping State -Choose Enable to enable IGMP snooping

function.

Router Ports Auto Learn - Set the enabling status of IGMP
router port learning. Choose Enable to learn router port by

IGMP query.

Query Robustness - Set a number which allows tuning for the
expected packet loss on a subnet.

Query Interval - Set the interval of querier send general

query.

Query Response Interval - It specifies the maximum allowed
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time before sending a responding report in units of 1/10
second.

Last Member Query Counter - After quering for specified
times (defined here) and still not receiving any response from
the subscribed member, VigorSwitch will stop transmitting
data to the related GE port(s).

Last Member Query Interval - The maximum time interval
between counting each member query message with no
responses from any subscribed member.

Immediate Leave - Leave the multicast group immediately on
the port & VLAN where leave message is sent from, regardless
there is still a subscribed member or not. Click Enable to
enable Fastleave function.

OK - Apply the settings to the switch.

Cancel - Close the page and return to previous page.

[1-8-2-2 IGMP Querier Setting

This page allows a user to configure querier settings on specific VLAN of IGMP Snooping.

...............

VLANID Ouarler State Querier Status Querier Verskon Chsariar IP

Available settings are explained as follows:

Item Description

VLAN ID Use the drop down list to specify a VLAN profile as IGMP
Snooping querier.

Querier State Enable - Click Enable to set the enabling status of IGMP
Querier on the chosen VLAN profile.

Disable - Click it to disable the function.

Querier Version Set the query version of IGMP Querier Election on the chosen
VLANS.

v2 - Querier version 2.

v3 - Querier version 3.

Note: For maximum compatibility, it is suggested to use
querier version lower than IGMP snooping version, for there is

possibile network mixed with IGMP v2/v3 client and v2 query
message is widerly understandable for those clients.

Apply Apply the settings to the switch.
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11-8-2-3 IGMP Static Group

The IGMP static group is allowed to assign a VLAN/port as a specific IPv4 multicast member.
Every IPv4 multicast stream that belongs to the specified group IP address will be forwarded
to the specified port/VLAN member.

= $2h LAM & MuBicsst » M Srosgng s ISMP Sisse O

EnCE Sarvar | Hutay & Addrent

i Memter Pt

o [}

VLANID Group IP Address Member Ports Madity
Available settings are explained as follows:

Item Description

VLAN ID Use the drop down list to specify a VLAN profile as IGMP Static
Group.

Group IP Address It is an identifier for the group member. Packets sent to such
address will be transferred to all interfaces defined in Member
Ports.

Specify the IPv4 multicast address you wish to assign for the
static group (defined in VLAN ID).

Member Ports Specify the port(s) that static group with given IPv4 multicast
address shall include.

Apply Apply the settings to the switch.

Modify

e - Click it to modify settings.
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11-8-2-4 IGMP Group Table

This page shows currently known and dynamically learned by IGMP snooping or shows the
assigned IPv4 multicast address group in operation.

Lide[swc.}

Available settings are explained as follows:

Item

Description

VLAN ID

Display the VLAN of this multicast group belongs to.

Group IP Address

Display the multicast address of this multicast group.

Member Ports

Display the port(s) where subscribing member of this multicast
group belongs to.

Type

Display if it is dynamically learned or statically assigned.

Life(sec.)

Display the life time of this multicast member left if no
membership report sent again.
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11-8-2-5 IGMP Router Table

This page shows the IGMP querier router known to this switch.

VLAN ID Pori Static Port Forbidden Port Expiry Time{sec.) Edit

Available settings are explained as follows:

Item Description

VLAN ID Use the drop down list to specify a VLAN profile (created in
Switch LAN>>VLAN Management>>Create Vlan) that the MLD
querier belongs to.

Type Static - Specify LAN Port (GE/LAG) to send out query to
remote host.

Forbidden - Use the drop down list to specify forbidden LAN
Port (GE/LAG).

Member Ports Use the drop down list to choose the uplink ports where
querier router exists.

Add Click it to display the result based on the settings configured
above.

Port Display the static port member specified in Member Ports.

Expire Time (sec.) Display the time before querier is considered no longer
existed.

Edit Click the icon under Edit to modify the settings for the

selected VLAN profile.
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11-7-2-6 Forward All

This page is allowed to determine which port(s) would like to receive the data (multicast
packets) that forwarded by VigorSwitch.

[ /)
pon =
Available settings are explained as follows:
Item Description
Available VLAN To display all of the available VLAN, the State must be set as

Enabled in MLD Setting first.

Use the drop down list to specify a VLAN profile (created in
Switch LAN>>VLAN Management>>Create Vlan) that
multicast packets will be forwarded to.

Static Ports Use the drop down list to specify LAN Port (GE/LAG).

Later, the multicast packets will be delivered to the network
device connected by these ports.

Forbidden Ports Use the drop down list to specify forbidden LAN Port
(GE/LAG).

Later, the multicast packets will not be delivered to the
network device connected by these ports.

Add Click it to display the result based on the settings configured
above.

Edit e
- Click it to modify port setting (static port and forbidden
port).

@ - Click it to remove the selected entry.
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[1-8-2-7 Throttling

The administrator can configure the user on a switch port (GE/LAG port) belonging to which
multicast group and restrict the number of multicast group that the user on the switch can
join. Then the administrator is able to control the network service (e.g, IP/TV service) that

the user can enjoy.

The Throttling page is used for configuring the maximum number (0~256) of IGMP group that a
user on a switch port can join. After defined the maximum number, each switch port
interface can be set to deny the IGMP join report or set to replace randomly selected
multicast interface with received IGMP join report.

fe— © Swtzh LAl » Muticast

QO0oQ0QOOQOOCQOOOQOO

Available settings are explained as follows:

Item Description
Ports Use the drop down list to specify LAN Port (GE/LAG).
Max Group Define the maximum number of IGMP group profile that a user

on the switch can join. If “0” is selected, then such interface
(port) can join all of the IGMP group profiles (defined in
Filtering Profile).

Exceed Action

VigorSwitch will perform the action defined below when the
number of IGMP join report for the specified interface exceeds
value defined in Max Group.

Deny - It is default setting. The IGMP join report (for multicast
service) received by such interface will be discarded.

Replace - When it is selected, a new group with IGMP report
received will replace the existing group.

Apply

Apply the settings to the switch.

Edit

9 - Click it to modify port setting (max group and exceed
action).
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[1-8-2-8 Filtering Profile

The administrator can configure the user on a switch port (GE/LAG port) belonging to which

multicast group and restrict the number of multicast group that the user on the switch can

join. Then the administrator is able to control the network service (e.g, IP/TV service) that

the user can enjoy.

The filtering profile page allows to configure up to 128 IP-group (for multicast servie) profiles
(starting and ending point within an IP range shall be specified). Each IP group profile can be
set for permission of / denial of network service respectively.

In addition, such filtering profile is only effective for controlling the query for multicast. It
has nothing to do with the general IGMP query.

End Address

an Fsusng

Sacury

Start Address End Address Action Edit

1]

Available settings are explained as follows:

Item Description

Profile ID Use the drop down list to select one filtering profile (1~128)
for IGMP snooping.

Start Address Enter an IP address as the starting point for the IP range.

End Address

Enter an IP address as the ending point for the IP range.

Action Deny - It is default setting. The forwarding request of
multicast traffic will be discarded.
Allow - When it is selected, the request for multicast traffic
will be forwarded to the multicast group normally.

Add Click it to display the result based on the settings configured
above.

Edit

9 - Click it to modify port setting (max group and exceed
action).
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Edit Profile 1

Start Address:
224.0.0.1
End Address:
224002
Action:
Al -

[1-8-2-9 Filtering Binding

This page allows the network administrator to select a filtering profile for LAN/GE port to
process multicast traffic.

Port Profile 10

E 9
GE2 o
GE3 9
GE4 (]
GES (v
GEG (]
GET G
= GES (]
MAL Adsress Tatie i °
o B Secoee e o
: GEN (]
T GE12 G
i v . -~
o) ]
Available settings are explained as follows:
Item Description
Ports Use the drop down list to specify LAN Port (GE/LAG).
Profile ID Use the drop down list to choose the filtering profile for the

select port/interface.

Enable - Check this box first to make profile ID selection be
available for choosing.

Apply Apply the settings to the switch.
Edit

9 - Click it to modify port setting (enabling / disabling filter
function and choosing a profile for such interface).
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Edit Port GE1

Filter:
Enahle

Profile:

VigorSwitch G2280x User’s Guide

73



[I-8-3 MVR

Multicast VLAN Registration (MVR) can route packets received in a multicast source VLAN to
one or more desination VLANs. LAN users are in the destination VLANs and the multicast
server is in the source VLAN.

MVR can continuously send multicast stream for traffic in the multicast VLAN, but isolate the
streams from the source VLANs for bandwidth and security reasons.

In general, MVR is able to:
® |dentify the MVR IP multicast streams and their associated IP multicast group.

® Intercept the IGMP messages

[1-8-3-1 Property

This page allows the network administrator to configure general settings for MVR, such as
enabling function, selecting VLAN ID (as source VLAN) and specify IP address(es) for
receiver/LAN users.

Available settings are explained as follows:

Item Description

State Enabled - Click it to enable the MVR function.
Disabled - Click it to disable the MVR function.

VLAN ID Choose one VLAN profile (defined in VLAN
Management>>Create Vlan) from the drop down list as
multicast source VLAN which will receive multicast data. All
source ports must belong to this VLAN. The default is VLAN 1.

Note: Each VLAN ID shall be configured with group address
and member port (defined in MVR>>Group Address page).

Mode There are two modes offered for MVR operation.
Comaptible - Multicast data received by MVR hosts
(multicast server) will be forwarded to all MVR receiver
ports.

Dynamic - Multicast data received by MVR hosts (multicast
server) on VigorSwitch will be forwarded from those MVR
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data and client ports grouped under MVR server.

Group Start

Enter an IP address. Any multicast data sent to this IP
address will be sent to all source ports on VigorSwitch; and
all receiver ports will accept /receive data from that
multicast address.

Group Count

Select a number to configure a contiguous series of MVR
group addresses (the range for count is 1 to 128; the default
is 1).

Query Time Use the drop down list to define the maximum time (1 - 10
seconds) to wait for IGMP report members on a receiver port
before the port is removed from multicast group.

Apply Apply the settings to the switch.

Operational Group

Display group information for MVR operation.

[1-8-3-2 Port Setting

It is necessary to specify destination port and source port (GE/LAG) for Vigor system to

perform MVR operation.

Role Immediate Leave

® Mona ) Hecaiwar ) Sturcs

[

Drsabied

Q0000Q0QOQO0QOOQOOOQOOQCQ

Available settings are explained as follows:

Item Description

Ports Use the drop down list to select LAN Port (GE/LAG). Later,
each port can be set as Recevier or Source port respectively. If
you do not satisfy with the port setting, simply click the Edit
button to make the modification.

Role None - Noting will be happed to the selected LAN port in MVR

operation.

Receiver - The selected port will be treated as destination
port which will receive multicast data from the multicast
server.

Source - The selected port will be treated as source port
which will send multicast data to the receiver port.

Immediate Leave

Enable - Enable the function fo immediate leave. When the
port (with the role of receiver) receives the leave message, it
will be removed from multicast group to speed up leave
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latency.
Disable - Disable the function of immediate leave.

Apply Apply the settings to the switch.

Edit 9
- Click it to modify port setting (role and immediate
leave).

[1-8-3-3 Group Address

This page allows the network administrator to configure IP address and specify port member
for VLAN selected in MVR>>Property page.

f— €D i LA » Wlicant » My » G ke
il Property [l Fort Seting [ Growp Ackiress
Ganersl Satus LAN I
DHCE Sarver | Ratay Geoup Address 10000 - L0.80)
Torl ot Mimbar
[ 2o ]

Group Address Membor Type LHn {Sec.) Edi

Available settings are explained as follows:

Item Description

VLAN ID Display the ID number of the VLAN.

Group Address Define a range of IP address(es) with the format of
XXX XXX XXX XXX = XXX XXX XXX XXX

Member Choose GE/LAG port to be grouped under the selected VLAN.

Add Click it to display the result based on the settings configured
above.

Edit

e - Click it to modify the settings.
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11-8-4 MLD Snooping

MLD snooping does the same thing as IGMP snooping. The difference is that IGMP snooping
acts on IPv4 packets; MLD snooping acts on IPv6 packets. MLD snooping is the process of
listening to Multicast Listener Discovery network traffic. It can examine IPv6 packets and
forward these packets to designate location via VLAN port members.

Multicast packets (IPv6) transmission without MLD snooping

-
=
=
=

Multicast packets (IPv6) transmission with MLD snooping

ml\ 1}

= i1 —= 1
"W'/’Vigor router [ 'J"'/’/Vigor router

Source Source

MLD

Snooping

VigorSwitch VigorSwitch

] = = =
Receiver: Host A Host B Receiver: Host C Receiver: Host A Host B Receiver: Host C

[ Multicast Packet
—

[1-8-4-1 MLD Setting

This page allows the network administrator to enable/disable MLD Snooping function, select
snooping version, and enable/disable snooping report suppression.

MLD Snocping Router Fort Query Query Query Max Laut Memiber Last Member
VLAN ID Operational Status Awo Learn Robustness Interval Response Inerval Cuery Counter Cusery Interval Iimmediate Leave Edit

Q

Available settings are explained as follows:

Item Description

State Enabled - Click it to enable the MLD snooping function.
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Disabled - Click it to disable the MLD snooping function.

Version

VigorSwitch supports two versions of MLD snooping.

MLDv1 - When it is selected, VigorSwitch will detect packets
controlled by MLDv1 and bridge the traffic to IPv6 destination
defined with multicast address(es).

MLDvZ2 - When it is selected, VigorSwitch will detect packets
controlled by MLDv1 and forward the traffic to destination
defined with multicast address(es).

Report Suppression

Enabled - Click it to allow the switch to handle MLD reports
between router and host, suppressing bandwidth used by MLD.

Disabled - Click it to disable the function.

Apply

Click it to display the result based on the settings configured
above.

Edit

9 - Click it to modify the settings for the selected VLAN ID
(GE/LAG port).

Edit VLANID 1 |

MLD Snooping State
I Disable - |

Router Ports Auto Learn

Enabls -

Query Robustness (Operational: 2)

2 (1-7, default 2)

Query Interval (Operational: 125)

I 125 Sec (30-18000, default 125)

Query Response Interval (Operational: 10)

£ 10 Sec (5-20, default 10)

Last Member Query Counter (Operational: 2)

2 Sec (1-7, default 2)

Last Member Query Interval (Operational: 1)

1 Sec (1-25, default 1)

Immediate Leave:

Disable -

MLD Snooping State - Enable/disable the MLD snooping
function for the selected port.

Router Ports Auto Learn -Set the enabling status of IGMP
router port learning. Choose Enable to learn router port by
MLD query.

Query Robustness - Set a number which allows tuning for the
expected packet loss on a subnet.

Query Interval - Specify the time interval for VigorSwitch to
send out general MLD query to the host (responsible for
responding). Later, based on the response, VigorSwitch can
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forward the traffic through ports in VLAN.

Query Response Interval - Specify the time interval for
VigorSwitch to receive the query response from the host. If
time is up and no response received, the packets will be
blocked and discarded.

Last Member Query Counter - After quering for specified
times (defined here) and still not receiving any response from
the subscribed member, VigorSwitch will stop transmitting
data to the related GE port(s).

Last Member Query Interval - The maximum time interval
between counting each member query message with no
responses from any subscribed member.

Immediate Leave - Click Enable to enable the function of
immediate leave. When the GE/LAG port receives the leave
message, it will be removed from multicast group to speed up
leave latency.

OK - Apply the settings to the switch.
Cancel - Close the page and return to previous page.

[1-8-4-2 MLD Static Group

The MLD static group is allowed to assign a VLAN/port as a specific IPv6 multicast member.
Every IPv6 multicast stream that belongs to the specified group IP address will be forwarded
to the specified port/VLAN member.

(o
Available settings are explained as follows:

Item Description

VLAN ID Use the drop down list to specify a VLAN profile (created in

Switch LAN>>VLAN Management>>Create Vlan) as MLD
Static Group.

However, if State in MLD Setting is not set as Enabled, such
option will be disabled and no ID can be selected.

Group IP Address It is an identifier for the group member. Packets sent to such
address will be transferred to all interfaces defined in Member
Ports.

Specify the IPv6 multicast address you wish to assign for the
static group (defined in VLAN ID).
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Member Ports

Use the drop down list to specify interaces (GE/LAG) for
receiving the packets from group IP address.

Apply

Click it to display the result based on the settings configured
above.

Modify

9 - Click it to modify the settings.

[1-8-4-3 MLD Group Table

This page shows currently known and dynamically learned by MLD snooping or shows the
assigned IP6 multicast address group in operation.

MAC Adsreys Tobie

kg e o

—— © setehLii -

Type Lifa{ses.)

Available settings are explained as follows:

Item

Description

VLAN ID

Display the name of VLAN configured in MLD Static Group.

Group IP Address

Display the IP adderss defined in MLD Static Group.

Member Ports

Display all of the interfaces defined in MLD Static Group.

Type

Display if it is dynamically learned or statically assigned.

Life(sec.)

Display the life time of this multicast member left if no
membership report sent again.

VigorSwitch G2280x User’s Guide



11-8-4-4 MLD Router Table

This page is allowed to configure VLAN profile by specifying static/forbidden ports for the
router (MLD querier).

VLAN ID Port Static Port Forbidden Port Expiry Time(sec Edit

Available settings are explained as follows:

Item Description

VLAN ID Use the drop down list to specify a VLAN profile (created in
Switch LAN>>VLAN Management>>Create Vlan) that the MLD
querier belongs to.

Type Static - Specify LAN Port (GE/LAG) to send out query to
remote host.

Forbidden - Use the drop down list to specify forbidden LAN
Port (GE/LAG).

Member Ports Use the drop down list to choose the uplink ports where
querier router exists.

Add Click it to display the result based on the settings configured
above.

Port Display the static port member specified in Member Ports.

Expire Time (sec.) Display the time before querier is considered no longer
existed.

Edit

9 - Click it to modify the settings for the selected entry.
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Edit VLAN 1

Static Port:
GE1, GE2, GE3 -

Forbidden Port:

11-8-4-5 Forward All

This page is allowed to determine which port(s) would like to receive the data (multicast
packets) that forwarded by VigorSwitch.

i o
Available settings are explained as follows:
Item Description
Available VLAN To display all of the available VLAN, the State must be set as

Enabled in MLD Setting first.

Use the drop down list to specify a VLAN profile (created in
Switch LAN>>VLAN Management>>Create Vlan) that
multicast packets will be forwarded to.

Static Ports Use the drop down list to specify LAN Port (GE/LAG).

Later, the multicast packets will be delivered to the network
device connected by these ports.

Forbidden Ports Use the drop down list to specify forbidden LAN Port
(GE/LAG).

Later, the multicast packets will not be delivered to the
network device connected by these ports.

Add Click it to display the result based on the settings configured
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above.

Edit 9
- Click it to modify port setting (static port and forbidden
port).

@ - Click it to remove the selected entry.

11-8-4-6 Throttling

The administrator can configure the user on a switch port (GE/LAG port) belonging to which
multicast group and restrict the number of multicast group that the user on the switch can
join. Then the administrator is able to control the network service (e.g, IP/TV service) that
the user can enjoy.

The Throttling page is used for configuring the maximum number (0~255) of MLD group that a
user on a switch port can join. After defined the maximum number, each switch port
interface can be set to deny the MLD join report or set to replace randomly selected multicast
interface with received MLD join report.

]
Q@
[+ ]
/]
@
[~ ]
]
/]
Q
a
[+ ]
Seaurity 6
Available settings are explained as follows:
Item Description
Ports Use the drop down list to specify LAN Port (GE/LAG) for
applying throttling feature.
Max Group Define the maximum number of MLD group profile that a user

on the switch can join. If “0” is selected, then such interface
(port) can join all of the MLD group profiles (defined in
Filtering Profile).

Exceed Action VigorSwitch will perform the action defined below when the
number of MLD join report for the specified interface exceeds
value defined in Max Group.

Deny - It is default setting. The MLD join report (for multicast
service) received by such interface will be discarded.

Replace - When it is selected, a new group with MLD report
received will replace the existing group.

Apply Apply the settings to the switch.
Edit

9 - Click it to modify the settings for the selected entry.
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[1-8-4-7 Filtering Profile

The administrator can configure the user on a switch port (GE/LAG port) belonging to which
multicast group and restrict the number of multicast group that the user on the switch can
join. Then the administrator is able to control the network service (e.g, IP/TV service) that
the user can enjoy.

The filtering profile page allows to configure up to 128 IP-group (for multicast servie) profiles
(starting and ending point within an IP range shall be specified). Each IP group profile can be
set for permission of / denial of network service respectively.

In addition, such filtering profile is only effective for controlling the query for multicast
traffic. It has nothing to do with the general MLD query.

Stan Address

Astion: & Alew O Deny

[ ]
Available settings are explained as follows:
Item Description
Profile ID Use the drop down list to select one filtering profile (1~128)
for MLD snooping.
Start Address Enter an IP address as the starting point for the IP range.
End Address Enter an IP address as the ending point for the IP range.
Action Deny - It is default setting. The forwarding request of

multicast traffic will be discarded.

Allow - When it is selected, the request for multicast traffic
will be forwarded to the multicast group normally.

Add Click it to display the result based on the settings configured
above.

Edit
9 - Click it to modify the settings for the selected entry.
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Edit Profile 1

Start Address:
224.0.0.1
End Address:
224002
Action:
Al -

[1-8-4-8 Filtering Binding

This page allows the network administrator to select a filtering profile for LAN/GE port to
process multicast traffic.

Casnbcard [< &
EUH-SI‘ID Po’
o oo
o
@
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o
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Q
T 0
MAC Aaseesn Tonie 0
Bischnd Port Recaver 0
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A .‘1-5 I o
e -
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Available settings are explained as follows:
Item Description
Ports Use the drop down list to specify LAN Port (GE/LAG).
Profile ID Use the drop down list to choose the filtering profile for the

select port/interface.

Enable - Check this box first to make profile ID selection be
available for choosing.

Apply Apply the settings to the switch.

Edit 9
- Click it to modify port setting (enabling / disabling filter
function and choosing a profile for such interface).
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Edit Port GE1

Filter:
Enahle -

Profile:
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11-9 Jumbo Frame

This page allows a user to configure switch port jumbo frame settings.

Jumbo Frame {Bytos): o= (1526-10000)

MAC Addrass Tacle
Blocknd Port Ascovnt
ONAF Survedlance
Vian Routing

Securty

AL

oS

Available settings are explained as follows:

Item Description

Jumbo Frame (Bytes) Enter Jumbo frame size. The valid range is 1526 bytes - 9216
bytes.

Apply Apply the settings to the switch.
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11-10 STP

88

The Spanning Tree Protocol (STP) is a network protocol that ensures a loop-free topology for
any bridged Ethernet local area network.

Bridge Protocol Data Units (BPDUs) are frames that contain information about the Spanning
Tree Protocol (STP). Switches send BPDUs using a unique MAC address from its origin port and
a multicast address as destination MAC (01:80:C2:00:00:00, or 01:00:0C:CC:CC:CD for Per
VLAN Spanning Tree).

For STP algorithms to function, the switches need to share information about themselves and
their connections. What they share are bridge protocol data units (BPDUs).

BPDUs are sent out as multicast frames to which only other layer 2 switches or bridges are
listening. If any loops (multiple possible paths between switches) are found in the network
topology, the switches will co-operate to disable a port or ports to ensure that there are no
loops; that is, from one device to any other device in the layer 2 network, only one path can
be taken.

11-10-1 Properties

This page allows a user to configure and display Spanning Tree Protocol (STP) property
configuration.

Fewt Sebarend Samng Sanmsnes

STP Mode: & Disable TP RSTP MSTP
HPOU Handling: ® Floading (3 Filaring

PatirC ot Methoed: Shont @& Loog

= @

Available settings are explained as follows:

Item Description

STP Mode Set the operating mode of Spanning Tree (STP).

Disabled - Disable the STP operation.

STP - Enable the Spanning Tree (STP) operation.

RSTP - Enable the Rapid Spanning Tree (RSTP) operation.
MSTP - Enable the Multiple Spanning Tree Protocol (MSTP)
operation.

BPDU Handling Specify the BPDU forward method when the STP is disabled.
Filtering - Filter the BPDU when STP is disabled.

Flooding - Flood the BPDU when STP is disabled.
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PathCost Method Specify the path cost method.

Long - Specifies that the default port path costs are within the
range: 1~200,000,000.

Short - Specifies that the default port path costs are within
the range: 1~65,535.

Apply Apply the settings to the switch.

11-10-2 Port Setting

This page allows the user to configure and display Spanning Tree Protocol (STP) port settings.

Dashboard © Sk LaN

| Sens

Link Aggeegation Edgo Port Yes w Mo
VLAN Managament 2P Option: ® Ao O Yes O Mo
EEE B Fileer Yes

BPDU Guard: Yes

Pors;

Part Admin Enable

Path Cost Priority Edge Port P2P Option BPDU Filter BPDU Guard Edit

Available settings are explained as follows:

Item

Description

Ports

Use the drop down to specify the interface ID or the list of
interface IDs.

Path Cost (0=Auto)

Path cost is the cost of transmitting a frame on to a LAN
through that port. It is recommended to assign this value
according to the speed of the bridge. The slower the media,
the higher the cost. Entering 0 means the switch will
automatically assign a value.

Priority

Specify a priority value for the switch. The smaller the priority
value, the higher the priority and greater chance of becoming
the root.

Edge Port

In the edge mode, the interface would be put into the
Forwarding state immediately upon link up. If the edge mode
is enabled for the interface and there are BPDUs received on
the interface, the loop might be occurred in the short time
before the STP state change.

Yes - Enable the function.
No - Disable the function.

P2P Option

Auto - VigorSwitch determines the STP of link type for this
port automatically.

Yes - It means the STP of link type on this port is full-duplex
and directly connect to another switch or host.

No - It means the STP of link type on this port is “not”
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full-duplex and “does not” directly connect to another switch
or host.

BPDU Filter Yes - Drop all BPDU packets and no BPDU will be sent.

BPDU Guard Yes - BPDU Guard further protects your switch by turning this
port into error state and shutdown if any BPDU received from
this port. Check it to enable such function.

Apply Apply the settings to the switch.

After clicking it, the settings configured above will be shown
on the table below.

Ports Use the drop down to specify the interface(s) for applying the
function of Migrate.

Migrate Click it to force the port(s) specified above to send one RSTP

BPDU (Rapid Spanning Tree Protocol Bridge Protocol Data
Unit).

Admin Enable

YES - Such port is managed by VigorSwitch.

Edit

Click it to modify the settings for the selected GE port.

|
' Edit Port GE1

Path Cost (0 = Auto)

Priority
128 -

Edge Port
No -

P2P Option

BPDU Filter: O Yes

BPDU Guard: O Yes
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11-10-3 Bridge Setting

This page allows the network administrator to configure required information to negotiate
with other VigorSwitch for determining the bridge switch.

Dashbcard s

MAL Address Tatie

Biocked Port Recaver

ian Rauting

Security

ACL

224/#ssb-tabled

Port Advanced Seling

{6-40)

{119

Available settings are explained as follows:

Item

Description

Priority

Specify the bridge priority. The valid range is from 0 to 61440,
and the value should be the multiple of 4096. It ensures the
probability that the switch is selected as the root bridge, and
the lower value has the higher priority for the switch to be
selected as the root bridge of the topology.

Forward Delay

Specify the STP forward delay time, which is the amount of
time that a port remains in the Listening and Learning states
before it enters the Forwarding state. Its valid range is from 4
to 10 seconds.

Max Age

Specify the time interval in seconds for a switch to wait the
configuration messages, without attempting to redefine its
own configuration.

Tx Hold Count

Specify the tx-hold-count used to limit the maximum numbers
of packets transmission per second. The valid range is from 1
to 10.

Hello Time Specify the STP hello time in second to broadcast its hello
message to other bridge by Designated Ports. Its valid range is
from 1 to 10 seconds.

Apply Apply the settings to the switch.
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11-10-4 Port Advanced Setting

This page allows user to edit general setting of STP CIST port and browser CIST port status.

Indentitier

Path Cost Edge Porl P2F Optian
RHOper

MST Poet Sating

DHCP Sarver | Riatay Port | [Prisrity/iD)

Ro... Roat Path Cost ] Bri.. P nHOper Port Rale Port State

IQOO0000000O0Q0000 !

Available settings are explained as follows:

Item Description
Port Display the interface number for GE and LAG.
Indentifier(Priority/ID) Display the spanning tree port identifier.

Path Cost Conf/Oper

Display current path cost of given port.

Designated Root Bridge

Display the identifier of designated root bridge.

Root Path Cost

Display the operational root path cost.

Designated Bridge

Display the identifier of next bridge on this port.

Edge Port Conf/Oper

Display if this port is configured as Edge of STP network, for
speed up link up.

P2P MAC Conf/Oper

Display if this port is configured as point to point link to
another switch or host.

Port Role Display current port role on the specified port. The possible
values will be: “Disabled”, “Root”, “Designated”,
“Alternative”, and “Backup”.

Port State Display current port state on the specified port. The possible
values will be: “Disabled”, “Discarding”, “Learning”, and
“Forwarding”.

Edit Click it to modify the priority setting for the selected GE port /

LAG port.
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Edit Port GE1

Priority

11-10-5 Statistics

This page displays STP statistics.

wm Port Configure BFDUs Rx. TCN BPDUs Rx. Configure BFDUS Tx. TCN BPDUs Tx.
mw’” (<24 ) o o o o
N‘M GE? o o 0 o

i GE3 o o o o
w GE4 o ] 0 o

gt todydlol G;'S o ] [ ]

EE c';'r, o ] a -]

HE GLY o ] [ ]

[teL e G::G 0 |: 0 0
mmm | GE0 [ ] a o
LTI 6;11 o o 0 o

ONMIF Survedtance .:;1 8 0 0 i

1 Raidng GE13 o o 0 o

Sety £14 ] o 2 ks

s = ; ; :
Available settings are explained as follows:

Item Description

Port Display the port number (GE / LAG).

Configure BPDUs Rx. Display the counts of the received CONFIG BPDU.
TCN BPDUSs Rx. Display the counts of the received TCN BPDU.
Configure BPDUs Tx. Display the counts of the transmitted CONFIG BPDU.
TCN BPDUSs Rx Display the counts of the transmitted TCN BPDU.
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11-10-6 MST Instance

MSTP allows traffic of different VLAN to be mapped into different MST Instances. VigorSwitch
supports up to 16 independent MST instances (0~15) with which the VLAN can be associated.

m
a8

Root Port Roat Path Cost Remaining Hop VLAN
WA (] o 14034

N o [}

Blacked Port Rucover
OMVIF Surediance
Wan Routing
Secunty - 12

ACL - 1%

QOO0 O0000000QQQ

QoS - 14 sares

Available settings are explained as follows:

Item Description

MSTI Display the index number of MST Instance. Each MSTI can have
one or multiple VLANSs.

Edit 9
- Click it to modify the priority setting for the selected GE
port / LAG port.

! _

Edit MSTI 1

VLAN 8

{1 - 4094, =et 0 to cancel)

Priority
32788 (D - 61440, default 32768)

Bridge Identifiter
32768-00:1D:AA4FE2:98

Designated Root Bridge
0-00:00:00:00:00:00
Root Port

Root Path Cost

Remaining Hop

VLAN - Enter the ID (1-4094) of the VLAN which should be
associated with this MSTI.
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Priority - The switch priority for this MST instance. A lower
number gives the switch higher chance to be chosen as the
root bridge.

Bridge Identifiter - Display the priority of MSTI instance
number + MAC address of the switch.

Designated Root Bridge - Display the Bridge Identifier of the
root bridge.

Root Port - Display the port toward the root.

Root Path Cost - Display the path cost toward the root.
Remaining Hop - Display the remaining hop count in BPDU.
OK - Save the modifications.

11-10-7 MST Port Setting

MST Port Settings is used to configure the GE port / LAG group settings for each MST instance.
The table displays the MST parameters for each port.

Dashboard ) Swich LAN > 5TP > MST Par Setting

Bridge Suting | Port Advanced Suting

Mirror Port || PathCost | Priority | PortRele = PortState | Mode | Type B.. o P o .. g Hop

Link Aggrogation GE1T 20000 128 Disatied Crsabled RSET Boundary 0-00.00

Blocked Port Rocover

ONVIF Survedlance

Disabled
Wian Fioutng

Sazunty
128 Lisaicd Crsabieg
ACL

20000 128 Disabled Desabled
Qe

100000000000

Available settings are explained as follows:

Item Description
MSTI Select one of the MST instances.
Edit e
- Click it to modify the path cost and priority setting for
the port.
Edit Port GE1
MSTI
1]
Path Cost
o 1 - 20000, 0 = ANER
Priority
12
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MSTI - Display the selected MST instance.

Path Cost - Set path cost value for the port. A port with lowest
value will be used as the forwarding port by spanning tree.
Default value was set according to the bandwidth of the port.

Priority - Among the ports with same path cost, port with
lower priority will have higher chance to be used as the
forwarding port by spanning tree. Use the drop down list to
choose desired priority value.
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[1-11 MAC Address Table

This section allows user to view the dynamic MAC address entries in the MAC table, change
related setting, and assign MAC address into MAC table.

11-11-1 Static MAC Setting

This section allows user to manually assign MAC address into MAC table. The configuration
result will be displayed on the table listed on the lower side of this web page.

Cemeratl Selup MAC Adldrman:

VLAN:

ELE Mo, MAC Address WLAN Fort Duiste

Available settings are explained as follows:

Item Description
MAC Address Enter the MAC address that will be forwarded.

VLAN This is the VLAN group to which the MAC address belongs.
Port Select the port where received frame of matched destination
MAC address will be forwarded to.

Add Click it to add any port into the static MAC table.
Delete Click it to remove the selected port from the static MAC table.
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11-11-2 Dynamic Address Setting

This page allows a user to configure aging time for dynamic MAC address.

ashboard (G Swich LAN > MAG Address Table > Dynaric Address Sefing > Dynamic Address Seting

|5-32767)

Biocioed Port Recover

ONVIF Surveilance

Wian Heuting

Available settings are explained as follows:

Item Description

Aging Time Enter the Dynamic MAC address aging out value (5-32767
seconds).

Apply Apply the settings to the switch.
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1I-11-3 Dynamic Learned

This page displays the MAC address and port number automatically learned by VigorSwitch.

VLAN Type Fart

Available settings are explained as follows:

Item Description

MAC Address Display the MAC address that will be forwarded.

VLAN Display the VLAN group to which the MAC address belongs.

Type Display whether the MAC address is Dynamic (learned by the
Switch) or Static Unicast (manually entered in the Static MAC
Forwarding screen).

Port Display the port to which this MAC address belongs.

Add to Static

Click this button to add any port into the static MAC table.
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11-12 Blocked Port Recover

This page is used for configuring settings to recover the port which is being blocked by the
following functions after a defined period of time.

Sec (30 . B6400)

Status -

s Recover ¥ Intesve
DHCP Sarver | Retay BPOU Gusrd
o Satng Saolf Loy

Mairor Benadcast Flood:
Link Aggregaion Ueiknessm Mul
VLAN Managemere Unicast Flood:
EEE e

Mt ast Poet Sacuirity:
oo Fraa DHCP Rate Limit
STP AU Fate Limit:
MAL Ak Tuble m

Available settings are explained as follows:

Item

Description

Recovery Interval

The port being blocked will be able to receive and send traffic
after the time period configured here.

BPDU Guard Enable - Recover the port being blocked by BPDU Guard after
the time set in Recovery Interval.
Self Loop Enable - Recover the port being blocked by self loop Guard

after the time set in Recovery Interval.

Broadcast Flood

Enable -Recover the port being blocked by broadcast flood
after the time set in Recovery Interval.

Unknown Multicast Flood

Enable - Recover the port being blocked by unknown multicast
flood after the time set in Recovery Interval.

Unicast Flood

Enable - Recover the port being blocked by unicast flood after
the time set in Recovery Interval.

ACL

Enable - Recover the port being blocked by ACL after the time
set in Recovery Interval.

Port Security

Enable - Recover the port being blocked by port security after
the time set in Recovery Interval.

DHCP Rate Limit

Enable - Recover the port being blocked by DHCP rate limit
after the time set in Recovery Interval.

ARP Rate Limit

Enable - Recover the port being blocked by ARP rate limit
after the time set in Recovery Interval.

Apply

Apply the settings to the switch.
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Part Il ONVIF Surveillance
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llI-1 Topology

ONVIF (Open Network Video Interface Forum), an International standard for current
surveillance system industy, focuses on security products based on network IP address.

With this feature, VigorSwitch can:

®  Integrate the ONVIF device and surveillance network
® Centralize management of IP video products

®  Offer real-time video monitoring

®  Offer remote IP video products maintenance

ONVIF devices can be centralized and managed remotely via VigorSwitch. With a hierarchy
view, the administrator can manage several ONVIF devices and check abnormal traffic
detected by Vigor system.

111-1-1 Status

The status (including port enabled, traffic, downlink, etc.) of the IP cameras and NVRs
(Network Video Recorders) can be seen on this page.

Dastbeard © W Surve
Stanss

Such LAN

ECT a

Video

Dovico M S s o

“ian Routrg

Security

ACL
3

Intarince I Addmes:
[ a——
Sl i Intnrince Subnat Mask:

Diargrestes

Mad Alprt - m

Produst Rgestration
St [ Throughpu Theoshold

Total Group L] +id N Group

Available settings are explained as follows:

Item Description

Discovery Enable - If enabled, VigorSwitch will automatically detect
ONVIF devices, recognize third party IP cameras and NVR and
integrate ONVIF device(s) to form surveillance network.

Disable - Disable the function of Discovery.

Default Username / Enter a name / password as the default value.

Default Password In the entire ONVIF Surveillance menu, VigorSwitch will input
this value in advanced and retrieve data. System administrator
can access the IP device in which the username and password
are as same as the default values.

However, you can also input another username/password

manually if the IP device username/password is different from
the one you enter in Default Username/Default Password.
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Discover Interface

VigorSwitch will detect the ONVIF device based on the VLAN
profile or interface selected.

Select VLAN -
® Discover VLAN - Use the drop down list to specify a VLAN
profile.

() Interface IP Address - Enter the IP address for the
selected VLAN profile.

® Interface Subnet Mask - Enter the subnet mask for the
selected VLAN profile.

Select Interface -

®  Existing Interface - Select an interface from the existing
interface profiles (created on Vlan Interface>>Interface
Settings).

Apply - Click to save the settings and re-detect the ONVIF

device.

Group

Specify a group for displaying group information and device
information under the selected group.

Or, choose the default setting, All, to display information for
all groups.

NVR

Display the number of NVR device(s) connected to
VigorSwitch. The panel sketch on the screen will display which
LAN port that the NVR device connected.

CAM

Display the number of IP camera(s) connected to VigorSwitch.
The panel sketch on the screen will display which LAN port
that the IP camera connected.

Group Information

Total Group

Display the total number of groups.

+Add New Group

A group can contain one (IP camera or NVR, as group leader) to
several devices (IP cameras as group devices).

Click the button to create a new group for managing multiple
devices.

Step (1) - The first page allows you to configure general
settings for a new group.

+Add New Group

General Setting

Group Name
Group by
O NVR @ IP Camera

Group Leader
GEE - DS-D3200VN
Group Device
ONVIF Device Admin Username

ONVIF Device Admin Password

VLAN
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®  Group Name - Enter the name of a group.
® Group by - The system will detect the NVR or IP cameras,
and list them on the field of NVR or Group Leader.

® NVR/Group Leader - Select an IP device. For the vedio
from IP camera will be recorded on an NVR device, it is
suggested to assign an NVR as the group leader.

®  Group Device - This field lists all devices (IP cameras)
not included by other group. Select one IP device to
multiple devices or select all the devices for managed by
this group.

®  ONVIF Device Admin Username/Password - When the
group members share the same username and password,
enter the username and password in these two field for
administration.

® Next - Click it to access into next page.

Step (2) - The second page allows you to configure throughput

threshold for the group port. It is helpful for the system

administrator to make the corresponding process if

encountered abnormal situation.

+Add New Group

o—2

Group Ports Throughput Threshold
O Apply to Al Member Ports

GEE& Ingress Threshold Mailalert

@® Ensble O Dissble
GES6 Egress Threshold Mailalert
@® Enable O Disable

GES6 Ingress Rate (kbps)
{16-1000000, multiple of 18)
GE® Egress Rate (kbps)

(16-1000000, multiple of 18)

® Apply to All Member Ports - Check the box to apply the
throughput threshold setting to all member ports.

®  GE# Ingress Threshold Alert - Click Enable to set the
ingress limit value. When the incoming traffic (packet) of
the GE port reaches the limit, the Vigor System will send
an alert email to the system administrator.

B GE# Ingress Rate - If enabling the ingress threshold
alert, enter the ingress rate as a threshold to send
mail alert.

®  GE# Egress Threshold Alert - Click Enable to set the
egress limit value. When the outgoing traffic (packet) of
the GE port reaches the limit, the Vigor System will send
an alert email to the system administrator.

B GE# Egress Rate - If enabling the egress threshold
alert, enter the egress rate as a threshold to send
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mail alert.
® OK - Save the configuration and exit the box.
® Cancel - Exit the box without saving the configuration.

Device Information

Modify Click it to modify the settings of the selected IP device.

Edit Device - DS-D3200VN

Online

true |

Port

GEB

Device Name

Group

Auth Username
admin

4 Auth Password

I asannns @

Location

E [0 Setup location manually

(=)

VigorSwitch G2280x User’s Guide 105



l11-1-2 Throughput Threshold

This page is used for set throughput threshold for multiple ONVIF devices managed by
VigorSwitch.

Dlishbeard

Interface IP Address:

Interface Submet Mask:
@
:
]

ACL

P Note: Throughput Threshodd Is 1o check the mie of a single port, not & single device.

it Marragerment Perin

Systerm Mamenace - Ingress Threshold Mailalert Enabde @ Disable

Dragnostes - Egraas Thrashsld Mailalart: Enabls ® Disabla

Ml Adert - m

Product Registraton

Port Current Ingress (kbps) Current Egress (kbps) Ingress Alert Threshold (kbps) Egress Alert Threshold (kbps) Modity
[
[
[
Available settings are explained as follows:
Item Description
Ports Specify one to several GE ports which will be limited by the
threshold configured here.
Ingress Threshold Disable - No mail alert will be sent out.
Mailalert Enable - When the ingress rate reaches the threshold

configured here, Vigor system will send alert mail to specified
mail address.

® Ingress Rate (Kbps) - Enter a value as the threshold of
ingress packets.

Egress Threshold Disable - No mail alert will be sent out.

Mailalert Enable - When the egress rate reaches the threshold
configured here, Vigor system will send alert mail to specified
mail address.

Egress Rate (Kbps)- Enter a value as the threshold of engress
packets.

Apply Save the settings or changes to the switch.

Modify Click it to modify the settings for the selected GE port / LAG
port.
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Edit Port GE1

Ingress Threshold Alert

@ Enable O Disable
Egress Threshold Alert

® Enable O Disable

Ingress Rate (kbps)
I 16 (16-1000000, multiple of 16) I

R Egress Rate (kbps)
(16-1000000, multiple of 16)

(=]
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111-2 Video

This page can offer a real-time video of specified IP camera for monitoring and control
environments.

nis 0 5

Saitch LAN

AnerA163 1681 195 BELmain

System Mantanance - { .

Available settings are explained as follows:

Item Description

Group Specify a group which contains the IP camera you want to
check.

Camera List Search - Enter the device name of the IP camera for searching

and displaying on this field.

Video Preview After authenticated with correct username and password, the
image of the specified IP camera (supported by VigorSwitch)
will be shown immediately.

Usename / Password - The default username/password will be
input if it is configured on the Topology page. However, if the
default input is not the correct username/password, enter the
correct one of the IP camera instead.

Login - Click it to authenticate the username and password for
the specified IP camera.

Live Streaming - Display the streaming URI of the IP camera.
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I11-3 Device Maintenance

The system administrator can remotely configure time setting and reboot the devices (IP
camers or NVRs) managed by VigorSwitch.

l11-3-1 General

This page displays the information (e.g., device online, device name, etc.), time and date
and the device action for a selected IP device (e.g., IP camera). Meanwhile, this page allows
configuring settings for ping check of IP camera or NVR.

Available settings are explained as follows:

Item Description

Device List Search - Enter a string to search the IP device you want.

Username / Password - Enter the username / password of the
IP-based device.

After entering the correct username and password of the IP
camera, click the mouse on the device name under the Device
List. Later, general information related to the IP device will be
shown below.

Login - Click it to authenticate the username and password.

Later, current network settings related to this device will be
shown on the screen.

Device Information Display the information related to the selected device.

6 - Click it to modify the device name.
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| Name Setting

Device Name

T T

Time and Date

Display the time and date information related to the selected
device.

9 - Click it to modify the time setting for the device.

Device Action

Display the action performed by IP-based device.

Factory Default - Click the Apply button to rest the factory
default to the IP device.

Reboot - Click the Apply button to reboot the IP device
immediately.

Device Ping Check -- Confi

gure settings for ping check of IP camera or NVR.

Method

Auto detect - Ping check of the IP camera or NVR
automatically. It depends on the discovery function.

Manual Ping Check - Ping check of the IP camera or NVR
manually.

Port

Display the port number of the IP device

Enable

Enable - Click it to enable the device ping check function.
Disable - Click it to disable the function.

Ping IP Address

Add Device - Click it to add an IP address of the device to be
pinged by VigorSwitch. Up to 16 IP address(es) can be added
and displayed in this field one by one (with the format of

X XXX, X XXX, XXX X))

Del Device - Click it to remove the selected IP address.

Interval Time (sec)

Set a time interval (15, 30, 60, 120) for pinging action.

Retry Time

Choose 1, 3, or 5 for Vigor system to retry the pinging action.

Failure Action

Configure the power behavior for each LAN port.

Power Cycle - Once the device is offline, Vigorswitch will
power off the device and then power on the device again.

Power Off - When the device is offline, power off the device
immediately.

Nothing - When the device is offline, no action will be
Power Cycle A

Power Cycle t
Power Off

Nothing

Note: When a PoE hub connecting to LAN port of VigorSwitch,
the power behavior (on/off) to the PoE hub also will apply to
all the devices connecting to the PoE hub.
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Mail Alert Enable - When the device is offline, Vigor system will send an
alert mail to notify the receiptant.

®  Mail with Snapshot - If enabled, the switch will try to get
snapshot from the device per half hour. Before using this
feature, set the group authentication information when
adding group or configure Default Username/Password in
the Topology page first.

Disable - When the device is offline, no action will be
performed.

Apply Save the settings or changes to the switch.

111-3-2 Network

This page displays the network settings of the specified device (IP CAM or NVR).

Danboard

<]

S

Ly rre—

Prefin Length:

Available settings are explained as follows:

Item Description

Device List Search - Enter a string to search the device you want.

Username / Password - The default username/password will

be input if it is configured on the Topology page. However, if

the default input is not the correct username/password, enter
the correct one of the IP device instead.

Login - Click it to authenticate the username and password.
Later, current network settings related to this device will be
shown on the screen.

Mode Change the connection mode for this device.

Static - When it is selected, you have to enter value for
network setting manually for the IP device.

® IP Address - Enter an IPv4 address for the IP device.

®  Prefix Length - Specify the subnet mask for the IP
address.

® Gateway - Enter the IPv4 address for the gateway.
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® DNS Serverl/2 - Enter the IP address for primary /
secondary DNS server.

DHCP - When it is selected, the IP device will be assigned with
the settings by the network's DHCP server automatically to
access the Internet.

® Hostname - Display the hostname of the DHCP server.

Zero Configuration

Enable - The network settings for the IP device will be
configured automatically.

Disable - The network settings for the IP devcie must be
configured manually.

Apply

Save the settings or changes to the switch.
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111-3-3 Security

This page displays the security settings of the specified IP device (IP CAM or NVR).

Frsaiar Regaanen

WTTRS Parta:

RTSR Pata:

Available settings are explained as follows:

Item Description

Device List Search - Enter a string to search the device you want.
Username / Password - The default username/password will
be input if it is configured on the Topology page. However, if
the default input is not the correct username/password, enter
the correct one of the IP device instead.
Login - Click it to authenticate the username and password.
Later, current network settings related to this device will be
shown on the screen.

HTTP Ports Current HTTP port number of the IP device is shown in this

field.

Enable - Click it to enable the HTTP port configuration and
enter a port value if required.

Disable - Disable the HTTP port configuration.

HTTPS Ports

Current HTTPS port number of the IP device is shown in this
field.

Enable - Click it to enable the HTTPS port configuration and
enter a port value if required.

Disable - Disable the HTTPS port configuration.

RTSP Ports

Current RTSP port number of the IP device is shown in this
field.

Enable - Click it to enable the RTSP port configuration and
enter a port value if required.

Disable - Disable the RTSP port configuration.

Apply

Save the settings or changes to the switch.
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This page is left blank.
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Part IV VLAN Routing
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IV-1 Property

With the function of VLAN routing of VigorSwitch, computers (or clients) under different
VLANs can access to the Internet and share data or information for each other.

® Enabls ) Disabis

Available settings are explained as follows:

Item

Description

State

Enable - Enable the function of VLAN routing to communicate
IP addresses within different VLAN group.

Disable - Disable the function of VLAN routing.
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V-2 Interface Setting

When VLAN Routing is enabled (on VLAN Routing>>Property), different VLANs can
communicate for each other.

Dushbcard (D Vian Routing > Intetace
Stats
Switch LAN -
ONVIF Survesliancy VLAN ID:
Description
Propedy
11 Ak
Statc Rooss Subnet Mask
— (o
AcL
()
VLAM ID L Description IPiMask Modify
Cartifcute Management
Symem Martananea o
%0
1ot 00
s %0

Available settings are explained as follows:

Item Description

VLAN ID Before choosing, you have to create VLAN profiles on VLAN
Management >> Create VLAN first.
Use the drop down list to select one VLAN ID.

Description Enter a brief comment for the VLAN ID.

IP Address Enter the IP address for the selected VLAN ID.

Subnet Mask Enter the subnet mask for the IP address set above.

Apply Save the settings or changes to the switch.

Modify

9 - click it to modify the settings for the selected entry.

- click it to remove the selected entry.
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V-3 Static Route

118

Static routing is a process that the system network administrator can configure the network
with all the required information for packet forwarding. Each VLAN can include several IP
address with the same subnet. The network administrator can specify some IP addresses (with
different subnets) and different VLANs for establishing a communication channel.

Dashboard O Vian Renig > Stiic it > 1Pt Configueitior
Status

Suilch LAN

ONVIF Surveslance

Delaun

|m e bl

Cortiicale Maragoment = I Destination IPMask Next Hop Delete

Available settings are explained as follows:

Item Description

Action Add - Create a new static route.
Delete - Remove an existing static route.

Destination IP Address Enter an IP address.
Subnet Mask Enter the subnet mask for the above IP address.
Next Hop Select Gateway or Interface to enter the IP address or choose

VLAN ID number.

Gateway IP Address It is available when Gateway is selected as the Next Hop.
Enter the IP address of the gateway.

Interface It is available when Interface is selected as the Next Hop.
Use the drop down list to specify the VLAN ID number.

Apply Save the settings or changes to the switch.
Modify

9 - Click it to modify the settings for the selected entry.

- Click it to remove the selected entry.
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Part V Security
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V-1 RADIUS

This page allows the network administrator to add and configure multiple RADIUS servers.

Ssten

Casrtmard Q) Security > RADILS > RADILS

yadch LAN -

OMF Survedlanca

Wian Rousing

¥ Confict Pravanien

o

User Dot Prarametiers:

Hostnams @ 1P O Py

Use Dofauk

E Uss Dataul

Available settings are explained as follows:

Item

Description

Use Default Parameters

Retries - The retry time before this server being considered
not-reachable.

Timeout for Reply - Set the time (in seconds) before this
server being considered lost connection.

Key String - Enter the string used to encrypt and authenticate
with RADIUS server.

Apply - Save the settings.

Add RADIUS Server

Address Type - Specify whether switch uses a hostname to
resolve address by DNS to connect to server, or directly
connect using IPv4 address.

Sever Address - Enter the server’s address corresponding with
address type given.

Server Port - Enter the port number used by RADIUS server.

Accounting Port - Enter a port number to receive the
information related to the user/device authenticated by the
RADIUS server. The collected information will be used for
network monitoring or statistics.

Priorty - Specify the priority that switch uses this server. The
higher number, the lower priority. Switch will start with server
with lowest priority.

Retry - Set the time before this server being considered
not-reachable

Timeout - Set the time (in seconds) before this server being
considered lost connection.

Key String - Enter the key string used for encrypting and
authenticating with server. Unless Key String is specified here,
the default string will be used.

Usage -Specify whether you would like to use this server for
switch login authentication or 802.1x access port
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authentication, or both.
Add - Click it to add a new RADIUS server and display in this
page.

9 under Edit- Click it to modify the priority setting for the
selected GE port / LAG port.
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V-2 TACACS+

This page allows the network administrator to add and configure multiple TACACS+ server.

Stahe -
TACACS
Switch LAN -

ONVIF Survaiance - Use Defaut Parameten

inn Reuang

Tirmeour o Use Dok

Ky String: B Use Dofault

Available settings are explained as follows:

Item Description

Use Default Parameters | Timeout -Set the time (in seconds) before this server being
considered lost connection.

Key String - Enter the string used to encrypt and authenticate
with TACACS+ server.

Apply - Save the settings.

Add TACACS+ Server Address Type - Specify whether switch use a hostname to
resolve address by DNS to connect to server, or directly
connect using IPv4 address.

Sever Address - Enter the server’s address corresponding with
address type given.

Server Port - Enter the port number used by TACACS+ server.

Priorty - Specify the priority that switch uses this server. The
higher number, the lower priority. Switch will start with server
with lowest priority.

Timeout -Set the time (in seconds) before this server being
considered lost connection.

Key String - Enter the key string used for encrypting and
authenticating with server. Unless Key String is specified here,
the default string will be used.

Add - Click it to add a new RADIUS server and display in this
page.

9 under Edit- Click it to modify the priority setting for the
selected GE port / LAG port.
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V-3 Management Access Authentication

V-3-1 Method Profile

This page allows a user to create method list for applying on management service.

Daskboan & Socurity = Management Accoss Authaniation = Wsthod Profle

Stavs -
Msthod Profl Applcation futfenbaton

Switch LAN -

OMMF Survellance - hethod Profike

RADILS Ogtional Methods: Sulected Methods:

Dynamc ARP Inspecion
Selected Methods Edit

P Boures Guard defau Local []
P Corfiet Pravanton.

Loop Protnction

AL

>

Available settings are explained as follows:

Item Description

Method Profile Name - Enter a name for creating a method.

Optional Methods - Available methods include Local, RADIUS
and TACACS+.

Selected Methods - The method listed in this field will be
applied for such method profile.

Add - Click it to add a method from Optional Method onto
Selected Method.

0 Click it to modify the optional methods/selected methods for
under Edit the selected profile.
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Edit Profile: default

Optional Metheods: Selected Methods:

MHone
RaDIUS
TACACE+
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V-3-2 Application Authentication

This page allows the network administrator to select the customized Method List to apply to
any management service, for management access control.

Siaten

Mothaod Profilo

Swirh LAN
OMF Surveilance

‘Wian Routing

RADIUS.

Marnageerant Aezain Contral

Dynarme ARF insgection

P Confiet Pravanien
Lesp Protecton
AL

o

Dashboand Q) Securty > Managsmait Access Authantication > Appkrson Aufhentication

:

Selectsd Profile

Available settings are explained as follows:

Item

Description

Application

There are five methods to be configured with different profile
respectively.

® Console/Telnet/SSH/HTTP/HTTPS

Selected Profile

Specify one of customized method profiles to apply to any
management service, for management access control.

Apply

Save the settings.
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V-4 Management Access Control

V-4-1 Management Access Control Profile (ACL)

This page allows a user to add, edit, and delete Management Access Control profiles.

Daskkoan
Stans

Switrh LAN

OMF Surveilance

Wian Rousing

W Sewree Gusnd

P Corfiet Provanton

Managemen Acoiss Control Profle(ACL)

AL Mars

ACL Profiie Name

Managemen Acoess Control Entries (ACE)

nactve

Available settings are explained as follows:

Maragoment Aocoss Contol ProBo(ACL)

Item

Description

ACL Name

Enter a name to create a profile for ACL.
Once a profile is created, it will be displayed on this page.

Add

Click it to create a new ACL profile after entering the ACL
name.

ACL Profile Name

Display the name of the ACL profile.

State

Display if such ACL profile is active or inactive.

Rule

Display the number of ACE used by this ACL profile.

Activate / Deactivate

9 - Click it to activate / deactivate such entry.

To configure detailed settings for the selected ACL profile, do
not click Activate for that profile.

Delete

Click the icon under Delete to remove the selected entry.
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V-4-2 Management Access Control Entries (ACE)

This page allows a user to add, edit, or remove Access Control Entries (ACE) of the
Management Access Control profiles. However, only the ACE of inactive profiles can be
modified, and before configuring ACE, at least one ACL profile should be created.

Dynamic ARP Inspection

DHCP Socpng

W Seures Guand

¥ Corlict Prirvartbon ACL Profila Nams
Loop Protnction

ACL

-

Dashbears (O Sesuty » Managament Access Control > Maraxgenunt Accass Contrs Ertves (ACE)

rinrity Sarvics Action Ports IF Version IF Address P Natmask Eait

Manageman Access Contred Entrins (ACE)

Management Access Control Enines (AGE)

& A0 O IP O IPVE

L] ]

Available settings are explained as follows:

Item

Description

ACL Profile Name

Use the drop-down list to select the inactive ACL profile you
would like to modify.

Priority Specify a priority number (1 to 65535) for such rule. The lower
the number, the higher the priority.

Service Choose the service type you would like to control the access.

Action Select the action to be taken on the traffic of selected service
type.
Deny - Incoming / outgoing data which meets ACE rules will be
blocked.
Permit - Incoming / outgoing data which meets ACE rule is
allowed to pass through.

Ports Select the ports to which the ACL should be applied.

IP Versions Specify the IP address/subnet to which the ACL should be
applied.
®  All - All the IP address should be applied.
®  |Pv4 - Specify the IPv4 address /subnet.
®  |Pv6 -Specify the IPv6 address /subnet.

IPv4 Enter the IPv4 address/subnet to which the ACE rule should
apply.

IPv6 Enter the IPv6 address/subnet to which the ACE rule should
apply.

Add Click it to create an ACE rule profile.
Then, such ACE rule profile will be shown on the table below.

Edit

9 - click it to modify the settings for the selected entry.
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Edit ACE with ACL
profile=sACL_Carrie and

Priority=1
Service: All -
Action: Deny -
Ports: GE1, GE2, GE3, GE4, GE5, GEG, GET, G~
IP Versions: ® All © IPv4 C IPv6
IPv4: !
IPvG: !

@- click it to remove the selected entry.
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V-5 802.1X/MAC Authentication

The authentication manager allows you to configure securely access from any host connected
to physical ports. You may apply multiple ways of authentication to each port.

V-5-1 Properties

V-5-1-1 Global Settings

VigorSwitch G2280x supports 802.1x and MAC-based authentication methods. In Global
Settings page, you can specify authentication type, enable Guest VLAN function, specify a VID
and select format for MAC address entry.

Cushboard () Secuity > BOZ 1XMAG Adescason > Proparte

Stahe

Swiich LAN -
NI Survtarca - ocowusaw |

inn Reuang

Rurthartication Types:

Guest VLAN: Enable

Selected VID:

WAL e Usior 1) Frrmaat XIOOCOO000K

Pant Security

Stoem Control
005
Dynarric ARP Irapottion
DHCP Secping

Available settings are explained as follows:

Item Description

Global Settings Authentication Types - Use the drop down list to specify
which type (802.1x, MAC-based) will be used for
authentication. Choose to enable 802.1x or MAC-based
authenticate method for host connecting to Ethernet port. You
may configure which type to be used per port, but enabling
any per port without enabling here will not be effective.

Guest VLAN - Check to enable a Guest VLAN for those have not
successfully authenticated with any given methods. Choose
one of the VLAN ID as a Guest VLAN.

Selected VID - If Guest VLAN is enabled, use the drop down list
to specify one VID number.

MAC-Based User ID Format -Specify how the MAC-based user
ID should be expressed in EAP message between AAA server
and switch.

Apply Save and activate the settings configured above.
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V-5-1-2 Port Authentication Setting

This page allows the network administrator to configure detailed authentication settings for
each port.

Cushboard () Securny > BOZ 1XMAC Adswebcason > Proparses. > Port Autferscas

St

Switch LAN -
ONIF Survelance - Pt Port Mode Sefings

ian Rauang

RADILS

ovalabils fsthartieation Typas: Salactad Authanticatics Typea: I Ordar)

00

lus Cinly) Saloctnd Mathods: (In Ordar)

RADILS

! n
Stcern Contiol B
L= [«]

Dynantic ARP Inspottion
DHCP Srocpang

Guoest VLAN Enabile

RAMILIS V1 AN Ansinnemant

Available settings are explained as follows:

Item Description

Apply Settings to Ports Select physical port(s) for applying settings.

Note that port authentication will not be effective if none of
them were enabled.

Authentication Types Select 802.1x and/or MAC-based authenticate method for host

Enabled connecting to this port.

Host Mode Multiple Authentication - Each host are authenticated
individually.

Multiple Hosts - Authentication is done on port basis, only one
authenticated host is required; other hosts connected to this
port can access freely as authenticated host.

Single Host - Only one host can be authenticated, and access
the port.

Available Authentication | Display available authentication types of AAA server (or local)
Types you wish to have on this port.

Selected Authentication | Specify the order of authentication type you wish to have on
Types this port.

Available Methods Display available methods of AAA server (or local) you wish to
have on this port.

Selected Methods Specify the order of authentication methods you wish to have
on this port.

Guest VLAN Check Enable to enable Guest VLAN on this port for those

didn't authenticated successfully.

RADIUS VLAN Assignment | Disable - Switch will ignore the VLAN assignment from the
RADIUS server and keep the original VLAN of the host.

Static - Switch will use the VLAN assignment from the RADIUS
server if it receives the information. If there is not VLAN
information, it will keep the original VLAN of the host.

Reject - Switch will reject the host if it does not receive the
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VLAN information from RADIUS server.

Apply The modification made above can be applied on to the
selected GE port immediately.

V-5-2 Port Control/Settings

This page allows the network administrator to controls port setting, based on 802.1X, for
ethernet port authentication.

Resond EAP Period|B02,1X Paramatsr ;

Suppicor TimeoutfM2.1% Paramotor] e

Available settings are explained as follows:

Item Description
Ports Select the ports to modify the port control settings.
Port Control Specify if you wish this account to be allowed (Authorized) or

blocked (Unauthorized) or determined by VigorSwtich (Auto).

® Disabled - Disable any authentication requirement for
port access. All clients are allowed to access the
network.

® Force Authorized- Port will be considered authorized.
All clients are allowed to access the network.

® Force Unauthorized - Port will be considered
un-authorized. All clients are NOT allowed to access the
network.

® Auto - Port will be considered authorized or
unauthorized based on the authentication results of the

host.
Periodic Enable - The hosts via the selected GE port will be
Reauthentication re-authenticated periodically.
Max Hosts If Multiple Authentication mode is selected as Host Mode

(802.1X/MAC Authenticaion>>Properties>>Port Authentication
Setting), the total number of hosts cannot exceed the
maximum numer of hosts configured here.

Reauthentication Period | Enter a time period. When the time is up, the host shall return
to initial state and prepare to pass authentication procedure
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again. Default is 3600 seconds.

Inactivate Timeout

When there is no packet coming from the authenticated host,
the system will start the inactive timer. After inactive
timeout, the host will be unauthorized and corresponding
session will be deleted. In Multiple Hosts mode (configured in
802.1X/MAC Authenticaion>>Properties>>Port Authentication
Setting), the packet is counted on the authorized host only and
not all packets on the port.

Quiet Period

When a GE port is disabled just because authentication fails
several times, the host connected to that port will be blocked
for a period of time configured in quiet period.

Later, after the time period set in this field, the host wll be
allowed to perform authentication again.

Resend EAP Period
(802.1X Parameter)

Set the period for host to re-send EAP (Ethernet Automatic
Protection) requests.

Default value is 30 (seconds).

Supplicant
Timeout(802.1X
Parameter)

Set a period of time for the maximum number of EAP requests
will be sent.

If a response from the host is not received by VigorSwitch after
the defined period (supplicant timeout), the authentication
process will be started again.

Server Timeout (802.1X
Parameter)

Set a period of time for the server. The EAP requests shall be
resent to the supplicant within the time; otherwise, the time
setting will lapse and the requests won’t be sent out.

Max EAP Request
(802.1X Parameter)

Set the maximum time interval for EAP request sent out.

Apply

The modification made above can be applied on to the
selected GE port immediately.

VigorSwitch G2280x User’s Guide



V-5-3 MAC-Based Local Account

This page allows the network administrator to create profiles by entering MAC address of the
hosts to be authenticated.

Dushboad Q) Secuity > B ONMAC Afurbeation = MAC- Hased Locsl Aceonrd = MAC Batnd Lecal Aeoumt
Statug

MAC-Based Locs Acoount
Switch LAN =

ONF Burveslanes

MAC-Hiasad Local Account Setings

Wian Routing

% Fores Autharizsd () Fores Unauthorized

VLAN: User Dnfined

Resuthentication Period: User Dufimed

||||| v Timacut User Dinfined

[ 20]
Do&
Dynaic ARP Ispoction
DHCP Secping
Available settings are explained as follows:
Item Description
MAC Address Enter the MAC address of the host.
Port Control Specify a control type for the host.

® Force Authorized - Click it to forcefully authenticate the
host specified above.

® Force Unauthorized - The host specified above will not be
authenticated by VigorSwitch.

VLAN User Defined - Check it to specify which VLAN will be assigned
by the host of this account.

Reauthentication Period | User Defined - Check it to specify the time this account
required to be authenticated again after authentication taken

place.

Inactive Timeout User Defined - Check it to specify the time of inactive this
account becoming log-off.

Add Click it to create a new account.

Edit It is available when there is one profile existed.

e - Click it to modify the settings for the selected entry.
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V-5-4 Authenticated Hosts

This page displays information related to the host authenticated by VigorSwitch.

Uasrbean D) Seciity > BIZ1XMAL, > At } > At Heats.

Session D Port || MAC Address || Current Type status Wi 8. 155 = Ve Autharia

ot ContrdGatings
MAC-Bused Locl Account

Autherscatod Hosts

Aesourng

Dynarme ARP Inspecton
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V-5-5 Accounting

This page allows the network administrator to authenticate the client via RADIUS server.

After enabling the accounting service, VigorSwitch will periodically transmit information

related to the authenticated user or device to the RADIUS server to comprehend the usage

records of the user/device for the purposes of network monitoring or billed accordingly.

At present, VigorSwitch supports and sends the following attributes to specified RADIUS

server.

NAS-IP-Address
Called-Station-Id
NAS-ldentifier
NAS-Port-Type
User-Name
Acct-Session-ld
Acct-Status-Type
Acct-Input-Octets
Acct-Output-Octets

Acct-Input-Gigawords
Acct-Output-Gigawords

Dushboard D —

Switch LAN

ONVIF Surveslanes

Wian Rouing

- Staber

Server:

Updata Perbod:

Dyruvic ARP Inspoction

Dinconnect Measoge Port

# Enabie Dinalbe
& RADILS

Available settings are explained as follows:

Item Description

State Enable - Enable the authentication made by the RADIUS
server.
Disable - Disable the function.

Server RADIUS - At present, only RADIUS server can be used for

authentication.

Disconnect Message Port

Enter a port number (1~65535) to notify the system
administration the disconnection of RADIUS server.

Update Period

Enter the update period (1~60) for authentication.
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V-6 Port Security

This page allows the network administrator to configure security settings for each port
interface (GE port /LAG group). When port security is enabled for each interface, releated
action will be performed once detecting that the number of MAC address exceeds the limit.

Dashboard © S

:L‘ III-I: LAN £t ety

= ~e

TACACS+ Port Stabe Enable @ Disable

Mansgerent Actess Authemcator MAC Addreas: 55

Managerrmnt Acceas Cordeol A Nscard Shutdown

002 1XMAL Authantcahon m

Sacem Contiol

[ia% Part State MAC Addrass Action Modify

A g1 Cisaties ! isca ]

DHCP Snacging Disc e

1P Source Cuard isca [

1P Confict Pravention Disea []

Loon Pratection Disca (]

ACL isab isca [ ]

QoS Mgabi 1 0

Available settings are explained as follows:

Item Description

State Enable or disable port security function on the switch.
Enabled - Enable the port security function.
Disabled - Disable the port security function.

Apply The modification made above can be applied on to the
selected GE/LAG port immediately.

Ports Select the port(s) you would like to configure the port security
settings.

State Enable or disable port security function on the ports selected
above.

Enabled - The selected port applies the port security settings.

Disabled - The selected port does not apply the port security
settings.

MAC Address Enter the maximum number of MAC addresses that the port is
allowed to learn.

Action Select an action to perform when there is an unknown MAC
address on the port.

Forward- Forward a packet whose source MAC is unknown to
the switch.

Discard- Discard a packet whose source MAC is unknown to the
switch.

Shutdown- Shutdown this port when a packet with unknown
source MAC is received.

Modify
9 - click it to modify the settings for the selected entry.
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Edit Port GE1

Port State
() Enabled @® Disabled

MAC Address
1 {0 - 255)

Action

) Forward @ Discard () Shutdown
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V-7 Storm Control

Storm Control helps to suppress possible broadcast, unknown multicast or unknown unicast
storm by applying a rate limit on those packets.

V-7-1 Properties

This page allows a user to configure general settings for Storm Control.

W Seurcie Qsardd

P Confict Preventon

Locp Protocton

rame Gap: » Excluded Included

Available settings are explained as follows:

Item

Description

Storm Control Mode

Select the mode of storm control.

Packet/sec - Storm control rate will be calculated by
packet-based.

Kbits/sec - Storm control rate will be calculated by
octet-based.

Preamble & Inter Frame
Gap

Select the rate calculation with/without preamble & IFG (20
bytes).

Excluded - Exclude preamble & IFG (20 bytes) when count
ingress storm control rate.

Included - Include preamble & IFG (20 bytes) when count
ingress storm control rate.

Apply

Apply the settings to the switch.
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V-7-2 Port Setting

This page allows the network administrator to configure port settings for Storm Control. The
configuration result for each port will be displayed on the table listed on the lower side of this

web page.

Daskbeans ) Securty = Siom Conircl > Port Satting > P Setiing

CMMF Survedlance

Wian Rouing

Fort Storm Gontred

,

Broadcast (Kbps) Unknaw Multicast (Kops) uUnknow Unicast (Kops) Actian Madiry

Ditsatied

Q00 Q0Q

Available settings are explained as follows:

Item

Description

Ports

Use the drop down list to select the port profile (GE1 to GE24,
10GE1 to 10GE4).

Storm Control

Disable - Disable the storm control configuration for the
selected port profile.

Enable - Enable the storm control configuration for the
selected port profile.

Limiting Rate

Check the box(es) to enable strom control rate limited for
Broadcast, Unknown Multicast and/or Unknow Unicast packet.

Broadcast - Specify the storm control rate for Broadcast
packet. Value of storm control rate, Unit: Kbps (Kbits
per-second). The range is from 16 to 1000000.

Unknown Multicast - Specify the storm control rate for
unknown multicast packet. Value of storm control rate, Unit:
Kbps (Kbits per-second). The range is from 16 to 1000000.

Unknown Unicast - Specify the storm control rate for
unknown multicast packet. Value of storm control rate, Unit:
Kbps (Kbits per-second). The range is from 16 to 1000000.

Action

Select the state of setting.

Drop - Packets exceed storm control rate will be dropped.
Shutdown - Port exceeds storm control rate will be shutdown.

Apply

Apply the settings to the switch.

Modify

9 - click it to modify the settings for the selected entry.
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V-8 DoS

140

A Denial of Service (DoS) attack is a hacker attempt to make a device unavailable to its users.

DoS attacks saturate the device with external communication requests, so that it cannot
respond to legitimate traffic. These attacks usually lead to a device CPU overload.

The DoS protection feature is a set of predefined rules that protect the network from
malicious attacks. The DoS Security Suite Setting enables activating the security suite.

V-8-1 Properties

This page allows a user to configure DoS setting to enable/disable DoS function for global
setting.

Dashboard (@) Secury > Bos > Freparses. > Froperh

Satess

enabde [ 1240 Byt [0.65535]

n Fra s -
i " 2
B4 Fing Max Sirn ®
| oss ] W6 g M Sl & Enable () Disabde
| Propeties. Ping Max Sire Settin EE
[ 0o P Sating St Artnek & Cnsble ) Disable Netmask Lengeh: [0

A1 Bytes [0.E4538]
Dynarmie ARP Inspaction

TP Min Hilr Sire # Ensble Désable |20 Bytes {0-1)
DHCP Snocpng

W Seurce Cusard

TCRSYN [SPORT<3024] & Cnable () Désable

Hull Scan Aiack & Enable O Disable
P Confict Preventon

¥.mas Scan Attack ® Fnable Dinalde
Loop Protocton

TCF SYRFIN Attack ® Ensble [ Disable

Available settings are explained as follows:

Item Description

Dst MAC=Src MAC Drop the packets if the destination MAC address is equal to the
source MAC address.

Disabled - Disable the item function.
Enabled - Enable the item function.

LAND Drop the packets if the source IP address is equal to the
destination IP address.

Disabled - Disable the item function.
Enabled - Enable the item function.

UDP Blat Drop the packets if the UDP source port equals to the UDP
destination port.

Disabled - Disable the item function.
Enabled - Enable the item function.

TCP Blat Drop the packages if the TCP source port is equal to the TCP
destination port.

Disabled - Disable the item function.
Enabled - Enable the item function.
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Ping of Death

Avoid ping of death attack.

Ping packets that length are larger than 65535 bytes.
Disabled - Disable the item function.

Enabled - Enable the item function.

IPv6 Min Fragments

Check the minimum size of IPv6 fragments, and drop the
packets smaller than the minimum size. The valid range is
from 0 to 65535 bytes, and default value is 1240 bytes.

Disabled - Disable the item function.
Enabled - Enable the item function.

ICMP Fragments

Drop the fragmented ICMP packets.
Disabled - Disable the item function.
Enabled - Enable the item function.

IPv4 Ping Max Size

Determine the IPv4 PING packet with the length.
Disabled - Disable the item function.
Enabled - Enable the item function.-

IPv6 Ping Max Size

Determine the IPv6 PING packet with the length.
Disabled - Disable the item function.
Enabled - Enable the item function.

Ping Max Size Setting

Determine the IPv4/IPv6 PING packet with the length. Specify
the maximum size of the ICMPv4/ICMPV6 ping packets. The
valid range is from 0 to 65535 bytes, and the default value is
512 bytes.

Smurf Attack

Avoid smurf attack. The length range of the netmask is from 0
to 323 bytes, and default length is 0 byte.

Disabled - Disable the item function.
Enabled - Enable the item function.

TCP Min Hdr Size

Check the minimum TCP header and drops the TCP packets
with the header smaller than the minimum size. The length
range is from 0 to 31 bytes, and default length is 20 bytes.

Disabled - Disable the item function.
Enabled - Enable the item function.

TCP-SYN (SPORT<1024)

Drop SYN packets with sport less than 1024.
Disabled - Disable the item function.
Enabled - Enable the item function.

Null Scan Attack

Drop the packets with NULL scan.
Disabled - Disable the item function.
Enabled - Enable the item function.

X-mas Scan Attack

Drop the packets if the sequence number is zero, and the FIN,
URG and PSH bits are set.

Disabled - Disable the item function.
Enabled - Enable the item function.

TCP SYN-FIN Attack

Drop the packets with SYN and FIN bits set.
Disabled - Disable the item function.
Enabled - Enable the item function.-

TCP SYN-RST Attack

Drop the packets with SYN and RST bits set.
Disabled - Disable the item function.
Enabled - Enable the item function.
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TCP Fragment (Offset=1) | Drop the fragmented ICMP packets.
Disabled - Disable the item function.
Enabled - Enable the item function.

Apply Apply the settings to the switch.

V-8-2 DoS Port Setting

This page allows a user to configure and display the state of DoS protection for interfaces.
The configuration result for each port will be displayed on the table listed on the lower side
of this web page.

Cushboard ) Securty > Do > Dot Port Swsing > Port Sutting

Status

FPoat Sl
Switch LAN

ONVIF Sunveiance - Port Safting

inn Rauang

1,
a
5
g
2 1 3
g
=
g
-

Q000000000

Available settings are explained as follows:

Item Description

Ports Use the drop down list to select the port profile (GE1 to GE24,
10GE1 to 10GE4) or profiles.

DoS Protection Disable - Disable the function of DoS Protection.
Enable - Enable the function of DoS Protection.

Apply Apply the settings to the switch.
Modify

9 - Click it to modify settings.
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V-9 Dynamic ARP Inspection

Dynamic ARP inspection (DAI) can prevent ARP spoofing attacks by validating ARP packet in a
network. It can intercept, record, and discard ARP packets with invalid IP-to-MAC address
bindings; and then protect the network against malicious attacks.

V-9-1 Properties

V-9-1-1 Global Property Settings

This page allows a user to configure global property settings for the fuction of Dynamic ARP

Inspection.
Dashboard 1O Security » Dymaric ARF Inspecion = Propatie Siched Propeity Setings
.
@D
Available settings are explained as follows:
Item Description
State Enable - Check the box to enable global property settings.
VLANS Select VLAN profile(s) to apply the function of Dynamic ARP
Inspection.
Only the GE/LAG port within the selected VLAN will apply DAI
function.
Apply Apply the settings to the switch.
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V-9-1-2 Per Port Property Settings

This page allows a user to configure detailed settings of DAI for each port (GE/LAG).

Dashboand Q) Secunty > Dyranm ARP Irspoct
Stats

Swatch LAN

Port Trust

OMMVIF Survedance - S i Py SR

Vian Routing

ress: Ensble

Enable

Enable

Enable Allcw Zaro (0.0.0.0)

Source MAC Address Destination MAC Address P Address Rate Limit
Disamlen

Disabied

Available settings are explained as follows:

Item Description

Ports Use the drop down list to select the port (GE1 to GE24, 10GE1
to 10GE4, LAG1 to LAGS) or ports for applying DAI function.

Trust Enable - Enable the function of DAI for the port(s) selected

above.

Source MAC Address

Enable - Check it to enable the function of source MAC address
validation mechanism for the selected port(s).

Destination MAC Address

Enable - Check it to enable the function of destination MAC
address validation mechanism for the selected port(s).

IP Address Enable - Check it to enable the function of IP address
validation mechanism for the selected port(s).
Allow Zero - The IP address of “0.0.0.0” can be applied to the
selected port(s) if it is enabled.

Rate Limit Use the drop down list to choose a rate limitation value (0~50)
for the selected port(s).

Apply Apply the settings to the switch.
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V-9-2 Statistics

This page displays all statistics recorded by Dynamic ARP Inspection function.

Dashioard © Securty = Dyravc ARP Inspection > Staaica > Striatcs

Status -

Sench LAN -

OV Srvetoce -

Wian Routing -

-

Forward Source MAC Fallure Dastination MAC Failure Source [P Vakdaticn Fa.,. Dastination IP Validatio... IP-MAC Mismatch Failure
o 0 o o o o
o 0 o o o ]
1] ] o ] o o
] 0 ] o ] 0
'] o '] ° ] g
o 0 o o o 0
] 2 ] o ] g
o 0 o o o L]
0 2 ] o o 2
o 0 o o o 0
o ] o o o o
o 1] o ! o 0
1] o o

ACL o ] 1] [ o )

== £ o ] o o
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V-10 DHCP Snooping

DHCP snooping is able to validate DHCP messages obtained from untrusted sources and filter
out invalid message.

For DHCP snooping to function properly, it is suggested to connect DHCP servers to
VigorSwitch through trusted interfaces; because untrusted DHCP messages will be forwarded
to trusted interfaces only.

V-10-1 Properties

V-10-1-1 Global Property Settings

This page allows a user to configure global property settings for the fuction of DHCP snooping
Inspection.

In default, DHCP snooping is inactive on all VLANs. You can enable such feature on a single
VLAN or a range of VLANSs.

Dashibeard © Seeurty > DHEP ooy

Stahs

okl Propeety Satings [l Par Pt Proparty Sattings.
Samch LAN -

Wian Riouting

Stata: B Enable

Available settings are explained as follows:

Item Description

State Enable - Check the box to enable global property settings.

VLANS Select VLAN profile(s) to apply the function of DHCP Snooping
Inspection.

Only the GE/LAG port within the selected VLAN will apply
DHCP Snooping function.

Apply Apply the settings to the switch.
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V-10-1-2 Per Port Property Settings

This page allows a user to configure detailed settings of DHCP Snooping for each port
(GE/LAG).

Any device that is not in the service provider network will be regarded as an untrusted source
(such as a customer switch). Host ports are untrusted sources. In VigorSwitch, you can assign
a source as trusted device by configuring the trust state of its connecting port.

Dashboard (O Securty > DHCP Sroopng > Properies > Pes Port Property Setings

Switch LAN

OWVIF Surveiance - P Port Property Selings.

Vian Routing

RADILS Truse: Enable

TACACSs Merity Chaddr: Enable

Port Trust Varity Chacdr Reate Limit

Disabied Unlimited

Available settings are explained as follows:

Item Description

Ports Use the drop down list to select the port (GE1 to GE24, 10GE1
to 10GE4, LAG1 to LAGS) or ports for applying DHCP snooping
function.

Trust Enable - Check it to make the port(s) selected above as
trusted interface.

Verify Chaddr Enable - Check it to enable chaddr (client hardware address)

validation of GE/LAG port. All DHCP packets will be checked if
the client hardware MAC address is the same as source MAC in
Ethernet header or not. Default is disabled.

Rate Limit Input rate limitation (0~300) of DHCP packets. The unit is
“pps”. “0” means unlimited. Default is unlimited.

Apply Apply the settings to the switch.
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V-10-2 Statistics

This page displays all statistics recorded by DHCP snooping function.

Dashboard () Secunty > DHCP Snooping » Statescs > Statetcs

Switch LAN -

OWVIF Survesance - Statistcs

3 Refresh Cloar Al
o e

TACACE: Port Forward ‘Chaddr Check Drop Untrust Port Orop Untrust Port Drop with Option.... Invalid Drop

Management Accens Auenicator e 0 0 0 1] ]

V-10-3 Option82 Property

You can use information settings including Remote ID and Circuit ID for Option82 Property,
also known as the DHCP relay agent, to protect VigorSwitch against spoofing attacks.

V-10-3-1 Global Option82 Property Settings

This page allows a user to set string as remote ID for DHCP option82. For example, use a
switch-configured hostname or specify an ASCII text string as remote ID.

R B
RADIIS DO 1o %42 50 [Switch Mt in Byte Ordar)
TACACS+
Marugamen Accass Auhanicater
Management Access Cantrol
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Available settings are explained as follows:

Item Description

Remote ID The string specified here is used to identify the remote host.
User Defined - Check it and manually enter ASCII text string in
the entry box.

Apply Apply the settings to the switch.

V-10-3-2 Per Port Option82 Property Settings

This page allows a user to configure detailed settings of DHCP Snooping, Option82 for each

port (GE/LAG).

Par Port Opliond2 Proparty Seftings.

Enabin

Koep & Drop Feplace

State Alow Untrust

Available settings are explained as follows:

Item Description

Ports Use the drop down list to select the port (GE1 to GE24, 10GE1
to 10GE4, LAG1 to LAGS) or ports for applying DHCP snooping,
Option82 Property function.

State

Enable - Check it to make the port(s) selected above apply the
settings configured in this page.

Allow Untrust

Untrusted packets detected by VigorSwitch will be performed
by the action determined here.

Keep - Packets are allowed to pass through.
Drop - Packets are blocked and discarded.
Replace - Packets will be replaced.

Apply

Apply the settings to the switch.
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V-10-4 Option82 Circuit ID

This page allows a user to set string as circuit ID for DHCP option82 setting. Circuit ID shall be
combined with VLAN name (or VLAN ID number) and interface name (GE/LAG port).

Diashberd

Status

Savitich LAN

ONWF Survedlance

Vian Reuting

P Souwrce Guard

%0

Available settings are explained as follows:

Item

Description

Ports

Use the drop down list to select the port (GE1 to GE24, 10GE1
to 10GE4, LAG1 to LAGS) or ports for applying DHCP snooping,
Option82 Property function.

VLAN

Choose a number as VLAN ID which is easy to be identified for
a packet containing with it.

It is optional setting.

Circuit ID

Enter ASCII text string in the entry box. Later, any packet
passes through the specified interface (GE/LAG port) will be
inserted with such information.

Add

Click it to create a profile.

Edit

9 - click it to modify the circuit ID value for the selected
entry.

@- click it to remove the selected entry.
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V-11 IP Source Guard

By using the source IP address filtering function, IP source guard can prevent a malicious host
from feigning a legal host with its IP address and performing malicious attack.

V-11-1 Port Settings

IP source guard is a port-based feature. Therefore, it is necessary to configure detailed
settings for each GE/LAG port interface separately.

Diaskbeard 1 Securiy > 1P Soun =
e |
NV Sunotance
_— :’II\‘: :::::: ® P 19.MAL
o @D
% Part State Varity Source Current Entry Max Entry
Available settings are explained as follows:
Item Description
Ports Use the drop down list to select the port (GE1 to GE24, 10GE1
to 10GE4, LAG1 to LAGS) or ports for applying IP source guard
function.
State Enable - Check it to make the port(s) selected above apply the

settings configured in this page.

Verify Source Specify the type of source IP for the packet coming from.
IP - Only the packet with specified IP address will be verified.

IP-MAC - Only the packet with specified IP address and MAC
address will be verified.

Max Entry Define the number (0~50) for the port.
The default is 0 (no limit).

Apply Apply the settings to the switch.
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V-11-2 IMPV Binding

This page allows the network administrator to set the filtering conditions (binding type, MAC
address, IPv4 address) for packets through the specified LAN port.

Daskioard

Stanus.

Swaich LAN

OMVIF Survedance

Vian Routing

RADIUS

TACACSs

Managemert Access Auhentication

IMEN Bincing

1P-MAC-Port-VLAN Binding Table

Binding ® IP-MAC Port VLAN 0 IP-Port VLAN

MAC Address:

IPvd Address:

VLAN MAC Address P Address Subnet Mask Binding Type Lease Time Edit

001D AAE0ID1:18 192.168.1.1 255 255 255 255 IP-HEAC Port VLAN Stath Ni& 20

Available settings are explained as follows:

Item

Description

Ports

Use the drop down list to select the port (GE1 to GE24, 10GE1
to 10GE4, LAG1 to LAGS) or ports for applying IMPV Binding
function.

VLAN

Choose a number as VLAN ID which is easy to be identified for
a packet containing with it.

It is optional setting.

Binding

Select the binding type for such feature.

IP-MAC-Port-VLAN - Packets will be allowed to pass through
the port interface if they meet the conditions specified by IP
address, MAC address, Port setting and VLAN ID setting.
IP-Port-VLAN - Packets will be allowed to pass through the
port interface if they meet the conditions specified by IP
address, Port setting and VLAN ID setting.

MAC Address

Enter the MAC address of the device connecting to the port
interface selected above.

IPv4 Address

Enter the IP address with mask address of the device
connecting to the port interface selected above.

Add

Click it to create a new binding profile.

Edit

9 - Click it to modify the settings for the selected entry.
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Edit

Ports: GE1 -
VLAN: 1 (1 - 4094)
Binding: IP-MAC-Port-VLAN © IP-Port-VLAN

MAC Address: (p.1p:AA6D:D1:18

IPv4 Address:| 107 1551 1 / D55 D55 J55 255

@- click it to remove the selected entry.
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V-12 IP Conflict Prevention

V-12-1 IP Conflict Detection

This page allows you to enable the function of IP conflict detection.

Enahin @ [isable

Hast Type Conflict Parts Modity

Dyrami ARF Inspoction
DHCP Snoaging

P Conflict Proverion.
Loep Protecton

AL

Available settings are explained as follows:

Item Description

IP Prevention Detection Enable - Click it to activate the function of IP conflict
detection. The detected result will be shown on Protected

Hosts Table.
Disable - Click it to deactivate the function of IP conflict
detection.

Apply Apply the settings to the switch.

Clear Clear the settings.

Modify @
- Click it to remove the selected entry.

V-12-2 IP Conflict Prevention

A user can configure IP addresses for network devices manually. However, it might result in
conflict between different devices due to using the same IP address, and cause the devices
not working correctly.

This page allows you to prevent IP conflict by binding the port with the specified IP address.
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Loop Protectan
ACL

s
1592168 1 204 weab-tablez

1§ Coalliet Provention Setup Wizsd:

¥ Prevention:

Link Aggregation:

1
1P Canflict Py - Pon I\ IF Agcress

OER 163 168 1 158

Dushboand Q) Securty > IP Confict Pravanton > i Confict Pravention

#® Enable Disabile

ds Conflict Status.

Protectod Hosts Tabke

MAC Address Host Type Conflict Fons Moddity

5803 FASF 9400 Static Binding [ ] .

Available settings are explained as follows:

Item

Description

IP Conflict Prevention
Setup Wizard

Quick Start Wizard - The system will guide to bind server port
with an IP address step by step.

Step 1

Select a port for DHCP server.

Server Port: GE1 -

I Next

T At Trms

Step 2

0—0

Please confirm the port type

2 4 6 8 1012 14 16 18
EECE|EEEE EIE
EEIE]E | EE EE] ] EEIE

7

M
gjojojo DHCP Ser

3 9 U 9 11 13 15 17 19 21 23 25 26 27 28  AGGow
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|| Detecting your network...

4

Please confirm the protected hosts

Protected Hosts Table

Port l: IPAddress
GE& 192.166.1.155
GE10 192.166.1.1

Note: Please make sure your PC is in the protected hosts, or else you are not
available to login your VigorSwitch once you enable IP Preventon

Your PC: GE1 -
Host Type: ® Static © DHCP
I IP Address: Skip this step with empty string

Next

Step 4

0—0—0—0

IP Conflict Prevention

® Enable © Disable

After clicking OK, the IP address specified for the GE port will
be unavailable for other network devices.

IP Prevention

Enable - Click it to activate the function of IP prevention.
Disable - Click it to deactivate the function of IP prevention.

Link Aggregation

Enable - Click it to activate the function of link aggregation.

Disable - Click it to deactivate the function of link
aggregation.

Apply

Apply the settings to the switch.

Clear

Remove all settings of IP source guard DHCP snooping and
dynamic ARP inspection.
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Modify

9 - Click it to modify the settings for the selected entry.

Edit GE1

Port Type

DHCP Server

Server IP

192.166.1.95

Edit GE6

Port Type

Multiple Hosts

1

IP Address(es)

There's a DHCP Server in this port

O Yes @ No

J

Port Type - There are four selections - DHCP Client, Static

Binding, Multiple Hosts and DHCP Server. Each type will bring
out different IP address(es) settings.

OK - Click it to save the settings.

@— Click it to remove the selected entry.

§) Secunty > IF Gonict Privonbion > 1F Gondiet Provenbon

IP Conflict Prevention

IP Conflict Preventon Setup Wizard:

IP Provention:

Link Aggregation;

&4 Conflict Status

& Enable [hisabibe

Enable & Disable

= DHCP Chent ) Muhtipie Host

= DHCP Sarver

Protocted Hosts Tablo

Barudng s With DHCP Sorver

Fort IL P Address
GE1 192.168.1.1
GE1 192.160.1.199
GE1 192 168 12
GEG 192.168.1.253
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MAC Address

00.10.AA 65.36.E0

DOAT.CaCOCHBO

DOIDAAEE DD BD

COZSEXOECHED

Host Type

& Dynamic Binding
O Dynamic Binding
& Dynamic Binding

} Static Binding

Conflict Ports

Modity
%0
“0
2@
%0
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V-13 Loop Protection

158

Loop event might be caused due to wrong hardware connection. VigorSwitch will periodically
send packets out to check if they loopback or not. This page allows you to set conditions and

perform an action when VigorSwitch detects the loopped packet.

V-13-1 Global Property Settings

BOZ WA Authenticaton Stare Transmission Time Action

Dyramis ARP Iespaction

P Source Guad
P Confict Prevertion
ACL -

[+

Available settings are explained as follows:

Item Description

State ® Enable - VigorSwitch detects the loop event of GE
ports/LAG ports automaticlly.

® Disable - VigorSwitch will not detect the loop event.

Transmission Time When the loop event occurred, VigorSwitch will perform the
action after a period of time.

Action When the switch detects loop situation occurred to a port; it
will perform the action selected in this field.

Select Action
Log
Shutdown Port

Shutdown Port and Log

® Log - The switch will reord such event as a log.
Shutdown Port - The switch will shut down the port.

® Shutdown Port and Log - The switch will shut down the
port and record the event as a log. The system
administrator will view the content from system log.

Apply Apply the settings to the switch.
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V-13-2 Per Port Settings

Set the loop protection for individual interface.

Dashboard Q Secunty > |
Status

Sweitch LAN

ONIF Surveilance

Wian Riouting

Fort

Disable

Available settings are explained as follows:

Item

Description

Ports

Select the port(s) to apply the specified action.

Status

Disable - Select to disable the loop protection function for the
selected port(s).

Action

When the switch detects loop situation occurred to a port; it
will perform the action selected in this field.

Follow Global Setting -

[ Follow Global Setting

Log
Shutdown Port

Shutdown Pert and Log

® Follow Global Setting - If it is selected, the selected port
will be applied with the settings configured in Global
Property Setting.

® Log - The switch will reord such event as a log.
Shutdown Port - The switch will shut down the port.

® Shutdown Port and Log - The switch will shut down the
port and record the event as a log. The system
administrator will view the content from system log.

Apply

Apply the settings to the switch.
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Part VI ACL Configuration

VigorSwitch G2280x User’s Guide




VI-1 Create ACL

An Access Control List (ACL) is a sequential list of permit or deny conditions that apply to IP
addresses, MAC addresses, or other more specific criteria. This switch tests ingress packets
against the conditions in an ACL one by one. A packet will be accepted as soon as it matches a
permit rule, or dropped as soon as it matches a deny rule. If no rules match, the frame is

accepted.

VI-1-1 MAC

The function is used to show the Access Control List (ACL) based on Layer 2 filtering, the MAC
layer. The ACL is composed by many Access Control Element (ACE) rules. You can create a
new ACL here; then add multiple ACEs.

MAC ACL Name Action
ACL_MAC_CAR °

Available settings are explained as follows:

Item Description

ACL Profile Name Enter a name for creating a new ACL profile.
Add Add a new ACL entry using given ACL name.
Action

- click it to remove the selected entry.
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VI-1-2 IPv4

The function is used to show the Access Control List (ACL) based on Layer 2 to Layer 4 filtering,
the IPv4. The ACL is composed by many Access Control Element (ACE) rules. You may create a
new ACL here; then add multiple ACEs.

ONVIF Suredanse

Wi Routing

Secunity

Product Regstraten

Dashboard ©) ACL > Cree AC

Staus =
Sanzh LAN - m

1
2

,
20
§

P4 ACL Name

Available settings are explained as follows:

Item

Description

ACL Profile Name

Enter a name for creating a new ACL profile.

Add

Add a new ACL entry using given ACL name.

Action

@- click it to remove the selected entry.
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VI-1-3 IPv6

The function is used to show the Access Control List (ACL) based on Layer 2 to Layer 4 filtering,
the IPv6. The ACL is composed by many Access Control Element (ACE) rules. You may create a
new ACL here; then add multiple ACEs.

-I.[-.‘:‘\‘iml o~
@
ACL_IPE_11 o
ACL_IPE_51 °
Available settings are explained as follows:
Item Description
ACL Profile Name Enter a name for creating a new ACL profile.
Add Add a new ACL entry using given ACL name.

Action

@— click it to remove the selected entry.
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VI-2 Create ACE

Since ACL based on MAC, IPv4 and/or IPv4 has been created on the section of IV-1, now you
can add multiple ACE rules for each ACL.

VI-2-1 MAC

This page shows ACE based on MAC address. You may choose ACL, permit, and deny particular
packet or frame, even shutdown the port.

You may provide filtering/matching criteria for one or more of packet characteristic (such as
Source/Destination MAC, Ethertype, VLAN, 802.1p) for this ACE to identify the packet.

Carsfcaty Management Eihare
Etheitypa:

Systam Maumenance
Duagnasties

| VLAN:
Miad At

Product Registration

@ Any

o Any

B Any

o Any

[

He. Name Sequence Action Saurce MAC/Mazk Destination MAC/M... || Ethertype vLAN m2p Madity

Available settings are explained as follows:

Item

Description

ACL Profile Name

Use the drop down list to selected one of the user defined ACL
profiles.

Sequence

Assign a sequence number to this ACE. The sequence is used to
identify which one of ACEs in an ACL is firstly used to match
ingress packets. The switch port bound with an ACL use the
contained ACE rules, start with the one with lower sequence
number to match the packet first.

Action

Select the action applied to the packet matched this ACE.
Permit or deny the packets into switch core, or shutdown the
port for stopping further transmission.

() Permit
[ Deny
® Shutdown

Source MAC / Destination
MAC

Specify the source and the destination MAC address for
filtering.

Any - All packets will be filtered.

Or, enter the IP address to filter the packets coming from that

VigorSwitch G2280x User’s Guide

165



166

address.

Ethertype Specify ethernet type for filtering.

Select Any.

Or, enter the value with the format of “0x600 ~ OxFFF”.
VLAN Specify VLAN profile for filtering.

Select Any.

Or, enter a VLAN number. The packets coming from the VLAN
specified here will be filtered by Vigor device.

802.1p Specify the 802.1p priority value for filtering. Select Any, or a
number from 0 to 7.
Add Click it to create a new ACE rule.
Modify 9
- click it to modify the settings for the selected entry.

— click it to remove the selected entry.

VI-2-2 IPv4

This page shows ACE based on IPv4 address. You may choose ACL, permit, and deny particular
packet or frame, even shutdown the port.

You may provide filtering/matching criteria for one or more of following packet characteristic
(such as Protocol over the IP layer, Source/Destination IPv4 address, Type of Service,
Source/Destination port number, TCP flags, ICMP Type, if chosen protocol contains ICMP), for
this ACE to identify the packet.

i . = Source IP; o Any

Destination IP: | Any

Mai Aot - HCMP Typa:

KCMP cods 5 Any

D
Available settings are explained as follows:

Item Description

ACL Profile Name Use the drop down list to selected one of the user defined ACL
profiles.

Sequence Assign a sequence number to this ACE. The sequence is used to
identify which one of ACEs in an ACL is firstly used to match
ingress packets. The switch port bound with an ACL use the
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contained ACE rules, start with the one with lower sequence
number to match the packet first.

Action

Select the action applied to the packet matched this ACE.
Permit or deny the packets into switch core, or shutdown the
port for stopping further transmission.

() Permit
() Deny
() Shutdown

Protocol

Specify the protocol for filtering.
Any - All packets will be filtered.

Select - Choose one of the protocols (e.g., ICMP, IP in IP, TCP,
EGP, IGP...) from the drop down list. Packets passing through
the selected protocol will be filtered.

Define - Specify a protocol number (0-255). For example, 6 for
TCP, 17 for UDP...,etc.

Source IP / Destination IP

Specify the source and the destination IPv4 address for
filtering.

Any - All packets will be filtered.

Or, enter the IP address to filter the packets coming from that
address.

Service

Any - All packets will be filtered.

DSCP - All IP traffic is mapped to queues based on the DSCP
field in the IP header. If traffic is not IP traffic, it is mapped to
the lowest priority queue.

IP Precedence - All IP traffic is mapped to queues based on
the IP Precedence field in the IP header. If traffic is not IP
traffic, it is mapped to the lowest priority queue.

Source Port / Destination

Specify the source and destination port number for filtering

Port the packets.
Any - All packets will be filtered.
Single - Only the packets passing through the number defined
here will be filtered.
Range - Only the packets passing through the port range
defined here will be filtered.

ICMP Type Any - All packets will be filtered.
Select - Choose one of the type (e.g., Destination Unreachable
Echo Reply, MLD Query....) from the drop down list.
Define - Specify a type number (0 - 255) for ICMP code. For
example, 0 means “Echo Reply”’; 254 means “RFC3692-style
Experiment 2”.

ICMP code Each ICMP type can be defined with different codes. For
example, if you define ICMP Type as “3”, then the available
codes for Type 3 will be 0-15.
Any - All packets will be filtered.
Or, enter 0 to 255 based on the ICMP type specifed.

Add Click it to create a new binding profile.

Modify

9 - click it to modify the settings for the selected entry.

- click it to remove the selected entry.
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VI-2-3 IPv6

This page allows the network administrator to create ACE based on IPv6 address.

B oo,

Dashboard

Status

Switch LAN

ONVIF Surveliance

Wian Routrg

Catfieato Managemert
Systom Mairsenance
Diagrosics

|| o

Product Regrstration

Ne. Hame

Destination Part:

ICMP Typa:

1CMP code:

Sequence

B Amy

Action Protecel Source IPMask Destinatien I... DSCP PP Source Por... Source Port ... Destnation P...

Available settings are explained as follows:

Item

Description

ACL Profile Name

Use the drop down list to selected one of the user defined ACL
profiles.

Sequence Assign a sequence number to this ACE. The sequence is used to
identify which one of ACEs in an ACL is firstly used to match
ingress packets. The switch port bound with an ACL use the
contained ACE rules, start with the one with lower sequence
number to match the packet first.

Action Select the action applied to the packet matched this ACE.
Permit or deny the packets into switch core, or shutdown the
port for stopping further transmission.
® Permit
® Deny
®  Shutdown

Protocol Specify the protocol for filtering.

Any - All packets will be filtered.

Select - Choose one of the protocol (e.g., ICMP, TCP, EGP...)
from the drop down list. Packets passing through the selected
protocol will be filtered.

Define - Specify a type number (0 - 255) for ICMP code. For
example, 0 means “Echo Reply”’; 254 means “RFC3692-style
Experiment 2”.

Source IP / Destination IP

Specify the source and the destination IPv6 address for
filtering.
Any - All packets will be filtered.

Or, enter the IPv6 address to filter the packets coming from
that address.

Service

Any - All packets will be filtered.
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DSCP - All IP traffic is mapped to queues based on the DSCP
field in the IP header. If traffic is not IP traffic, it is mapped to
the lowest priority queue.

IP Precedence - All IP traffic is mapped to queues based on
the IP Precedence field in the IP header. If traffic is not IP
traffic, it is mapped to the lowest priority queue.

Source Port / Destination

Specify the source and destination port number for filtering

Port the packets.
Any - All packets will be filtered.
Single - Only the packets passing through the number defined
here will be filtered.
Range - Only the packets passing through the port range
defined here will be filtered.

ICMP Type Any - All packets will be filtered.
Select - Choose one of the type (e.g., Destination Unreachable
Echo Reply, MLD Query....) from the drop down list.
Define - Specify a type number (0 - 255) for ICMP code. For
example, 0 means “Echo Reply”’; 254 means “RFC3692-style
Experiment 2”.

ICMP code Each ICMP type can be defined with different codes. For
example, if you define ICMP Type as “3”, then the available
codes for Type 3 will be 0-15.
Any - All packets will be filtered.
Or, enter 0 to 255 based on the ICMP type specifed.

Add Click it to create a new binding profile.

Modify

9 - Click it to modify the settings for the selected profile.

- Click it to remove the selected entry.
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VI-3 ACL Binding

170

This section allows you to bind Access Control Lists created in previous section to an interface
(physical port or aggregation).

A physical port can only be bound with one of the IPv4 and IPv6 ACL, not both.

Dashboard 1O HCL » ACL Bindog > ACL Bleding

Status

ACL Bindding
Saich LAN

ONVIF Survallarce - Porte:
Vian Riouting - MAC ACL:

Roroa 1P AL

1P AL
CrnatwACL [ Aewt ]
Crain ACE

Qo8 - E1 ACL_MAC CAR ACL_IP4_1

Carsficats Managament

Systom Maintenance
Diagnostcs
Ma ot

Product Regestration

Available settings are explained as follows:

Item Description

Ports Use the drop down list to select the port profiles (GE1 to GE24,
10GEL1 to 10GE4) for binding ACL.

MAC ACL / IPv4 ACL / Select ACLs (MAC, IPv4, and/or IPv6) to be bound on this

IPv6 ACL interface (port), so Switch may filter packets by using it.

Apply Apply the settings to the switch.
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Part VIl QoS Configuration
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VII-1 General

QoS (Quality of Service) functions to provide different quality of service for various network
applications and requirements and optimize the bandwidth resource distribution so as to
provide a network service experience of a better quality.

VII-1-1 Properties

VII-1-1-1 QoS General Setting

This page allows the network administrator to specify Ingress Trust Mode for basic QoS mode.

g i e 30 > Genoral > Propert

Status

Savitch LAN
OWVIF Sorvedlance - s Muds Hasic & Dinabile
Wan Routing - Ingross Trust Mode: ® CoSmo21p DscP CoSM2.1pDSCP P Precedence

Socunty

Produet Regstaton
L

Available settings are explained as follows:

Item Description

QoS Mode Disable - Disable the function of QoS mode.
Basic - Enable the function of QoS mode.

Ingress Trust Mode Select the QoS operation mode.

CoS/802.1p -Traffic is mapped to queues based on the CoS
field in the VLAN tag, or based on the per-port default CoS
value if there is no VLAN tag on the incoming packet.

DSCP - All IP traffic is mapped to queues based on the DSCP
field in the IP header. If traffic is not IP traffic, it is mapped to
the lowest priority queue.

Co0S/802.1p-DSCP - All IP traffic is mapped to queues based on
the DSCP field in the IP header. If traffic is not IP but has VLAN
tag, mapped to queues based on the CoS value in the VLAN
tag.

IP Precedence - All IP traffic is mapped to queues based on
the DSCP field in the IP header. If traffic is not IP but has VLAN
tag, mapped to queues based on the CoS value in the VLAN
tag.

Apply Apply the settings to the switch.
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VII-1-1-2 Trust Ports

This page allows the network administrator to enable the trust mode of basic QoS on each
port. Port that is trust disabled will be sent with lowest priority queue. The configuration
result for each port will be displayed on the table listed on the lower side of this web page.

Trust Peete

# Enable Disabte

Trust

Enabaed

Enabied

Enabled

Carsficatn Maragement

Systam Manenance

Diagrastes Enabied

Mad Aot

Product Fiegistration bl

Available settings are explained as follows:

Item Description

Ports Use the drop down list to select the port profile (GE1 to GE24,
10GE1 to 10GE4, 10GE1 to 10GE4) or profiles.

Trust Click Enable to make traffic follow the trust mode in general
setting.

Enable - Traffic will follow trust mode in general setting.
Disable - No QoS service for this port.

Apply Apply the settings to the switch.
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VII-1-2 Port Settings

This page allows the network administrator to configure port settings for QoS. The
configuration result for each port will be displayed on the table listed on the lower side of this

web page.

Stabus

Switch LAN

Dashboard @ 005 > Guneral > Ponl Sefirgs > Pt Saitings

ONVIF Surveitance

Wan Rouleg

Security

Gertficate Maragoment

Sysbern Marlensce
Diagrostcs
Ml Adert

Product Regatraten

ingenss Dtaulr Cos:

Egress Remarking

- Romark Cos:

Enable & Disable

- Rumark DSCP /1P Procedunce: DsCcP IP Procedence @ Disable

Ingress Default Cos Remark Gos Remark DSGP { IP Precedence

Disabied Disabied

Cisabiea Cisabied

Q000000 §
3

Available settings are explained as follows:

Item

Description

Ports

Use the drop down list to select the port profile (GE1 to GE24,
10GE1 to 10GE4) or profiles.

Ingress Default CoS

Specify the default CoS priority value for those ingress frames
without given trust QoS tag (802.1q/DSCP/IP Precedence,
depending on configuration).

Engress Remarking

Remark CoS

Disable - Disable CoS remarking function for outgoing packets.

Enable - Egress traffic will be marked with CoS value
according to the Queue to CoS mapping table.

Remark DSCP/IP

Disable - Disable DSCP/IP Precedence remarking function for

Precedence outgoing packets.
DSCP - Egress traffic will be marked with DSCP value according
to the Queue to DSCP mapping table.
IP Precedence - Egress traffic will be marked with IP
Precedence value according to the Queue to IP Precedence
mapping table.

Apply Apply the settings to the switch.

Modify

e - Click it to modify the settings for the selected port
profile.
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VII-1-3 Queue Settings

VigorSwitch supports multiple queues for each interface. The higher numbered queue
represents the higher priority. The following lists the types of supported priority queue:

®  Strict Priority (SP) - Egress traffic from the higher priority queue will be transmitted first,
lower priority queue shall wait until all traffic in SP queue is transmitted.

® \Weighted Round Robin (WRR) - The number of packets sent from the queue is
proportional to the weight of the queue.

Dashioard O G > General > Cutun Setings > Cuews Seting
Status

Saich LAN -

ONF Surmdlance

Vian Riouting

Gueue Schedule Weight % of WRR Bandwidth

f ® Sriet Prigetty O WRR 0
[ T— . m
Syalom Msickenance :
Nagacuied. - Stict Prionty Queus Number

M Alert

Product Registration

Available settings are explained as follows:

Item Description

Queue There are eight queue ID numbers allowed to be configured.

Schedule Strict Priority - Click it to set queue to strict priority type.
WRR - Click it to set queue to Weight round robin type.

Weight If the queue type is WRR, set the queue weight for the queue.

% of WRR Bandwidth Display the percentage of traffic which can be sent by current
queue compared to total WRR queues.

Apply Apply the settings to the switch.

Stric; Priority Queue Display the number of queues using Strict Priority method.

Number
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VII-1-4 CoS Mapping

This section allows user to configure how ingress frames with CoS/802.1p tag map to QoS
gueues, and QoS queues to CoS/802.1p on egress frames.

Actual effectiveness is based on how QoS is configured in previous QoS section. This page
provides settings for user to configure mapping only.

o 10 Quous Mapping (for ingress)

Qusue 1o CoS Mapping (for Egreas Remarking)

Canteats Managamset - 2
Sysinm harsenance
Dragrmstes

Mad Aet

Product Regetration

Available settings are explained as follows:

Item Description

CoS to Queue Mapping (for Ingress) - Settings for incoming packets.

Class of Service Display the class of service value (0 to 7).
Queue Define the queue ID (level 1 to 8) for different class of service
values.

Queue to CoS Mapping (for Egress Remarking) - Settings for outgoing packets.

Queue Display the queue ID (level 1 to 8) for different class of service
values.

Class of Service Define the class of service value (0 to 7).

Apply Apply the settings to the switch.
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VII-1-5 DSCP Mapping

This section allows user to configure how ingress packets with DSCP tag map to QoS queues,
and QoS queues to DSCP on egress packets.

Actual effectiveness is based on how QoS is configured in previous QoS section. This page
provides settings for user to configure mapping only.

Bashbary 1©) 208 » Genural > DSCP Mapging > DSCP Mapng
Status

Swiich LAN -

ONVIF Survollance - DSCP 1o Duuste Mapging {Jor Ingresss)

WVian Routing

DsCP e

Seturity

[ T T ———

e D5CP

Cartenta Managaman

Syl Msriteruarc

Cragnaatss

Masd At - Dscp 1L Mapping 15 Queus

Product Regrstration o 1

Available settings are explained as follows:

Item Description

DSCP to Queue Mapping (for Ingress) - Settings for the incoming packets.
DSCP Display the DSCP value (0 to 7).

Queue Define the queue ID (level 1 to 8) for different DSCP values.

Queue to DSCP Mapping (for Egress Remarking) - Settings for outgoing packets.

Queue Display the queue ID (level 1 to 8) for different DSCP values.
DSCP Define the DSCP value (0 to 7).
Apply Apply the settings to the switch.
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VII-1-6 IP Precedence Mapping

This section allows user to configure how ingress packets with IP Precedence tag map to QoS
gueues, and QoS queues to IP Precedence on egress packets.

Actual effectiveness is based on how QoS is configured in previous QoS section. This page
provides settings for user to configure mapping only.

Dushixzard Q) 05 > Gaaral > 1P Pracadsnen Mapping > I Procadancs Magging

ONVIE Survsliancs - 1P Procodence 1o Cuoun Mapping (o ingross)

Queist 10 IP Procedance Mapging (for Egress Remarking)

Chseie [ ——

Canteats Managamset - 2
Sysinm harsenance
Dragrwstes

Maid Aot

Product Regatration

Available settings are explained as follows:

Item Description

IP Precedence to Queue Mapping (for Ingress) - Settings for the incoming packets.

IP Precedence Display the IP Precedence value (0 to 7).
Queue Define the queue ID (level 1 to 8) for different IP Precedence
values.

Queue to IP Precedence Mapping (for Egress Remarking) - Settings for outgoing packets.

Queue Display the queue ID (level 1 to 8) for different IP Precedence
values.

IP Precedence Define the IP Precedence value (0 to 7).

Apply Apply the settings to the switch.
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VII-2 Bandwidth

Use the bandwidth setting pages to define values that determine how much traffic the switch
can receive and send on specific port or queue.

VIIl-2-1 Ingress Rate Limit

This page allows a user to configure ingress port rate limit. The ingress rate limit is the
number of bits per second that can be received from the ingress interface. Excess bandwidth
above this limit is discarded. The configuration result for each port will be displayed on the
table listed on the lower side of this web page.

Dashboard 1O Cob > Bandwidth = lgresa
Status
Swich LAN

ONVIF Survadlance - Ingross Rate Limdt

Vian Riouting

Secunty
ALL - Setn: Enabla g Disabis

Rt [Kbpe)

[ oo ]
Port Rate Limit (Kbps) Medify
]
[
off (]
]
- [
]
&
off 9
" ]
Available settings are explained as follows:
Item Description
Ingress Rate Limit
Ports Use the drop down list to select the port profile (GE1 to GE24,
10GE1 to 10GE4) or profiles.
State Disable - Disable ingress bandwidth control.
Enable - Enable ingress bandwidth control.
Rate (Kbps) Enter the rate value,<16-1000000>,unit:16 Kbps.
Apply Apply the settings to the switch.
Modify 9
- Click it to modify the settings for the selected port

profile.
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VII-2-2 Egress Shaping Rate

This page allows a user to configure egress port rate limit. The egress rate limit is the number
of bits per second that can be received from the egress interface. Excess bandwidth above

this limit is discarded.

ACL - Saate:

- IR {Kbps):

Cortificate Managamant

Sysiom Martenance
Diagrostcs
i Aot

Product Regestration

Dashbsard ©) 055 » Barchwih » Egrusa Shapeg Rl » Egress Shang Rt
Status -

Swich LAN z

ONVIF Surveitance -

Vian Riouting

Socurity Pon

Ensble @ Disable

CIR (Kbps)

=
g
8
3

aft

Q00000 QOQOPQ

Available settings are explained as follows:

Item

Description

Egress Shapping Rate

Ports Use the drop down list to select the port profile (GE1 to GE24,
10GEL1 to 10GE4) or profiles.

State Disable - Disable egress bandwidth control.
Enable - Enable egress bandwidth control.

CIR (Kbps) Enter the rate value,<16-1000000>,unit:16 Kbps.

Apply Apply the settings to the switch.

Modify

9 - Click it to modify the settings for the selected port
profile.

VigorSwitch G2280x User’s Guide



VII-2-3 Egress Shaping Per Queue

This page allows user to configure the maximum egress bandwidth not only by port but also by
specific QoS queues. The configuration result for each port will be displayed on the table
listed on the lower side of this web page.

Status -
Egrosa Shaging Per Qs
Swilch LAN -

ONVIF Survollance - Egress Shaging Per Queus:

Seate; Enable @ Disable

Bandwickh

Eqss Shapey Rate

Queue 1D IR (Kbps)

Available settings are explained as follows:

Item Description

Egress Shapping Per Queue

Port Use the drop down list to select the port profile (GE1 to GE24,
10GE1 to 10GE4) or profiles.

Queue Use the drop down list to select queue number (1 to 8) for the
selected GE port.

State Disable - Disable egress bandwidth control.
Enable - Enable egress bandwidth control.

CIR (Kbps) Enter the rate value,<16-1000000>,unit:16 Kbps.

Apply Apply the settings to the switch.
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Part VIl Certificate
Maintenance
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VIII-1 Certificate Management

The digital certificate is an electronic document issued by a certification authority (CA) to an
entity to prove ownership of a public key. It contains identifying information including the
issued-to party’s name, a serial number, expiration dates etc., and the digital signature of
the certificate-issuing authority so that a recipient can verify that the certificate is real.

VigorSwitch is capable of generating a new certificate as a CA server does. This page allows
you to fill required information for generating a new certificate.

il \:r:" m
Available settings are explained as follows:
Item Description
Country(C) Enter the country code (e.g., TW) in which your organization is
located.
State or Province Enter the state or province where your organization is located.
Name(ST)
Location (L) Enter the city where you're your organization is located.
Organization (O) Enter the legal name of your organization.

Organization Unit (OU) Enter the department within your organization that you wish
to be associated with this certificate.

Common Name (CN) Enter the fully-qualified domain name / WAN IP that will be
used to reach your server.

Email (E) Enter the email address of the entry.

Renew Click to generate a new certificate.
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Part IX System Maintenance
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IX-1 TR-069

This page allows a user to configure TR-069 settings for connecting to VigorACS 2.

Dashiboard

Satus

Sateh LAN

OMVIF Suresdlanes

Visn Flouteg

(0]
:

TLS Minimum Protocol Version: # TLS1.2 TLS1.3

Available settings are explained as follows:

Item

Description

ACS Settings

® TR-069 - Click Enable to activate the settings on this
page.

® URL - The URL must be entered according to the ACS
(Auto Configuration Server) you want to link.

®  Wizard - Click it to enter the IP address of VigorACS
server, port number and the handler.

® Username - The string of username must be entered
according to the VigorACS (Auto Configuration Server)
you want to link.

®  Password - The password must be entered according to
the VigorACS (Auto Configuration Server) you want to
link.

® Last Inform - Display the time that VigorACS server
makes a response while receiving Inform message from
CPE last time.

® Test Inform - Click Test With Inform to send a message
to test if such CPE is able to communicate with VigorACS
server.

CPE Settings

® CPE Client - Choose HTTP or HTTPS for connecting with
VigorACS.

®  URL - Display the URL of VigorSwitch.

® Port - Type the username and password that VigorACS
can use to access into this switch.

® Username - Enter the username that VigorACS can use to
access into this switch.

®  Password - Enter the password that VigorACS can use to
access into this swtich.

TLS Version Settings

TLS Minimum Protocol Version - Due to security
consideration, the built-in HTTPS VPN server of the router had
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upgraded to TLS1.x protocol. Select one of the versions.

Periodic Inform Settings

® Periodic Inform Settings - Click Enable to configure the
interval time.

o Interval Time - Set the interval time for the switch to
send notification to CPE.

STUN Settings

STUN Settings - Click Enable to configure STUN settings.
Server Address - Enter the IP address of the STUN server.
Server Port - Enter the port number of the STUN server.

Minimum Keep Alive Period - If STUN is enabled, the
switch must send binding request to the server for the
purpose of maintaining the binding in the Gateway.
Please type a number as the minimum period. The
default setting is “60 seconds”.

®  Maximum Keep Alive Period - If STUN is enabled, the
switch must send binding request to the server for the
purpose of maintaining the binding in the Gateway.
Please type a number as the maximum period. A value of
“-1” indicates that no maximum period is specified.

Health Check

Vigor system will check the health status of LAN ports

including link up /down, and speed change.

®  Port Link Up/Down - Select LAN port(s) to do the health
check of port link.

® Link Speed Change - Select LAN port(s) to do the health
check of speed change.

Apply

Apply the settings to the switch.

Clear

Discard current settings.

VigorSwitch G2280x User’s Guide

187



IX-2 OpenVPN

Devices connecting to VigorSwitch can transmit data to remote end via OpenVPN to ensure
the information security.

Webhook
h

sFlow Remuts Management: Enable & Disable

gy Manager Canlig File: T T T

o
ki .

Session S1Mus Config Fise

isatie

Diagnastes
Mad Alest

Preduct Regestration

Available settings are explained as follows:

Item Description

Remote Management Enable - Click it to enable OpenVPN tunnel between
VigorSwitch with the remote end.

Disable - Click it to disable OpenVPN tunnel.

Config File As a VPN client, please import the OpenVPN config file coming
from OpenVPN server.

Apply Save and apply the settings to the switch.

Status Display current OpenVPN status (Disabled, Connecting or

Success) and configuration file used.
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IX-3 Webhook

Without getting any request, VigorSwitch will send the data (if available) that a user
concerned to the specified URL (provided by remote client) automatically.

Mantenance > Webfook > Wistihoo
St -
Sach LAN - m

Visn Routing

Sacurity - Wabbaok: Enable & Disablo
AL R
Qo5 - Report Period:

Corsficatn Maragemon
-2 Kieep nry settings while nset deloult

oy 1 Tost Ropor |

TROES.

r1 15
"

CLI Session Manager
Tima and Clate
Eachup hlanager
Upgrade Manager

Available settings are explained as follows:

Item Description

Webhook Enable - Click it to enable the webhook service. The data will
be transmitted to the specified URL.

Disable -Click it to disable the webhook service.

URL Specify the destination to receive the real-time data by
entering the URL.

Please get the URL from the client who wants to obtain the
newest and available data automatically from the
VigorSwitch.

Report Period Set the transmission interval (unit is minute).

Keep my settings while rest default - Check the box to keep
the webhook configuration when resetting VigorSwitch with
default settings.

Apply Apply the settings to the switch.

Test Report Vigor system will send a test report to the remote address.
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IX-4 LLDP

LLDP is a one-way protocol; there are no request/response sequences. Information is
advertised by stations implementing the transmit function, and is received and processed by
stations implementing the receive function. The LLDP category contains LLDP and LLDP-MED

pages.

IX-4-1 Properties

This page allows a user to set general settings for LLDP.

L0 Local Devics

LLDP MED Network Polcy

LLOP MED Port Sotings
LD Romae Device
LLDP Overloading

Hokdtime Mukiplior

(532757}

210

110

(18191}

LLOR.MED Faxt Stan Rapaat Count (ARl

LLOP MED Natwark Peliey far Vaies Appliestion B At

Dustiboard @ Srsbere Mt = LR » Properte > LD Clokial Satir
Stats -
Swich LAN -
ONVIF Surollance -
WVian Riouting
Serunty
ACL - Faimitinlipation Dl
(=0
Cartficalo Managemant
oo}

Available settings are explained as follows:

Item

Description

LLDP State

Enable - Enable LLDP protocol on this switch.
Disable - Disable LLDP protocol on this switch.

Transmission Interval

Select the interval at which frames are transmitted. The
default is 30 seconds, and the valid range is 5-32768seconds.

Holdtime Multiplier

Select the multiplier on the transmit interval to assign to TTL
(range 2-10, default = 4).

Reinitialization Delay

Select the delay before a re-initialization (range 1-10 seconds,
default = 2).

Transmit Delay

Select the delay after an LLDP frame is sent (range 1-8192
seconds, default = 3).

LLDP-MED Fast Start
Repeat Count

Select the number of LLDP packets that will be sent during
LLDP-MED Fast Start period.

The default is 3. Available range is from 1 to 10.

LLDP MED Network
Policy for Voice
Application

The default value is Auto.

Apply

Apply the settings to the switch.
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IX-4-2 LLDP Port Setting

This page allows a user to select specified port or all ports to configure LLDP state.

Stans
Sach LAN

ONVIF Survetianes
Vs Flouting
Swcunty

ACL

QoS

Certfcals Maragemen

LLDP Local Device

LD I Notwork Py

LLDP MED Port Sistirgs

LI Fnmots Devien
LD Dveroading

LLDP Port Setting

Dasticard (@ Systurn Masnturance > LLOP » LLDF Pt Semng > LLDP Pt Sesing

Selected VLAN

YOOOOOO0O0O0O

Available settings are explained as follows:

Item Description

Ports Use the drop down list to select the port (GE1 to GE24, 10GE1
to 10GE4) or ports for device check.

State Disable - Disable the transmission of LLDP PDUs.

TX&RX - Transmit and receive LLDP PDUs both.
TX Only - Transmit LLDP PDUs only.
RX Only - Receive LLDP PDUs only.

Optional TLVs

Within data communication protocols, optional information
may be encoded as a type-length-value or TLV element inside
a protocol. TLV is also known as tag-length value.

The type and length are fixed in size (typically 1-4 bytes),
and the value field is of variable size.

Select the LLDP optional TLVs to be carried (multiple selection
is allowed).

Available items include System Name, Port Description,
System Description, System Capability, 802.3 MAC-PHY, 802.3
Link Aggregation, 802.3 Maximum Frame Size, Management
Address and 802.1 PVID.

VLAN Select the VLAN ID number to be performed (multiple
selections are allowed).

Apply Apply the settings to the switch.

Modify

e - Click it to modify the settings for the selected port
profile.
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IX-4-3 LLDP Local Device

This page displays information for LLDP Local Device.

Wan Routeg

Securty

LLDe
[ | Port
LLDR et Satmng
LLOF Local Devics

LLIP MET) Notwork Policy

LLDP MED Port Sofings

LLDP Resnote Dovieo

LLDP Ovorloading

Daihboand 1O Sywom Mantonance > LLOP » LLOP Local Devics. > LLOF Local Devce
Status .

OWIF Surveaanes - oS |

LLDF State Datail

TRERX

THBHX

THAHK

THERX

TXERX

O0QQ0O0Q

TREAX

Available settings are explained as follows:

Item

Description

Device Summary

Display a summary of the LLDP information for this switch.

Chassis ID Subtype - Display the type of chassis ID, such as the
MAC address.

Chassis ID - Display Identifier of chassis. Where the chassis ID
subtype is a MAC address, the MAC address of the switch is
displayed.

System Name - Display model name of switch.

System Description - Display description of switch.

Capabilities Supported - Display the primary functions of the
device, such as Bridge, WLAN AP, or Router.

Capabilities Enabled - Primary enabled functions of the
device.

Port ID Subtype - Display the type of the port identifier that is
shown.

Port Details

Display detailed information of the selected GE port.

9 Detail - Click the button under it to review the detailed
information contained in TLVs sent out from each interface,
containing MAC/PHY, 802.3, 802.3 Link Aggregation, 802.1
VLAN and Protocol for each LAN port (GE1 to GE24, 10GE1 to
10GE4).
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IX-4-4 LLDP MED Network Policy

This page allows the network administrator to set MED (Media Endpoint Discovery) network

policy.

Status
Saich LAN
ONIF Surmdlance

Vian Riouting

Sacunty

Falicy ID

Dashboard © S Martunance

WED Mutwrk Policy.
- MED Nateork Pobcy

LLDP » LLOP MED Netwerk Puy > MED Netwerk Py

Policy 10:
Enabls Policy: & Frabls i =

Application

VLAN:

VLAN Tag:

Priotity:

Folicy Enabled Applicavon VLAN ID Tagged/untagged Frigriy D3CP

PO@0

Available settings are explained as follows:

Item Description

Policy ID Choose a number for configuring the policy profile.
Available selections include 1 to 32.

Enable Policy Enable - Click it to enable such function.

Application There are several applications which can be used for MED
network.
Selections include Voice Signaling, Guest Voice, Guest Voice
Signaling, Softphone Voice, Video Conferencing, Stream Video
and Video Signaling.

VLAN Set a VLAN ID (ranging from 1 to 4094) for such profile.

VLAN Tag Specify if the outgoing packets will be tagged or not.
Untag - Packets will be sent out without any tag.
Tag - Packets will be sent out with a number tagged.

Priority Set Layer?2 priority (range from 0 to 7).

DSCP Set DSCP value (range form 0 to 63).

Apply Apply the settings to the switch.
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IX-4-5 LLDP MED Port Settings

This page allows the network administrator to configure TLV (Type / Length / Value) settings
for each port.

Dashbeard ) Sistom Mainionance = LLDP > LLOP MED Pori Setings. > Porl ControléSeitings
Status. -

Switch LAN -

ONVIF Sunsadlance

Wian Routeg

Socurity Port

ACL Stat & Enabl
("]

Selectud Optional TLV:

P

e ] Sulected Network Policies:

Properses Loeatian TLV Settinga

LLDP Pt Sating

LLDP Local Doviet

Livic

LLDF MIED st Policy
ECSELIN

LR MED Port Setings
0P Romoin Divice D

LLDP Cvurloading

Available settings are explained as follows:

Item Description
Ports Choose the port(s) for configuring TLV settings.
State Enable - Click it to enable LLDP MED on the selected port.

Available Optional TLV Available TLV items will be shown in this field.

Choose the one(s) you want and click the >> arrow to transfer
the selection(s) to the field of “Selected Optional TLV”.

Selected Optional TLV Display the selected TLV items.

Selected Network Select network policy profiles (created in LLDP>>LLDP MED

Policies Network Policy) for applying onto the selected port.

Location TLV Settings Define the location, civic address and ECS ELIN for LLDP
protocol.

® Coordinate -Enter the coordinate location in 16 pairs of
hexadecimal characters.

® Civic - Enter the civic address in 6 ~ 160 pairs of
hexadecimal characters.
® ECSELIN - Enter the ECS (Emergency Call Service) ELIN

(Emergency Location Identification Number) in 10 ~ 25
pairs of hexadecimal characters.

Apply Apply the settings to the switch.
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IX-4-6 LLDP Remote Device

This page allows the network administrator to view the information sent from neighboring

devices by LLDP protocol.

LLoP

Penpaehas

LLDP Lical Duvce
LLIIP MED Notwork Policy
LLOF MED Port Sefings
LW Harmets Deaes
LLOP Dverdcading

Dashboard © Syiem Mainian

Status -
ONVIF Scrvedance -
Local Fort
Vign Routing
Securty
ACL

Chassis ID Subtype Chassis ID For |0 Subtype Fom i Sysiem Name Time to Live Detalls Delete

Ha data avaliable in fatle

Available settings are explained as follows:

Item

Description

Local Port

Display the number of the local port to which the neighbor is
connected.

Chassis ID Subtype

Display the type of chassis ID (for example, MAC address).

Chassis ID

Display the identifier of the 802 LAN neighboring device’s
chassis.

Port ID Subtype

Display the type of port identifier.

Port ID

Display the number of port identifier.

System Name

Display the name of the switch.

Time to Live

Display the time interval in seconds after which the
information for remote device will be deleted.

Details Display detailed information contained in TLVs sent out from
neighboring devices.
Delete Click it to remove information of the selected port.
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IX-4-7 LLDP Overloading

This page allows user to review current size, overall size of LLDP packet and whether it is to
exceed maximum allowed size of single LLDP packet.

Dashicard © Syutom Mantunance > LLDP > LLDP Curitading > LLOP Overioading
Status

Sanch LAN -

ONF Survollsnce

Port Total[Bytes] Laft 1o Send[Bytes]

802.3 TLVs 8021 TLVS

Wian Routing
Soeturity
ACL

Ly

LW Pl Sieltig
LD Local Device:

LN MELY Mobwork Pobey
LLDP MED Port Setings £14 10 1418
LLDP Farmcte Dwca 215 70 1448

LLDP Oyuroading - 118

Available settings are explained as follows:

Item Description

Port Display the name of the port.

Total(Bytes) Display the total number of bytes of LLDP information in each
packet.

Left to Send(Bytes) Display the total number of available bytes left for additional
LLDP information in each packet.

Status Display if LLDP TLVs has overloaded the PDU maximum size or
not.

Mandatory TLVs Display how many bytes used by mandatory TLVs.

802.3 TLVs Display how many bytes used by 802.3 TLVs.

Optional TLVs Displays how many bytes used by optional TLVs.

802.1 TLVs Displays how many bytes used by 802.1 TLVs.
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IX-5 SNMP

Simple Network Management Protocol (SNMP) is an "Internet-standard protocol for managing
devices on IP networks". Devices that typically support SNMP include routers, switches,
servers, workstations, printers, modem racks and more.

SNMP is used mostly in network management systems to monitor network-attached devices
for conditions that warrant administrative attention.

SNMP is a component of the Internet Protocol Suite as defined by the Internet Engineering
Task Force (IETF). It consists of a set of standards for network management, including an
application layer protocol, a database schema, and a set of data objects.

An SNMP-managed network consists of three key components:
® Managed device
® Agent - software which runs on managed devices

® Network management station (NMS) - software which runs on the manager

A managed device is a network node that implements an SNMP interface that allows
unidirectional (read-only) or bidirectional (read and write) access to node-specific
information. Managed devices exchange node-specific information with the NMSs. Sometimes
called network elements, the managed devices can be any type of device, including, but not
limited to, routers, access servers, switches, bridges, hubs, IP telephones, IP video cameras,
computer hosts, and printers.

An agent is a network-management software module that resides on a managed device. An
agent has local knowledge of management information and translates that information to or
from an SNMP-specific form.

A network management station (NMS) executes applications that monitor and control
managed devices. NMSs provide the bulk of the processing and memory resources required for
network management. One or more NMSs may exist on any managed network.
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VIII-5-1 View

This page allows the network administrator to create MIB views (Management information
base) and then include or exclude OID (Object Identifier) in a view.

Type: ® Included ) Excluded

OID Subtree Type Delete

Available settings are explained as follows:

Item Description

View Name Enter a name of the MIB view.

OID Subtree Epter an OID string to be included or excluded from the MIB
view.

Type Determine to include or exclude the selected MiBs.

Apply Apply the settings to the switch.

VigorSwitch G2280x User’s Guide



IX-5-2 Group

This page allows the network administrator to group SNMP users and assign different
authorization and access privileges.

Dashieard

Stas

Satich LAN

ONVIF Survellance

Vian: Routrey

Security

MP_CRRE SNMP

® SNMPYT O SHMPVZ () SHMPY

Wo Securlty  Authemication  Authemtication and Privacy

Enabled

L ]

Securiy Level View (Read) Wiew [Write] Wiew [Notify)

9@

Available settings are explained as follows:

Item Description
Group Name Enter a name for the group.
Version Specify SNMP version.

Security Level

Specify SNMP security level for the group. It is available when
SNMPv3 is selected.

No Security - No authentication and no encryption.
Authentication - Requires authentication but no encryption.

Authentication and Privacy -Requires authentication and
encryption.

Read View

Enabled - Users of this group have the right to read the
selected MIB view.

Use the drop down list to select one of the views. The default
is “all””, which means the group user can read all MIB views.

Write View

Enabled - Users of this group have the right to write the
selected MIB view.

Use the drop down list to select one of the views. The default
is “all””, which means the group user can write all MIB views.

Notify View

Enabled - Users of this group have the right to send
notification for the selected MIB view.

Use the drop down list to select one of the views. The default
is “all””, which means the group user have the right to send
notification for all MIB views.

Add

Click it to create a new group profile.

Edit

9 - Click it to modify the settings for the selected group.

@- click it to remove the selected group.
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IX-5-3 Community

This page allows a user to add/remove multiple communities of SNMP.

Dashiward D) Sywteen Muirderance = SNMP = Comrvmunsty > SHUN Comematy
Stans
Satch LAN
OHVIF Surveillance - Communky Heme:
Vian Routrg
Typa:
Security
View:
ACL
Aeenu igh
(=50
|||||| i
[ '
Community Name
publ

® Rnad Only ) Head & Wrise

Group Wiew ACcEss Right Delete

Available settings are explained as follows:

Item

Description

Community Name

Enter a name as community name. The maximum length of the
text is limited to 23 characters.

Type Basic - View and access right can be specified for such SNMP
community profile.
Advanced - Specify one of the SNMP groups for such SNMP
community profile.

View Simply specify one of the view profiles (created in

SNMP>>View) from the drop down list.

Access Right

Read Only - It allows unidirectional access to node-specific
information.

Read & Write - It allows bidirectional access to node-specific
information.

Group Specify the SNMP group configured by user (SNMP>>Group) to
define the object available to the community.

Add Click it to add a new community.

Delete Click the icon under Delete to remove the selectd community

strings.
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IX-5-4 User

This page allows a user to configure SNMP user profile.

Sucurity Levet No Security Authentication Authentication and Privecy
Authentication Method:

Mathod: Mone @ MO3 [ SHA

Machod: Hone DES

Security Level Authentication Method Privacy Methad Edit

MDS Nane 20

Available settings are explained as follows:

Item Description
User Name Enter a name for creating new SNMP user.
Group Choose one of the SNMP group from the drop down list. Then,

this user profile will be grouped under the selected SNMP
group.

Security Level

Specify SNMP security level for the group. It is available when
SNMPv3 is selected.

No Security - No authentication.
Authentication - Authentication without encryption will be
performed for packets.

Authentication and Privacy - Authentication with encryption
will be performed for packets.

Authentication Method

It is available when Authentication or Authentication and
Privacy is selected as security level.

Method - At present, available methods include None, MD5
and SHA.

Password - Enter a password for the selected method.

Privacy It is available when Authentication or Authentication and
Privacy is selected as security level.
Method -At present, available methods include DES and None.
Password - Enter a password for the selected method.

Add Click it to add a new user profile.

Edit

9 - click it to modify the settings for the selected profile.

@- click it to remove the selected entry.
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Edit SNMP User=Carrie_floor

Group: SNMP_CRRE -

Security Level: © No Auth © Auth © Auth & Privacy

Authentication Method:

Method None ® MD5 © SHA
Password:
Privacy:
Method: None DES
Password:
OK Cance

However, if there is no SNMPv3 group ready for use, the following pages will appear instead.
Refer to X-5-2 Group to create a SNMPv3 group first.

No SNMP V3 group available. Go to Group function to
configure.

=3
P
i ot G Babn g S
Security Levet No Secwrity AUttt At Authentication and Privacy
Hwadd View Enatrbed
Write View Enalile
prm— -
[ 2 ]
Group Name Version Secunty Lavel View [Read) Wiww (Write)] View [Motify) Edit
= (1)
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IX-5-5 Engine ID

IX-5-5-1 Local Engine ID

This page allows a user to configure and display SNMP local engine ID.

Securty = Engine ix

Available settings are explained as follows:

Item Description

Engine ID The user defined engine ID is range 10 to 64 hexadecimal
characters, and the hexadecimal number must be divided by
5‘217.

User Defined - If it is checked, the local engine ID will be
configured manually. If not, the default Engine ID which is
made up of MAC and Enterprise ID will be used instead.

Apply Apply the settings to the switch.
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IX-5-5-2 Remote Engine ID

This page allows a user to configure and display SNMP remote engine ID.

Dashboand 1E) System Mantenance > SNMP > Engee ID > Remote Ergme 10

Status

:
Sench LAN =
ONVF Survplsnce -
Wian Routing
Suturty = Addrann Typi: & Hostnams () IPvd () v
ACL - Server Address:
ol = Engins i0:
Carsbeate Maragemen - a

| Siystoem Moatorare -

Server Address Engine ID Edit

Available settings are explained as follows:

Item Description

Address Type Specify the address type for entering hostname or IPv4/1Pv6
address.

Server Address Enter the IP address or the host name of the SNMP server.

Engine ID Specify the engine ID for remote SNMP server.

The engine ID is rangel0 to 64 hexadecimal characters, and
the hexadecimal number must be divided by 2.

Add Click it to create a new profile.
Edit

9 - click it to modify the settings for the selected server
profile.

@- click it to remove the selected entry.

Edit SNMP Engine ID for
IP=172.16.8.2

Engine ID: g00ga0003001daa1 | (10-64 pairs of hex char)
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IX-5-6 Trap Event

This page allows a user to add or delete SNMP trap receiver IP address and community name.

Dastioard Q) Syvieen Mmtananca » SNMP > Trap Evert > Trap Evant

Status -
Sateh LAN - m

Visn Flouteg

Authentication Fail

ure: B Cnable
Link Lip 1 Dewm: 5 Enabile
Cold Start: Erabile

Warm Stam & Enstile

Available settings are explained as follows:

Item Description

Authentication Failure Enable - VigorSwtich will reboot when encountering
authentication failure (including community not match or user
password not match).

Link Up / Down Enable - VigorSwtich will reboot while encountering port link
up or down trap.

Cold Start Enable - VigorSwtich will reboot while encountering user trap.

Warm Start Enable - VigorSwtich will reboot while encountering power
down trap.

Apply Apply the settings to the switch.
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IX-5-7 Notification

This page allows a user to configure a host to receive SNMPv1/v2/ve notification.

Statuy

Nosfication
SamchLaN
ONVIF Surveilince

Wan Riouting

Socurity

ACL

Index

Dashoard Q) i Maniwianca > SHP > Nt

Server Address

Hotfication

® SNMPY1 O SNMPNZ 0 SNMPY)

& Trap  Infoim

Mo Security  Awthantication  Authantication and Privacy
@ Use Defauht e

Use Datault

Use Defoult -
Server Por Timecut Retry Version Type Commnulication/User Secuirty Leval Edit

SHMPY2 Traps public Modutn (] °

Available settings are explained as follows:

Item

Description

Address Type

Choose IPv4/IPv6/Hostname to specify IP address or the
hostname of the SNMP trap recipients.

Server Address

Enter the IP address of SNMP server based on the address type
selected above.

Version

Specify SNMP notification version (SNMPv1/v2/v3).

Type

Specify Notification Type.
Trap -Send SNMP traps to the host.

Inform - Send SNMP informs to the host. If it is used, Timeout
and Retry also shall be defined.

Community/user

Use the drop down list to choose one of the community
profiles.

Security Level

Specify SNMP security level for SNMP notification packet. It is
available when SNMPv3 is selected.

No Security - No authentication.

Authentication - Authentication without encryption will be
performed for packets.

Authentication and Privacy - Authentication with encryption
will be performed for packets.

Server Port

Specify the UDP port number for the recipient’s server.

Use Default - If it is checked, the default number (162) will be
used automaticallty.

Timeout Specify the SNMP informs timeout. It is available when Inform
is selected as Type.
Use Default - If it is checked, the default number (15) will be
used automaticallty.

Retry Specify the SNMP informs retry count. It is available when

Inform is selected as Type.
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Use Default - If it is checked, the default number (3) will be
used automaticallty.

Add

Click it to create a new notification profile.

Edit

9 - Click it to modify the settings for the selected server
profile.

@— Click it to remove the selected entry.

Edit Notification Entry for
Server IP=192.168.1.1

Version: O SNMPv1 ® SNMPv2 © SNMPv3
Type: ® Trap O Inform

Community/user |,y -

Security Level: No Security © Auth * Privacy
Server Port: Use Default| 4 {1-65535)
Timeout: Use Default sec (1-300)
Retry: Use Default (1-255)
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IX-6 sFlow

sFlow (Sampled Flow) is a method which uses sampling to get the network packets
information for the system administrator understanding the network operation and the
network congestion.

VigorSwitch plays the role of sFlow agent which collects and sends the collected data to a
sFlow controller (e.g., an external monitoring software) for executing data analysis. The
system administrator shall install the sFlow controller on the device which can communicate
with VigorSwitch. When the administrator wants to monitor the data traffic via VigorSwitch
and get the statistics, he/she can configure VigorSwitch as sFlow agent by configuring the
settings listed below. Later, the sFlow controller can analyze the data and offer statistics for
the system administrator.

:. Cuashibed ) Sysiom Manionance = sFiaw 5 of

Status

Savitch LAN

ONVIF Scrvedlance
Vs Risuting
Socunty

\GL

Gas

Cartheats Mansgemant

| TR
]

Profile ID Porfile Enabled Packet Sampling Rate Counter Sampling In.. Collector Address Collector Port Data $ource Porty

Available settings are explained as follows:

Item Description
Profile ID Choose the ID number to configure the detailed settings.
Enable Profile Enable - Enable the settings for the selected profile.

Disable - Disable the settings for the selected profile.
Packet Sampling Rate Set the sampling rate of the packets for the server to capture.
Counter Sampling Set a time for the sFlow server to obtain the traffic on the
Interval interface (LAN port) periodically. Then, the sever will make

statistics and transmit the data to the collector device. The
default value is 30 (seconds).

Collector Address Type Usually, you can specify a server or an IP address as a data
collector device. Specify the role of the server (hostname,
IPv4 or IPv6).

Collector Address Enter the hostname, IPv4 address or IPv6 address according to
the collector type selected.

Collector Port The port number is the basic sampling unit which can be used
for real-time monitoring traffic status. The default port
number is 6343.

Data Source Ports Specify the LAN interface (GE1 to GE24, 10GE1 to 10GE4) as
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the data source port.

Apply Apply the settings to the switch.
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IX-7 Access Manager

210

This page allows the network administrator to control availability of management services
such as HTTP, HTTPS, Telent and SSH.

[ — Siysits MSNMNANCE > ACOHSS MMRIOR! 3 AcCaN
; o

Stans

|
Sateh LAN -
|

CparivPh S5H Sarvice: w Enable ) Disable

Available settings are explained as follows:

Item

Description

HTTP Service

HTTP is the acronym of HyperText Transfer Protocol.

Enable -Click it to enable HTTP service. If enabled, enter the
management port number.

Disable - Click to disable the HTTP service.

HTTPS Service

HTTPS is the acronym of Hypertext Transfer Protocol over
Secure Socket Layer.

Enable - Click it to enable HTTPS service.

Enforce HTTPS
Management

Enable - Users will be forced to access into the web user
interface of VigorSwitch by HTTPS protocol.

TLS Minimum Protocol
Version

Due to security consideration, the built-in HTTPS VPN server of
the router had upgraded to TLS1.x protocol. Select one of the
versions.

Telnet Service

Telnet is the TCP/IP standard protocol for remote terminal
service. TELNET allows a user at one site to interact with a
remote timesharing system at another site as if the user’s
keyboard and display connected directly to the remote
machine.

Disable - Click it for not accessing telnet service.
Enable - Click it to access telnet service.

SSH Service

Enable - Enable SSH service.

Apply

Apply the settings to the switch.

VigorSwitch G2280x User’s Guide



IX-8 CLI Session Manager

This page shows a list of CLI command executed. You can delete the selected CLI session by
click the Remove button under the Edit item.

Coashitard € Srsom Manienance > (LI Semson Manager > GLI Sessons

Stabss

Saten LAN

ONVIF Su liane

o PID Type user Hest Edrt
Vise Flouting
Security

ACL

G

VigorSwitch G2280x User’s Guide 211



IX-9 Time and Date

IX-9-1 System Time Zone

This page allows a user to specify where the time of VigorSwitch should be inquired from.

!r.w.m—mm () Syt Mantananca » Tiw and Datn > Syasm Tene Zorw

| st

| Setch LAN

| onF Survmitance
Vian Riouting
Sacunty

Deylight Saving Time:
a0
3

Camteta Maragaman

TROEG

OpaniviN
‘Webhook
LDP
Sx
“Flow
Access

ceus Manager
GL1 Session Manager
Hackup Managsr
Upgrade Manager

Available settings are explained as follows:

Item Description

System Time Zone Setting

Auto Detect Time Zone Enable - Make Vigor router detect the time zone that
VigorSwitch is located automatically.

Disable - Set the time zone manually.

® Time Zone - Use the drop down menu to select a time
zone that VigorSwitch is located.

Daylight Saving Time Select the mode of daylight saving time.
® Disable -Disable daylight saving time.
® Recurring - Using recurring mode of daylight saving time.

® Non-Recurring - Using non-recurring mode of daylight
saving time.

®  USA -Using daylight saving time in the United States that
starts on the second Sunday of March and ends on the
first Sunday of November.

®  European - Using daylight saving time in the Europe that
starts on the last Sunday.

Daylight Saving Time It is available when Recurring is selected as Daylight Saving
Offset Time.
Specify the adjust offset of daylight saving time.
Recurring From / To It is available when Recurring is selected as Daylight Saving
Time.
From - Specify the starting time of recurring daylight saving
time.

To - Specify the ending time of recurring daylight saving time.
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Non-recurring From / To

It is available when Non-Recurring is selected as Daylight
Saving Time.

From - Specify the starting time of non-recurring daylight
saving time.

To - Specify the ending time of recurring daylight saving time.

Apply

Apply the settings to the switch.

System Time Zone
Informations

Display the status of system time zone.

IX-9-2 Time

This page allows a user to specify time and activate SNTP server manually.

Enabilu STP:

a3 = [

SHIPINTE Server Address:

Available settings are explained as follows:

Item

Description

Manual Time

Specify static time (year, month, day, hours, miniutes and
seconds) manually.

Enable SNTP

Enable - Click it to enable SNTP time server.
Disable - Click to disable the time server.

SNTP/NTP Server
Address

Enter the web site of the time server or the IP address of the
server.

Server Port

Enter the port number use by the time server.

Apply

Apply the settings to the switch.
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IX-10 Backup Manager

Backup Manager allows a user to backup the firmware image or configuration file on the

switch to remote TFTP server or host file system through HTTP protocol.

i Dashiard Q) Syt Mawrtersancs » Elackup Marss > Eiachag) Marage

i Suams
Hinehp Manager

| Swien Lan
| ONVIF Survestance
| vian Routrgy

| Secunity - Backup Type

oy —
CLI Session Manager

Tima and Dats

ETSSS

| Upgrade Manages

1Pt e 1% Nelrdrans)

® Configuration 5 SWM

Available settings are explained as follows:

Item

Description

Backup Method

Select Backup method.
TFTP - Using TFTP to backup firmware.
HTTP - Using WEB browser to ubackup firmware.

Server IP

It is available when TFTP is selected as Backup Method.
Enter the IPv4/1Pv6 address for the TFTP server.

Backup Type

Make a backup copy for the configurations for VigorSwitch.

Apply

Apply the settings to the switch.
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IX-11 Upgrade Manager

Backup Manager allows a user to upgrade the firmware image or configuration file on the
switch to remote TFTP server or host file system through HTTP protocol.

FileiPath: | EL L IES

® Image ) Configuration

Actens hlanager
LI Session Manager
Tirwe ind Dl

| Baciup Manager

=
Available settings are explained as follows:
Item Description
Upgrade Method Select Upgrade method:

TFTP - Using TFTP to upgrade firmware.
HTTP - Using WEB browser to upgrade firmware.

Server IP It is available when TFTP is selected as Upgrade Method.
Enter the IPv4/1Pv6 address for the TFTP server.

File Name It is available when TFTP is selected as Upgrade Method.

Enter the firmware image or configuration file name on the
TFTP server.

File/Path It is available when HTTP is selected as Upgrade Method.
Choose the firmware file located in your computer.

Upgrade Type It is available when TFTP is selected as Upgrade Method.
Image - Click it to upgrade the firmware image.

Configuration - Click it to load the configurations for
VigorSwitch.

Apply Apply the settings to the switch.
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IX-12 Firmware Information

This page allows a user to choose the active firmware and backup firmware.

Firmware 1 Informesion

Mode Active Version Build Time Size (Byte)

Active v 266 H020-10-21 15:44:25 12640086

Mode Active Version Build Time Size (Byle)

WFirar

Access Manager
Gl Sawrion Mharige
T and Date
Bahup Marager
Upgrade Manager

Available settings are explained as follows:

Item Description

Active Image There are two versions of firmware. Simply choose the one you
want as primary firmware.

Apply Apply the settings to the switch.

Firmware 1 Information | Mode - Display the mode (Active or Backup) of the firmware.
Firmware 2 Information | Active -Display the status (in use or not) of the firmware.
Version - Display the switch version.

Build Time - Display the built time of the firmware.

Size (MB) - Display the size of the firmware.
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IX-13 Account Manager

This page allows a user to add or delete local user on switch database for authentication. The
configuration result for each port will be displayed on the table listed on the lower side of this
web page.

Dashboard ) Svahurrs Manienance » Accou Manager > Local User information
Stans

Local User Information
Sameh LAN -

OMVIF Survudlares - Accoun

Usarmans

Username Password Type Privitege Type Madity

Available settings are explained as follows:

Item Description

User Name Enter a username for new account.

If you want to modify an existed user account, simply enter
the same string in this field. Then, modify the password and
choose privilege level. After clicking Apply, the existed user
name will be modified with different values.

Password Enter a password for new account.

Password Strength Display the strength (weak, medium, or strong) of the
password entered above.

Retype Password Retype password to make sure the password is exactly you
typed before in “Password” field.

Privilege Level Use the drop down list to select privilege level (Admin/User)
for new account.

Admin - Allow to change switch settings.
User - See switch settings only. Not allow to change it.

Apply Apply the settings to the switch.
Delete Remove the selected account.
Modify

9 - Click it to modify the settings for the selected user
profile.

@- Click it to remove the selected entry.
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Edit User: mk

Edit Password: Disabled

Privilege Type:

Admin -
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IX-13 Factory Default

Click Apply to return to factory default settings for VigorSwitch.

Oashbacard ) Systom Maivnance > Faciry Deladi » Faciory Oetma
Stabs

Sach LAN -

ONVIF Suripilanes

Visn Riouting - m

Sacunty

ALL

[+

Corsficats WMaragemen

If Keep my current IPv4 address settings is checked, after clicking Apply, the original
configuration for IP address will be kept.
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IX-14 Reboot Switch

Click Apply to reboot VigorSwitch with current settings.

— -
@ Sysiem Mainionance > Fisboot Swich > Rboot Swich
Flow

e [
CLI Sastion Manager

Tarm i Dt m
Bachup Managsr

Upgrads barsge:

Firmwara Infoemation

Accoun! Mansgsr
Fastory Dufaut

Diagreaics =
Mai Alest

Product Regestration
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Part X Diagnostics
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X-1 Device Check

When the system administrator is unable to get Ping information from the targeted LAN port,
Vigor system will send an alert e-mail to the system administrator.

The configuration result for each port will be displayed on the table listed on the lower side

of this web page.

Dashboard

Status

Froute Table
Mad Aert

Product Regrtrabon

Available settings are

Fing IF Addr Interval Times {3} Mail Alert

explained as follows:

Item Description

Port Use the drop down list to select the port (GE1 to GE24, 10GE1
to 10GE4) or ports for device check.

Enable Disable - Click it to disable the function of device check.

Enable - Click it to enable the function of device check.

Ping IP Address

Enter the IP address of the device for check.

Interval Time (sec.)

The ping check will be performed every 10, 30, 60 or 120
seconds for the selected port.

Retry Time The system will perform the ping check for the selected port

for 1, 3 or 5 times.

Mail Alert ® Enable - Click it to enable the mail alert function. When
the system is unable to ping the specified port, an alert
mail will be sent to the receiver defined on Mail
Alert>>Alert Setting.

® Disable - Click it to disable the mail alert funciton.
Apply Save the settings or changes to the switch.
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X-2 Cable Diagnostics

After finished copper test, the results will be shown on the lower side of this web page.

Dashicard Q) Dgnostes > Cabée Diagnnics. > Copper Test
Status

Swnich LAN

Vian Routing -

Soturity «f P

Aol Qs
s

Cersf

Available settings are explained as follows:

Item Description

Port Use the drop down list to select the port (GE1 to GE24) or
ports for performing cable diagnostics.

Start Perform the copper test action.
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X-3 Ping Test

After finished the ping test, the results will be shown on the lower side of this web page.

Mad et

|
Preduct Regestration

Available settings are explained as follows:

Item Description

Protocol Choose IPv4/1Pv6 to specify IP address for sending ping to
check if network path is ok.

Host Enter the IP address of SNMP server based on the protocol
selected above.

Count It means how many times to send ping request packet.

Enter a number between 1 and 5 as the count and the default
configuration is 4.

Interval(sec) Define the interval to perform ping action. For example, “1”
means the ping action will be performed per second.

Start Perform ping action.

Stop Terminate ping action.
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X-4 DHCP Table

This page shows the IP list assigned by the DHCP server.

Index

Product Rugistraicn
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Dasbbeard D) Digresticn > DHCR Tably > DHCP Table

Slabuy -
Suich LAN -

[T

DHCP 1P Assignment Table

Leased Time Start

o dliti avaliatie in tatie

Leassd Time End

Host D
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X-5 SyslLog

X-5-1 SysLog Explorer

After clicking View, the results will be shown on the lower side of this web page.

Dushbosrd Q) Dingnosies » Syl » Syslog Expleenr > Syalog Explers
Status. -

Sanich LAN <

ONVIF Survollanco - Syslog Fill

Vian Routing

P = Source:
ACL . Severity:
Qs

Cersficals Managermant

Systom Mantonance

Denvice Check

Cabie Diagnosics
Ping Test

Fonde Tuble

i At
e, Timastamp Savarity Cawgory Message
Product Regratraton

Available settings are explained as follows:

Item Description

Source Volatile Memory - Explore the logs contained in volatile
memory (also known as RAM).

Non-Volatile Memory - Explore the logs contained in
non-volatile memory (also known as Flash).

Severity Select severity (emerg, alert, crit, error, warning, notice, info
and debug) of log messages which you wish to filter out for
review.

Category Select the categories (related features) of logs you wish to
review.

Category contains AAA, ACL, AUTHMGR, CABLE_DIAG, DA,
DHCP_SNOOPING, GVRP, IGMP_SNOOPING, IPSG, L2, LLDP,
Mac-based VLAN, Mirror, MLD_SNOOPING, Platform, PM, Port,
PORT_SECURITY, QoS, Rate, SNMP, STP, Security suite,
System, Surveillance VLAN, Trunk, UDLD and VLAN.

View Click it to display logs based on the settings configured above.
Refresh Click it to refresh the log.
Clear All Clear it to remove all logs displayed in this page.
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X-5-2 SysLog Settings

X-5-2-1 SyslLog Service

This page allows user to enable system logging into local syslog and specific remote syslog

server for storage.

Stats
Sanch LN
ONVIF Surveilance - SysLog Se

Vian Riouting - m

Sazunty

rvice:

ACL
0ss
Cantenta Maragaman

Systam Mumeeanes

Device Check
(Catie Disgnostes
#ing Tast

IDHCP Tabio

Sl oxy 1
Syl cg Explarnr |
SysLog Sumings

Reoute Tatia

Ml Aot

Product Registration

Available settings are explain

Dashbxard © Disgnossics > Syalog > Syslog Selfings > SysLag Sanvce

ed as follows:

Item

Description

SysLog Service

Enable - Click it to activate function of syslog.

Disable - Click it to inactivate the function.

Apply

Apply the settings to the switch.
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X-5-2-2 Local SysLog

This page allows user to enable logging into volatile memory or non-volatile memory.

Dastieard

Stas

Switch LAN

ONVIF Survedllance
Wian Routrsy

Seturity

M fder

Product Regstration

el o Mad

Available settings are explained as follows:

Item Description

Source Volatile Memory - Select the volatile memory for saving local
log. Volatile memory does not hold the log after reboot or
power off.
Non-Volatile Memory - Select the non-volatile memory for
saving.
If you want to modify Volatile Memory / Non-Volatile
Memory, select Volatile Memory / Non-Volatile Memory in
this field. Then, use the drop down list of severity to specify
type of log message. After clicking Apply, the Volatile
Memory / Non-Volatile Memory will be modified with new
configured severity level.

Severity Select severity (emerg, alert, crit, error, warning, notice, info
and debug) of log messages which will be stored.

Apply Apply the settings to the switch.

Delete Remove all logs displayed in this page.
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X-5-2-3 Remote SysLog
This page allows user to enable system logging into specific remote syslog server for storage.

After clicking Apply, the results will be shown on the lower side of this web page.

Castiard Q) Dagnostcs > Syrlog > Sysl.og Seffings. > Kamaie Sysl.og

St

Seich LAN

ONVIF Surveilance

Wian Routing
Secunty S Bk
ACL - Server Port:
o Severy omerg
Cerificato Management o
Sysiom Maimgnance agc
<D
Server IP[Port) Status Severity Facility Delete
Mai Alert
Product Registration
Available settings are explained as follows:
Item Description
Server Address Enter the IP address of Syslog server.
Server Port Specify the port that syslog should be sent to.
Severity Select severity (emerg, alert, crit, error, warning, notice, info

and debug) of log messages which will be stored.

Facility One device supports multiple facilities (represented with
facility ID, localO to local7) of remote Syslog server. For each
facility ID contains different syslog server configuration,
please choose a facility ID for such Syslog server.

Apply Apply the settings to the switch.

Delete Remove specific remote syslog entry.
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X-5-2-4 SyslLog Mail

This page allows user to enable system logging into specific remote syslog server for storage.

After clicking Apply, the results will be shown on the lower side of this web page.

Dashbeard O Dusrons
Status

Seich LAN

Secunty

ALL

ONIF Surmdlance - Stain:

Vian Riouting - Catogory.

Enable & Disable

i L

Available settings are explained as follows:

Item Description
State ® Enable - Enable the function of Syslog Mail.

® Disable - Disable the function of Syslog Mail.
Category Vigor sytem will send the e-mail related to the selected

feature(s) to the recipient.

Select All Deselect All
ABA
ACL
! AUTHMGR
CABLE_DIAG
DAl
DHCP_SNOOPING
GVRP
IGMP_SNOOPING

SMTP Server

Enter IP address or URL of the SMTP server.

SMTP Port

Enter the port number for the SMTP server.

Authentication

Enable - Click it to enable authentication mechanism.
® User Name - Enter a user name for authentication.
®  Password - Enter a password for authentication.

Encryption

After enabling Authentication, choose one of the encryption
servers for data encryption.

®  StartTLS - The mail will be encrypted with StartTLS.
®  SSL/TLS - The mail will be encrypted with SSL/TLS.
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® Disable - The mail sent out will not be encrypted.
Sender Enter the email address which will send the syslog mail out.
Email Address Enter the email address which will receive the syslog mail.
Apply Apply the settings to the switch.
Send test mail After clicking this button, VigorSwitch system will send a test
mail to the recipient.
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X-6 Route Table

This page displays the route status.
Bashiboard 1©) Degnoaties » Aoute Tutde » IPed Aioute Tatde
Status.

Swich LAN -

ONAF Survoilance

. I3 Destination IPMask Gate Interface
P way

Connstted VLANID
Ceanetied VLANZD

Connettid VLANID

Connecled VLANTDO

Syskeg
Ma Akt -

Product Regestration
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Part XI Mail Alert
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XI-1 Alert Setting

This page allows a user to configure settings for VigorSwitch to send alert mail when
encountering certain sitaution.

[ esly | o vemi sl

Available settings are explained as follows:

Item

Description

State

() Enable - Click it to enable the mail alert function.
() Disable - Click it to disable the mail alert funciton.

SMTP Server

Enter IP address or URL of the SMTP server.

SMTP Port

Enter the port number for the SMTP server.

Authentication

Enable - Click it to enable authentication mechanism.
() User Name - Enter a user name for authentication.
®  Password - Enter a password for authentication.

Encryption

After enabling Authentication, choose one of the encryption
servers for data encryption.

®  StartTLS - The mail will be encrypted with StartTLS.
®  SSL/TLS - The mail will be encrypted with SSL/TLS.
® Disable - The mail sent out will not be encrypted.

Sender

Enter the email address which will send the alert mail out.

Receiver

Enter the email address which will receive the alert mail.

Min. Transmit Interval

Set a time interval for VigorSwitch system to send an alert out
from the specified sender.

Alert Type

Specify the condition(s) for VigorSwitch system to send an
alert out.

®  Port Link Status
Port Link Speed
System Restarted
IP Conflict

°
°
°
® Hardware Monitor
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®  Device Check
®  ONVIF Throughput Threshold

Apply Apply the settings to the switch.

Send test mail After clicking this button, VigorSwitch system will send a test
mail to the recipient.
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This page is left blank.
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Part Xll Telnet Commands
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Xll-1 Accessing Telnet of VigorSwitch

This chapter also gives you a general description for accessing telnet and describes the
firmware versions for the routers explained in this manual.

(1)

Info

For Windows 7 user, please make sure the Windows Features of Telnet
Client has been turned on under Control Panel>>Programs.

Type cmd and press Enter. The Telnet terminal will be open later.

Programs (1)
M crmd

' See more results

|cr'r1|:|| | Shut down | | “

In the following window, type Telnet 192.168.1.224 as below and press Enter. Note that the
IP address in the example is the default address of the router. If you have changed the default,

enter the current IP address of the router.
B Ch\Windows\system32\emd.exe (2| O ||

Microsoft Windows [Uersion 6.1.76011
Copyright <(c» 208? Microsoft Corporation.

mi »

All rights reserved.

C:\Users~lUser>telnet 192 _168.1.1

Next, enter admin/admin for Account/Password.
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For users using previous Windows system (e.g., XP), simply click Start >> Run and type Telnet
192.168.1.224 in the Open box.

Next, enter admin/admin for Account/Password.

& Telnet 172.16.2.179 =R 5

Username: admin
Password: =eewx

2280l _
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XlI-2 Available Commands

Enter ? to get a list of available commands.

EA Telnet 172.16.2.179

Uzername: admin

Password: s

(o] 8=
-

240

conf igure
copy
delete
disabhle
end

exit
ring
rehoot
renew

traceroute
udld
GZ288xH

restore—defaults
save
show
ssl

terminal

m

Reset functions

Manage the system clock

GConf iguration Mode

Copy from one file to another

Delete a file from the flash file system
Turn off privileged mode command

End current mode and change to enahle mode
Exit current mode and down to previous mode
Send ICHP ECHO_REQUEST to network hosts
Halt and perform a cold restart

Renew functions

Restore to default

Save running configuration to flash

Show running system information

Setup S8L host keys

Terminal configuration

Trace route to network hosts

Conf igure global UDLD setting

The availabe commands contain - clear, clock, configure, copy, delete, disable, end, exit,
ping, reboot, renew, restore-defaults, save, show, ssl, terminal, traceroute and udld. Each

command will be explained as follows.

Note: You can also enter ? to check if there are subcommands under current command.

This command allows resetting the functions of ARP, interface, IP, IPv6, LACP, Line, LLDP,

Xll-2-1 Clear Configuration

Logging, MAC, and Spanning Tree.

Telnet Command: clear arp

Use this command to clear entries in the ARP cache.

Syntax Items

clear arp
Description
Syntax Items Description
clear arp <A.B.C.D> - Enter the IP address of the device (e.qg.,
192.168.1.224).
Related Syntax:
[ ) # clear arp
® # clear arp <A.B.C.D>
Example

VigorSwitch G2280x User’s Guide




G2280x#

G2280x# clear arp 192.168.1.224

Telnet Command: clear authentication

Use this command to clear authentication sessions based on LAN port, MAC address, or
authentication type for 802.1x/MAC authentication.

Syntax Items

clear authentication sessions

clear authentication sessions interfaces gigabitethernet

clear authentication sessions mac

clear authentication sessions session-id

clear authentication sessions type

Description

Syntax Items

Description

clear authentication sessions

Clear all of the sessions related to authentication.
Related Syntax:

[ ) # clear authentication sessions

clear authentication sessions
interfaces gigabitethernet

Clear the sessions of a specific interface.
<1-24> - Enter the number of LAN port.

Related Syntax:

) # clear authentication sessions interfaces gigabitethernet
<1-24>

clear authentication sessions
mac

Clear the sessions with the MAC address set here.

<A:B:C:D:E:F> - Enter the MAC address of the device that you want

to clear the authentication information.
Related Syntax:

° # clear authentication sessions mac <A:B:C:D:E:F>

clear authentication sessions
session-id

Clear the sessions with the string set here.
<WORD> - Enter a string of a session that you want to clear.

Related Syntax:

® # clear authentication sessions session-id <WORD>

clear authentication sessions

Clear the sessions with authentication type selected here.

type <dotlx> - Use 802.1x authentication.
<mac> - Use mac-based authentication.
<web> - Use web-based authentication.
Related Syntax:
® # clear authentication sessions type <dotlx><mac><web>
Example

G2280x# clear authentication sessions

No Auth Manager sessions currently exist

G2280x# clear authentication sessions mac 48:5B:39:2F:A8:66
G2280x# clear authentication sessions interfaces GigabitEthernet 2
G2280x# clear authentication sessions session-id 0000000BO0O2AFBES8
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Telnet Command: clear gvrp

Use this command to clear statistics or port error statistics for all interfaces or a specific
interface (10GB LAN, LAN or LAG).

Syntax Items
clear gvrp error-statistics

clear gvrp statistics

Description

Syntax Items Description

clear gvrp error-statistics Specify a LAN/LAG interface for clearing error statistics for GVRP.

<1-4> - Enter the number (1 to 4) of 10 GB LAN port.

<1-24> - Enter the number (1 to 28) of LAN port.

<1-8> - Enter the number (1 to 8) of LAG interface (IEEE 802.3 Link

Aggregation Interface) that you want to clear the GVRP setting.

Related Syntax:

) # clear gvrp error-statistics interfaces 10GigabitEthernet
<1-4>

° # clear gvrp error-statistics interfaces GigabitEthernet <1-24>

° # clear gvrp error-statistics interfaces LAG <1-8>

clear gvrp statistics Specify a LAN/LAG interface for clearing statistics for GVRF.
<1-4> - Enter the number (1 to 4) of 10 GB LAN port.

<1-24> - Specify an interface for clearing statistics for GVRP.
<1-8> - Specify LAG interface for clearing statistics for GVRP.

Related Syntax:

° # clear statistics interfaces 10GigabitEthernet <1-4>
° # clear statistics interfaces GigabitEthernet <1-24>
° # clear statistics interfaces LAG <1- 8>

Example

G2280x# clear gvrp error-statistics interfaces GigabitEthernet 2
G2280x#

G2280x# clear gvrp error-statistics interfaces LAG 2

G2280x#
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Telnet Command: clear interfaces
Use this command to clear statistics counters for all interfaces or a specific interface (10GB
LAN, LAN or LAG).
Syntax Items
clear interfaces 10GigabitEthernet
clear interfaces GigabitEthernet

clear interfaces LAG

Description
Syntax Items Description
clear interfaces Specify a LAN interface for clearing statistics counters on that port.
10GigabitEthernet <1-4> - Enter the number (1 to 4) of 10GB LAN port.
Related Syntax:
® # clear interfaces 10gigabitEthernet <1-4> counters
clear interfaces Specify a LAN interface for clearing statistics counters on that port.
GigabitEthernet <1-24> - Enter the number (1 to 24) of LAN port.
Related Syntax:
® # clear interfaces gigabitEthernet <1-24> counters
clear interfaces LAG Specify a LAG interface for clearing statistics counters on that port.
<1-8> - Enter the number (1 to 8) of LAG interface (IEEE 802.3 Link
Aggregation Interface).
Related Syntax:
) # clear interfaces LAG <1-8> counters
Example

G2280x# clear interfaces gigabitethernet 3 counters
G2280x# clear interfaces

G2280x# clear interfaces lag 2 counters

G2280x#

Telnet Command: clear ip

Use this command to clear ARP inspection information, DHCP snooping database agent, and
IGMP snooping groups (dynamic or static) information for all interfaces or a specific interface
(LAN or LAG) with IP address.

Syntax Items

clear ip arp

clear ip dhcp

clear ip igmp

Description
Syntax Items Description
clear ip igmp snooping groups dynamic - Clear dynamic snooping groups of IGMP

server.
snooping groups static - Clear static snooping groups of IGMP server.
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snooping statistics - Clear snooping statistics for IGMP server.
Related Syntax:

) # clear ip igmp snooping groups dynamic

) # clear ip igmp snooping groups static

) # clear ip igmp snooping statistics

clear ip dhcp snooping database statistics - Clear snooping database statistics for
DHCP server.

snooping interfaces GigabitEthernet / LAG- Specify a LAN / LAG
interface for clearing DHCP snooping information.

<1-4> - Enter the number (1 to 4) of 10GB LAN port.
<1-24> - Enter the number (1 to 28) of LAN port.

<1-8> - Specify a LAG interface for clearing DHCP snooping
information.

Related Syntax:

° # clear ip dhcp snooping database statistics

® # clear ip dhcp snooping interfaces GigabitEthernet <1-24>
statistics

° # clear ip dhcp snooping interfaces 10GigabitEthernet <1-4>
statistics

® # clear ip dhcp snooping interfaces LAG <1-8> statistics

clear ip igmp snooping groups dynamic - Clear dynamic snooping groups of IGMP
server.

snooping groups static - Clear static snooping groups of IGMP server.
snooping statistics - Clear snooping statistics for IGMP server.

Related Syntax:

) # clear ip igmp snooping groups dynamic
) # clear ip igmp snooping groups static

) # clear ip igmp snooping statistics

Example

G2280x# clear ip igmp snooping groups dynamic
G2280x#

Telnet Command: clear ipv6

Use this command to clear MLD snooping configuration for dynamic / static group(s) with IPv6
address.

Syntax Items

clear ipv6 mid

Description
Syntax Items Description
clear ipv6 mld snooping groups dynamic - Clear dynamic snooping groups of MLD.
snooping groups static - Clear static snooping groups of MLD.
Related Syntax:
) # clear ipv6 mld snooping groups dynamic
) # clear ipv6 mld snooping groups static
Example
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G2280x# clear ipv6

G2280x# clear ipv6 mld snooping groups dynamic

G2280x# clear ipv6 mld snooping groups dynamic?
<Cr>

G2280x# clear ipv6 mld snooping groups static

Telnet Command: clear lacp
Use this command to clear LACP configuration for specified LAG interface or all LAG
intefaces.
Syntax Items
clear lacp <1-8> counters

clear lacp counters

Description
Syntax Items Description
clear lacp <1-8> <1-8> - Enter the number (1 to 8) of LAG interface (IEEE 802.3 Link
Aggregation Interface).
Related Syntax:
) # clear lacp <1-8> counters
clear lacp counters Clear LACP configuration for all LAG interfaces.
Related Syntax:
) # clear lacp counters
Example

G2280x# clear lacp 1 counters
No interfaces configured in the channel group

G2280x#

Telnet Command: clear line
Use this command to clear line settings including SSH (Secure Shell) configuration and telnet
daemon configuration.
Syntax Items
clear line ssh

clear line telnet

Description

Syntax Items Description

clear line ssh Clear SSH configuration for line connection.
Related Syntax:
° # clear line ssh

slear line telnet Clear SSH Telnet configuration for line connection.
Related Syntax:
) # clear line telnet
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Example

G2280x# clear line ssh
G2280x# clear line telnet

Telnet Command: clear lldp

Use this command to clear LLDP statistics or reset LLDP information.

Syntax Items
clear Ildp global

clear lldp interfaces

Description

Syntax Items Description

clear Ildp global Clear all of the statistics related to LLDP.
Related Syntax:

) # clear lldp global statistics

clear Ildp interfaces Specify a LAN / LAG interface for clearing LLDP information.

<1-4> - Enter the number (1 to 4) of 10GB LAN port.

<1-24> - Enter the number (1 to 28) of LAN port.

<1-8> - Enter the number (1 to 8) of LAG interface (IEEE 802.3 Link
Aggregation Interface).

Related Syntax:

° # clear lldp interfaces 10GigabitEthernet <1-4> statistics
) # clear lldp interfaces GigabitEthernet <1-24> statistics
° # clear lldp interfaces LAG <1-8> statistics

Example

G2280x# clear 1ldp global statistics

G2280x#

G2280x# clear I1ldp interfaces LAG 1 statistics

G2280x# clear Ildp interfaces gigabitethernet 1 statistics
G2280x#

Telnet Command: clear logging

Use this command to clear log messages from the internal logging buffer and flash.

Syntax Items
clear logging buffered

clear logging file

Description
Syntax Items Description
clear logging buffered Clear the log stored in RAM.
Related Syntax:
) # clear logging buffered
clear logging file Clear the log stored in flash.
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Related Syntax:
) # clear logging file

Example

G2280x# clear logging buffered
G2280x# clear logging file
G2280x#

Telnet Command: clear mac
Use this command to clear MAC configuration related to VLAN, LAG, and LAN port.

Syntax Items

clear mac

Description

Syntax Items Description

clear mac address-table <1-4> - Enter the number (1 to 4) of 10GB LAN port.
<1-24> - Enter the number (1 to 28) of LAN port.

<1-8>- Enter the number (1 to 8) of LAG interface (IEEE 802.3 Link
Aggregation Interface).

<1-4094> - Specify a VLAN ID by entering its number.
Related Syntax:

) # clear mac adderss-table dynamic interfaces
10GigabitEthernet <1-4>

) # clear mac adderss-table dynamic interfaces GigabitEthernet
<1-24>

® # clear mac adderss-table dynamic interfaces LAG <1-8>
® # clear mac adderss-table dynamic vlan <1-4094>

Example

G2280x# clear mac address-table dynamic vlan 2038
G2280x# clear mac address-table dynamic interfaces gigabitethernet 3
G2280x#

Telnet Command: clear mvr

Use this command to clear information for all members (including dynamic, static) of MVR.

Syntax Items

clear mvr members

Description
Syntax Items Description
clear mvr members Clear information for dynamic / static members.

Related Syntax:

) # clear mvr members dynamic
) # clear mvr members static
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Example

G2280x# clear mvr members dynamic
G2280x# clear mvr members static
G2280x#

Telnet Command: clear spanning-tree

Use this command to clear running system information.

Syntax Items

clear spanning-tree

Description

Syntax Items Description

clear spanning-tree Specify a LAN interface for clearing its running information.

interfaces <1-4> - Enter the number (1 to 4) of 10GB LAN port.

<1-24>- Enter the number (1 to 28) of LAN port.

<1-8>- Enter the number (1 to 8) of LAG interface (IEEE 802.3 Link

Aggregation Interface).

Related Syntax:

° # clear spanning-tree interfaces 10GigabitEthernet <1-4>
statistics

® # clear spanning-tree interfaces GigabitEthernet <1-24>
statistics

L] # clear spanning-tree interfaces LAG <1-8> statistics

Example

G2280x# clear spanning-tree interfaces GigabitEthernet
<1-24> GigabitEthernet device number
G2280x# clear spanning-tree interfaces gigabitethernet 3 statistics
G2280x# clear spanning-tree interfaces LAG 1 statistics
G2280x#
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XlI-2-2 Clock Configuration

This command allows managing the system clock.

Telnet Command: clock set

Use this command to configure the system clock manually.

Syntax Items

clock set

Description

Syntax Items Description

clock set Set current by entering hours, minutes, seconds, month, date and
year with the format listed below:

<HH:MM:SS> - Hour, minute, second (e.g., 08:10:30).
<Jan> - January.

<feb> - February

<mar> - March

<apr> - April

<may> - May

<jun> - June

<jul> - July

<aug> - August

<sep> - September

<oct> - October

<nov> - November

<dec> - December

<1-31> - Date 1 to 31.

<2000-2035> - Year of 2000 to 2035.

Related Syntax:

[ # clock set HH:MM:SS
jan/feb/mar/apr/may/jun/jul/aug/sep/oct/nov/dec <1-31>
<2000-2035>

Example

62280x# clock set 12:10:30 jan 1 2019
2019-01-01 12:10:30 UTC+8
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XlI-2-3 Configure Configuration

This command allows configuring the settings related to VigorSwitch.
Available sub-commands under Configure include:

aaa,acct, authentication, boot, clock, custom, dos, dotlx, do, dray_surveillence, enable,
end, errdisable, exit, gvrp, hostname, interface, ip, ipv6, jumbo-frame, lacp, lag, line, lldp,
logging, logmail, loop-protection, mac, mailalert, management, management-vlan, mirror,
mvr, no, openvpn, port-security, gos, radius, schedule,sflow, snmp, sntp, spanning-tree,
start-up, storm-control, surveillance-vlan, system, tacacs, tr069, udld, username, vlan,
voice-vlan, webhook

Before configuration, you have to enter “configure” to access into next phase.

To return to previous phase, enter “exit”

Example

G2280x# configure
G2280x(config)#
G2280x(config)# exit
G2280x#

Telnet Command: aaa
Use this command to add a login authentication list to authenticate with local, tacacs+,
radius, and none service.
Syntax Items

aaa authentication enable
aaa authentication login

Description

Syntax Items Description

aaa authentication enable Enable authentication is used only on CLI for a user trying to switch
from User EXEC (>) mode to Privileged EXEC (#) mode.
enable - Enable the authentication list.
<LISTNAME> - Enter a string as the list name for authentication
type. Default value is “default”.
<none, enable, tacacs+, radius> - Specify the authentication
method by entering none, enable, tacacs+ or radius.
(] None: Do nothing and just make user be authenticated.
L Enable: Use local password to authenticate.
o Tacacs+: Use remote Tacas+ server to authenticate.
(] Radius: Use remote Radius server to authenticate.
default - It is used to configure default enable authentication.
Related Syntax:
([ ] <config>#aaa authentication enable <LISTNAME> <none,

enable, tacacs+, radius>
® <config>#aaa authentication enable default <none, enable,
tacacs+, radius>

aaa authentication login Login authentication is used when a user tries to login into the
switch.
<none, enable, tacacs+, radius> -Specify the authentication method
by entering none, enable, tacacs+ or radius.
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default - It is used to configure default login authentication.
Related Syntax:

) <config>#aaa authentication login <none, enable, tacacs+,
radius>

) <config>#aaa authentication login default <none, enable,
tacacs+, radius>

Example

G2280x# configure
G2280x(config)#

G2280x(config)#

Enable List Name

default
LISTNAME
G2280x#

G2280x(config)# exit
G2280x# show aaa authentication enable lists
Authentication Method List

G2280x(config)# aaa authentication enable LISTNAME enable

enable
enable

Telnet Command: acct

Use this command to set RADIUS / TACACS server.

Syntax Items

acct server

Description

Syntax Items

Description

server radius

<1-65535> - Set a value to wait for a packet retransmission to the
authentication server.

<1-60> - Set the transmission interval (unit is second).

) # acct server radius disconnect message port <1-65535>
interval <1-60>

server tacacs

<1-65535> - Set a value to wait for a packet retransmission to the
authentication server.

<1-60> - Set the transmission interval (unit is second).

[ # acct server tacacs disconnect message port <1-65535>
interval <1-60>

Example

G2280x# configure
G2280x(config)#

G2280x#

G2280x(config)# acct server radius disconnect message port 3030 interval 30

Telnet Command: authentication

Use this command to enable the global setting of 802.1x/MAC/WEB authentication network
access control (default is disabled for all).

Syntax Items

authentication dotlx
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authentication guest-vlan
authentication mac

authentication web

Description

Syntax Items Description

authentication dotlx Enable 802.1x authentication by entering the word, dotlx after
authentication.
Related Syntax:
® <config># authentication dotlx

authentication guest-vlan Configure the guest VLAN.
<1-4094> - Specify a guest VLAN ID by entering its number.
Related Syntax:
L] <config># authentication guest-vlan <1-4094>

authentication mac Enable MAC authentication by entering the word, mac after

authentication.

mac local - Local database for MAC-Based authentication. It can add
local MAC authentication hosts in database.

<A:B:C:D:E:F> - Enter the MAC address to be added for
authentication.

control auth - Set a local entry control mode, auth (the host will be
set to authorized) or unauth (the host will be set to unauthorized).

vlan <1~4094> - Specify a VLAN ID by entering its number

reauth-period <300~4294967294> - Set a time to initiate automatic
re-authentication.

inactive-timeout <60~65535>- Set the inactive timeout for MAC
authentication host. After the time interval, if there is no activity
from the client, then it will be unauthorized by Vigor system.

control unauth - Set a local entry control mode as “unauth” to let
the host set as unauthorized.

radius mac-case <lower / upper> - Set RADIUS user ID with lower
case or upper case.

radius mac-delimiter <colon/dot/hyphen/none> - Select RADIUS
user ID delimiter. In which,

colon: XX:XX:XX:XX:XX:XX
dot: XX. XX XX.XX.XX. XX
hyphen: XX-XX-XX-XX-XX-XX
none: XXXXXXXXXXXX

gap <2/4/6> - Select delimiter gap.
Related Syntax:
( <config>#authentication mac

® <config>#authentication mac local <A:B:C:D:E:F> control
auth inactive-timeout <60~65535>

(] <config>#authentication mac local <A:B:C:D:E:F> control
auth reauth-period <300~4294967294>

( <config>#authentication mac local <A:B:C:D:E:F> control
auth vlan <1~4094>

(] <config>#authentication mac local <A:B:C:D:E:F> control
auth vlan<1~4094> reauth-period <300~4294967294>

® <config>#authentication mac local <A:B:C:D:E:F> control
auth vlan<1~4094> reauth-period <300~4294967294>
inactive-timeout <60~65535>

( <config>#authentication mac local <A:B:C:D:E:F> control
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unauth

(] <config>#authentication mac radius mac-case <lower /
upper>

( <config>#authentication mac radius mac-delimiter
<colon/dot/hyphen/none>

( <config>#authentication mac radius mac-delimiter
<colon/dot/hyphen/none> gap <2/4/6>

authentication web Web - Enable web authentication by entering the word “web” after
“authentication”.

username <WORD> - Specify a username.
password <string> - Set a password.
vlan <1~4094> - Specify a VLAN ID by entering its number.

reauth-period <30~4294967294> - Set a time to initiate automatic
re-authentication.

inactive-timeout <60~65535>- Set the inactive timeout for MAC
authentication host. After the time interval, if there is no activity
from the client, then it will be unauthorized by Vigor system.
Related Syntax:

® <config>#authentication web

(] <config>#authentication web local username <WORD>
password <string> inactive-timeout <60~65535>

® <config>#authentication web local username <WORD>
password <string> reauth-period <300~4294967294>

® <config>#authentication web local username <WORD>
password <string> reauth-period <300~4294967294>
inactive-timeout <60~65535>

( <config>#authentication web local username <WORD>
password <string> vlan<1~4094>

( <config>#authentication web local username <WORD>
password <string> vlan<1~4094> reauth-period
<30~4294967294> inactive-timeout <60~65535>

Example

G2280x# configure

G2280x(config)# authentication dotlx
G2280x(config)# vlan 3

P2280x(config-vlan)# exit

G2280x(config)# authentication guest-vlan 3
G2280x(config)#

G2280x(config)# exit

G2280x# show authentication

Autentication dotlx state : enabled
Autentication mac state : disabled
Autentication web state : disabled
Guest VLAN : enabled (3)

Mac-auth Radius User ID Format : XXXXXXXXXXXX
Mac-auth Local Entry '
Web-auth Local Entry
Interface Configurations
Interface GigabitEthernetl

Admin Control : disable
Host Mode : multi-auth
Type dotlx State : disabled
Type mac State : disabled
Type web State : disabled
Type Order - dotlx
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MAC/WEB Method Order : radius

Guest VLAN : disabled

Reauthentication : disabled

Max Hosts - 256

VLAN Assign Mode . static
--More—

G2280x# configure

G2280x(config)# authentication mac local 00:11:22:33:00:01 control auth vlan
3 reauth-period 500 inactive-timeout 300

G2280x(config)#
G2280x(config)# authentication mac local 00:11:22:33:00:01 control unauth
G2280x(config)#

G2280x(config)# authentication web local username user_1 password 1234tw vlan
3 reauth-period 600 inactive-timeout 700

G2280x(config)#

Telnet Command: boot

Use this command to have a backup image in the flash partition. Select the active firmware
image, and another firmware image will become a backup one.

Syntax Items

boot system

Description
Syntax Items Description
boot system Boot the system from flash image partition 0 / 1.
Related Syntax:
® <config># boot system image0
® <config># boot system imagel
Example

G2280x# configure

G2280x(config)#

G2280x(config)# boot system imageO
Select "image0" Success
G2280x(config)# exit

G2280x#

G2280x# show boot

Image Version Date Status File Name

0 1.0.2 2017-08-29 09:44:57 Not active* 2280_r442_ 220RC1l.all
1 2.3.2 2018-05-16 09:14:31 Active p2280_r734_230RC4.all

"*" desighates that the image was selected for the next boot

G2280x#
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Telnet Command: clock

Use this command to configure time zone, summer-time and external time source for the

system clock.

Syntax Items

clock auto timezone

clock source local
clock source sntp
clock summer-time
clock timezone

Description

Syntax Items

Description

clock auto timezone

VigorSwitch sets the time zone automatically.

clock source local

Configure an external time source for the system clock.
“local” means to use static time. It is the default setting.
Related Syntax:

) <config># clock source local

clock source sntp

Configure an external time source for the system clock. “sntp” means
to use SNTP time.

Related Syntax:
L] <config># clock source sntp

clock summer-time

Configure the system to automatically switch to summer time (daylight
saving time).

ACRONYM - Specify the acronym name of time zone. The acronym of
the time zone will be displayed when summer time is in effect. If
unspecified, the time zone acronym will be used in default. (1-4 chars)

<jan/feb/mar/apr/may/jun/jul/aug/sep/oct/nov/dec> - Indicate
January, February, March, April, May, June, July, August, September,
October, November, December.

<1-31> means date 1 to 31.
<2000-2037> - means year of 2000 to 2035.
<HH:MM> - means hours and minutes.

recurring - Summer time should start and end on the corresponding
specified days every year.

<1-1440>- Set the number of minutes to add during the summer time.
The default number is 60.

eu - The summer time is based on the European Union rules. (Start
point - last Sunday in March, End point - last Sunday in October)

usa - The summer time is based on the United States rules. (Start
point - second Sunday in March, End point - first Sunday in November)

first - The first week of the month.
last - The last week of the month.

<sun/mon/tue/wed/thu/fri/sat> - Indicate Sunday, Monday, Tuesday,
Wednesday, Thursday, Friday, Saturday.

<jan/feb/mar/apr/may/jun/jul/aug/sep/oct/nov/dec> - Indicate
January, February, March, April, May, June, July, August, September,
October, November, December.

<first/last>- Specify the first week or the last week of the month.
<1-5> - Specify the number of the week in the month.

Note that the first group of month, date, hour and minute is used for
configuring starting time, and the second group is used for configuring
ending time.

Related Syntax:
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(] <config># clock summer-time ACRONYM date
<jan/feb/mar/apr/may/jun/jul/aug/sep/oct/nov/dec> <1-31>
<2000-2037> <HH:MM>
<jan/feb/mar/apr/may/jun/jul/aug/sep/oct/nov/dec><1-31><
2000-2037> <HH:MM>

(] <config># clock summer-time ACRONYM recurring eu <1-1440>

<config># clock summer-time ACRONYM recurring usa <1-1440>

® <config># clock summer-time ACRONYM recurring first
<sun/mon/tue/wed/thu/fri/sat>< jan / feb / mar / apr / may /
jun/jul/aug/sep/oct/nov/dec> <HH:MM> <first/last>
<sun/mon/tue/wed/thu/fri/sat>< jan /feb /mar /apr/may/
jun/jul/aug/sep/oct/nov/dec> <HH:MM> <1-14400>

® <config># clock summer-time ACRONYM recurring last
<sun/mon/tue/wed/thu/fri/sat>< jan /feb /mar /apr /may
/jun/jul/aug/sep/oct/nov/dec> <HH:MM>
<first/last><sun/mon/tue/wed/thu/fri/sat>< jan /feb /mar
/apr/may/ jun/jul/aug/sep/oct/nov/dec> <HH:MM> <1-14400>

( <config># clock summer-time ACRONYM recurring <1-5>
<sun/mon/tue/wed/thu/fri/sat>< jan /feb /mar /apr /may
/jun/jul/aug/sep/oct/nov/dec> <HH:MM> <1-5>
<sun/mon/tue/wed/thu/fri/sat>< jan /feb /mar /apr
/may/jun/jul/aug/sep/oct/nov/dec> <HH:MM> <1-14400>

clock timezone ACRONYM Set the time zone for display purposes.

<-12-13> minutes <0-59> ACRONYM - Specify the acronym name of time zone. The acronym of
the time zone will be displayed when summer time is in effect. If
unspecified, the time zone acronym will be used in default. (1-4 chars)

<-12-13> - Specify the hour offset (from -12 to +13) of time zone.
minutes <0-59> - Specify the minute difference from UTC.

Related Syntax:

(] <config># clock timezone ACRONYM <-12-13> minutes <0-59>

Example

G2280x# configure

G2280x(config)# clock source sntp
G2280x(config)# exit

G2280x# show clock detail
2019-01-05 06:51:23 UTC+8

Time source is sntp

Time zone:

Acronym is

Offset is UTC+8

G2280x# configure

G2280x(config)# clock summer-time tw date jan 30 2019 23:30 feb 1 2019 20:50
G2280x(config)# exit

62280x# show clock detail
2019-01-05 07:13:49 UTC+8

Time source is sntp

Time zone:
Acronym is ACRONYM
Offset is UTC-10:08

Summertime:

Acronym is tw

Starting and ending on a specific date.
Begins at 1 30 19 23:30

Ends at 2 1 19 20:50
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Offset is 60 minutes.
G2280x# configure
G2280x(config)# clock summer-time ACRONYM recurring eu 1200

G2280x(config)# clock summer-time ACRONYM recurring first mon jan 10:10 first
sun feb 10:10 1000

G2280x(config)# exit
G2280x# show clock detail
2019-01-05 11:37:18 UTC+8
Time source is sntp

Time zone:

Acronym is

Offset is UTC+8
Summertime:

Acronym is ACRONYM
Recurring every year.
Begins at 1 1 1 10:10
Ends at 1 0 2 10:10
Offset is 1000 minutes.

Telnet Command: custom

Use this command to enable the module settings.

Syntax Items

custom enable

Description
Syntax Items Description
custom enable Enable the module settings.
Related Syntax:
° <config># custom enable
Example

G2280x# configure
G2280x(config)# custom enable
G2280x(config)#

Telnet Command: dhcp-server

Use this command to configure for the DHCP server settings for a VLAN profile.

Syntax Items
dhcp-server option
dhcp-server reserve-ip
dhcp-server restart

dhcp-server server

Description
Syntax Items Description
dhcp-server option Confgure VID setting for the DHCP server.

<VLAN-LIST> - Enter an existed VLAN ID number for specifying vlan
profile. Before set the number, create a VLAN profile by using
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<config># vlan #.
<66-67> - Enter 66 or 67 as the option-number.
ASCII <DATA> - Enter a string.

Address <DATA> - Enter a MAC address of Vigor switch or IP address
of Vigor switch.

hexadecimal <DATA> - Enter a value (e.g., 0x00000804) with the
format of hexadecimal.

Related Syntax:
<config># dhcp-server option <VLAN-LIST> disable

<config># dhcp-server option <VLAN-LIST> enable option-number
<66-67> ACSIl <DATA>

<config># dhcp-server option <VLAN-LIST> enable option-number
<66-67> Address <DATA>

<config># dhcp-server option <VLAN-LIST> enable option-number
<66-67> hexadecimal <DATA>

dhcp-server reserve-ip Confgure VID setting for the DHCP server.

mac <A:B:C:D:E:F> - Enter the MAC address (e.g.,
00:1D:AA:4F:E2:98) of Vigor switch.

ip <A.B.C.D> - Enter the IP address of the Vigor switch.

Related Syntax:

<config># dhcp-server reserve-ip mac <A:B:C:D:E:F> ip <A.B.C.D>
dhcp-server restart Restart the DHCP server.

Related Syntax:

) <config># dhcp-server restart

dhcp-server server Confgure settings for the DHCP server.

vid <2-4094> <disable/enable> - Enable or disable a VID. Enter an
existed VLAN ID number for specifying vlan profile. Before set vid
number, create a VLAN profile by using "<config># vlan #".

start-ip <A.B.C.D> - Enter the start IP address.

counts <1-1021> - Enter the maximum number of IP addresses to be
handed out by DHCP.

lease-time <-1/ 300-172800> - Enter the maximum duration
DHCP-issued IP addresses can be used before they have to be
renewed.

dnsl <A.B.C.D> - Enter the IP address for the primary server.
dns2 <A.B.C.D> - Enter the IP address for the secondary server.

gateway <A.B.C.D> - Enter the IP address of the host on the LAN
that relays all traffic coming into and going out of the LAN.

Related Syntax:

) <config># dhcp-server server vid <2-4094> <disable/enable>
start-ip <A.B.C.D> counts <1-1021> lease-time <-1/
300-172800>

L] <config># dhcp-server server vid <2-4094> <disable/enable>
start-ip <A.B.C.D> counts <1-1021> lease-time <-1/
300-172800> dnsl <A.B.C.D> dns2 <A.B.C.D>

L] <config># dhcp-server server vid <2-4094> <disable/enable>
start-ip <A.B.C.D> counts <1-1021> lease-time <-1/
300-172800> dns2 <A.B.C.D>

® <config># dhcp-server server vid <2-4094> <disable/enable>
start-ip <A.B.C.D> counts <1-1021> lease-time <-1/
300-172800> gateway <A.B.C.D> dnsl <A.B.C.D> dns2
<A.B.C.D>

) <config># dhcp-server server vid <2-4094> <disable/enable>
start-ip <A.B.C.D> counts <1-1021> lease-time <-1/
300-172800> gateway <A.B.C.D> dns2 <A.B.C.D>
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Example

G2280x# configure

G2280x(config)# vlan 100

G2280x(config-vlan)# name VLAN_100

G2280x(config-vlan)# exit

G2280x(config)# interface vlan 100

G2280x(config-if)# ip address 192.168.3.240 mask 255.255.255.0
G2280x(config-if)# exit

G2280x(config)# dhcp-server server vid 100 enable start-ip 192.168.3.240
counts 100 lease-time 1000 dnsl 168.95.1.1

G2280x(config)# dhcp-server

Telnet Command: dos

Use this command to enable specific Denial of Service (DoS) protection.

Syntax Items

dos daegsa-deny

dos icmp-frag-pkts-deny
dos icmp-ping-max-length
dos icmpv4-ping-max-check
dos icmpv6-ping-max-check
dos ipv6-min-frag-size-check
dos ipv6-min-frag-size-length
dos land-deny

dos nullscan-deny

dos pod-deny

dos smurf-deny

dos smurf-netmask

dos syn-sportl1024-deny
dos synfin-deny

dos synrst-deny

dos tcp-frag-off-min-check
dos tcpblat-deny

dos tcphdr-min-check

dos tcphdr-min-length

dos udpblat-deny

dos xma-deny

Description

Syntax Items Description

dos daegsa-deny Drop the packets if the destination MAC address equals to the
source MAC address.
Related Syntax:
) <config># dos daegsa-deny

dos icmp-frag-pkts-deny Drop the fragmented ICMP packets.
Related Syntax:
® <config># dos icmp-frag-pkts-deny

dos icmp-ping-max-length Set the maximum packet size for ICMPv4/ICMPv6 ping operation.
<0-65535> - Specify a packet number.
Related Syntax:
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<config># dos icmp-ping-max-length <0-65535>

dos icmpv4-ping-max-check

Check ICMPv4 ping maximum packets size and drop the packets
larger than the maximum packet size defined by the command, dos
icmp-ping-max-length.

Related Syntax:

<config># dos icmpv4-ping-max-check

dos icmpv6-ping-max-check

Check ICMPv6 ping maximum packets size and drop the packets
larger than the maximum packet size defined by the command,
icmp-ping-max-length.

Related Syntax:

<config># dos icmpv6-ping-max-check

dos ipv6-min-frag-size-check

Check minimum size of IPv6 fragments.
Related Syntax:

<config># dos ipv6-min-frag-size-check

dos
ipv6-min-frag-size-length
<0-65535>

Set the minimum packet size of IPv6 fragmented packets.
<0-65535> - Specify a packet number.
Related Syntax:

<config># dos ipv6-min-frag-size-length <0-65535>

dos land-deny

Drop the packets if the source IP address equals to destination IP
address.

Related Syntax:

<config># dos land-deny

dos nullscan-deny

Drop the packets if attacked by NULL Scan.
Related Syntax:

<config># dos nullscan-deny

dos pod-deny

Drop the packets if attacked by Ping of Death.
Related Syntax:

<config># dos pod-deny

dos smurf-deny

Drop the packets if encountered Smurf attack.
Related Syntax:

<config># dos smurf-deny

dos smurf-netmask

Set the smurf attack size.

<0-32> - Enter a number as smurf attacks size.
Related Syntax:

<config># dos smurf-netmask <0-32>

dos syn-sportl1024-deny

Drop SYN packets with sport less than 1024.
Related Syntax:

<config># dos syn-sportl1024-deny

dos synfin-deny

Drop the packets with SYN and FIN bits set.
Related Syntax:

<config># dos synfin-deny

dos synrst-deny

Drop the packets with SYNC and RST bits set.
Related Syntax:

<config># dos synrst-deny

dos tcp-frag-off-min-check

Drop the TCP fragmented packet with offset equals to the minimum
packet size.

Related Syntax:

<config># dos tcp-frag-off-min-check

dos tcpblat-deny

Drop the packets if the source TCP port equals to destination TCP

port.
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Related Syntax:
) <config># dos tcpblat-deny

dos tcphdr-min-check Check the minimum TCP header and drop the TCP packets with the
header smaller than the minimum size defined.

Related Syntax:
) <config># dos tcphdr-min-check

dos tcphdr-min-length Set the minimum size of TCP header.

<0-65535> - Specify a packet number.

Related Syntax:

) <config># dos tcphdr-min-length <0-65535>

dos udpblat-deny Drop the packets if the source UDP port equals to destination UDP
port.

Related Syntax:
) <config># dos udpblat-deny

dos xma-deny Drop the packets if the sequence number is zero and the FIN, URG
and PSH bits are set already.

Related Syntax:
® <config># dos xma-deny

Example

G2280x# configure

G2280x(config)#

G2280x(config)# dos icmp-ping-max-length 25252
G2280x(config)# dos icmpv4-ping-max-check
G2280x(config)#

Telnet Command: dotlx

Use this command to set 802.1x configuration.

Syntax Items

dotlx
Description
Syntax Items Description
dotlx guest-vlan <0-4094> - Enter a number as guest VLAN ID.
Related Syntax:
L] <config># dotlx guest-vlan <0-4094>
Example

G2280x(config)# dotlx guest-vlan 33
VLAN does not exist
G2280x(config)#

Telnet Command: dray_surveillence
Use this command to enable / disable the ONVIF.

Syntax Items
dray_surveillence add

dray_surveillence direct-add
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dray_surveillence set

Description

Syntax Items

Description

dray_surveillence add

Add an IP device for surveillance.

WORD <36-36> - Enter the UUID string of the IP camera or IP-based
device.

Related Syntax:
) <config># dray_surveillence add device uuid WORD <36-36>
) <config># dray_surveillence add group uuid WORD <36-36>

dray_surveillence direct-add | WORD <36-36> - Enter the UUID string of the IP camera or IP-based

device.
Related Syntax:

® <config># dray_surveillence direct-add device uuid WORD
<36-36>

dray_surveillence set

WORD <36-36> - Enter the UUID string of the IP camera or IP-based
device.

Related Syntax:
) <config># dray_surveillence set device uuid WORD <36-36>
) <config># dray_surveillence set group uuid WORD <36-36>

Example

G2280x# configure
G2280x(config)#

G2280x(config)#

G2280x(config)#

G2280x(config)# dray_surveillence

G2280x(config)# dray_surveillence add device uuid
53d7762a-c52b-4bb9-8000-305501e0F35F

Telnet Command: do

Use this command to execute a command immediately.

Syntax Items
do SEQUENCE

Description

Syntax Items

Description

SEQUENCE Enter the command that you want to execute immediately.
Related Syntax: (for example)
L] <config># do show info
Example

System Name
System Location
System Contact
MAC Address

IP Address
Subnet Mask
Loader Version

G2280x(config)# do show info

- P2280x

: Default

: Default

- 00:1D:AA:43:D1:3E
: 192.168.1.238

: 255.255.255.0
:1.0.4
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Loader Date : Apr 18 2019 - 16:31:58

Firmware Version : 2.5.0

Firmware Date : May 22 2019 - 18:09:18

Firmware Revision : 1421

System Object ID : 1.3.6.1.4.1.7367

System Up Time : 0 days, 5 hours, 33 mins, 8 secs
G2280x(config)#
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Telnet Command: enable

Use this command to configure local password with encrypted string or not.

Syntax Items

enable password
enable privilege
enable secret

Description

Syntax Items Description

enable password Edit the password for each privilege level for activating
authentication.

<1-15> - Enter a number for specifying a privilege level. Default
value is 15.

Related Syntax:
L <config># enable password <1-15>

enable privilege Edit the privilege level of the password for local user.

<1-15> - Enter a number for specifying a privilege level. Default
value is 15.

<string> - Enter a new string as the password.
Related Syntax:

® <config># enable privilege <1-15> password <string>
(This password will NOT be encrypted.)

[ <config># enable privilege <1-15> secret <string>
(This password will BE encrypted.)

[ <config># enable privilege <1-15> secret encrypted <string>
(This password is copied from another configuration file. So,
enter an existed and encrypted password.)

enable secret <PASSWORD> - Enter a new string as the encrypted password.
Related Syntax:

( <config># enable secret PASSWORD

] <config># enable secret encrypted PASSWORD

Example

G2280x# configure

G2280x(config)# enable secret encrypted testtest
G2280x(config)# exit

62280x# show running-config

G2280x# ...

enable privilege 2 secret "OTE5ZTY4MmNhYzgyNWQOMzBhNTgwZTgOMmZmMGJiYzQ=""
enable secret "testtest"

vlan 2

name '"test0002"

vian 3

name '"test0003"

vlan 5

name '‘test_carrie”

voice-vlan oui-table 00:EO0:BB "'3COM"

voice-vlan oui-table 00:03:6B "Cisco"

voice-vlan oui-table 00:E0:75 "Veritel"
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Telnet Command: end

Use this command to end current mode.

Syntax Items

end

Example

G2280x# configure
G2280x(config)#end
G2280x#

Telnet Command: errdisable

Use this command to enable the auto recovery timer for port error.

Syntax Items

errdisable recovery cause
errdisable recovery interval

Description
Syntax Items Description
errdisable recovery cause Enable the auto recovery timer for port error disabled from ACL,all,
ARP rate limit, STP BPDU guard, broadcast flooding, DHCP rate
limit, port security, STP self-loop, unicast flooding, or unknown
multicast flooding causes.
Related Syntax:
L <config># erridisable recovery cause < acl /all
/arp-inspection /bpduguard /broadcast-flood
/dhcp-rate-limit /psecure-violation /selfloop /unicast-flood
/unknown-multicast-flood >
errdisable recovery Set the recovery time of the error disabled port.
interval <30-86400> - The default value is 300 seconds.
Related Syntax:
(] <config># errdisable recovery interval <30-86400>
Example
G2280x# configure
G2280x(config)#
G2280x(config)# errdisable recovery interval 600
G2280x(config)#

Telnet Command: exit

Use this command to exit current mode and return to previous mode/phase.

Syntax Items

exit

Example

G2280x# configure
G2280x(config)#
G2280x(config)# exit
G2280x#
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Telnet Command: gvrp
Use this command to enable the GVRP configuration. In default, the GVRP is disabled.

Syntax Items
gvrp

Example

G2280x# configure
G2280x(config)# gvrp
G2280x(config)#
G2280x(config)# exit
G2280x# show gvrp

GVRP Status

GVRP : Enabled

Join time : 200 ms

Leave time : 600 ms

LeaveAll time : 10000 ms
G2280x#

Telnet Command: hostname

Use this command to modify the network name of VigorSwitch.

Syntax Items

hostname
Description
Syntax Items Description
hostname <word> - Enter a string as the network name for VigorSwitch.
Related Syntax:
L] <config># hostname <word>
Example

G2280x# configure
G2280x(config)# hostname Switch_3F
Switch_3F(config)#

Telnet Command: interface
Use this command to configure interface settings.

Before configuring, you have to access into next phase. See the following example:

G2280x# configure

G2280x(config)#

G2280x(config)# interface GigabitEthernet 3
G2280x(config-if)#

Or

G2280x# configure
G2280x(config)#
G2280x(config)# interface range LAG 3
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| G2280x(config-if-range)#

Syntax Items

interface 10GigabitEthernet

interface GigabitEthernet
interface VLAN

interface LAG

interface range

Description

Syntax Items

Description

interface 10GigabitEthernet

<1-4> - Specify the number of 10Gigabit Ethernet LAN port.
Related Syntax:
( <config># interface 10GigabitEthernet <1-4>

interface GigabitEthernet

<1-24> - Specify the number of Ethernet LAN port.
Related Syntax:
L <config># interface GigabitEthernet <1-24>

Interface vlan

<1-4094> - Specify the number of VLAN ID.
Related Syntax:
( <config># interface vlan <1-4094>

interface LAG

<1-8> - Specify the number of LAG interface.
Related Syntax:
( <config># interface LAG <1-8>

Interface range

Specify an interface ranges for configuring detailed settings.

Related Syntax:
(] <config># interface range GigabitEthernet <1-24>

(] <config># interface range LAG <1-8>

Example

G2280x# configure

P2280x(config-if)#

G2280x(config)# interface LAG 1

Under (config-if)#, available sub-commands for LAN, VLAN or LAG will be different.

Below shows the items under Ethernet LAN:

<config-if># 10g-media
<config-if># authentication
<config-if># back-pressure
<config-if># custom
<config-if># description
<config-if># device-check
<config-if># dos
<config-if># dotlx
<config-if># do

<config-if># dray_surveillence

<config-if># duplex
<config-if># eee
<config-if># end
<config-if># exit
<config-if># flowcontrol
<config-if># gvrp
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<config-if># ip
<config-if># ipv6
<config-if># lacp
<config-if># lag
<config-if># lldp
<config-if># loop-protection
<config-if># mac
<config-if># mvr
<config-if># no
<config-if># port-security
<config-if># protected
<config-if># qos
<config-if># rate-limit
<config-if># shutdown
<config-if># spanning-tree
<config-if># speed
<config-if># storm-control
<config-if># surveillance-vlan
<config-if># switchport
<config-if># udld
<config-if># vlan
<config-if># voice-vlan

Description

Syntax Items Description

10g-media It is used for configuring 10G media type.
dac100cm - Set the media type as 100cm DAC.
dac300cm - Set the media type as 300cm DAC.
dac500cm - Set the media type as 500cm DAC.
dac50cm - Set the media type as 50cm DAC.
fiber10g - Set the media type as 10G Fiber.
fiberlg - Set the media type as 1G Fiber.

none - Set the media type to NONE media.
Related Syntax:

° <config-if># 10g-media dac100cm

® <config-if># 10g-media dac300cm

® <config-if># 10g-media dac500cm

® <config-if># 10g-media dac50cm

® <config-if># 10g-media fiberl0g

® <config-if># 10g-media fiberlg

® <config-if># 10g-media none

authentication Apply Auth Manager Port Configuration Commands to the specified
interface (Ethernet port/LAG port).

dotlx - Execute the 802.1x authentication.
guest-vlan - Authenticate the guest VLAN configuration.

host-mode <multi-auth / multi-host / single-host> - Set the host
mode for authentication on this port.

max-hosts <1-256> - Set the maximum number of authenticated hoss
allowed on this port.

method <local/radius> - Set authentication method by using local or
RADIUS server.

order <dotlx / mac /web> - Add an authentication type to the order
list.

port-control <auto / force-auth / force-unauth> - Set the port state
of this port as AUTO, Authorized or Unauthorized.

radius-attributes vlan reject - If the Radius server authorizes the
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supplicant, but does not provide a supplicant VLAN, the supplicant
will be rejected. If the parameter is omitted, the option is applied by
default.

radius-attributes vlan static - If the Radius server authorizes the
supplicant but does not provide asupplicant VLAN, the supplicant will
be accepted.

reauth - Enable/Disabel Reauthentication for this port

timer <inactive> <60-65535> - Set the time value for authentication.
After the time interval, if there is no activity from the client, it will
be unauthorized.

timer quiet <0-65535> - Set the time value to wait failed
authentication exchange.

timer reauth <300-4294967294> - Set the time value. After the time
interval, an automatic re-authentication should be initiated.

web - Execute the web-based authentication.

web max-login-attempts <3-10> - Set a maximum number of login
attemps on the port.

web max-login-attempts infinite - No limit for login attempts.
Related Syntax:

L <config-if># authentication dotlx

® <config-if># authentication guest-vlan

(] <config-if># authentication host-mode <multi-auth /
multi-host / single-host>

<config-if># authentication mac

<config-if># authentication max-hosts <1-256>
<config-if># authentication method <local/radius>
<config-if># authentication order <dotlx / mac /web>

<config-if># authentication port-control <auto / force-auth /
force-unauth>

<config-if># authentication radius-attributes vlan reject
<config-if># authentication radius-attributes vlan static
<config-if># authentication reauth

<config-if># authentication timer inactive <60-65535>
<config-if># authentication timer quiet <0-65535>
<config-if># authentication timer reauth <300-4294967294>
<config-if># authentication web

<config-if># authentication web max-login-attempts <3-10>

<config-if># authentication web max-login-attempts infinite

back-pressure Enable back-pressure for the specified interface (Ethernet port/LAG
port).

Related Syntax:
® <config-if># back-pressure

custom <enable> - Enable the custom module configuration for the specified
interface (Ethernet port/LAG port).

Related Syntax:
(] <config-if># custom enable

description Write a description for the specified interface (Ethernet port/LAG
port).

<WORD> - Enter a description (up to 32 characters).
Related Syntax:
® <config-if># descripton <WORD>

device-check Perform a device check the specified interface (Ethernet port/LAG
port).

ip-address<A.B.C.D> - Enter the IP address of the device.
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interval <120/15/30/60>- Check the device interval by entering the
time value. Unit is second.

retry <1/3/5> - Enter the retry time during a checking period.

Failure-action <nothing/powercycle/poweroff> - Set the power

cycle.

Related Syntax:

L <config-if># device-check ip-address <A.D.C.D> interval
<120/15/30/60> retry <1/3/5> failure-action
<nothing/powercycle/poweroff>

dos

Apply DoS to the specified interface (Ethernet port/LAG port).

dotlx

It is available for GigabitEthernet port only.
guest-vlan - Set guest VLAN configuration.
max-req <1-10>- Set the maximum request retries. Default is 2.

Port-control <auto/force-auth/force-unauth>- Set the port control
value (auto, authorized or unauthorized)

reauth - Enable/disable the reauthenctication for this port.

timeout <quiet-period / reauth-period / server-timeout
/supp-timeout /tx-period>- Set timeout value for this port.

<0-65535> - Set a value as quiet period (default is 60-second).

<300-4294967294> - Set a value as re-authentication period. (default
is 3600-second).

<1-65535> - Set a value to wait for a packet retransmission to the
authentication server.

supp-timeout <1-65535> - Set a vale as supplicant timeout period.

tx-period <1-65535> - Set a value to wait for a response to an
EAP-request / identity before resending the request.

Related Syntax:
(] <config-if># dotlx guest-vlan
L <config-if># dotlx max-req <1-10>

® <config-if># dotlx port-control <auto /force-auth
/force-unauth >

<config-if># dotlx reauth

<config-if># dotlx timeout quiet-period <0-65535>
<config-if># dotlx timeout reauth-period <300-4294967294>
<config-if># dotlx timeout server-timeout <1-65535>
<config-if># dotlx timeout supp-timeout <1-65535>
<config-if># dotlx timeout tx-period <1-65535>

do

Run execution commands in current mode.

dray_surveillence

Use this command to set the ONVIF throughput alert threshold.

<16-1000000> - Specify a number as the alert threshold for egress
/ingress throughput.

Related Syntax:

® <config-if>#dray_surveillence set threshold alert egress
<16-1000000>

® <config-if>#dray_surveillence set threshold alert ingress
<16-1000000>

duplex

Apply the duplex configuration to the specified interface (Ethernet
port/LAG port).

<Auto> - Auto duplex configuration.
<Full>- Force full duplex operation.
<Half> - Force half-duplex operation.
Related Syntax:

L] <config-if># duplex <auto/full/half>
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eee Apply the EEE configuration to the specified interface (Ethernet

port).

end End current mode, change to enable mode and return to previous
phase.

exit Exit from current mode.

flowcontrol Configure flow-control mode to the specified interface (Ethernet

port/LAG port).

<Auto> - Enable AUTO flow-control configuration.
<Off> - Disable the force flow-control.

<On> - Enable the force flow-control.

Related Syntax:

L <config-if># flowcontrol <auto/off/on>

gvrp Apply the GVRP configuration to the specified interface (Ethernet
port/LAG port).

registration-mode <fixed / forbidden / normal>- Set registration
mode for GVRP. When registration-mode is fixed or forbidden, it will
remove the dynamic port from VLAN.

vlan-creation-forbid - Do not remove dynamic port from VLAN.
Related Syntax:

( <config-if># gvrp registration-mode <fixed / forbidden /
normal>

( <config-if># gvrp vlan-creation-forbid

ip Apply IP configuration to the specified interface (Ethernet port/LAG
port).
acl <NAME> - Specify an ACL for packets. Enter the name of the ACL.

arp inspection rate-limit <1-50> - ARP inspection is to enable
Dynamic ARP Inspection function. Set the rate limitation (1 - 50) on
the interface. VigorSwitch will drop ARP packets after receives more
than configured rate of packets per second.

arp inspection trust - Use it to set trusted interface.

arp inspection validate dst-mac - It means VigorSwitch will drop ARP
reply packets if arp-target-mac and ethernet-dst-mac are not
matched.

arp inspection validate ip allow-zeros - The “allow-zeros” means
VigorSwitch will not drop all zero IP address.

arp inspection validate src-mac - It means VigorSwitch will drop ARP
requests and reply packets if arp-sender-mac and ethernet-
source-mac are not matched.

conflict prevention bind-ip <A.B.C.D> -

conflict prevention port-type DHCP-Client -

conflict prevention port-type DHCP-Client has-server -
conflict prevention port-type DHCP-Server -

conflict prevention port-type DHCP-Server has-server -
conflict prevention port-type Multiple-Hosts -

conflict prevention port-type Multiple-Hosts has-server -
conflict prevention port-type Static-Binding -

conflict prevention port-type Static-Binding has-server -

dhcp snooping option - Use it to enable the function of inserting
option82 content into the packet.

dhcp snooping option action <drop / keep / replace> - Use it to set
the action (drop, keep or replace) when receiving packets with
option82 content.

dhcp snooping option circuit-id <STRING> - Use it to set user-defined
circuit-id string (1 to 63 characters).

dhcp snooping rate-limit <1-300> - Use it to set rate limitation on the
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interface.
dhcp snooping trust - Use it to set trusted interface.

dhcp snooping verify mac-address - Use it to verify MAC address
function on the interface.

dhcp snooping vlan <1-4094> option circuit-id <STRING> - Set
user-defined circuit-id string for specified VLAN ID.

igmp filter <1-128> - Use it to bind a profile for a port. Specify a
profile ID.

igmp max-groups <0-256> - Use it to limit port learning max group
number (0-256).

igmp max-groups action <deny/replace> - Use it to set the action
(deny or replace) when the number of groups reach the limitation.

source binding max-entry <1-50> -
source binding max-entry no-limit -
source verify mac-and-ip - Use it to enable IP source guard function.
Related Syntax:
<config-if># ip acl <NAME>
<config-if># ip arp inspection rate-limit <1-50>
<config-if># ip arp inspection trust
<config-if># ip arp inspection validate dst-mac

[ J
[ ]
[ J
[ J
L <config-if># ip arp inspection validate ip allow-zeros
® <config-if># ip arp inspection validate src-mac

(] <config-if># ip conflict prevention bind-ip <A.B.C.D>

L <config-if># ip conflict prevention port-type DHCP-Client
[ ]

<config-if># ip conflict prevention port-type DHCP-Client

has-server
L <config-if># ip conflict prevention port-type DHCP-Server
® <config-if># ip conflict prevention port-type DHCP-Server
has-server
® <config-if># ip conflict prevention port-type Multiple-Hosts

( <config-if># ip conflict prevention port-type Multiple-Hosts
has-server

L] <config-if># ip conflict prevention port-type Static-Binding
( <config-if># ip conflict prevention port-type Static-Binding

has-server

(] <config-if># ip dhcp snooping option
<config-if># ip dhcp snooping option action <drop / keep /
replace>

( <config-if># ip dhcp snooping option circuit-id <STRING>

(] <config-if># ip dhcp snooping rate-limit <1-300>

L <config-if># ip dhcp snooping trust

® <config-if># ip dhcp snooping verify mac-address

(] <config-if># ip dhcp snooping vlan <1-4094> option circuit-id
<STRING>

( <config-if># ip igmp filter <1-128>

(] <config-if># ip igmp max-groups <0-256>

L <config-if># ip igmp max-groups action <deny/replace>

® <config-if># ip source binding max-entry <1-50>

(] <config-if># ip source binding max-entry no-limit

L <config-if># ip source verify mac-and-ip

ipv6 Apply IPV6 configuration to the specified interface (Ethernet

port/LAG port).
acl <NAME> - Specify the ACL name for packets
mld <filter> - Set IPv6 filter for MLD configuration.
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mld max-groups - Specify the number for maximum group.
<0-256> - MLD snooping group number.

action <deny /replace> - Define the action to be performed when
excessing the maximum group.

Related Syntax:

L <config-if># ipv6 acl <NAME>

(] <config-if># ipv6 mld filter

L <config-if># ipv6 mld max-groups <0-256>

® <config-if># ipv6 mld max-groups action <deny / replace>

lacp Apply LACP Configuration to the specified interface (Ethernet
port/LAG port).

<1-65535> - Set a number for IEEE 802.3 link aggregation port
priority.

<long/short> - Set long or short timeout value.

Related Syntax:

® <config-if># lacp port-priority <1-65535>

(] <config-if># lacp timeout <long/short>

lag Apply Link Aggregation Group Configuration the specified interface
(Ethernet port/LAG port).

<1-8> - Specify LAG number.
Related Syntax:
[ <config-if># lag <1-8>

loop-protection Record the log, shutdown the port or follow the global
loop-protection settings for each port.

Related Syntax:

) <config-if># loop-protection action all

) <config-if># loop-protection action global

) <config-if># loop-protection action log

) <config-if># loop-protection action shutdown

lldp med location - Configure the LLDP MED location data. The

“coordinate”, “civic-address”, “ecs-elin” locations are independent,
so at most three location TLVs could be sent if their data are not
empty.

med network-policy add / remove - Configure the LLDP MED network
policy table. Add /remove a network policy entry that can be bind to
ports.

med tlv-select - Configure LLDP MED TLVs selection. Available
optional TLVs are network-policy, location, and inventory.

tlv-select - Select LLDP TLVs to send.
<civic-address> - The location is specified as civic address.

<ADDR> - Range from 6 to 160 hexadecimal bytes.
<Coordinate> - The location is specified as coordinates.

<ADDR> - 16 hexadecimal bytes exactly.
<ecs-elin> - The location is specified as ECS ELIN.

<ADDR> - 10 to 25 hexadecimal bytes.
<IDX_LIST> - Range from 1 to 32.

<TLV> - LLDP optional TLV, pick from: port-desc, sys-name, sys-desc,
sys-cap, mac-phy, lag, max-frame-size, management-addr.

pvid <disable/enable> - Enable or disable the TX optional-TLV 802.1
PVID.

vlan-name <add/remove> <2-4094> - Add/remove a selected VLAN.
Enter the VLAN ID number.

<rx> - Enable LLDP reception on interface.
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<tx> - Enable LLDP transmission on interface.
Related Syntax:

(] <config-if># lldp med location
<civic-address/coordinate/ecs-elin> <ADDR>

(] <config-if># lldp med network-policy add <IDX_LIST>
L <config-if># lldp med network-policy remove <IDX_LIST>

® <config-if># lldp med tlv-select
<network-policy/location/inventory/poe-pse>
<network-policy/location/inventory/poe-pse>
<network-policy/location/inventory/poe-pse>

® <config-if># lldp tlv-select <TLV/pvid/vlan-name>
( <config-if># lldp tlv-select pvid <disable/enable>
(] <config-if># lldp tlv-select vlan-name <add/remove> <2-4094>
L <config-if># lldp <rx/tx>

mac Specify an access control list for packets.
Before configuring, you have to create an ACL based on MAC address.
For example,

<config># mac acl CA_ACL
<config-mac-acl>#
<NAME> - Enter a name for ACL.
Related Syntax:
( <config-if># mac acl <NAME>

mvr Make MVR configuration.

immediate - Enable MVR function.

type <receiver/source> - Specify MVR port type as receiver or source.
Related Syntax:

(] <config-if># mvr immediate

L <config-if># mvr type <receiver/source>

no Negate command. Such command can disable current setting of
command executed and return to the factory setting of that
command.

Example:
<config-if> # no mvr

The operation will make mvr setting is default. Continue?
[yes/no]:yes

<config-if> #
Related Syntax:
(] <config-if># no <command>

port-security port-security - Enable the port security functionality. Default is
disabled.
address-limit <1-256>- Enter the number as limitation for MAC
address.
action <discard / forward / shutdown> - Speicfy an action to be
performed.

Related Syntax:
® <config-if># port-security

(] <config-if># port-security adderss-limit <1-256> action
<discard / forward / shutdown>

protected Configure an interface to be a protected port.
Related Syntax:
° <config-if>#protected

qos cos - Configure the default CoS value for an Ethernet port.
<0-7> - Specify a CoS value for the selected interface. Default value
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is 0.
remark - Configure remarking state of each port.

trust - Configure each port to trust state while the system is in
“basic” mode. There are four trust types for a device to judge the
appropriate queue of the packets.

<cos> - Enable cos remarking.

<dscp> - Enable DSCP remarking.

<cos-dscp> - Enable cos and DSCP remarking.

<precedence> - Enable IP precedence remarking.

Related Syntax:

([ ] <config-if>#qos cos <0-7>

[ <config-if>#qos remark <cos/dscp/precedence>

[ <config-if>#qos trust <cos/cos-dscp/ dscp/precedence>

rate-limit It is effective for Ethernet port only.

egress - Configure the egress port shaper.

ingress - Configure the ingress port shaper.

egress queue - Configure queue for egress port shaper.

<0-1000000> - Enter a number as the average traffic rate in Kbps. It
must be a multiple of 16.

<16-1000000> - Enter a number as the average traffic rate in Kbps. It
must be a multiple of 16.

<1-8> - Specify a nubmer as queue ID.

Related Syntax:

L <config-if># rate-limit egress <0-1000000>

® <config-if># rate-limit egress queue <1-8> <16-1000000>
( <config-if># rate-limit ingress <16-1000000>

shutdown Disable the selected interface.
Example:

(config)# interface gigabitethernet 3
(config-if)# shutdown

(config-if)# exit

(config)# exit

# show interface Gigabitethernet 3
GigabitEthernet3 is down

Related Syntax:

(] <config-if># shutdown

spanning-tree Configure spanning-tree settings.

bpdu-filter - Set the BPDU-Filter for specified port.
bpdu-guard - Set the BPDU-Guard for specified port.

edge - Set the edge-port for specified port.

cost - Change an interface’s spanning tree path cost.
link-type - Specify a link type for spanning tree protocol use.
mcheck - Set the mcheck for specified port to migrate.

mst - Set spanning-tree parameters of instance.
port-priority- Set the priority for specified instance.
<0-200000000> - Specify a value of internal path cost (0 means Auto).
<point-to-point> - The selected port will be treated as
point-to-point.

<shared> - The selected port will be treated as shared.
<0-15> - Specify an instance ID.

<0-240> - Specify a priority number for the selected port.
Related Syntax:
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<config-if># spanning-tree <bpdu-filter /bpdu-guard/ edge>
<config-if># spanning-tree cost <0-200000000>

<config-if># spanning-tree link-type <point-to-point/shared>
<config-if>#spanning-tree mcheck

<config-if>#spanning-tree mst <0-15> cost <0-200000000>
<config-if># spanning-tree port-priority <0-240>

speed Configure speed operation.

<10/100/1000> - Force 10/100/1000 Mbps operation.
<auto> - Enable Auto speed configuration.

Related Syntax:

® <config-if># speed<10/100/1000>

( <config-if># speed auto

storm-control action - Select an action for storm control after exceeding the
threshold.

broadcast level - Enable the storm control type of broadcast for the
selected port.

unknown-multicast level - Enable the storm control type of
unknown-multicast for the selected port.

unknown-unicast level- Enable the storm control type of
unknown-unicast for the selected port.

<drop> - Drop packets after exceeding storm control threshold.

<shutdown> - Disable the port after exceeding storm control
threshold.

<1-1000000> - Specify the rate value.

Related Syntax:

® <config-if># storm-control action <drop/shutdown>

(] <config-if># storm-control broadcast level <1-1000000>

® <config-if># storm-control unknown-multicast level
<1-1000000>

(] <config-if># storm-control unknown-unicast level <1-1000000>

surveillance-vlan cos - Set surveillance VLAN configuration.
mode - Set surveillance member port join mode.

<all> - QoS attributes are applied to all packets that are classified to
the Surveillance VLAN.

<src> - QoS attributes are applied only on packets from IP phones.

<auto> - Make surveillance member port join voice VLAN
automatically.

<manual> - The administrator manually makes surveillance member
port join voice VLAN.

Related Syntax:
( <config-if># surveillance-vlan cos <all/src>
(] <config-if># surveillance-vlan mode <auto/manual>

switchport Set switching mode characteristics.
access vlan -Use it to set a native VLAN on the interface.

default-vlan tagged - Use it to make the selected port interface to
become the default VLAN tagged member.

forbidden default-vlan - Use it to forbid the defult-vlan on the
interface.

forbidden vlan - Use it to forbid a vlan on the interface.

hybrid accetable-frame-type - Use it to choose which type of frame
will be accepted.

hybrid allowed - Use it to allow a VALN set on the interface.
hybrid ingress-filtering - Use it to enable VLAN ingress filter.
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hybrid pvid - Use it to set PVID of the interface.

mode access - Use it to configure the selected port as the role of
access. Only untagged frames will be accepted.

mode hybrid - Use it to configure the selected port as the role of
hybrid. Support all functions defined in IEEE 802.1Q specification.

mode trunk uplink - Use it to configure the selected port as the role
of trunk. It can recognize double tagging on the interface.

trunk allowed - Use it to allow a VALN on the interface.

trunk native - Use it to set a native VLAN on the interface.
tunnel vlan - Use it to set a Dotlq tunnel VLAN on the interface.
vlan tpid - Use it to set TPID on the interface.

<1-4094> - Specify a VLAN ID.

<add/remove> - Add or remove the allowed VLAN list.

<all/tagged-only/untagged-only> - Specify an option for accepting all
frames, only tagged frames or only untagged frames.

<1-4094/all> - Specify a VLAN ID or all VLAN IDs.

< 0x8100 / 0x88A8 / 0x9100 / 0x9200> - Specify one tag-protocol-id.
Related Syntax:

( <config-if># switchport access vlan <1-4094>

(] <config-if># switchport default-vlan tagged

L <config-if># switchport forbidden default-vlian

® <config-if># switchport forbidden vlan <add/remove> <1-4094>
[ J

<config-if># switchport hybrid accetable-frame-type
<all/tagged-only/untagged-only>

<config-if># switchport hybrid allowed vlan add <1-4094>

<config-if># switchport hybrid allowed vlan add <1-4094>
<tagged/ untagged>

<config-if># switchport hybrid allowed vlan remove <1-4094>
<config-if># switchport hybrid ingress-filtering

<config-if># switchport hybrid pvid <1-4094>

<config-if># switchport mode <access/hybrid>

<config-if># switchport mode trunk uplink

<config-if># switchport trunk allowed vlan <add /remove>
<1-4094/all>

<config-if># switchport trunk native <1-4094>
<config-if># switchport tunnel vlan <1-4094>

<config-if># switchport vlan tpid < 0x8100/0x88A8 / 0x9100 /
0x9200>

udid Configure UDLD enabled or disabled and ignore global UDLD setting.
aggressive - Enable UDLD protocol on such interface.

Related Syntax:

L <config-if># udld

® <config-if># udld aggressive

vlan mac-vlan group - Set a MAC-based VLAN configuration.
protocol-vlan group - Set a protocol-based VLAN configuration.
<1-2147483647> - Specify a group ID to map.

<1-4094> - Specify a VLAN ID.

Related Syntax:

L] <config-if># vlan mac-vlan group <1-2147483647> vlan

<1-4094>
L <config-if># vlan protocol-vlan group<1-2147483647> vlan
<1-4094>
voice-vlan cos - Set voice VLAN configuration as COS mode.
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mode - Set voice member port join mode.

<all> - QoS attributes are applied on all packets that are classified to
the Voice VLAN.

<src> - QoS attributes are applied only on packets from IP phones.
<auto> - Make voice member port join voice VLAN automatically.

<manual> - The administrator manually makes voice member port
join voice VLAN.

Related Syntax:
L <config-if># voice-vlan cos <all/src>

( <config-if># voice-vlan mode <auto/manual>

Example

G2280x# configure

G2280x(config)# interface LAG 1

P2280(config-if)# speed 100

P2280(config-if)# backpressure

P2280(config-if)# 1ldp med location ecs-elin 112233445566778899AA
P2280(config-if)# vlan mac-vlan group 35 vlan 1000
P2280(config-if)#

Telnet Command: ip

Use this command to create an IPv4 access list (ACL) which performs classification on layer 3
fields and enters ip-access configuration mode.

Syntax Items

ip acl

ip address

ip arp

ip conflict

ip default-gateway
ip dhep

ip dns

ip forcedhttps
ip http

ip https

ip igmp

ip route

ip source

ip ssh

ip telnet

Description

Syntax Items Description

ip acl acl <NAME> - Set the name of the access list (ACL) based on IPv4.

To configure detailed settings, enter the name of ACL to access into
next level.

<config>#ip acl <NAME>

Then, available sub-command includes:
<config-ip-acl>#deny
<config-ip-acl>#do

<config-ip-acl>#end
<config-ip-acl>#exit
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<config-ip-acl>#permit
<config-ip-acl>#sequence
<config-ip-acl>#show

Use the “deny” command to create deny rules for the IPv4 access list.

<0-255/egp/hmp/icmp/igp/ipinip/ipv6 /ipv6:frag /ipv6:icmp
/ipv6:rout / ip / 12tp /ospf /pim / rdp / rsvp /tcp /udp > - Specify the
IP protocol number or enter the name of the protocol.

<A.B.C.D>/<A.B.C.D> <A.B.C.D>/<A.B.C.D> - Specify the source and
destination IPv4 addresses and subnet masks.

dscp <0-63> - Set the DSCP filtering by specifying a value for DSCP.
precedence <0-7> - Set the cos value and the cos mask for a packet.
shutdown - Disable the Ethernet interface.

any - Any IP address (as source or destination).

Related Syntax:

® <config-ip-acl >#deny <0-255> <A.B.C.D>/<A.B.C.D>
<A.B.C.D>/<A.B.C.D> dscp <0-63>

® <config-ip-acl >#deny <0-255> <A.B.C.D>/<A.B.C.D>
<A.B.C.D>/<A.B.C.D> dscp <0-63> shutdown

® <config-ip-acl >#deny <0-255> <A.B.C.D>/<A.B.C.D>
<A.B.C.D>/<A.B.C.D> precedence <0-7>

® <config-ip-acl >#deny <0-255> <A.B.C.D>/<A.B.C.D>
<A.B.C.D>/<A.B.C.D> precedence <0-7> shutdown

® <config-ip-acl >#deny <0-255> any <A.B.C.D>/<A.B.C.D> dscp
<0-63>

® <config-ip-acl >#deny <0-255> any <A.B.C.D>/<A.B.C.D> dscp
<0-63> shutdown

® <config-ip-acl >#deny <0-255> any <A.B.C.D>/<A.B.C.D>

precedence <0-7>

<config-ip-acl >#deny <0-255> any <A.B.C.D>/<A.B.C.D>

precedence <0-7> shutdown

<config-ip-acl >#deny <0-255> any any dscp <0-7>
<config-ip-acl >#deny <0-255> any any dscp <0-7> shutdown
<config-ip-acl >#deny <0-255> any any precedence <0-7>

<config-ip-acl >#deny <0-255> any any precedence <0-7>
shutdown

Use the “do” command to run execution command in current mode.
<SEQUENCE> -

Related Syntax:

® <config-ip-acl>#do <SEQUENCE>

Use the “end” command to finish current mode. Any changes in
current mode will be saved.

Related Syntax:
[ <config-ip-acl>#end

Use the “exit” command to close the current CLI session or return to
the previous mode without saving the settings.

Related Syntax:
(] <config-ip-acl>#exit

Use the “no sequence” command to delete any entry in management
ACL.

<1-2147483647>- Specify an index number of the ACL.
Related Syntax:
® <config-ip-acl>#no sequence <1-2147483647>

Use the “permit” command to create permit rules which bypass the
packets meet the rule.

VigorSwitch G2280x User’s Guide

279



280

<0-255/egp/hmp/icmp/igp/ipinip/ipv6 /ipv6:frag /ipv6:icmp
/ipv6:rout / ip / 12tp /ospf /pim / rdp / rsvp /tcp /udp > - Specify the
IP protocol number or enter the name of the protocol.

<A.B.C.D>/<A.B.C.D> <A.B.C.D>/<A.B.C.D> - Specify the source and
destination IPv4 addresses and subnet masks.

dscp <0-63> - Set the DSCP filtering by specifying a value for DSCP.
precedence <0-7> - Set the cos value and the cos mask for a packet.
Shutdown - Disable the Ethernet interface.

any - Any IP address (as source or destination).

Related Syntax:

® <config-ip-acl >#permit <0-255> <A.B.C.D>/<A.B.C.D>
<A.B.C.D>/<A.B.C.D> dscp <0-63>

® <config-ip-acl >#permit <0-255> <A.B.C.D>/<A.B.C.D>
<A.B.C.D>/<A.B.C.D> dscp <0-63> shutdown

® <config-ip-acl >#permit <0-255> <A.B.C.D>/<A.B.C.D>
<A.B.C.D>/<A.B.C.D> precedence <0-7>

® <config-ip-acl >#permit <0-255> <A.B.C.D>/<A.B.C.D>
<A.B.C.D>/<A.B.C.D> precedence <0-7> shutdown

® <config-ip-acl >#permit <0-255> any <A.B.C.D>/<A.B.C.D> dscp
<0-63>

® <config-ip-acl >#permit <0-255> any <A.B.C.D>/<A.B.C.D> dscp
<0-63> shutdown

® <config-ip-acl >#permit <0-255> any <A.B.C.D>/<A.B.C.D>
precedence <0-7>

<config-ip-acl >#permit <0-255> any <A.B.C.D>/<A.B.C.D>
precedence <0-7> shutdown

<config-ip-acl >#permit <0-255> any any dscp <0-7>
<config-ip-acl >#permit <0-255> any any dscp <0-7> shutdown

<config-ip-acl >#permit <0-255> any any precedence <0-7>

<config-ip-acl >#permit <0-255> any any precedence <0-7>
shutdown

Use the “sequence” command to deny or permit the ACL.

<1-2147483647> - Enter the sequence of ACL entry. The sequence
represents the priority of the ACE in the ACL.

Related Syntax:

L] <config-ip-acl >#sequence <1-2147483647> deny
L] <config-ip-acl >#sequence <1-2147483647> permit

Use the “show acl” command to list current status of the selected ACL.

ip address

Use this command to modify the administration IPv4 address.

adddress <A.B.C.D> - Specify the IPv4 addresses. This IP is required
when the administer wants to access into VigorSwitch through Telnet,
SSH, HTTP, HTTPS, SNMP and so on.

mask <A.B.C.D> - Specify the netmask of the IP address.
Related Syntax:

(] <config>#ip address <A.B.C.D>

® <config>#ip address <A.B.C.D> mask <A.B.C.D>

ip arp

Use this command to enable the function of dynamic ARP inspection.
vlan <1-4094> - Specify the VLAN ID number.

Related Syntax:

® <config>#ip arp inspection

(] <config>#ip arp inspection vlan <1-4094>

ip conflict

Use this command to do IP conflict prevention.
lag - Enable/disable the function.
<A.B.C.D> - Specify the IPv4 addresses.
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<1-24> - Specify a physical port.

<1-8> - Specify a LAG port.

Related Syntax:

® <config>#ip conflict lag

® <config>#ip conflict prevention

( <config>#ip conflict prevention clear
[ ]

<config>#ip conflict prevention server-ip <A.B.C.D> interface
GigabitEthernet <1-24>

( <config>#ip conflict prevention server-ip <A.B.C.D> interface
LAG <1-8>

ip default-gateway Use this command to modify default gateway address.
adddress <A.B.C.D> - Specify the IPv4 addresses.
Related Syntax:

® <config>#ip default-gateway <A.B.C.D>

ip dhcp Use this command to enable DHCP client to get IP address from remote
DHCP server.

database <flash/tftp/timeout/write-delay> - Write the database to
FLASH or remote TFTP server. Set timeout interval for abortion. Set
delay timer for writing to URL.

<A.B.C.D> - Specify the IPv4 addresses.
<HOSTNAME> - Enter the name of the host.
<NAME> - Set a name for the backup file.
<0-86400> - Enter a value. Unit is second.
<15-86400> - Enter a value. Unit is second.

option - Configure DHCP-Option82 settings by specifying remote ID
number.

<STRING> - Enter a string (from 1 to 63 characters) for the DHCP
option.

vlan - Configure VLAN settings.

<1-4094> - Specify the VLAN ID number.

Related Syntax:

® <config>#ip dhcp snooping

(] <config>#ip dhcp snooping database

(] <config>#ip dhcp snooping database flash

® <config>#ip dhcp snooping database tftp <A.B.C.D>

L] <config>#ip dhcp snooping database tftp <HOSTNAME><NAME>
( <config>#ip dhcp snooping database timeout <0-86400>

(] <config>#ip dhcp snooping database write-delay <15-86400>
® <config>#ip dhcp snooping option remote-id <STRING>

( <config>#ip dhcp snooping vlan <1-4094>

ip dns Use this command to modify DNS server configuration.
<A.B.C.D> - Specify the IP address as primary DNS server.

<A.B.C.D> <A.B.C.D> - Sepcify two IP addresses as primary and
secondary DNS server.

<X:X:XX:X:X> - Specify the MAC address as primary DNS server.

KXIXX: X X><X: XX X> - Specify two MAC addresses as primary and
secondary DNS server.

lookup - Enable the IP domain naming system lookup.
Related Syntax:

(] <config>#ip dns <A.B.C.D>

® <config>#ip dns <A.B.C.D> <A.B.C.D>

® <config>#ip dns <X:X:XX:X:X>

L <config>#ip dns <X:X:XX:X:X><X:X::X:X>
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[ ) <config>#ip dns lookup

ip forcedhttps

Use this command to enable the function of forced HTTPS
configuration.

Related Syntax:
o <config>#ip forcedhttps

ip http

Use this command to enable the function of HTTP configuration.
Login - Set login authentication.

<LISTNAME> - Enter the authentication method list name.
Session-timeout - Set the session timeout.

<0-86400> - Set the timeout value. 0 means no timeout.
Related Syntax:

® <config>#ip http login authentication <LISTNAME>

( <config>#ip http session-timeout <0-86400>

ip https

Use this command to enable the function of HTTPS configuration.
Login - Set login authentication.

<LISTNAME> - Enter the authentication method list name.
Session-timeout - Set the session timeout.

<0-86400> - Set the timeout value. 0 means no timeout.

Related Syntax:

(] <config>#ip https login authentication <LISTNAME>

® <config>#ip https session-timeout <0-86400>

ip igmp

Use this command to set IGMP profile and enable IGMP snooping
function.

Profile - Set IGMP profile.

<1-128> - Enter the index number of IGMP profile to access into next
phase for configuring detailed settings.

<A.B.C.D><A.B.C.D> - Specify the source and destination 1Pv4
addresses

action <deny/permit> - Speicfy the rule (deny/permit) for the IGMP
profile.

Related Syntax:
® <config>#ip igmp profile <1-128>
<config-igmp-profile># do
<config-igmp-profile># end
<config-igmp-profile># exit
<config-igmp-profile># profile range ip <A.B.C.D><A.B.C.D>

<config-igmp-profile># profile range ip <A.B.C.D><A.B.C.D>
action <deny/permit>

<config-igmp-profile># profile range ip <A.B.C.D> action
<deny/permit>

<config-igmp-profile># show
® <config>#ip igmp snooping

ip route

Use this command to create a static route.
<A.B.C.D> - Specify the source IPv4 address.
Related Syntax:

) <config>#ip route

) <config>#ip route <A.B.C.D>

ip source

Use this command to create a static IP source binding entry.
<A:B:C:D:E:F> - Enter the MAC address for the binding entry.
vlan <1-4094> - Specify the VLAN ID number.

<A.B.C.D><A.B.C.D> - Specify the source and destination IPv4
addresses.
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<1-24> - Specify a physical port.

<1-8> - Specify a LAG port.

Related Syntax:

® <config>#ip source binding <A:B:C:D:E:F> vlan <1-4094>
<A.B.C.D> <A.B.C.D> interface GigabitEthernet <1-24>

(] <config>#ip source binding <A:B:C:D:E:F> vlan <1-4094>
<A.B.C.D> <A.B.C.D> interface LAG <1-8>

L <config>#ip source binding vlan <1-4094> <A.B.C.D> <A.B.C.D>
interface GigabitEthernet <1-24>

® <config>#ip source binding vlan <1-4094> <A.B.C.D> <A.B.C.D>
interface LAG <1-8>

ip ssh Use this command to generate the key files for SSH connection.
<all/v1/v2> - Select the key files for SSH connection.

Related Syntax:

(] <config>#ip ssh <all/v1/v2>

ip telnet Use this command to enable telent service.
Related Syntax:
(] <config>#ip telnet

Example

G2280x# configure

G2280x(config)# ip acl market_1

P2280(config-ip-acl)#

P2280(config-ip-acl)# deny 20 192.168.2.55/255.255.255.0 192.168.2.85/255
G2280x(config)# ip dhcp snooping database tftp draytek carrie_backup

Telnet Command: ipv6

Use this command to create an IPv6 access list (ACL).

Syntax Items

ipv6

ipv6 acl

ipv6 address

ipv6 autoconfig

ipv6 default-gateway

ipv6 dhcp
ipv6 mld
Description
Syntax Items Description
ipv6 acl <NAME> - Set the name of the access list (ACL) based on IPv6.
To configure detailed settings, enter the name of ACL to access into
next level.

<config>#ipv6 acl <NAME>

Then, available sub-command includes:
<config-ipv6-acl>#deny
<config-ipv6-acl>#do
<config-ipv6-acl>#end
<config-ipv6-acl>#exit
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<config-ipv6-acl>#no
<config-ipv6-acl>#permit
<config-ipv6-acl>#sequence
<config-ipv6-acl>#show

Use the “deny” command to create deny rules for the IPv4 access
list.

<0-255/icmp/ipv6/tcp /udp > - Specify the IP protocol number or
enter the name of the protocol.

<0-255/any> - Specify ICMPv6 number.

<X:X::X:X>/<0-128> <X:X::X:X>/<0-128> - Specify the
source/destination IPv6 addresses and subnet masks.

dscp <0-63> - Set the DSCP filtering by specifying a value for DSCP.
precedence <0-7> - Set the cos value and the cos mask for a packet.
shutdown - Disable the Ethernet interface.

any - Any IP address (as source or destination).

<0-65535 / PORT_RANGE / any / daytime / discard / domain / drip
/ echo / ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois /
www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any / daytime
/ discard / domain / drip / echo / ftp / ftp-data / hostname /

klogin / kshell / pop2 / pop3 / smtp / sunrpc / syslog / tacacs-ds /
talk / telnet / time / whois / www> - Set TCP port.

match-all <TCP_FLAG> - Set TCP flags. List of TCP flags that should

occur. If a flag should be set, it is p refixed by "+".If a flag should be

unset, it is prefixed by "-". Avai lable options are +urg, +ack, +psh,

+rst, +syn, +fin, -urg, -ack, -psh, -rst, -syn and -fin.To define more

than 1 flag - enter additional flags one after another without a

space (example +syn-ack).

<0-65535/ PORT_RANGE / any / bootpc / bootps / discard / domain

/ echo / nameserver / netbios-ns / ntp / rip / snmp / snmptrap /

sunrpc / syslog / tacacs-ds / talk / tftp / time / who>

<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE / any / bootpc /

bootps / discard / domain / echo / nameserver / netbios-ns / ntp /

rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk / tftp /

time / who> - Set UDP port.

Related Syntax:

® <config-ipv6-acl >#deny <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128>

® <config-ipv6-acl >#deny <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> dscp <0-63>

® <config-ipv6-acl >#deny <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> dscp <0-63> shutdown

® <config-ipv6-acl >#deny <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> precedence <0-7>

® <config-ipv6-acl >#deny <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> precedence <0-7> shutdown

® <config-ipv6-acl >#deny <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> shutdown

® <config-ipv6-acl >#deny <0-255> <X:X::X:X>/<0-128> any dscp
<0-63>

® <config-ipv6-acl >#deny <0-255> <X:X::X:X>/<0-128> any dscp
<0-63> shutdown

® <config-ipv6-acl >#deny <0-255> <X:X::X:X>/<0-128> any
precedence <0-7>

® <config-ipv6-acl >#deny <0-255> <X:X::X:X>/<0-128> any
precedence <0-7>shutdown

® <config-ipv6-acl >#deny <0-255> <X:X::X:X>/<0-128> any
shutdown

® <config-ipv6-acl >deny icmp <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> <0-255 / any / destination-unreachable /
echo-reply / echo-request / nd-na / nd-ns / packet-too-big/
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parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255/any> dscp <0-63>
<config-ipv6-acl >#deny icmp <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128><0-255 / any / destination-unreachable /
echo-reply / echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255/any> dscp <0-63>
shutdown

<config-ipv6-acl >#deny icmp <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128><0-255 / any / destination-unreachable /
echo-reply / echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255/any> precedence
<0-7>

<config-ipv6-acl >#deny icmp <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128><0-255 / any / destination-unreachable /
echo-reply / echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255/any> precedence
<0-7> shutdown

<config-ipv6-acl >#deny icmp <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128><0-255 / any / destination-unreachable /
echo-reply / echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255/any> shutdown
<config-ipv6-acl >#deny icmp <X:X::X:X>/<0-128> any <0-255
/ any / destination-unreachable / echo-reply / echo-request /
nd-na / nd-ns / packet-too-big/ parameter-problem/
router-advertisement / router-solicitation / time-exceeded>
<0-255 /any> dscp <0-63>

<config-ipv6-acl >#deny icmp <X:X::X:X>/<0-128> any <0-255
/ any / destination-unreachable / echo-reply / echo-request /
nd-na / nd-ns / packet-too-big/ parameter-problem/
router-advertisement / router-solicitation / time-exceeded>
<0-255 /any> dscp <0-63> shutdown

<config-ipv6-acl >#deny icmp <X:X::X:X>/<0-128> any <0-255
/ any / destination-unreachable / echo-reply / echo-request /
nd-na / nd-ns / packet-too-big/ parameter-problem/
router-advertisement / router-solicitation / time-exceeded>
<0-255 /any> precedence <0-7>

<config-ipv6-acl >#deny icmp <X:X::X:X>/<0-128> any <0-255
/ any / destination-unreachable / echo-reply / echo-request /
nd-na / nd-ns / packet-too-big/ parameter-problem/
router-advertisement / router-solicitation / time-exceeded>
<0-255 /any> precedence <0-7> shutdown

<config-ipv6-acl >#deny icmp <X:X::X:X>/<0-128> any <0-255
/ any / destination-unreachable / echo-reply / echo-request /
nd-na / nd-ns / packet-too-big/ parameter-problem/
router-advertisement / router-solicitation / time-exceeded>
<0-255 /any> shutdown

<config-ipv6-acl >#deny ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128>

<config-ipv6-acl >#deny ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> dscp <0-63>

<config-ipv6-acl >#deny ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> dscp <0-63> shutdown

<config-ipv6-acl >#deny ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> precedence <0-7>

<config-ipv6-acl >#deny ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> precedence <0-7> shutdown
<config-ipv6-acl >#deny ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> shutdown

<config-ipv6-acl >#deny ipv6 <X:X::X:X>/<0-128> any dscp
<0-63>

<config-ipv6-acl >#deny ipv6 <X:X::X:X>/<0-128> any dscp
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<0-63> shutdown

<config-ipv6-acl >#deny ipv6 <X:X::X:X>/<0-128> any
precedence <0-7>

<config-ipv6-acl >#deny ipv6 <X:X::X:X>/<0-128> any
precedence <0-7>shutdown

<config-ipv6-acl >#deny ipv6 <X:X::X:X>/<0-128> any shutdown
<config-ipv6-acl >#deny ipv6 any <X:X::X:X>/<0-128>
<config-ipv6-acl >#deny ipv6 any <X:X::X:X>/<0-128> dscp
<0-63>

<config-ipv6-acl >#deny ipv6 any <X:X::X:X>/<0-128> dscp
<0-63> shutdown

<config-ipv6-acl >#deny ipv6 any <X:X::X:X>/<0-128>
precedence <0-7>

<config-ipv6-acl >#deny ipv6 any <X:X::X:X>/<0-128>
precedence <0-7> shutdown

<config-ipv6-acl >#deny ipv6 any <X:X::X:X>/<0-128> shutdown
<config-ipv6-acl >#deny ipv6 any any

<config-ipv6-acl >#deny ipv6 any any dscp <0-63>
<config-ipv6-acl >#deny ipv6 any any dscp <0-63> shutdown
<config-ipv6-acl >#deny ipv6 any any precedence <0-7>
<config-ipv6-acl >#deny ipv6 any any precedence <0-7>
shutdown

<config-ipv6-acl >#deny ipv6 any any shutdown
<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin 7/ kshell /7 pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE 7/ any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin 7/ kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www> dscp
<0-63>

<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE 7 any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin 7/ kshell /7 pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www> dscp
<0-63> shutdown

<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin / kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
match-all <TCP_FLAG> dscp <0-63>

<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE 7/ any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
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hostname / klogin 7/ kshell /7 pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
match-all <TCP_FLAG> dscp <0-63> shutdown

<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE 7 any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin / kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
match-all <TCP_FLAG> precedence <0-7>

<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin 7/ kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
match-all <TCP_FLAG> precedence <0-7> shutdown
<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin 7/ kshell /7 pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
match-all <TCP_FLAG> shutdown

<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin / kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
precedence <0-7>

<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE 7/ any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp 7/ sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin / kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
precedence <0-7> shutdown

<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin 7/ kshell /7 pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
shutdown

<config-ipv6-acl >#deny udp <X:X::X:X>/<0-128> <0-65535/
PORT_RANGE / any / bootpc / bootps / discard / domain / echo
/ nameserver / netbios-ns / ntp / rip / snmp / snmptrap /
sunrpc / syslog / tacacs-ds / talk / tftp / time / who>
<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE / any / bootpc /
bootps / discard / domain / echo / nameserver / netbios-ns /
ntp / rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk
/ tftp / time / who>

<config-ipv6-acl >#deny udp <X:X::X:X>/<0-128> <0-65535/
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PORT_RANGE 7 any / bootpc / bootps / discard / domain / echo
/ nameserver / netbios-ns / ntp / rip / snmp / snmptrap /
sunrpc / syslog / tacacs-ds / talk / tftp / time / who>
<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE / any / bootpc /
bootps / discard / domain / echo / nameserver / netbios-ns /
ntp / rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk
/ tftp / time / who> dscp <0-63>

® <config-ipv6-acl >#deny udp <X:X::X:X>/<0-128> <0-65535/
PORT_RANGE / any / bootpc / bootps / discard / domain / echo
/ nameserver / netbios-ns / ntp / rip / snmp / snmptrap /
sunrpc / syslog / tacacs-ds / talk / tftp / time / who>
<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE / any / bootpc /
bootps / discard / domain / echo / nameserver / netbios-ns /
ntp / rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk
/ tftp / time / who> dscp <0-63> shutdown

® <config-ipv6-acl >#deny udp <X:X::X:X>/<0-128> <0-65535/
PORT_RANGE / any / bootpc / bootps / discard / domain / echo
/ nameserver / netbios-ns / ntp / rip / snmp / snmptrap /
sunrpc / syslog / tacacs-ds / talk / tftp / time / who>
<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE / any / bootpc /
bootps / discard / domain / echo / nameserver / netbios-ns /
ntp / rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk
/ tftp / time / who> dscp <0-63> precedence <0-7>

® <config-ipv6-acl >#deny udp <X:X::X:X>/<0-128> <0-65535/
PORT_RANGE / any / bootpc / bootps / discard / domain / echo
/ nameserver / netbios-ns / ntp / rip / snmp / snmptrap /
sunrpc / syslog / tacacs-ds / talk / tftp / time / who>
<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE / any / bootpc /
bootps / discard / domain / echo / nameserver / netbios-ns /
ntp / rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk
/ tftp / time / who> dscp <0-63> precedence <0-7> shutdown

® <config-ipv6-acl >#deny udp <X:X::X:X>/<0-128> <0-65535> any
Use the “do” command to run execution command in current mode.
<SEQUENCE> -

Related Syntax:

® <config-ipv6-acl>#do <SEQUENCE>

Use the “end” command to finish current mode. Any changes in
current mode will be saved.

Related Syntax:
[ <config-ipv6-acl>#end

Use the “exit” command to close the current CLI session or return
to the previous mode without saving the settings.

Related Syntax:
(] <config-ipv6-acl>#exit

Use the “no sequence” command to delete any entry in
management ACL.

<1-2147483647>- Specify an index number of the ACL.
Related Syntax:
([ ] <config-ip-acl>#no sequence <1-2147483647>

Use the “permit” command to create permit rules which bypass the
packets meet the rule.

<0-255/icmp/ipv6/tcp /udp > - Specify the IP protocol number or
enter the name of the protocol.

<0-255/any> - Specify ICMPv6 number.

XX X:X>/<0-128> <X:X::X:X>/<0-128> - Specify the
source/destination IPv6 addresses and subnet masks.

dscp <0-63> - Set the DSCP filtering by specifying a value for DSCP.
precedence <0-7> - Set the cos value and the cos mask for a packet.
shutdown - Disable the Ethernet interface.
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any - Any IP address (as source or destination).

<0-65535 / PORT_RANGE / any / daytime / discard / domain / drip
/ echo / ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois /
Www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any / daytime
/ discard / domain / drip / echo / ftp / ftp-data / hostname /
klogin 7 kshell 7 pop2 / pop3 / smtp / sunrpc / syslog / tacacs-ds /
talk / telnet / time / whois / www> - Set TCP port.

match-all <TCP_FLAG> - Set TCP flags. List of TCP flags that should
occur. If a flag should be set, it is p refixed by "+".If a flag should be
unset, it is prefixed by "-". Avai lable options are +urg, +ack, +psh,
+rst, +syn, +fin, -urg, -ack, -psh, -rst, -syn and -fin.To define more
than 1 flag - enter additional flags one after another without a
space (example +syn-ack).

<0-65535/ PORT_RANGE / any / bootpc / bootps / discard / domain
/ echo / nameserver / netbios-ns / ntp / rip / snmp / snmptrap /
sunrpc / syslog / tacacs-ds / talk / tftp / time / who>
<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE / any / bootpc /
bootps / discard / domain / echo / nameserver / netbios-ns / ntp /
rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk / tftp /
time / who> - Set UDP port.

Related Syntax:

® <config-ipv6-acl >#permit <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128>

® <config-ipv6-acl ># permit <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> dscp <0-63>

® <config-ipv6-acl ># permit <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> dscp <0-63> shutdown

® <config-ipv6-acl ># permit <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> precedence <0-7>

® <config-ipv6-acl ># permit <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> precedence <0-7> shutdown

® <config-ipv6-acl ># permit <0-255> <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> shutdown

® <config-ipv6-acl ># permit <0-255> <X:X::X:X>/<0-128> any
dscp <0-63>

® <config-ipv6-acl ># permit <0-255> <X:X::X:X>/<0-128> any
dscp <0-63> shutdown

® <config-ipv6-acl ># permit <0-255> <X:X::X:X>/<0-128> any
precedence <0-7>

® <config-ipv6-acl ># permit <0-255> <X:X::X:X>/<0-128> any
precedence <0-7>shutdown

® <config-ipv6-acl ># permit <0-255> <X:X::X:X>/<0-128> any
shutdown

® <config-ipv6-acl > permit icmp <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> <0-255 / any / destination-unreachable /
echo-reply / echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255/any> dscp <0-63>

® <config-ipv6-acl ># permit icmp <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128><0-255 / any / destination-unreachable /
echo-reply / echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255/any> dscp <0-63>
shutdown

® <config-ipv6-acl ># permit icmp <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128><0-255 / any / destination-unreachable /
echo-reply / echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255/any> precedence
<0-7>

® <config-ipv6-acl ># permit icmp <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128><0-255 / any / destination-unreachable /
echo-reply / echo-request / nd-na / nd-ns / packet-too-big/
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parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255/any> precedence
<0-7> shutdown

<config-ipv6-acl ># permit icmp <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128><0-255 / any / destination-unreachable /
echo-reply / echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255/any> shutdown
<config-ipv6-acl ># permit icmp <X:X::X:X>/<0-128> any
<0-255 / any / destination-unreachable / echo-reply /
echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255 /any> dscp <0-63>
<config-ipv6-acl ># permit icmp <X:X::X:X>/<0-128> any
<0-255 / any / destination-unreachable / echo-reply /
echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255 /any> dscp <0-63>
shutdown

<config-ipv6-acl ># permit icmp <X:X::X:X>/<0-128> any
<0-255 / any / destination-unreachable / echo-reply /
echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255 /any> precedence
<0-7>

<config-ipv6-acl ># permit icmp <X:X::X:X>/<0-128> any
<0-255 / any / destination-unreachable / echo-reply /
echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255 /any> precedence
<0-7> shutdown

<config-ipv6-acl ># permit icmp <X:X::X:X>/<0-128> any
<0-255 / any / destination-unreachable / echo-reply /
echo-request / nd-na / nd-ns / packet-too-big/
parameter-problem/ router-advertisement /
router-solicitation / time-exceeded> <0-255 /any> shutdown
<config-ipv6-acl ># permit ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128>

<config-ipv6-acl ># permit ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> dscp <0-63>

<config-ipv6-acl ># permit ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> dscp <0-63> shutdown

<config-ipv6-acl ># permit ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> precedence <0-7>

<config-ipv6-acl ># permit ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> precedence <0-7> shutdown
<config-ipv6-acl ># permit ipv6 <X:X::X:X>/<0-128>
<X:X::X:X>/<0-128> shutdown

<config-ipv6-acl ># permit ipv6 <X:X::X:X>/<0-128> any dscp
<0-63>

<config-ipv6-acl ># permit ipv6 <X:X::X:X>/<0-128> any dscp
<0-63> shutdown

<config-ipv6-acl ># permit ipv6 <X:X::X:X>/<0-128> any
precedence <0-7>

<config-ipv6-acl ># permit ipv6 <X:X::X:X>/<0-128> any
precedence <0-7>shutdown

<config-ipv6-acl ># permit ipv6 <X:X::X:X>/<0-128> any
shutdown

<config-ipv6-acl ># permit ipv6 any <X:X::X:X>/<0-128>
<config-ipv6-acl ># permit ipv6 any <X:X::X:X>/<0-128> dscp
<0-63>

<config-ipv6-acl ># permit ipv6 any <X:X::X:X>/<0-128> dscp
<0-63> shutdown

<config-ipv6-acl ># permit ipv6 any <X:X::X:X>/<0-128>

VigorSwitch G2280x User’s Guide



precedence <0-7>

<config-ipv6-acl ># permit ipv6 any <X:X::X:X>/<0-128>
precedence <0-7> shutdown

<config-ipv6-acl ># permit ipv6 any <X:X::X:X>/<0-128>
shutdown

<config-ipv6-acl ># permit ipv6 any any

<config-ipv6-acl ># permit ipv6 any any dscp <0-63>
<config-ipv6-acl ># permit ipv6 any any dscp <0-63> shutdown
<config-ipv6-acl ># permit ipv6 any any precedence <0-7>
<config-ipv6-acl ># permit ipv6 any any precedence <0-7>
shutdown

<config-ipv6-acl ># permit ipv6 any any shutdown
<config-ipv6-acl ># permit tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname 7 klogin / kshell /7 pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
<config-ipv6-acl ># permit tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp 7/ sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin 7/ kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www> dscp
<0-63>

<config-ipv6-acl ># permit tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin 7/ kshell /7 pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www> dscp
<0-63> shutdown

<config-ipv6-acl >#deny tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE 7 any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin / kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
match-all <TCP_FLAG> dscp <0-63>

<config-ipv6-acl ># permit tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE 7/ any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp 7/ sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin / kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
match-all <TCP_FLAG> dscp <0-63> shutdown

<config-ipv6-acl ># permit tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin 7/ kshell /7 pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
match-all <TCP_FLAG> precedence <0-7>
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<config-ipv6-acl ># permit tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin / kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
match-all <TCP_FLAG> precedence <0-7> shutdown
<config-ipv6-acl ># permit tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin 7/ kshell /7 pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
match-all <TCP_FLAG> shutdown

<config-ipv6-acl ># permit tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE 7 any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin / kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
precedence <0-7>

<config-ipv6-acl ># permit tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp 7/ sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin 7/ kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
precedence <0-7> shutdown

<config-ipv6-acl ># permit tcp <X:X::X:X>/<0-128> <0-65535 /
PORT_RANGE / any / daytime / discard / domain / drip / echo
/ ftp / ftp-data / hostname / klogin / kshell / pop2 / pop3 /
smtp / sunrpc / syslog / tacacs-ds / talk / telnet / time / whois
/ www> <X:X::X:X>/<0-128> <0-65535 / PORT_RANGE / any /
daytime / discard / domain / drip / echo / ftp / ftp-data /
hostname / klogin / kshell / pop2 / pop3 / smtp / sunrpc /
syslog / tacacs-ds / talk / telnet / time / whois / www>
shutdown

<config-ipv6-acl ># permit udp <X:X::X:X>/<0-128> <0-65535/
PORT_RANGE / any / bootpc / bootps / discard / domain / echo
/ nameserver / netbios-ns / ntp / rip / snmp / snmptrap /
sunrpc / syslog / tacacs-ds / talk / tftp / time / who>
<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE 7 any / bootpc /
bootps / discard / domain / echo / nameserver / netbios-ns /
ntp / rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk
/ tftp / time / who>

<config-ipv6-acl ># permit udp <X:X::X:X>/<0-128> <0-65535/
PORT_RANGE / any / bootpc / bootps / discard / domain / echo
/ nameserver / netbios-ns / ntp / rip / snmp / snmptrap /
sunrpc / syslog / tacacs-ds / talk / tftp / time / who>
<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE / any / bootpc /
bootps / discard / domain / echo / nameserver / netbios-ns /
ntp / rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk
/ tftp / time / who> dscp <0-63>

<config-ipv6-acl ># permit udp <X:X::X:X>/<0-128> <0-65535/
PORT_RANGE 7 any / bootpc / bootps / discard / domain / echo
/ nameserver / netbios-ns / ntp / rip / snmp / snmptrap /
sunrpc / syslog / tacacs-ds / talk / tftp / time / who>
<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE / any / bootpc /
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bootps / discard / domain / echo / nameserver / netbios-ns /
ntp / rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk
/ tftp / time / who> dscp <0-63> shutdown

® <config-ipv6-acl ># permit udp <X:X::X:X>/<0-128> <0-65535/
PORT_RANGE / any / bootpc / bootps / discard / domain / echo
/ nameserver / netbios-ns / ntp / rip / snmp / snmptrap /
sunrpc / syslog / tacacs-ds / talk / tftp / time / who>
<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE / any / bootpc /
bootps / discard / domain / echo / nameserver / netbios-ns /
ntp / rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk
/ tftp / time / who> dscp <0-63> precedence <0-7>

® <config-ipv6-acl ># permit udp <X:X::X:X>/<0-128> <0-65535/
PORT_RANGE / any / bootpc / bootps / discard / domain / echo
/ nameserver / netbios-ns / ntp / rip / snmp / snmptrap /
sunrpc / syslog / tacacs-ds / talk / tftp / time / who>
<X:X::X:X>/<0-128> <0-65535/ PORT_RANGE 7 any / bootpc /
bootps / discard / domain / echo / nameserver / netbios-ns /
ntp / rip / snmp / snmptrap / sunrpc / syslog / tacacs-ds / talk
/ tftp / time / who> dscp <0-63> precedence <0-7> shutdown

® <config-ipv6-acl ># permit udp <X:X::X:X>/<0-128> <0-65535>
any

Use the “sequence” command to deny or permit the ACL.

<1-2147483647> - Enter the sequence of ACL entry. The sequence
represents the priority of the ACE in the ACL.

Related Syntax:

{ <config-ipv6-acl >#sequence <1-2147483647> deny
( <config-ipv6-acl >#sequence <1-2147483647> permit

Use the “show acl” command to list current status of the selected
ACL.

Ipv6 address

Use this command to modify the administration IPv6 address.

adddress <X:X::X:X> - Specify the IPv6 addresses. This IP is required
when the administer wants to access into VigorSwitch through
Telnet, SSH, HTTP, HTTPS, SNMP and so on.

prefix <0-128> - Specify the prefix length of the IPv6 address.
Related Syntax:
(] <config>#ipv6 address <X:X::X:X> prefix <0-128>

ipv6 autoconfig

Use this command to enable IPv6 auto configuration feature.

Ipv6 default-gateway

Use this command to modify default gateway address.

default-adddress <X:X::X:X> - Specify the IPv6 addresses of the
gateway.

Related Syntax:
® <config>#ipv6 default-gateway <X:X::X:X>

ipvé dhcp Use this command to enable DHCPvV6 client to get IP address from
remote DHCPVG6 server.
ipvé mld Use this command to set MLD configuration.

profile <1-128> - Use it to enter profile configuration.
snooping - Use it to enable MLD snooping function.
forward-method <dip/mac> -

report-suppression - Use it to enable MLD shooping
report-suppression function.

unknown-multicast action <drop/flood/router-port> - Use it to set
unknown multicast action.

version <1/2> - Use it to change MLD support version.

vlan <1-4094> - Use it to enable MLD on VLAN. Specify a VLAN ID for
configuration.

10GigabitEthernet <1-4> - Specify the number of
10GigabitEthernet.
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forbidden-port GigabitEthernet <1-24> - Specify a physical port.
forbidden-port LAG <1-8> - Specify a LAG port.

forbidden-router-port GigabitEthernet <1-24> - Use it to add static
forbidden router port. Specify a physical port.

forbidden-router-port LAG <1-8> - Use it to add static forbidden
router port. Specify a LAG port.

immediate-leave - Use it to enable fastleave function.

last-member-query-count <1-7> - Use it to change how many query
packets will send. Specify the last member query count. Default is
2.

last-member-query-interval <1-25> - Use it to set interval between
each query packet. Specify the last member query interval. Default
is 1.

query-interval <30-18000> - Use it to set interval between each
query. Specify the query interval. Default is 125.

response-time <5-20> - Use it to set response time. Specify a time
value. Default is 10.

robustness-variable <1-7> - Specify a robustness-variable value.
Default is 2.

router learn pim-dvmrp - Use it to enable learning router port by
rouing protocol packets (DVMRP).

static-group <X:X::X:X> interfaces gigabitethernet <1-24> - Use it to
add a static group. Specify a physical port.

static-group <X:X::X:X> interfaces LAG <1-8> - Use it to add a static
group. Specify a LAG port.

static-port gigabitethernet <1-24>- Use it to add static forwarding
port. Specify a physical port.

static-port LAG <1-8>- Use it to add static forwarding port. Specify
a LAG port.

static-router-port GigabitEthernet <1-24> - Use it to add static
router port. All query packets wil forward to the specified port.
Specify a physical port.

static-router-port LAG <1-8> - Use it to add static router port. All
query packets wil forward to the specified port. Specify a LAG port.

Related Syntax:

(] <config>#ipv6 mld profile <1-128>
<config-mld-profile># do
<config-mld-profile># end
<config-mld-profile># exit

<config-mld-profile># profile range ipv6 <X:X::X:X>
action <deny/permit>
<config-mld-profile># profile range ipv6 <X:X::X:X>
<KX X X>
<config-mld-profile># profile range ipv6 <X:X::X:X>
<X:X::X:X> action <deny/permit>
<config-mld-profile># show
<config>#ipvé mld snooping
<config>#ipv6 mld snooping forward-method <dip/mac>
<config>#ipv6 mld snooping report-suppression

<config>#ipv6 mld snooping unknown-multicast action
<drop/flood/router-port>

<config>#ipv6 mld snooping version <1/2>

<config>#ipv6 mld snooping vlan <1-4094>

<config>#ipv6 mld snooping vlan <1-4094> forbidden-port
10GigabitEthernet <1-4>

L <config>#ipv6 mld snooping vlan <1-4094> forbidden-port
GigabitEthernet <1-24>
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(] <config>#ipv6 mld snooping vlan <1-4094> forbidden-port LAG
<1-8>

( <config>#ipv6 mld snooping vlan <1-4094>
forbidden-router-port 10GigabitEthernet <1-4>

( <config>#ipv6 mld snooping vlan <1-4094>
forbidden-router-port GigabitEthernet <1-24>

® <config>#ipv6 mld snooping vlan <1-4094>
forbidden-router-port LAG <1-8>

® <config>#ipv6 mld snooping vlan <1-4094> immediate-leave

® <config>#ipv6 mld snooping vlan <1-4094>
last-member-query-count <1-7>

® <config>#ipv6 mld snooping vlan <1-4094>
last-member-query-interval <1-25>

® <config>#ipv6 mld snooping vlan <1-4094> query-interval
<30-18000>

(] <config>#ipv6 mld snooping vlan <1-4094> response-time
<5-20>

(] <config>#ipv6 mld snooping vlan <1-4094> robustness-variable
<1-7>

L <config>#ipv6 mld snooping vlan <1-4094> router learn
pim-dvmrp

® <config>#ipv6 mld snooping vlan <1-4094> static-group
<X:X::X:X> interfaces 10gigabitethernet <1-4>

® <config>#ipv6 mld snooping vlan <1-4094> static-group
<X:X::X:X> interfaces gigabitethernet <1-24>

® <config>#ipvé mld snooping vlan <1-4094> static-group
<X:X::X:X> interfaces LAG <1-8>

(] <config>#ipv6 mld snooping vlan <1-4094> static-port
10gigabitethernet <1-4>

(] <config>#ipv6 mld snooping vlan <1-4094> static-port
gigabitethernet <1-24>

( <config>#ipv6 mld snooping vlan <1-4094> static-port LAG
<1-8>

® <config>#ipv6 mld snooping vlan <1-4094> static-router-port
10GigabitEthernet <1-4>

® <config>#ipv6 mld snooping vlan <1-4094> static-router-port
GigabitEthernet <1-24>

® <config>#ipv6 mld snooping vlan <1-4094> static-router-port
LAG <1-8>

Example

G2280x# configure

G2280x(config)#

G2280x(config)# ipv6 mld snooping vlan 33

G2280x(config)# ipv6 acl CA_v6

P2280x(config-ipv6-acl)# deny 3 00:50::32:Ff/24 00:50::78:aa/32

Telnet Command: jumbo-frame

Use this command to modify the maximum frame size of jumbo frame.

Syntax Items

jumbo-frame

Description
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Syntax Items Description

jumbo-frame Enable the function of jumbo frame.

Set the maximum frame size.
<1518-10000> - The default value is 1522.
Related Syntax:

) <config># jumbo-frame

) <config># jumbo-frame <1518-10000>

Example

G2280x# configure
G2280x(config)#

G2280x(config)# jumbo-frame 8000
G2280x(config)#

Telnet Command: lacp

Use this command to set the system priority of the switch.

Syntax Items
lacp

lacp system-priority

Description
Syntax Iltems Description
lacp Enable the function.
lacp system-priority It is used for selelcting a master switch between two devices. Lower
system priority has higher priority. The device with higher priority
value can determine which port is able to join LAG.
<1-65535> - Specify the system priority value.
Related Syntax:
) <config># lacp
) <config># lacp system-priority <1-65535>
Example
G2280x# configure
G2280x(config)#
G2280x(config)# lacp system-priority 1000
G2280x(config)#

Telnet Command: lag

LAG port can transmit packets to all ports for balancing the traffic loading. Use this command
to change the load balance algorithm to src-dst-mac or src-dst-mac-ip as the Load Balance

policy.

Syntax Items

lag load-balance

Description
Syntax Items Description
lag load-balance LAG load balancing is based on source and destination MAC address
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and/or IP address.

Related Syntax:

) <config># lag load-balance src-dst-mac

) <config># lag load-balance src-dst-mac-ip

Example

G2280x# configure
G2280x(config)#

Telnet Command: line

Use this command to select line configuration mode.

Syntax Items
line console
line ssh

line telent

Description

Syntax Items

Description

console/ssh/telnet

Select console configuration mode.
To configure detailed settings, access into next level.
<config>#line <console/ssh/telnet>

console - Select the console line to configure. Then, available
sub-commands are:

<config-line>#do
<config-line>#exec-timeout
<config-line>#exit
<config-line>#lhistory
<config-line>#no
<config-line>#password-thresh
<config-line>#silent-time

Select SSH line to configure. Then, available sub-commands are:
<config-line>#do

<config-line>#end

<config-line>#exec-timeout

<config-line>#exit

<config-line>#password-thresh

<config-line>#silent-time

telnet - Select telnet line to configure. Then, available
sub-commands are:

<config-line>#do
<config-line>#end
<config-line>#exec-timeout
<config-line>#exit
<config-line>#password-thresh
<config-line>#silent-time

#do

Use the “do” command to run execution command in current mode.
<SEQUENCE> -
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Related Syntax:
<config-line>#do <SEQUENCE>

#exec-timeout Use the “exec-timeout” to set the session timeout configuration.
<0-65535> - Enter the number.

Related Syntax:

<config-line>#exec-timeout <0-65535>

#exit Use the “exit” command to close the current CLI session or return
to the previous mode without saving the settings.

Related Syntax:
<config-line>#exit

#history Use the “history” command to specify the index number of history.
<1-256> - Enter a number.

Related Syntax:

<config-line>#history <1-256>

#no Use the “no” command to negate line command.
Related Syntax:

® <config-line>#no enable

[ <config-line>#no history

() <config-line>#no login

#password-thresh Use the “password-thresh” command to set the login password
intrusion threshold.

<0-120> - Set a number of allowed password attempts. 0 means no
threshold.

Related Syntax:
<config-line>#password-thresh <0-120>

#silent-time Use the “silent-time” command to set fail silent time.
<0-65535> - Set the time to disable the console response.
Related Syntax:

<config-line>#silent-time <0-65535>

Example

G2280x# configure
G2280x(config)#
G2280x(config)# line telnet
P2280x(config-line)#

Telnet Command: lldp

Use this command to set LLDP function.

Syntax Items

lidp

lldp holdtime-multiplier
lidp lldpdu

lldp med

lldp reinit-delay
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lldp tx-delay

lldp tx-interval

Description
Syntax Items Description
lldp Enable the function of LLDP.
Ildp holdtime-multiplier Set the multiplier used for calculating the LLDP discovery packet
hold time.
<2-10> - Set the LLDP hold time multiplier.
Related Syntax:
) <config># lldp holdtime-multiplier <2-10>
lldp lldpdu bridging - The LLDP packets will be bridging when LLDP is disabled.
filtering - The LLDP packets will be filtered and deleted when LLDP
is disabled.
flooding - The LLDP packets will be flooded and forwarded to all
interfaces when LLDP is disabled.
Related Syntax:
) <config># lldp Ildpdu bridging
) <config># lldp lldpdu filtering
) <config># lldp Illdpdu flooding
Ildp med med fast-start-repeat-count - Set the LLDP PDU fast start TX repeat
count.
med network-policy - Set the LLDP MED network policy table.
med network-poicy voice auto - Enable the network policy voice
auto mode.
<1-10> - Set the fast start repeat count.
<1-32> - Specify the index number of the policy.
app <guest-voice/ gust-voice-signaling / softphone-voice /
streaming-video / video-conferencing / video-signaling / voice /
voice-signaling> - Configure the application type for the policy.
vlan <1-4094> - Specify the VLAN ID.
vlan-type <tag/untag> - Set the VLAN tag status.
priority <0-7> - Specify the L2 priority.
dscp <0-63> - Specify the DSCP value.
Related Syntax:
® <config># lldp med fast-start-repeat-count <1-10>
L] <config># lldp med network-policy <1-32> app< guest-voice/
gust-voice-signaling / softphone-voice / streaming-video /
video-conferencing / video-signaling / voice / voice-signaling
> vlan <1-4094> vlan-type <tag/untag> priority <0-7> dscp
<0-63>
° <config># lldp med network-poicy voice auto
Ildp rinit-delay Set the LLDP re-initial delay to avoid LLDP generating too many
PDU.
<1-10> - Specify a number for LLDP server to initialize.
Related Syntax:
® <config># lldp rinit-delay <1-10>
lldp tx-delay Set the delay time between the successful LLDP frame
transmissions.
<1-8191> - Enter the number of delay time.
Note that both tx-interval and tx-delay will affect the LLDP PDU TX
time.
Related Syntax:
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) <config># lldp tx-delay <1-8191>

lldp tx-interval

Set the LLDP TX interval.

<5-32767> - Enter the interval in unit of second.
Related Syntax:

® <config># lldp tx-interval <5-32767>

Example

G2280x# configure
G2280x(config)#

untag priority 3 dscp
G2280x(config)#

G2280x(config)# Ildp med network-policy 30 app guest-voice vlan 30 vlan-type

Telnet Command: logging

Use this command to set logging service on VigorSwitch.

Syntax Items
logging

logging buffered
logging console
logging file
logging host

Description

Syntax Items

Description

logging

Enable the logging service.

logging buffered

Store the log message in the RAM.

logging console

Specify the logging level.

<0-7> - Specify the logging level by entering a number (from
EMEGR-DEBUG).

Related Syntax:
® <config># logging console
® <config># logging console severity <0-7>

logging file

Store the log message in the flash.

<0-7> - Specify the logging level by entering a number (from
EMEGR-DEBUG).

Related Syntax:
® <config># logging file severity <0-7>

logging host

Define the logging server.
host <A.B.C.D> - Enter an IP address of the remote (or local) server.

facility <localO-local7> - Specify the facility parameter for the
syslog message.

port <1-65535> - Enter a number for the remote server. Default is
514.

severity <0-7> - Specify the logging level by entering a number
(from EMEGR-DEBUG).

<HOSTNAME> - Define a name as the host.
Related Syntax:

300
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(] <config>#logging host <A.B.C.D> facility <localO-local7>
® <config>#logging host <A.B.C.D> port <1-65535>

® <config>#logging host <A.B.C.D> port <1-65535> facility
<localO-local 7>

® <config>#logging host <A.B.C.D> port <1-65535> severity
<0-7> facility <localO-local7>

L <config>#logging host <A.B.C.D> severity <0-7> facility
<localO-local7>

(] <config>#logging host <HOSTNAME> facility <localO-local7>
® <config>#logging host <HOSTNAME> port <1-65535>

( <config>#logging host <HOSTNAME> port <1-65535> facility
<localO-local 7>

® <config>#logging host <HOSTNAME> port <1-65535> severity
<0-7> facility <localO-local7>

L <config>#logging host <HOSTNAME> severity <0-7> facility
<localO-local7>

(] <config>#logging host <X:X::X:X> facility <local0-local7>
® <config>#logging host <X:X::X:X> port <1-65535>

( <config>#logging host <X:X::X:X> port <1-65535> facility
<localO-local 7>

® <config>#logging host <X:X::X:X> port <1-65535> severity
<0-7> facility <localO-local7>

Example

G2280x# configure
G2280x(config)#
G2280x(config)# logging host aa:00::1a:FF facility locall

Telnet Command: logmail

Use this command to configure log mail.

Syntax Items

logmail active
logmail auth
logmail category
logmail encry
logmail password
logmail port
logmail receiver
logmail sender
logmail server
logmail username

Description

Syntax Iltems Description

logmail active <disable/enable> - Enable or disable the function of log mail.
Related Syntax:
) <config># logmail active <disable/enable>

logmail auth <disable/enable> - Enable or disable the function of SMTP server
authentication.
Related Syntax:
® <config># logmail auth <disable/enable>
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logmail category <AAA, ACL, AUTHMGR,CABLE_DIAG, DAI, DHCP_SNOOPING, GVRP,
IGMP_SNOOPING, IPSG, L2, LLDP, Mac-based, Mirror,
MLD_SNOOPING, Platform, PM, POE, Port, PORT_SECURITY, QoS,
Rate, SNMP, STP, Security, System, Surveillance, Trunk, UDLD, VLAN,
CLEAR> - Specify one type for the logmail.

Related Syntax:

® <config># logmail category <AAA, ACL,
AUTHMGR,CABLE_DIAG, DAI, DHCP_SNOOPING, GVRP,
IGMP_SNOOPING, IPSG, L2, LLDP, Mac-based, Mirror,
MLD_SNOOPING, Platform, PM, POE, Port, PORT_SECURITY,
QoS, Rate, SNMP, STP, Security, System, Surveillance, Trunk,
UDLD, VLAN, CLEAR>

logmail encry <disable/ssltls/starttls> - Specify the encryption type for mail alert.
Related Syntax:
) <config># logmail encry <disable/ ssltls/starttls>

logmail password <PASSWORD> - Enter the password for SMTP server authentication.
Related Syntax:
® <config># logmail password <PASSWORD>

logmail port <0-65535>- Enter a port number.
Related Syntax:
L] <config># logmail port <0-65535>

logmail receiver Specify an address for receiving the alart mail.
<ADDRESS> - Enter the email address of the receiver.
Related Syntax:

) <config># logmail receiver <ADDRESS>

logmail sender Specify an address which sends out the alert mail.
<ADDRESS> - Enter the email address of the sender.
Related Syntax:

) <config># logmail

logmail server Set the IP address of the server.

<ADDRESS> - Enter the IP address of the SMTP server.
Related Syntax:

® <config># logmail server <ADDRESS>

logmail username <NAEM> - Enter the username authenticated by STMP server.
Related Syntax:
° <config># logmail username <NAME>

Example

G2280x# configure

G2280x(config)#

G2280x(config)# logmail receiver carrie_ni@draytek.com
G2280x(config)#

Telnet Command: loop-protection

Use this command to set loop-protection.

Syntax Items

loop-protection action
loop-protection periodicTime
loop-protection state

Description
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Syntax Items Description

loop-protection action Specify an action to be taken when the loop is happened.
<all/log/shutdown> - Specify one action to be executed.
Related Syntax:

) <config># loop-protection action <all/log/shutdown>

loop-protection Send the loop protection packets to the network hosts.
periodicTime <1-3> - Enter the number of the packet.

Related Syntax:

<config># Related Syntax:

) <config># loop-protection periodicTime <1-3>

loop-protection state <enable/disable> - Enable or disable the function of loop
protection.

Related Syntax:
) <config># loop-protection state <enable/disable>

Example

G2280x# configure

G2280x(config)#

G2280x(config)# loop-protection state enable
G2280x(config)#

Telnet Command: mac

Use this command to create a MAC access list.

Syntax Items

mac acl
mac address-table

Description
Syntax Items Description
mac acl <NAME> - Set the name of the access list (ACL).
To configure detailed settings, enter the name of ACL to access into
next level.

<config>#mac acl <NAME>

Then, available sub-commands are:
<config-mac-acl>#deny
<config-mac-acl>#do
<config-mac-acl>#end
<config-mac-acl>#exit
<config-mac-acl>#permit
<config-mac-acl>#sequence

Use the “deny” command to add deny rules for the MAC access list:
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F> -
Specify the source and destination MAC addresses and subnet
masks.

cos <0-7><0-7> - Set the cos value and the cos mask for a packet.
<0x0600-0xFFFF> - Set the EtherType of the packet.

Shutdown - Disable the Ethernet interface.

vlan <1-4094> - Specify the VLAN ID of the packet.

any - Any MAC address.

Related Syntax:
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® <config-mac-acl >#deny <A:B:C:D:E:F>/<A:B:C:D:E:F
><A:B:C:D:E:F>/<A:B:C:D:E:F> cos <0-7><0-7>

® <config-mac-acl >#deny <A:B:C:D:E:F>/<A:B:C:D:E:F
><A:B:C:D:E:F>/<A:B:C:D:E:F> cos <0-7><0-7> ethtype
<0x0600-0xFFFF>

® <config-mac-acl >#deny <A:B:C:D:E:F>/<A:B:C:D:E:F
><A:B:C:D:E:F>/<A:B:C:D:E:F> cos <0-7><0-7> ethtype
<0x0600-0xFFFF> shutdown

® <config-mac-acl >#deny <A:B:C:D:E:F>/<A:B:C:D:E:F
><A:B:C:D:E:F>/<A:B:C:D:E:F> cos <0-7><0-7> shutdown

® <config-mac-acl >#deny <A:B:C:D:E:F>/<A:B:C:D:E:F
><A:B:C:D:E:F>/<A:B:C:D:E:F> ethtype <0x0600-0xFFFF>

® <config-mac-acl ># deny <A:B:C:D:E:F>/<A:B:C:D:E:F
><A:B:C:D:E:F>/<A:B:C:D:E:F> ethtype <0x0600-0xFFFF>
shutdown

® <config-mac-acl ># deny <A:B:C:D:E:F>/<A:B:C:D:E:F
><A:B:C:D:E:F>/<A:B:C:D:E:F> shutdown

® <config-mac-acl >#deny any <A:B:C:D:E:F>/<A:B:C:D:E:F
><A:B:C:D:E:F>/<A:B:C:D:E:F> cos <0-7><0-7>

® <config-mac-acl >#deny any <A:B:C:D:E:F>/<A:B:C:D:E:F
><A:B:C:D:E:F>/<A:B:C:D:E:F> cos <0-7><0-7> ethtype
<0x0600-0xFFFF>

® <config-mac-acl >#deny any <A:B:C:D:E:F>/<A:B:C:D:E:F
><A:B:C:D:E:F>/<A:B:C:D:E:F> cos <0-7><0-7> ethtype
<0x0600-0xFFFF> shutdown

® <config-mac-acl >#deny any <A:B:C:D:E:F>/<A:B:C:D:E:F
><A:B:C:D:E:F>/<A:B:C:D:E:F> cos <0-7><0-7> shutdown

® <config-mac-acl >#deny any any cos <0-7><0-7>

® <config-mac-acl >#deny any any cos <0-7><0-7> ethtype
<0x0600-0xFFFF>

® <config-mac-acl >#deny any any cos <0-7><0-7> ethtype
<0x0600-0xFFFF> shutdown

® <config-mac-acl >#deny any any cos <0-7><0-7> shutdown

<config-mac-acl >#deny any any ethtype <0x0600-0xFFFF>

<config-mac-acl >#deny any any ethtype <0x0600-0xFFFF>
shutdown

<config-mac-acl >#deny any any shutdown

<config-mac-acl >#deny any any vlan <1-4094>
<config-mac-acl >#deny any any vlan <1-4094> cos <0-7><0-7>
<config-mac-acl >#deny any any vlan <1-4094> cos <0-7><0-7>
ethtype <0x0600-0xFFFF>

® <config-mac-acl >#deny any any vlan <1-4094> cos <0-7><0-7>
ethtype <0x0600-0xFFFF> shutdown

® <config-mac-acl >#deny any any vlan <1-4094> ethtype
<0x0600-0xFFFF>

® <config-mac-acl >#deny any any vlan <1-4094> ethtype
<0x0600-0xFFFF> shutdown

® <config-mac-acl >#deny any any vlan <1-4094> shutdown

Use the “do” command to run execution command in current mode.
<SEQUENCE> -

Related Syntax:

® <config-mac-acl>#do <SEQUENCE>

Use the “end” command to finish current mode. Any changes in
current mode will be saved.

Related Syntax:
( <config-mac-acl>#end

Use the “exit” command to close the current CLI session or return
to the previous mode without saving the settings.

Related Syntax:
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(] <config-mac-acl>#exit

Use the “no sequence” command to delete any entry in
management ACL.

<1-65535>- Specify an index number of the ACL.
Related Syntax:
® <config-mac-acl>#no sequence <1-65535>

Use the “permit” command to add permit rules which bypass the

packets meet the rule.

<A:B:C:D:E:F>/<A:B:C:D:E:F >- Specify the source and destination

MAC addresses and subnet masks.

cos <0-7><0-7> - Set the cos value and the cos mask for a packet.

<0x0600-0xFFFF> - Set the EtherType of the packet.

Shutdown - Disable the Ethernet interface.

vlan <1-4094> - Specify the VLAN ID of the packet.

any - Any MAC address.

Related Syntax:

( <config-mac-acl >#permit <A:B:C:D:E:F>/<A:B:C:D:E:F> cos
<0-7><0-7>

L <config-mac-acl >#permit <A:B:C:D:E:F>/<A:B:C:D:E:F> cos
<0-7><0-7> ethtype <0x0600-0xFFFF>

( <config-mac-acl >#permit <A:B:C:D:E:F>/<A:B:C:D:E:F>
ethtype <0x0600-0xFFFF>

L <config-mac-acl >#permit <A:B:C:D:E:F>/<A:B:C:D:E:F> vlan
<1-4094>

(] <config-mac-acl >#permit <A:B:C:D:E:F>/<A:B:C:D:E:F> vlan
<1-4094>cos <0-7><0-7>

® <config-mac-acl >#permit <A:B:C:D:E:F>/<A:B:C:D:E:F> vlan
<1-4094>cos <0-7><0-7> ethtype <0x0600-0xFFFF>

(] <config-mac-acl >#permit <A:B:C:D:E:F>/<A:B:C:D:E:F> vlan
<1-4094>ethtype <0x0600-OxFFFF>

® <config-mac-acl >#permit any <A:B:C:D:E:F>/<A:B:C:D:E:F>
cos <0-7><0-7>

{ <config-mac-acl >#permit any <A:B:C:D:E:F>/<A:B:C:D:E:F>
cos <0-7><0-7>ethtype <0x0600-0xFFFF>

® <config-mac-acl >#permit any <A:B:C:D:E:F>/<A:B:C:D:E:F>
ethtype <0x0600-0OxFFFF>

(] <config-mac-acl >#permit any <A:B:C:D:E:F>/<A:B:C:D:E:F>
vlan <1-4094>

( <config-mac-acl >#permit any <A:B:C:D:E:F>/<A:B:C:D:E:F>
vlan <1-4094> cos <0-7><0-7>

L <config-mac-acl >#permit any <A:B:C:D:E:F>/<A:B:C:D:E:F>
vlan <1-4094> cos <0-7><0-7>ethtype <0x0600-0xFFFF>

( <config-mac-acl >#permit any <A:B:C:D:E:F>/<A:B:C:D:E:F>
vlan <1-4094> ethtype <0x0600-0xFFFF>

Use the “sequence” command to deny or permit the ACL.

<1-2147483647> - Enter the sequence index ACE. The sequence
represents the priority of the ACE in the ACL.

<A:B:C:D:E:F>/<A:B:C:D:E:F >- Specify the source and destination
MAC addresses and subnet masks.

cos <0-7><0-7> - Set the cos value and the cos mask for a packet.
<0x0600-0xFFFF> - Set the EtherType of the packet.

shutdown - Disable the Ethernet interface.

vlan <1-4094> - Specify the VLAN ID of the packet.

any - Any MAC address.

Related Syntax:

L <config-mac-acl >#sequence <1-2147483647>deny
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F>
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cos <0-7><0-7>

<config-mac-acl >#sequence <1-2147483647>deny
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F>
cos <0-7><0-7> ethtype <0x0600-0xFFFF>

<config-mac-acl >#sequence <1-2147483647>deny
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F>
cos <0-7><0-7> ethtype <0x0600-0xFFFF> shutdown
<config-mac-acl >#sequence <1-2147483647>deny
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F>
cos <0-7><0-7> shutdown

<config-mac-acl >#sequence <1-2147483647>deny
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F>
ethtype <0x0600-0OxFFFF>

<config-mac-acl >#sequence <1-2147483647>deny
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F>
ethtype <0x0600-0xFFFF> shutdown

<config-mac-acl >#sequence <1-2147483647>deny
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F>
shutdown

<config-mac-acl >#sequence <1-2147483647>deny any
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F>
cos <0-7><0-7>

<config-mac-acl >#sequence <1-2147483647>deny any
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F>
cos <0-7><0-7> ethtype <0x0600-0xFFFF>

<config-mac-acl >#sequence <1-2147483647>deny any
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F>
cos <0-7><0-7> ethtype <0x0600-0xFFFF> shutdown
<config-mac-acl >#sequence <1-2147483647>deny any
<A:B:C:D:E:F>/<A:B:C:D:E:F ><A:B:C:D:E:F>/<A:B:C:D:E:F>
cos <0-7><0-7> shutdown

<config-mac-acl >#sequence <1-2147483647>deny any any cos
<0-7><0-7>

<config-mac-acl >#sequence <1-2147483647>deny any any cos
<0-7><0-7> ethtype <0x0600-0xFFFF>

<config-mac-acl >#sequence <1-2147483647>deny any any cos
<0-7><0-7> ethtype <0x0600-0xFFFF> shutdown
<config-mac-acl >#sequence <1-2147483647>deny any any cos
<0-7><0-7> shutdown

<config-mac-acl >#sequence <1-2147483647>deny any any
ethtype <0x0600-0xFFFF>

<config-mac-acl >#sequence <1-2147483647>deny any any
ethtype <0x0600-0xFFFF> shutdown

<config-mac-acl >#sequence <1-2147483647>deny any any
shutdown

<config-mac-acl >#sequence <1-2147483647>deny any any
vlan <1-4094>

<config-mac-acl >#sequence <1-2147483647>deny any any
vlan <1-4094> cos <0-7><0-7>

<config-mac-acl >#sequence <1-2147483647>deny any any
vlan <1-4094> cos <0-7><0-7> ethtype <0x0600-0xFFFF>
<config-mac-acl >#sequence <1-2147483647>deny any any
vlan <1-4094> cos <0-7><0-7> ethtype <0x0600-0xFFFF>
shutdown

<config-mac-acl >#sequence <1-2147483647>deny any any
vlan <1-4094> ethtype <0x0600-0xFFFF>

<config-mac-acl >#sequence <1-2147483647>deny any any
vlan <1-4094> ethtype <0x0600-0xFFFF> shutdown
<config-mac-acl >#sequence <1-2147483647>deny any any
vlan <1-4094> shutdown

<config-mac-acl >#sequence <1-2147483647>permit
<A:B:C:D:E:F>/<A:B:C:D:E:F> <A:B:C:D:E:F>/<A:B:C:D:E:F>
cos <0-7><0-7>
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<config-mac-acl >#sequence <1-2147483647>permit
<A:B:C:D:E:F>/<A:B:C:D:E:F> <A:B:C:D:E:F>/<A:B:C:D:E:F>
cos <0-7><0-7> ethtype <0x0600-0xFFFF>

<config-mac-acl >#sequence <1-2147483647>permit
<A:B:C:D:E:F>/<A:B:C:D:E:F> <A:B:C:D:E:F>/<A:B:C:D:E:F>
ethtype <0x0600-0xFFFF>

<config-mac-acl >#sequence <1-2147483647>permit
<A:B:C:D:E:F>/<A:B:C:D:E:F> <A:B:C:D:E:F>/<A:B:C:D:E:F>
vlan <1-4094>

<config-mac-acl >#sequence <1-2147483647>permit
<A:B:C:D:E:F>/<A:B:C:D:E:F> <A:B:C:D:E:F>/<A:B:C:D:E:F>
vlan <1-4094> cos <0-7><0-7>

<config-mac-acl >#sequence <1-2147483647>permit
<A:B:C:D:E:F>/<A:B:C:D:E:F> <A:B:C:D:E:F>/<A:B:C:D:E:F>
vlan <1-4094> cos <0-7><0-7> ethtype <0x0600-0xFFFF>
<config-mac-acl >#sequence <1-2147483647>permit
<A:B:C:D:E:F>/<A:B:C:D:E:F> <A:B:C:D:E:F>/<A:B:C:D:E:F>
vlan <1-4094> ethtype <0x0600-0xFFFF>

<config-mac-acl >#sequence <1-2147483647>permit any
<A:B:C:D:E:F>/<A:B:C:D:E:F> cos <0-7><0-7>
<config-mac-acl >#sequence <1-2147483647>permit any
<A:B:C:D:E:F>/<A:B:C:D:E:F> cos <0-7><0-7> ethtype
<0x0600-0xFFFF>

<config-mac-acl >#sequence <1-2147483647>permit any
<A:B:C:D:E:F>/<A:B:C:D:E:F> vlan <1-4094>
<config-mac-acl >#sequence <1-2147483647>permit any
<A:B:C:D:E:F>/<A:B:C:D:E:F> vlan <1-4094> cos <0-7><0-7>
<config-mac-acl >#sequence <1-2147483647>permit any
<A:B:C:D:E:F>/<A:B:C:D:E:F> vlan <1-4094> cos <0-7><0-7>
ethtype <0x0600-0OxFFFF>

<config-mac-acl >#sequence <1-2147483647>permit any
<A:B:C:D:E:F>/<A:B:C:D:E:F> vlan <1-4094> ethtype
<0x0600-0xFFFF>

<config-mac-acl >#sequence <1-2147483647>permit any any
cos <0-7><0-7>

<config-mac-acl >#sequence <1-2147483647>permit any any
cos <0-7><0-7> ethtype <0x0600-0xFFFF>

<config-mac-acl >#sequence <1-2147483647>permit any any
ethtype <0x0600-0OxFFFF>

<config-mac-acl >#sequence <1-2147483647>permit any any
vlan <1-4094>

<config-mac-acl >#sequence <1-2147483647>permit any any
vlan <1-4094> cos <0-7><0-7>

<config-mac-acl >#sequence <1-2147483647>permit any any
vlan <1-4094> cos <0-7><0-7> ethtype <0x0600-0xFFFF>
<config-mac-acl >#sequence <1-2147483647>permit any any
vlan <1-4094> ethtype <0x0600-0xFFFF>

mac address-table
aging-time <10-630>

Set the aging time for an entry remains in the MAC address table.

address-table static - Add a static address to the MAC address table
to drop the packets with the specified source or destination MAC
address.

<10-630> - Unit is second. Default is 300.

static <A:B:C:D:E:F> - Enter the MAC address.
vlan <1-4094> - Specify the VLAN ID of the packet.
gigabitEthernet <1-24> - Specify a physical port.
LAG <1-8> - Specify a LAG port.

Related Syntax:

<config># mac address-table aging-time <10-630>

<config># mac address-table static <A:B:C:D:E:F> vlan
<1-4094> drop

<config># mac address-table static <A:B:C:D:E:F> vlan
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<1-4094> interfaces 10GigabitEthernet <1-4>

) <config># mac address-table static <A:B:C:D:E:F> vlan
<1-4094> interfaces GigabitEthernet <1-24>

® <config># mac address-table static <A:B:C:D:E:F> vlan
<1-4094> interfaces LAG <1-8>

Example

G2280x# configure

ethtype 0x0600

G2280x(config)# mac acl test_CA

P2280x(config-mac-acl)# deny 00:50:00:7f:12:11/00:00:00:00:10:20
00:50:00:aa:bb:cc/00:00:00:00:12:00 cos 3 2 ethtype 0x0600

P2280x(config-mac-acl)# deny any 00:50:00:7%:12:11/00:00:00:00:10:20 cos 5 6

P2280x(config-mac-acl)# deny any
G2280x(config)# mac address-table static 00:50:07:12:ff:aa vlan 300 drop

Telnet Command: mail alert

Use this command to configure mail alert for various conditions.

Syntax Items

mailalert active
mailalert auth
mailalert devicecheck
mailalert encpassword
mailalert encry
mailalert hwmon
mailalert interval
mailalert ipconfilict
mailalert password
mailalert port
mailalert portlink
mailalert portspeed
mailalert receiver
mailalert sender
mailalert server
mailalert sysrestart
mailalert throughputcheck
mailalert username

Description

Syntax Items

Description

mailalert active

<disable/enable> - Enable or disable the function of mail alert.
Related Syntax:
) <config># mailalert active <disable/enable>

mailalert auth

<disable/enable> - Enable or disable the function of SMTP server
authentication.

Related Syntax:
® <config># mailalert auth <disable/enable>

mailalert devicecheck

<disable/enable> - Enable or disable the function of sending a mail
alert when encountering a device check error.

Related Syntax:
® <config># mailalert devicecheck <disable/enable>

mailalert encpassword

<PASSWORD> - Set a encryption authentication password for the
mail alert.
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Related Syntax:
) <config># mailalert encpassword PASSWORD

mailalert encry

Specify the encryption type for mail alert.
<disable/ssltls/starttls> -

Related Syntax:

® <config># mailalert encry <disable/ ssltls/starttls>

mailalert hwmon

Send a mail alert when hardware monitor error.
<disable/enable> - Enable or disable the function.
Related Syntax:

® <config># mailalert hwmon <disable/enable>

mailalert interval

Set the transmission interval for the mail alert.
<1-60> - Unit is second.

Related Syntax:

) <config># mailalert interval <1-60>

mailalert ipconflict

<disable/enable> - Enable or disable the function of sending a mail
alert if encountering the IP conflict.

Related Syntax:
L] <config># mailalert ipconflict <disable/enable>

mailalert password

<PASSWORD> - Enter the password for SMTP server authentication.
Related Syntax:
) <config># mailalert password <PASSWORD>

mailalert port

<0-65535>- Enter a port number.
Related Syntax:
<config># mailalert port <0-65535>

mailalert portlink

<disable/enable> - Enable or disable the function of sending an
alert when the port Inik status changes.

Related Syntax:
) <config># mailalert portlink <disable/enable>

mailalert portspeed

<disable/enable> - Enable or disable the function of sending an
alert when the port link speed changes.

Related Syntax:
® <config># mailalert portspeed <disable/enable>

mailalert receiver

Specify an address for receiving the alart mail.
<ADDRESS> - Enter the email address of the receiver.
Related Syntax:

) <config># mailalert receiver <ADDRESS>

mailalert sender

Specify an address which sends out the alert mail.
<ADDRESS> - Enter the email address of the sender.
Related Syntax:

) <config># mailalert sender <ADDRESS>

mailalert server

Set the IP address of the server.

<ADDRESS> - Enter the IP address of the SMTP server.
Related Syntax:

® <config># mailalert server <ADDRESS>

mailalert sysrestart

<disable/enable> -Enable or disable the function of sending a mail
alert when the system restarts.

Related Syntax:
) <config># mailalert sysrestart <disable/enable>

mailalert throughputcheck

<disable/enable> - Enable or disable the function of sending a mail
alert when reaching the throughput threshold.
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Related Syntax:
) <config># mailalert throughputcheck <disable/enable>

mailalert username <NAEM> - Enter the username authenticated by STMP server.
Related Syntax:
® <config># mailalert username <NAME>

Example

G2280x# configure
G2280x(config)#
G2280x(config)# mailalert receiver carrie_ni@draytek.com

Telnet Command: management

Use this command to create a management access list and set configuration mode.

Syntax Items

management access-list
management access-class

Description
Syntax Items Description
management access-list <NAME> - Enter the name of the access list.
To configure detailed settings, enter the name of ACL to access into
next level.

<config>#management access-list <NAME>
Then, available sub-commands are:
<config-macl>#deny

<config-macl>#do

<config-macl>#end

<config-macl>#exit

<config-macl>#permit
<config-macl>#sequence

Use the “deny” command to add deny rules for the management
access list:

10GigabitEthernet <1-4> - Specify a physical port.
GigabitEthernet <1-24> - Specify a physical port.

LAG <1-8> - Specify a LAG port.

service <all/http/https/snmp/ssh/telnet> - Specify the servcie
type.

ip <A.B.C.D>/<A.B.C.D> - Specify the source IP address with mask
for the packets.

ipv6 <X:X::X:X>/<0-128> - Specify the source IPv6 address and
prefix length of the packet.
Related Syntax:

(] <config-macl>#deny interfaces 10GigabitEthernet <1-4>
service <all/http/https/snmp/ssh/telnet>

( <config-macl>#deny interfaces GigabitEthernet <1-24>
service <all/http/https/snmp/ssh/telnet>

L <config-macl>#deny interfaces LAG <1-8> service
<all/http/https/snmp/ssh/telnet>

® <config-macl>#deny ip <A.B.C.D>/<A.B.C.D> interfaces
GigabitEthernet <1-24> service
<all/http/https/snmp/ssh/telnet>
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(] <config-macl>#deny ip <A.B.C.D>/<A.B.C.D> interfaces LAG
<1-8> service <all/http/https/snmp/ssh/telnet>

L <config-macl>#deny ipv6 <X:X::X:X>/<0-128> interfaces
10GigabitEthernet <1-4> service
<all/http/https/snmp/ssh/telnet>

L <config-macl>#deny ipv6 <X:X::X:X>/<0-128> interfaces
GigabitEthernet <1-24> service
<all/http/https/snmp/ssh/telnet>

® <config-macl>#deny ipv6 <X:X::X:X>/<0-128> interfaces LAG
<1-8> service <all/http/https/snmp/ssh/telnet>

Use the “do” command to run execution command in current mode.
<SEQUENCE> -

Related Syntax:

(] <config-macl>#do <SEQUENCE>

Use the “end” command to finish current mode. Any changes in
current mode will be saved.

Related Syntax:
[ <config-macl>#end

Use the “exit” command to close the current CLI session or return
to the previous mode without saving the settings.

Related Syntax:
® <config-macl>#exit

Use the “no sequence” command to delete any entry in
management ACL.

<1-65535>- Specify an index nhumber of the ACL.
Related Syntax:
® <config-macl>#no sequence <1-65535>

Use the “permit” command to add permit rules which bypass the
packets meet the rule.

10GigabitEthernet <1-4> - Specify a physical port.
GigabitEthernet <1-24> - Specify a physical port.

LAG <1-8> - Specify a LAG port.

service <all/http/https/snmp/ssh/telnet> - Specify the servcie
type.

ip <A.B.C.D>/<A.B.C.D> - Specify the source IP address with mask
for the packets.

ipv6 <X:X::X:X>/<0-128> - Specify the source IPv6 address and
prefix length of the packet.

Related Syntax:

(] <config-macl>#permit interfaces 10GigabitEthernet <1-4>
service <all/http/https/snmp/ssh/telnet>

L <config-macl>#permit interfaces GigabitEthernet <1-24>
service <all/http/https/snmp/ssh/telnet>

® <config-macl>#permit interfaces LAG <1-8> service
<all/http/https/snmp/ssh/telnet>

® <config-macl>#permit ip <A.B.C.D>/<A.B.C.D> interfaces
10GigabitEthernet <1-4> service
<all/http/https/snmp/ssh/telnet>

( <config-macl>#permit ip <A.B.C.D>/<A.B.C.D> interfaces
GigabitEthernet <1-24> service
<all/http/https/snmp/ssh/telnet>

L <config-macl>#permit ip <A.B.C.D>/<A.B.C.D> interfaces LAG
<1-8> service <all/http/https/snmp/ssh/telnet>

(] <config-macl>#permit ipv6 <X:X::X:X>/<0-128> interfaces
10GigabitEthernet <1-4> service
<all/http/https/snmp/ssh/telnet>
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(] <config-macl>#permit ipv6 <X:X::X:X>/<0-128> interfaces
GigabitEthernet <1-24> service
<all/http/https/snmp/ssh/telnet>

L <config-macl>#permit ipv6 <X:X::X:X>/<0-128> interfaces
LAG <1-8> service <all/http/https/snmp/ssh/telnet>

Use the “sequence” command to deny or permit the ACL.
<1-65535>- Specify an index number of the ACL.
10GigabitEthernet <1-4> - Specify a physical port.
GigabitEthernet <1-24> - Specify a physical port.

LAG <1-8> - Specify a LAG port.

service <all/http/https/snmp/ssh/telnet> - Specify the servcie
type.

ip <A.B.C.D>/<A.B.C.D> - Specify the source IP address with mask
for the packets.

ipv6 <X:X::X:X>/<0-128> - Specify the source IPv6 address and
prefix length of the packet.

Related Syntax:

( <config-macl>#sequence <1-65535>deny interfaces
10GigabitEthernet <1-4> service
<all/http/https/snmp/ssh/telnet>

(] <config-macl>#sequence <1-65535>deny interfaces
GigabitEthernet <1-24> service
<all/http/https/snmp/ssh/telnet>

® <config-macl>#sequence <1-65535>deny interfaces LAG <1-8>
service <all/http/https/snmp/ssh/telnet>

L <config-macl>#sequence <1-65535>deny ip
<A.B.C.D>/<A.B.C.D> interfaces 10GigabitEthernet <1-4>
service <all/http/https/snmp/ssh/telnet>

L <config-macl>#sequence <1-65535>deny ip
<A.B.C.D>/<A.B.C.D> interfaces GigabitEthernet <1-24>
service <all/http/https/snmp/ssh/telnet>

(] <config-macl>#sequence <1-65535>deny ip
<A.B.C.D>/<A.B.C.D> interfaces LAG <1-8> service
<all/http/https/snmp/ssh/telnet>

L] <config-macl>#sequence <1-65535>deny ipv6
<X:X::X:X>/<0-128> interfaces 10GigabitEthernet <1-4>
service <all/http/https/snmp/ssh/telnet>

L <config-macl>#sequence <1-65535>deny ipv6
<X:X::X:X>/<0-128> interfaces GigabitEthernet <1-24> service
<all/http/https/snmp/ssh/telnet>

L <config-macl>#sequence <1-65535>deny ipv6
<X:X::X:X>/<0-128> interfaces LAG <1-8> service
<all/http/https/snmp/ssh/telnet>

® <config-macl>#sequence <1-65535> permit interfaces
10GigabitEthernet <1-4> service
<all/http/https/snmp/ssh/telnet>

(] <config-macl>#sequence <1-65535> permit interfaces
GigabitEthernet <1-24> service
<all/http/https/snmp/ssh/telnet>

® <config-macl>#sequence <1-65535> permit interfaces LAG
<1-8> service <all/http/https/snmp/ssh/telnet>

(] <config-macl>#sequence <1-65535> permit ip
<A.B.C.D>/<A.B.C.D> interfaces 10GigabitEthernet <1-4>
service <all/http/https/snmp/ssh/telnet>

® <config-macl>#sequence <1-65535> permit ip
<A.B.C.D>/<A.B.C.D> interfaces GigabitEthernet <1-24>
service <all/http/https/snmp/ssh/telnet>

L <config-macl>#sequence <1-65535> permit t ip
<A.B.C.D>/<A.B.C.D> interfaces LAG <1-8> service
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<all/http/https/snmp/ssh/telnet>

(] <config-macl>#sequence <1-65535> permit ipv6
<X:X::X:X>/<0-128> interfaces 10GigabitEthernet <1-4>
service <all/http/https/snmp/ssh/telnet>

® <config-macl>#sequence <1-65535> permit ipv6
<X:X::X:X>/<0-128> interfaces GigabitEthernet <1-24> service
<all/http/https/snmp/ssh/telnet>

L <config-macl>#sequence <1-65535> permit
<X:X::X:X>/<0-128> interfaces LAG <1-8> service
<all/http/https/snmp/ssh/telnet>

management access-class Specify an ACL as active access-list.

<NAME> - Enter the name of the access list.
Related Syntax:

® <config># management access-class <NAME>

Example

P2280x # configure
G2280x(config)#
G2280x(config)# management access-list CA_ACL

P2280x(config-macl)# deny ip 192.168.2.56/255.255.255.0 interfaces
gigabitethernet 3 service telnet

P2280x(config-macl)#
P2280x(config-macl)# deny ipv6 00:50::7Ff:3b/24

Telnet Command: management-vilan

Use this command to set VLAN ID for management VLAN.

Syntax Items

management-vlan vlan

Description
Syntax Items Description
management-vlan vlan Set the management VLAN ID.
<1-4094>- Specify the VLAN ID number of management VLAN.
Related Syntax:
® <config># management-vlan vlan <1-4094>
Example

G2280x# configure

G2280x(config)#

G2280x(config)# management-vlan vlan 200
VLAN 200: VLAN does not exist
G2280x(config)#

Telnet Command: mirror

Use this command to set the source / destination interface of a port mirror session.

Syntax Items

mirror session
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Description

Syntax Items Description

mirror session Set the destination interface of a port mirror session.
<1-4> - Specify the mirror session ID number.
10GigabitEthernet <1-4> - Specify a physical port

GigabitEthernet <1-24> - Specify a physical port as the SPAN
destination.

LAG <1-8> - Specify a LAG port.
allow-ingress - Enable the ingress traffic forwarding.

<both/rx/tx> - Specify the mirror direction, TX only, RX only or TX
and RX.

Related Syntax:

L] <config># mirror session <1-4> destination interface
10GigabitEthernet <1-4> allow-ingress

® <config># mirror session <1-4> destination interface
GigabitEthernet <1-24> allow-ingress

° <config># mirror session <1-4> source interfaces
10GigabitEthernet <1-4> <both/rx/tx>

) <config># mirror session <1-4> source interfaces
GigabitEthernet <1-24> <both/rx/tx>

® <config># mirror session <1-4> source interfaces LAG
<1-8><both/rx/tx>

Example

G2280x# configure

G2280x(config)#

G2280x(config)# mirror session 3 destination interface GigabitEthernet 3 allow
G2280x(config)#

G2280x(config)# mirror session 3 source interfaces LAG 3 both
G2280x(config)#

Telnet Command: mvr

Use this command to enable MVR function and configure related settings.

Syntax Items

mvr
mvr group
mvr mode
mvr query-time
mvr vilan
Description
Syntax Items Description
mvr Enable MVR function.
Related Syntax:
) <config># mvr
mvr group Set MVR group address.

<A.B.C.D> - Enter an IP address.

<1-128> - Specify a number for contiguous series of IPv4 multicast
address.

Related Syntax:
) <config># mvr group <A.B.C.D><1-128>

VigorSwitch G2280x User’s Guide



mvr mode Set MVR mode as compatible or dynamic.

<compatible> - The switch does not support IGMP dynamic joins on
the source ports.

<dynamic> - The switch supports MVR membership on the source
ports.

Related Syntax:
® <config># mvr mode <compatible/dynamic>

mvr query-time Set query response time for MVR.

<1-10> - Specify the response time (second).
Related Syntax:

L] <config># mvr query-time <1-10>

mvr vlan Set a VLAN ID for MVR.

<1-4094> - Specify the existed static VLAN ID.
Related Syntax:

) <config># mvr vlan <1-4094>

Example

G2280x# configure

G2280x(config)#

G2280x(config)# mvr group 192.168.2.33

The operation will delete the MVR VLAN groups include static MVR groups.Continue
? [yes/no]:y

Input Parameter Error

G2280x(config)#

Telnet Command: no

Use this command to disable specific command.

Syntax Items

no <command>

Example

G2280x# configure
G2280x(config)#

G2280x(config)# no port-security
G2280x(config)#
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Telnet Command: openvpn

Use this command to enable/disable the OpenVPN tunnel.

Syntax Items
openvpn enable
openvpn disable

openvpn filename

Description
Syntax Items Description
enable Enable the OpenVPN tunnel.
disable Disable the OpenVPN tunnel.
filename <NAME> - Define a name for OpenVPN configuration.
Related Syntax:
) <config># openvpn filename <NAME>
Example
G2280x# configure
G2280x(config)#
G2280x(config)#

Telnet Command: port-security

Use this command to enable the function of port security.

Syntax Items

port-security

Example

G2280x# configure
G2280x(config)#
G2280x(config)# port-security
G2280x(config)#

Telnet Command: gos

Use this command to configure QoS settings.

Syntax Iltems

gos
gos map
gos queue
gos trust

Description

Syntax Items Description

gos Enable the quality of service based on basic trust type to assign the

gueue for packets.
Related Syntax:
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) <config># qos

qos map map cos-queue - Set the CoS to queue map.

map dscp-queue - Set the DSCP to queue map.

map precedence-queue - Set the IP Precedence to queue map.
map queue-cos - Modify the queue to CoS map.

map queue-dscp - Modify the queue to DSCP map.

map queue-precedence - Modify the queue to IP precedence map.

<1-8> - Specify the queue number for the following CoS values
mapped.

<1-8> - Specify the queue number to which the DSCP value shall
correspond.

<1-8> - Specify the queue number to which the IP precedence value
shall correspond.

<0-7> - Enter the cos value to which the queue ID shall correspond.

<0-7> - Enter the DSCP value to which the queue ID shall
correspond.

<0-7> - Enter the IP precedence value to which the queue ID shall
correspond.

Related Syntax:

® <config># qos map cos-queue SEQUENCE to <1-8>

® <config># qos map dscp-queue SEQUENCE to <1-8>

) <config># qos map precedence-queue SEQUENCE to <1-8>

) <config># gos map queue-cos SEQUENCE to <0-7>

° <config># qos map queue-dscp SEQUENCE to <0-7>

° <config># qos map queue-precedence SEQUENCE to <0-7>
qos queue gueue strict-priority-num - Set the number of strict priority queue.

gueue weight SEQUENCE - Set the number of non-strict priority

queue.

<0-8> - Specify the queue number.

<weightl-weight8> <1-127> - Specify a number (1~127)
representing queue weight value.

Related Syntax:
® <config># gos queue strict-priority-num <0-8>

) <config># gos queue weight SEQUENCE <weightl - weight8>
<1-127>

gos trust Set the trust type, cos, for the device to judge the appropriate
gueue of the packets.

Related Syntax:
® <config># qos trust <cos/cos-dscp/ dscp/ip-precedence>

Example

G2280x# configure

G2280x(config)#

G2280x(config)# qos map cos-queue SEQUENCE to 3
G2280x(config)#

Telnet Command: radius

Use this command to configure settings for RADIUS server.

Syntax Items
radius default-config

radius host
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Description

Syntax Items

Description

radius default-config

Key <RADIUSKEY> - Specify key string for RADIUS server.

Retransmit <1-10> - Specify the retransmit times (from 1 to 10) for
RADIUS server.

Timeout <1-30> - Specify the time out value (from 1 to 30) for
RADIUS server.

Related Syntax:

L <config># radius default-config key <RADIUSKEY>

L <config># radius default-config key <RADIUSKEY> retransmit
<1-10>

® <config># radius default-config key <RADIUSKEY> retransmit
<1-10> timeout <1-30>

L <config># radius default-config retransmit <1-10>

® <config># radius default-config retransmit <1-10> timeout
<1-30>

(] <config># radius default-config timeout <1-30>

radius host

host <HOSTNAME> - Specify a domain name or IP address for RADIUS
server host.

auth-port <0~65535> - Speicfy a UDP port number for RADIUS server.
key <RADIUSKEY> - Specify key string for RADIUS server.
priority <0~65535> - Specify the priority for RADIUS server.

retransmit <1-10> - Specify the retransmit times (from 1 to 10) for
RADIUS server.

timeout <1-30> - Specify the time out value (from 1 to 30) for
RADIUS server.

type <802.1x / all / login> - Choose the usage type for 802.1X
authentication, or login, or both 802.1X authentication and login of
RADIUS type.

Related Syntax:

® <config># radius host <HOSTNAME> auth-port <0~65535>

(] <config># radius host <HOSTNAME> auth-port <0~65535> key
<RADIUSKEY>

® <config># radius host <HOSTNAME> auth-port <0~65535> key
<RADIUSKEY> priority <0~65535>

L <config># radius host <HOSTNAME> auth-port <0~65535> key
<RADIUSKEY> priority <0~65535> retransmit <1-10>

(] <config># radius host <HOSTNAME> auth-port <0~65535> key
<RADIUSKEY> priority <0~65535> retransmit <1-10> timeout
<1-30> type <802.1x / all / login>

(] <config># radius host <HOSTNAME> key <RADIUSKEY>

L <config># radius host <HOSTNAME> key <RADIUSKEY> priority
<0~65535>

(] <config># radius host <HOSTNAME> key <RADIUSKEY> priority
<0~65535> retransmit <1-10>

L] <config># radius host <HOSTNAME> key <RADIUSKEY> priority
<0~65535> retransmit <1-10> timeout <1-30>

L <config># radius host <HOSTNAME> key <RADIUSKEY> priority
<0~65535> retransmit <1-10> timeout <1-30> type <802.1x /
all /7 login>

( <config># radius host <HOSTNAME> priority <0~65535>

® <config># radius host <HOSTNAME> priority <0~65535>
retransmit <1-10>

( <config># radius host <HOSTNAME> priority <0~65535>
retransmit <1-10> timeout <1-30>

(] <config># radius host <HOSTNAME> priority <0~65535>
retransmit <1-10> timeout <1-30> type <802.1x / all / login>

® <config># radius host <HOSTNAME> retransmit <1-10>

® <config># radius host <HOSTNAME> retransmit <1-10> timeout
<1-30>

o <config># radius host <HOSTNAME> retransmit <1-10> timeout
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<1-30> type <802.1x / all / login>

® <config># radius host <HOSTNAME> timeout <1-30>

® <config># radius host <HOSTNAME> timeout <1-30> type
<802.1x / all / login>

( <config># radius host <HOSTNAME> type <802.1x / all / login>

Example

G2280x# configure

G2280x(config)#

G2280x(config)# radius default-config key 123456789 retransmit 3 timeout 10
G2280x(config)# radius host radius auth-port 3000

Telnet Command: schedule

Use this command to set schedule.

Syntax Items

schedule index

Description
Syntax Items Description
schedule index Specify an index number for configuring detailed settings of a

schedule profile.
<1-15> - Enter a number to select a schedule profile.
<DESCRIPTION> - Give a brief description for such profile.

cycle-days - The action applied with the schedule will take place
every few days.

monthly-date - The action applied with the schedule will take place
in specified day within a month.

once - The action applied with the schedule will take place for one
time.

weekdays - The action applied with the schedule will take place on
a certain day within a week.

<1-31> - Enter a number to make action repeat.

<apr / aug / dec / feb /jan / jul / jun /jul / mar / may / nov / oct
/ sep > - Represent month of April, August, December, February,
January, July, June, March, May, November, October, and
September.

<sun /mon /tue /wed / thu / fri / sat> - Represent Sunday, Monday,
Tuesday, Wednesday, Thursday, Friday and Saturday.

<1-31> - Enter a number as the start date within a month.
<2000-2035> - Enter the number as the year of start date.
<HH:MM> - Enter the hours and the miniutes.

<on/off> - Enable (on) or disable (off) the action applied with such
profile.

Related Syntax:
° <config># schedule index <1-15> description <DESCRIPTION>

) <config># schedule index <1-15> how-often cycle-days <1-31>
start-date <apr / aug / dec / feb /jan / jul / jun / mar / may
/ nov / oct / sep > <1-31> <2000-2035> start-time <HH:MM>
duration <HH:MM> action <on/off>

® <config># schedule index <1-15> how-often monthly-date
<1-31> start-date <apr / aug / dec / feb /jan / jul / jun / mar
/ may / nov / oct / sep > <1-31> <2000-2035> start-time
<HH:MM> duration <HH:MM> action <on/off>

) <config># schedule index <1-15> how-often once
start-date<apr / aug / dec / feb /jan / jul / jun / mar / may /
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nov / oct / sep > <1-31> <2000-2035> start-time <HH:MM>
duration <HH:MM> action <on/off>

° <config># schedule index <1-15> how-often weekdays <sun
/mon /tue /wed / thu / fri / sat> start-date <apr / aug / dec
/ feb /jan / jul / jun / mar / may / nov / oct / sep > <1-31>
<2000-2035> start-time <HH:MM> duration <HH:MM> action
<on/off>

Example

G2280x# configure
G2280x(config)#

G2280x(config)# schedule index 1 how-often cycle-days 3 start-date jan 1 2019
start-time 08:01 duraton 17:30 action on

G2280x(config)# schedule index 2 how-often weekdays sun start-date may 11 2019
start-time 02:10 duration 12:10 action on

G2280x(config)#
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Telnet Command: snmp

Use this command to define SNMP community.

Syntax Items

snmp community
snmp engineid
snmp group
snmp host

snmp trap

snmp user

snmp view

Description

Syntax Items Description

snmp community snmp community - Set community name for SNMP v1 and v2, and
access group name.

Available parameters for SNMP community:

<NAME> after community - Enter a string (maximum length: 20
characters) as community name.

<NAME> after group - Enter a string (maximum length: 30
characters) as access group.

ro - Set the community as read only.

rw - Set the community as read and write.

Related Syntax:

<config># snmp community <NAME> group <NAME>
<config># snmp community <NAME> ro

<config># snmp community <NAME> rw

<config># snmp community <NAME> view <NAME> ro

<config># snmp community <NAME> view <NAME> rw

snmp engineid snmp engineid - Set the remote host for SNMP engine.

default - Reset to default setting of engine ID for SNMP server.
<ENGINEID> - Such number must be 10 ~ 64 hexadecimal.
<A.B.C.D> - Enter the IP address of the remote SNMP server.
<HOSTNAME> - Enter the host name of the remote SNMP server.
<X:X::X:X> - Enter the IPv6 address for remote SNMP server.
Related Syntax:

<config># snmp engineid <ENGINEID>

<config># snmp engineid default

<config># snmp engineid remote <A.B.C.D> <ENGINEID>
<config># snmp engineid remote <HOSTNAME> <ENGINEID>
<config># snmp engineid remote <X:X::X:X><ENGINEID>

snmp group snmp group - Set the SNMP group.
<NAME> - Specify the name of SNMP group.
version <1/2c/3> - Specify the version of SNMP service.

<auth/noauth/priv> - Specify the packet authentication mode.
“auth” means to perform packet authentication without
encryption. It is applicable for SNMPv3 only. “noauth” means no
packet authentication performed. “priv’ means to perform packet
authentication with encryption and also it is applicable for SNMPv3
only.

read-view <NAME> - Set the view name to enable agent
configuration.

notify-view <NAME> - Set the view name to send only trap included
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in SNMP view for notification.
write-view <NAME> - Set the view name to enable viewing.
Related Syntax:

(] <config># snmp group <NAME> version <1/2c¢c/3>
<auth/noauth/priv> read-view <NAME>

L <config># snmp group <NAME> version <1/2c¢/3>
<auth/noauth/priv> read-view <NAME> notify-view <NAME>

® <config># snmp group <NAME> version <1/2c¢c/3>
<auth/noauth/priv> read-view <NAME> notify-view <NAME>
write-view <NAME>

snmp host

snmp host - Set a host to receive SNMP notifications.

<A.B.C.D> - Enter the IPv4/IPv6 address or host nhame of the
receipt.

version <1/2c/3> - Specify the version of SNMP service.
<NAME> - Set the community name sent with the notification.
udp-port <1-65535> - Set the UDP port number.

timeout <1-300> - Set the timeout of V2c informs.

retries <1-255> - Enter the retry counter of V2c informs.

Related Syntax:
Set a host to receive SNMP notifications.

® <config># snmp host <A.B.C.D> <NAME> retries <1-255>

( <config># snmp host <A.B.C.D> <NAME> timeout <1-300>
retries <1-255>

® <config># snmp host <A.B.C.D> <NAME> udp-port <1-65535>
retries <1-255>

(] <config># snmp host <A.B.C.D> <NAME> udp-port <1-65535>
timeout <1-300>

Set a host to receive SNMP notifications. Notification type is
informs.

( <config># snmp host <A.B.C.D> informs <NAME> retries
<1-255>

® <config># snmp host <A.B.C.D> informs <NAME> timeout
<1-300>

( <config># snmp host <A.B.C.D> informs <NAME> timeout
<1-300> retries <1-255>

®  <config># snmp host <A.B.C.D> informs <NAME> udp-port
<1-65535>

L <config># snmp host <A.B.C.D> informs <NAME> udp-port
<1-65535> retries <1-255>

® <config># snmp host <A.B.C.D> informs <NAME> udp-port
<1-65535> timeout <1-300>

L <config># snmp host <A.B.C.D> informs <NAME> udp-port
<1-65535> timeout <1-300> retries <1-255>

® <config># snmp host <A.B.C.D> informs version <1/2c/3>

® <config># snmp host <A.B.C.D> informs version
<1/2c/3><NAME> retries <1-255>

(] <config># snmp host <A.B.C.D> informs version
<1/2c/3><NAME> timeout <1-300>

® <config># snmp host <A.B.C.D> informs version
<1/2c/3><NAME> timeout <1-300> retries <1-255>

(] <config># snmp host <A.B.C.D> informs version
<1/2¢/3><NAME> udp-port <1-65535>

® <config># snmp host <A.B.C.D> informs version
<1/2c/3><NAME> udp-port <1-65535> retries <1-255>

(] <config># snmp host <A.B.C.D> informs version
<1/2c/3><NAME> udp-port <1-65535> timeout <1-300>

(] <config># snmp host <A.B.C.D> informs version
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<1/2c¢/3><NAME> udp-port <1-65535> timeout <1-300> retries
<1-255>

Set a host to receive SNMP notifications. Notification type is traps.

® <config># snmp host <A.B.C.D> traps <NAME>

® <config># snmp host <A.B.C.D> traps <NAME> retries <1-255>

( <config># snmp host <A.B.C.D> traps <NAME> timeout
<1-300>

® <config># snmp host <A.B.C.D> traps <NAME> timeout
<1-300> retries <1-255>

(] <config># snmp host <A.B.C.D> traps version
<1/2c/3><NAME> retries <1-255>

® <config># snmp host <A.B.C.D> traps version
<1/2c¢/3><NAME> timeout <1-300> retries <1-255>

(] <config># snmp host <A.B.C.D> traps version
<1/2¢/3><NAME> udp-port <1-65535>

® <config># snmp host <A.B.C.D> traps version
<1/2c/3><NAME> udp-port <1-65535> retries <1-255>

(] <config># snmp host <A.B.C.D> traps version
<1/2¢/3><NAME> udp-port <1-65535> timeout <1-300>

® <config># snmp host <A.B.C.D> traps version
<1/2c¢/3><NAME> udp-port <1-65535> timeout <1-300> retries
<1-255>

( <config># snmp host <A.B.C.D> version <1/2c/3><NAME>
retries <1-255>

® <config># snmp host <A.B.C.D> version <1/2c/3><NAME>
timeout <1-300>

(] <config># snmp host <A.B.C.D> version <1/2c/3><NAME>
timeout <1-300> retries <1-255>

® <config># snmp host <A.B.C.D> version <1/2c/3><NAME>
udp-port <1-65535>

(] <config># snmp host <A.B.C.D> version <1/2c/3><NAME>
udp-port <1-65535> retries <1-255>

( <config># snmp host <A.B.C.D> version <1/2c/3><NAME>

udp-port <1-65535> timeout <1-300>

<config>#snmp host <A.B.C.D> version <1/2c/3><NAME>

udp-port <1-65535> timeout <1-300> retries <1-255>

<config># snmp host HOSTNAME <NAME>

<config># snmp host HOSTNAME <NAME> retries <1-255>

<config># snmp host HOSTNAME <NAME> timeout <1-300>

<config># snmp host HOSTNAME <NAME> timeout <1-300>

retries <1-255>

<config># snmp host HOSTNAME <NAME> udp-port <1-65535>

<config># snmp host HOSTNAME <NAME> udp-port <1-65535>

retries <1-255>

( <config># snmp host HOSTNAME <NAME> udp-port <1-65535>
timeout <1-300>

® <config># snmp host HOSTNAME <NAME> udp-port <1-65535>

timeout <1-300> retries <1-255>

( <config># snmp host HOSTNAME informs <NAME>

(] <config># snmp host HOSTNAME informs <NAME> retries
<1-255>

® <config># snmp host HOSTNAME informs <NAME> timeout
<1-300>

(] <config># snmp host HOSTNAME informs <NAME> retries
<1-255> timeout <1-300> retries <1-255>

® <config># snmp host HOSTNAME informs <NAME> udp-port
<1-65535>

® <config># snmp host HOSTNAME informs <NAME> udp-port
<1-65535> retries <1-255>
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(] <config># snmp host HOSTNAME informs <NAME> udp-port
<1-65535> timeout <1-300>

® <config># snmp host HOSTNAME informs <NAME> udp-port
<1-65535> timeout <1-300> retries <1-255>

( <config># snmp host HOSTNAME traps <NAME>

( <config># snmp host HOSTNAME traps <NAME> retries <1-255>

(] <config># snmp host HOSTNAME traps <NAME> timeout
<1-300>

® <config># snmp host HOSTNAME traps <NAME> timeout
<1-300> retries <1-255>

® <config># snmp host HOSTNAME traps <NAME> udp-port
<1-65535>

( <config># snmp host HOSTNAME traps <NAME> udp-port
<1-65535> retries <1-255>

® <config># snmp host HOSTNAME traps <NAME> udp-port
<1-65535> timeout <1-300>

( <config># snmp host HOSTNAME traps <NAME> udp-port
<1-65535> timeout <1-300> retries <1-255>

® <config># snmp host HOSTNAME traps version <1/2c/3>
<NAME> retries <1-255>

( <config># snmp host HOSTNAME traps version <1/2c/3>
<NAME> timeout <1-300>

® <config># snmp host HOSTNAME traps version <1/2c/3>
<NAME> timeout <1-300> retries <1-255>

(] <config># snmp host HOSTNAME traps version <1/2c/3>
<NAME> udp-port <1-65535>

® <config># snmp host HOSTNAME traps version <1/2c/3>
<NAME> udp-port <1-65535> retries <1-255>

) <config># snmp host HOSTNAME traps version <1/2c/3>
<NAME> udp-port <1-65535> timeout <1-300>

®  <config># snmp host HOSTNAME traps version <1/2¢/3>
<NAME> udp-port <1-65535> timeout <1-300> retries <1-255>

( <config># snmp host HOSTNAME version <1/2c/3> <NAME>

(] <config># snmp host HOSTNAME version <1/2¢c/3> <NAME>
retries <1-255>

® <config># snmp host HOSTNAME version <1/2¢/3> <NAME>
timeout <1-300>

(] <config># snmp host HOSTNAME version <1/2c/3> <NAME>
timeout <1-300> retries <1-255>

(] <config># snmp host HOSTNAME version <1/2c/3> <NAME>
udp-port <1-65535>

® <config># snmp host HOSTNAME version <1/2¢/3> <NAME>
udp-port <1-65535> retries <1-255>

( <config># snmp host HOSTNAME version <1/2c/3> <NAME>
udp-port <1-65535> timeout <1-300>

® <config># snmp host HOSTNAME version <1/2¢/3> <NAME>
udp-port <1-65535> timeout <1-300> retries <1-255>

(] <config># snmp host <X:X::X:X> <NAME>

(] <config># snmp host <X:X::X:X> <NAME> retries <1-255>

® <config># snmp host <X:X::X:X> <NAME> retries <1-255>
timeout <1-300>

(] <config># snmp host <X:X::X:X> <NAME> retries <1-255>
timeout <1-300> retries <1-255>

(] <config># snmp host <X:X::X:X> <NAME> udp-port <1-65535>

® <config># snmp host <X:X::X:X> <NAME> udp-port <1-65535>
retries <1-255>

( <config># snmp host <X:X::X:X> <NAME> udp-port <1-65535>
timeout <1-300>

® <config># snmp host <X:X::X:X> <NAME> udp-port <1-65535>
timeout <1-300> retries <1-255>
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L <config># snmp host <X:X::X:X> informs <NAME>

(] <config># snmp host <X:X::X:X> informs <NAME> retries
<1-255>

® <config># snmp host <X:X::X:X> informs <NAME> timeout
<1-300>

(] <config># snmp host <X:X::X:X>informs <NAME> retries
<1-255> timeout <1-300> retries <1-255>

® <config># snmp host <X:X::X:X> informs <NAME> udp-port
<1-65535>

® <config># snmp host <X:X::X:X> informs <NAME> udp-port
<1-65535> retries <1-255>

( <config># snmp host <X:X::X:X> informs <NAME> udp-port
<1-65535> timeout <1-300>

® <config># snmp host <X:X::X:X> informs <NAME> udp-port
<1-65535> timeout <1-300> retries <1-255>

® <config># snmp host <X:X::X:X> traps <NAME>

® <config># snmp host <X:X::X:X> traps <NAME> retries <1-255>

( <config># snmp host <X:X::X:X> traps <NAME> timeout
<1-300>

® <config># snmp host <X:X::X:X> traps <NAME> timeout
<1-300> retries <1-255>

L <config># snmp host <X:X::X:X> traps <NAME> udp-port
<1-65535>

® <config># snmp host <X:X::X:X> traps <NAME> udp-port
<1-65535> retries <1-255>

(] <config># snmp host <X:X::X:X> traps <NAME> udp-port
<1-65535> timeout <1-300>

® <config># snmp host <X:X::X:X> traps <NAME> udp-port
<1-65535> timeout <1-300> retries <1-255>

( <config># snmp host <X:X::X:X> version <1/2c/3> <NAME>

(] <config># snmp host <X:X::X:X> version <1/2c¢/3> <NAME>
retries <1-255>

® <config># snmp host <X:X::X:X> version <1/2¢/3> <NAME>
timeout <1-300>

(] <config># snmp host <X:X::X:X> version <1/2c¢/3> <NAME>
timeout <1-300> retries <1-255>

L] <config># snmp host <X:X::X:X> version <1/2¢/3> <NAME>
udp-port <1-65535>

(] <config># snmp host <X:X::X:X> version <1/2c/3> <NAME>
udp-port <1-65535> retries <1-255>

L <config># snmp host <X:X::X:X> version <1/2c/3> <NAME>
udp-port <1-65535> timeout <1-300>

® <config># snmp host <X:X::X:X> version <1/2c¢/3> <NAME>
udp-port <1-65535> timeout <1-300> retries <1-255>

snmp trap

snmp trap - Send the SNMP traps.

auth - Enable the SNMP authentication failure trap.
cold-start - Enable the SNMP cold startup failure trap.
linkUpDown - Enable the SNMP link up and down failure trap.
wort-security - Enable the SNMP port security trap.
Warme-start - Enable the SNMP warm startup failure trap.
Related Syntax:

® <config># snmp trap <auth / cold-start / linkUpDown /
port-security / warm-start>

snmp user

snmp user - Set SNMP user account.

<username> - Specify a name of SNMP user.

<groupNAME> - Sepcify a name of SNMP group.

auth <md5/sha> - Specify the authentication mode, md5 or sha.
<AUTHPASSWD> - Enter the password for the md5/sha mode.
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Pri <PRIVPASSWD> - Enter a password as a privacy key.
Related Syntax:

( <config># snmp user <username> <groupNAME>

(] <config># snmp user <username> <groupNAME> auth
<md5/sha> <AUTHPASSWD>

® <config># snmp user <username> <groupNAME> auth
<md5/sha> <AUTHPASSWD> priv <PRIVPASSWD>

snmp view snmp view - Set the SNMP view.

<NAME> - Enter the SNMP view name.

Subtree <OID> - Specify the ASN.1 subtree object identifier (OID).
oid-mask <mask/all> - Speicfy the OID mask, or use all for all masks.
viewtype <exluded/included> - Let the selected MIBs include or
exclude in the SNMP view.

Related Syntax:

® <config># snmp view <NAME> subtree <OID> oid-mask <mask>
viewtype <excluded/included>

Example

G2280x# configure

G2280x(config)#

G2280x(config)# snmp engineid remote 192.168.2.38 00036D001188
G2280x(config)# snmp engineid remote 00:50::16:88 00036D002288
62280x(config)# snmp host 192.168.2.89 CAR_community udp-port 1500 timeout 200
G2280x(config)# snmp host 192.168.2.88 informs version 2c CAR_community
udp-port 3000 timeout 180 retries 35

G2280x(config)# snmp host 192.168.2.88 traps version 2c CAR_traps udp-port 6500
timeout 60 retries 2

G2280x(config)# snmp host 192.168.2.88 version 2c CAR_version udp-port 3000
timeout 60 retries 2

G2280x(config)# snmp host HOSTNAME CAR_host udp-port 3000 timeout 60 retries
G2280x(config)# snmp host HOSTNAME informs HA_informs udp-port 3000 timeout
60 retries 2

G2280x(config)# snmp host HOSTNAME version 2c HT_verstion udp-port 3000 timeout
60 retries 2

G2280x(config)# snmp user CA_user_1 CA_group_1 auth md5 CA12345678 priv
PR12345678

G2280x(config)# snmp view CAR_community subtree 10 oid-mask 9 viewtype included
G2280x(config)#

Telnet Command: sntp

Use this command to configure settings for remote SNTP server.

Syntax Items

sntp host
Description
Syntax Items Description
sntp host Set the remote SNTP server by specifying IP address or hostname.

<HOSTNAME> - Enter the IP address or hostname of SNTP server.
<1-65535> - Specify the port number for the SNTP server.

Related Syntax:
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) <config># sntp host <HOSTNAME>
® <config># sntp host <HOSTNAME>> port <1-65535>

Example

G2280x# configure
G2280x(config)#

G2280x(config)#

G2280x(config)# sntp host KEY1245 port 3000

Telnet Command: spanning-tree

Use this command to configure settings for spanning-tree.

Syntax Items

spanning-tree
spanning-tree bpdu

spanning-tree forward-delay

spanning-tree hello-time
spanning-tree max-hops

spanning-tree maximum-age

spanning-tree mode
spanning-tree mst
spanning-tree pathcost
spanning-tree priority

spanning-tree tx-hold-count

Description

Syntax Items

Description

spanning-tree

Enable the function of spanning-tree.
Related Syntax:

® <config># spanning-tree

spanning-tree bpdu

Filter/flood the BPDU packets.

<filtering> - Packets will be filtered when STP is disabled on
specified interface.

<flooding> - Packets will be flooded to all interfaces with STP
disabled and flooding mode.

Related Syntax:

® <config># spanning-tree bpdu<filtering/flooding>

spanning-tree forward-delay

Set the STP forward delay time.
<4-30> - Default value is 15 (seconds).

Related Syntax:

L] <config># spanning-tree forward-delay <4-30>

spanning-tree hello-time

Set the hello time interval to broadcast the message to other
bridges.

<1-10> - Default value is 2 (seconds).
Related Syntax:

® <config># spanning-tree hello-time <1-10>

spanning-tree max-hops

Set the number of hops for BPDI packets to be forwarded in the
MSTP region.

<1-40> - Default value is 20 (seconds).
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Related Syntax:

) <config># spanning-tree max-hops <1-40>

spanning-tree maximum-age | Set the time interval for VigorSwitch to wait without receiving the
configuration message.

<6-40> - Default value is 20 (seconds).
Related Syntax:

) <config># spanning-tree maximum-age <6-40>

spanning-tree mode <mstp/rstp/stp> - Specify the operation mode for spanning tree,
such as multiple spanning tree (MSTP), rapid spanning tree (RSTP)
or spanning tree (STP).

Related Syntax:

) <config># spanning-tree mode <mstp/rstp/stp>

spanning-tree mst spanning-tree mst - Configure port priority settings for MST.
<0-15> - Specify the instance ID.
<0-61440> - Set the priority for the specified instance ID.

Related Syntax:
® <config># spanning-tree mst <0-15> priority <0-61440>

spanning-tree mst configuration - Access into the MSTP
configuration mode. To configure detailed settings, access into next
level.

<config># spanning-tree mst configuration
<config-mst>#

Then, available sub-commands are:
<config-mst>#do

<config-mst># end

<config-mst># exit

<config-mst># instance

<config-mst># name

<config-mst># no

<config-mst># revision

do <SEQUENCE> - Enter the action to be performed.
end - End current mode.

exit - Exit from current mode.

instance <0-15> vlan <1-4094> - Specify the instance ID number and
VLAN ID number.

name <NAME> - Set a name of MST configuration.
no - Set to default setting.
revision <0-65535> - Set revision level.

spanning-tree pathcost Set the path-cost method for spanning tree.

<long/short> - Long means the path cost ranging from 1 to
200000000; short means the path cost ranging from 1 to 65535.

Related Syntax:

) <config># spanning-tree pathcost method <long/short>

spanning-tree priority Set the priority for the specified instance ID.
<0-61440> - The number must be multiple of 4096.

Related Syntax:
® <config># spanning-tree priority <0-61440>

spanning-tree tx-hold-count | Set the maximum number of packets transmission per second.
<1-10> - Valid range is from 1 to 10.
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Related Syntax:

) <config># spanning-tree tx-hold-count <1-10>

Example

G2280x# configure

G2280x(config)#

G2280x(config)# spanning-tree forward-delay 20
G2280x(config)#

G2280x(config)# spanning-tree maximum-age 38
G2280x(config)#

G2280x(config)# spanning-tree tx-hold-count 3
G2280x(config)#

Telnet Command: start-up

Use this command to restart ICP status after rebooting VigorSwitch.

Syntax Items

start-up icp

Description

Syntax Items Description

start-up icp Related Syntax:
) <config># start-up icp enable

Example

G2280x# configure

G2280x(config)#

G2280x(config)# start-up icp enable
G2280x(config)#

Telnet Command: storm-control

Use this command to configure settings for Storm Control.

Syntax Items

storm-control ifg exclude
storm-control ifg include
storm-control unit bps
storm-control unit pps

Description

Syntax Items Description

storm-control ifg exclude Exclude the preamble and IFG (inter frame gap) into the
calculating.
Related Syntax:
) <config># storm-control ifg exclude

storm-control ifg include Include the preamble and IFG (inter frame gap) into the calculating.
Related Syntax:
) <config># storm-control ifg include
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storm-control unit bps Change the unit of calculating method for storm-control.
bps - Calculate the storm control rate by octet-based.

Related Syntax:

® <config># storm-control unit bps

storm-control unit pps Change the unit of calculating method for storm-control.
pps - Calculate the storm control rate by packet-based.

Related Syntax:

) <config># storm-control unit pps

Example

G2280x# configure

G2280x(config)#

G2280x(config)# storm-control ifg exclude
G2280x(config)#

G2280x(config)# storm-control unit bps
G2280x(config)#

Telnet Command: surveillance-vlan

Use this command to configure settings for surveillance-VLAN.

Syntax Items

surveillance-vlan
surveillance-vlan aging-time
surveillance-vlan cos
surveillance-vlan oui-table
surveillance-vlan vlan

Description
Syntax Iltems Description
surveillance-vlan Enable the function of surveillance VLAN on VigorSwitch.

Related Syntax:

® <config># surveillance-vlan

surveillance-vlan aging-time | Set the aging time for surveillance VLAN.
<30-65536> - Enter a value as aging time.

Related Syntax:

) <config># surveillance-vlan aging-time <30-65536>

surveillance-vlan cos Set the class of service (0~7) for surveillance VLAN.
<0-7>- Enter a number.

Related Syntax:

) <config># surveillance-vlan cos <0-7> remark

surveillance-vlan oui-table Enable OUI surveillance VLAN configuration for specified interface.

<A:B:C> - Enter the OUI address (e.g., 00:50:12).

VLAN.
Related Syntax:

<DESCRIPTION> - Enter a string to briefly explain the surveillance

) <config># surveillance-vlan oui-table <A:B:C> <DESCRIPTION>

surveillance-vlan vlan Specify a VLAN profile as surveillance VLAN.
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<2-4094> - Specify the surveillance VLAN ID.
Related Syntax:

) <config># surveillance-vlan vlan <2-4094>

Example

G2280x# configure

G2280x(config)#

G2280x(config)#

G2280x(config)# surveillance-vlan aging-time 60

G2280x(config)#

G2280x(config)# surveillance-vlan oui-table 00:50:12 fortestonly
G2280x(config)#

Telnet Command: system

Use this command to modify the contact information of VigorSwitch.

Syntax Items
system contact
system location

system name

Description
Syntax Items Description
system contact <CONTACT> - Enter a string (maximum length: 256 characters).
Related Syntax:
® <config># system contact <CONTACT>
system location <LOCATION> - Specify the location of the host.
Related Syntax:
® <config># system location <LOCATION>
system name <NAME> - Change the name of the system. The default name is
“P1280”.
Related Syntax:
® <config># system name <NAME>
Example
G2280x# configure
G2280x(config)#
G2280x(config)# system contact callMIS
G2280x(config)#

G2280x(config)# system location DrayTek
G2280x(config)# system name UPDATEFRIM
UPDATEFRIM(config)#

Telnet Command: tacacs

Use this command to configure TACACS+ server.

Syntax Items

tacacs default-config
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tacacs host

Description

Syntax Items Description

tacacs default-config Set the default parameters for the TACACS+ server.

Modify the default parameters of server key and timeout setting for
the TACACS+ server.

<TACPLUSKEY> - Enter a string as the TACACS+ server key.
<1-30> - Enter a value as the TACACS+ server timeout.

Related Syntax:

) <config># tacacs default-config
) <config># tacacs default-config key <TACPLUSKEY>

) <config># tacacs default-config key <TACPLUSKEY> timeout
<1-30>

tacacs host Set host name for the TACACS+ server or set host name, server key
and priority for the TACACS+ server.

<HOSTNAME> - Enter the host name of the TACACS+ server.
<TACPLUSKEY> - Enter a string as the TACACS+ server key.
<0-65535> - Enter a value as server priority in server group.
<1-30> - Enter a timeout setting.

Related Syntax:

) <config># tacacs host <HOSTNAME>
) <config># tacacs host <HOSTNAME> key <TACPLUSKEY>

) <config># tacacs host <HOSTNAME> key <TACPLUSKEY>
priority <0-65535>

) <config># tacacs host <HOSTNAME> key <TACPLUSKEY>
priority <0-65535> timeout <1-30>

Example

G2280x# configure

G2280x(config)#

G2280x(config)# tacacs default-config key tce00056 timeout 25
G2280x(config)#

G2280x(config)# tacacs host carrie02 key TA012345 priority 3000 timeout 10
G2280x(config)#

Telnet Command: trO69

Use this command to configure parameter settings of TR-069.

Syntax Items

tr069 acsPwd

tr069 acsUsername
tr069 acsurl

tr069 cpeEnable

tr069 cpePwd

tr069 cpeUsername
trO069 cpeport

tr069 healthlinkstatus
tr069 healthspeedstatus
tr069 periodicinfo
tr069 periodicTime Time
tr069 ssl

tr069 stun
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tr069 stunMAXkeepalive
tr069 stunMINkeepalive

tr069 stunaddr
tr069 stunport

Description

Syntax Items

Description

tr069 acsPwd

<PASSWORD> - Enter the password used for registering to VigorACS
server.

Related Syntax:
) <config># tr069 acsPwd<PASSWORD>

tr069 acsUsername

<NAME> - Enter the username used for registering to VigorACS
server.

Related Syntax:

® <config># tr069 acsUsername<NAME>

tro69 acsurl

<ADDRESS> - Enter the URL for VigorACS server.
Related Syntax:
) <config># tr069 acsurl <ADDRESS>

tr069 cpeEnable

<disable/enable> - Enter Enable for VigorACS controlling such CPE
through the Internet.

Related Syntax:
® <config># tr069 cpeEnable <disable/enable>

tr069 cpePwd

<PASSWORD> - Enter the password that VigorACS server can use it to
authenticate and control the CPE device.

Related Syntax:
® <config># tr069 cpePwd <PASSWORD>

tr069 cpeUsername

<NAME> - Enter the username that VigorACS server can use it to
authenticate and control the CPE device.

Related Syntax:
) <config># tr069 cpeUsername <NAME>

tr069 cpeport

<0-65535> - Enter the port number for CPE.
Related Syntax:
® <config># tr069 cpeport <0-65535>

tr069 healthlinkstatus

Perform the health check for the link status of specified
interface(s).

<PORTLIST> - Specify the interface, such as GE1, GE3-GE5 and so
on.

Related Syntax:
L] <config># tr069 healthlinkstatus <PORTLIST>

tr069 healthspeedstatus

Perform the health check for link speed status of specified
interface(s).

<PORTLIST> - Specify the interface, such as GE1, GE3-GE5 and so
on.

Related Syntax:
) <config># tr069 healthspeedstatus <PORTLIST>

tr069 periodicinfo

<disable/enable> - Enter Enable to activate periodic information
setting.
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Related Syntax:

) <config># tr069 periodicinfo <disable/enable>

tr069 periodicTime TIME Update the CPE information to VigorACS server.
Related Syntax:
® <config># tr069 periodicTime TIME

tr069 ssl <disable/enable> - Enter Enable to enable CPE management
protocol with SSL.

Related Syntax:

) <config># tr069 ssl <disable/enable>

tr069 stun <disable/enable> - Enter Enable to enable CPE management
protocol with STUN server.

Related Syntax:

) <config># tr069 stun <disable/enable>

tr069 stunMAXkeepalive Set the maximum time period for CPE to send the binding request to
VigorACS server.

<0-65535> - Enter a number.
Related Syntax:
® <config># tr069 stunMAXkeepalive <0-65535>

tr069 stunMINkeepalive Set the minimum time period for CPE to send the binding request to
VigorACS server.

<0-65535> - Enter a number.
Related Syntax:
® <config># tr069 stunMINkeepalive <0-65535>

tr069 stunaddr <ADDRESS> - Enter the URL/IP address of STUN server.
Related Syntax:
° <config># tr069 stunaddr <ADDRESS>

tr069 stunport <0-65535> - Set the port number for STUN server.
Related Syntax:
) <config># tr069 stunport <0-65535>

Example

G2280x# configure

G2280x(config)#

G2280x(config)# tr069 stunaddr 192.168.3.99
G2280x(config)#

Telnet Command: udld

Use this command to set the time interval of UniDirectional Link Detection (UDLD) sent
message.

Syntax Items

udld
Description
Syntax Items Description
udld message time <1-90> - Specify a time interval for sending message.
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Related Syntax:

) <config>#udld message time <1-90>

Example

G2280x# configure
G2280x(config)# udld message time 35
G2280x(config)#

Telnet Command: username

Use this command to add a new user account or edit an existing user account.

Syntax Items

username
Description
Syntax Items Description
username privilege - Set a user account with the privilege of admin, user or
customized level.
secret - Set a user account with unencrypted password.
secret encrypted - Set a user account with encrypted password.
<WORD> - Enter the name (0~32 characters) of the local user
profile.
<admin/ user> - Specify the privilege level to be admin (privilege
15) / user (privilege 1).
<PASSWORD> - Enter a string as the password for the local user.
Related Syntax:
® <config># username <WORD> privilege <admin/user> secret
<PASSWORD>
L] <config># username <WORD> secret <PASSWORD>
° <config># username <WORD> secret encrypted <PASSWORD>
Example

G2280x# configure

G2280x(config)#

G2280x(config)# username carrie_1 privilege admin secret md123456
G2280x(config)#

G2280x(config)# username carrie_l secret encrypted cal23456

Old password: ****xxix

G2280x(config)#

Telnet Command: vlan
Use this command to configure detailed settings for VLAN profile.

Before configuring, you have to access into next phase. See the following example:

G2280x# configure
G2280x(config)#
G2280x(config)# vlan 3
P2280x(config-vlan)#

Syntax Items

vlan vlan-list
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vlan mac-vlan group
vlan protocol-vlan group

Description

Syntax Items Description

vlan Specify the index number of VLAN profile. To configure detailed
settings, access into next level.

<vlan-list> - The available range is 1 to 4094.
<config># vlan 33

<config-vlan>#

Then, available sub-commands are:

<config-vlan>#do
<config-vlan>#end
<config-vlan>#exit

<config-vlan>#name

Use the “do” command to run execution command in current mode.
<SEQUENCE> -

Related Syntax:

° <config-vlan>#do <SEQUENCE>

Use the “end” command to finish current mode. Any changes in
current mode will be saved.

Related Syntax:
) <config-vlan>#end

Use the “exit” command to close the current CLI session or return
to the previous mode without saving the settings.

Related Syntax:
° <config-macl>#exit

Use the “name” command to add a VLAN profile.
<string> - Enter the name of the VLAN profile.
Related Syntax:

® <config-vlan>#name <string>

vlan mac-vlan group Create a MAC-vlan group.

<1-2147483647> - Specify a group ID.

<A:B:C:D:E:F> - Enter the MAC address to be mapped.
<9-48> - Enter a humber representing the subnet mask.

Related Syntax:

L] <config># vlan mac-vlan group <1-2147483647> <A:B:C:D:E:F>
mask <9-48>

vlan protocol-vlan group Create a protocol VLAN group with specified protocol type and
value.

<1-8> - Enter a number to specify a VLAN group.

<Ethernet_ii/ 11c_other/snap_1042> - Specify a frame type by
entering Ethernet_ii, 11c_other or snap_1042.

<value> - Enter a value (0x0600~0xFFFE).
Related Syntax:

) <config># vlan protocol-vlan group <1-8> frame-type
<Ethernet_ii/ 11c_other/snap_1042> protocol-value <value>

Example
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G2280x# configure

G2280x(config)# vlan 3
P2280x(config-vlan)#
P2280x(config-vlan)# name vlan_friends
P2280x(config-vlan)#

G2280x(config)# vlan mac-vlan group 33 00:50:17:22:12:fF mask 10
G2280x(config)# vlan group 1 frame-type ethernet_ii protocol-value 0x0600
G2280x(config)#

Telnet Command: voice-vian

Use this command to enable voice VLAN and configure settings for voice VLAN.

Syntax Items

voice-vlan aging-time
voice-vlan cos
voice-vlan oui-table
voice-vlan vlan

Description

Syntax Items Description

voice-vlan aging-time Set the voice VLAN aging timeout interval.
<30-65536> - The unit is minute. Default is 1440 (minutes).
<string> - Enter the name of the VLAN profile.

Related Syntax:

° <config># voice-vlan aging-time <30-65536>

voice-vlan cos Set the voice VLAN cos value and remark function.
Specify the class of service for voice VLAN.

<0-7> - CoS value. Default is 6. Remark is disabled.
remark - L2 user priority is remarked with the CoS value.
Related Syntax:

® <config># voice-vlan cos <0-7> remark

voice-vlan oui-table Add or remove the selected OUI to/from the OUI table. In default,
there are 8 OUI addresses.

<A:B:C> - Enter the OUI address.

<DESCRIPTION> - Enter a brief description for the specified MAC
address to the voice VLAN OUI table.

Related Syntax:

) <config># voice-vlan cos <0-7> remark

voice-vlan vlan Set the VLAN identifier of the voice VLAN.
<2-4094> - Enter the number of VLAN ID.

Related Syntax:

) <config># voice-vlan vlan <2-4094>

Example

G2280x# configure

G2280x(config)# voice-vlan aging-time 1000
G2280x(config)#

G2280x(config)# voice-vlan oui-table 22:30:ff test_01
G2280x(config)#

G2280x(config)# voice-vlan oui-table 00:01:E2 STAMP
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G2280x(config)# exit
G2280x# show voice-vlan interfaces gigabitEthernet 1

Voice VLAN Aging : 1000 minutes
Voice VLAN CoS 16
Voice VLAN 1p Remark: disabled
OuUl table

Oul MAC | Description
______________ .

00:EO0:BB | 3COM

00:03:6B | Cisco

00:E0:75 | Veritel

00:D0O:1E | Pingtel

00:01:E3 | Siemens

00:60:B9 | NEC/Philips

00:0F:E2 | H3C

00:09:6E | Avaya

22:30:FF ] test 01

00:01:E2 | STAMP

Port | State | Port Mode | Cos Mode
——————— T T e T
gil | Disabled | Auto | Src
G2280x#

Telnet Command: webhook

Use this command to enable or disable the webhook service.

Syntax Items
webhook active
webhook host
webhook interval

webhook keep

Description
Syntax Items Description
webhook active <enable/disable> - Enable or disable the webhook application.
Related Syntax:
® <config># webhook active <enable/disable>
webhook host Specify the destination (URL, domain name, IP address) to receive

the data transferred by VigorSwitch.
ip <ADDRESS> - Enter the IP address of the destination.

path <PATH> - Enter the path string (part of the composition of the
URL) of the destination.

port <number> - Enter a port number.

service <http/https> - Specify the protocol (http or https) of the
destination.

url <domain name> - Enter the domain name (e.g., draytek.com) of
the destination. Note that it is not necessary to enter this
information if IP address has been set first.

Related Syntax:

) <config># webhook host ip <ADDRESS>
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) <config># webhook host path <PATH>

) <config># webhook host port <number>

® <config># webhook host service <http/https>
°

<config># webhook host url <domain name>

webhook interval

<1-60> - Set the transmission interval (unit is minute).
Related Syntax:

® <config># webhook interval <1-60>

webhook keep

setings <enable/disable> - Enable or disable the function of keep
webhook settings.

Related Syntax:

) <config># webhook keep setings <enable/disable>

Example

G2280x# configure

G2280x(config)# webhook
G2280x(config)# webhook
G2280x(config)# webhook
G2280x(config)# webhook
G2280x(config)# webhook

host service https
host url www.demo.com
host path Draytek/demo
host port 443

interval 2
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XlI-2-4 Copy Configuration

Use this command to upgrade firmware image, configuration file, syslog file, language file
and security certificate.

Syntax Items

copy flash://

copy tftp://

copy backup-config

copy running-config

copy startup-config

Description

Syntax Items Description

copy flash:// Related Syntax:

) # copy flash:// flash://
) # copy flash:// tftp://

copy running-config startup-config - Copy the running configuration file to startup
configuration.

tftp://- Copy the running configuration file to remote TFTP server
with a filename.

<IP address> - Enter the IP address of TFTP sever.
<filename> - Create a hame to save the configuration file.

Related Syntax:

) # copy running-config backup-config
) # copy running-config startup-config
) # copy running-config tftp://

copy startup-config running-config - Copy the startup configuration file to the running
configuration.

tftp://- Copy the startup configuration file to remote TFTP server
with a filename.

<IP address> - Enter the IP address of TFTP sever.
<filename> - Create a hame to save the configuration file.

Related Syntax:

) # copy startup-config backup-config
) # copy startup-config running-config
) # copy startup-config tftp://

copy tftp:// Backup-config - Get the backup configuration from specified TFTP
server.

running-config - Get the running configuration from specified TFTP
server.

startup-config - Get the startup configuration from specified TFTP
server.
Related Syntax:

) # copy tftp:// backup-config
) # copy tftp:// flash://

) # copy tftp:// running-config
) # copy tftp:// startup-config
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) # copy tftp:// tftp://

Example

G2280x#

Save configuration done.

G2280x# copy running-config tftp://172.16.3.8/test_carrie.cfg

Uploading file. Please wait...

G2280x# copy startup-config tftp://172.16.3.8/test_da.cfg
Uploading file. Please wait...

Save configuration done.

Xll-2-5 Delete Configuration

Use this command to delete a file from the FLASH file system or restore the factory default

settings of VigorSwitch.

Syntax Items

delete backup-config

delete flash:// startup-config

delete startup-config

delete system

Description

Syntax Items

Description

delete backup-config

Delete the backup configuration file in FLASH file system.
Related Syntax:
° # delete backup-config

delete
flash://startup-config

Delete the startup configuration file in FLASH file system.
Related Syntax:
) # delete flash://startup-config

delete startup-config

Restore the factory default settings of VigorSwitch.
Related Syntax:

) # delete startup-config

delete system

Delete the firmware imageO/imagel stored in FLASH file system.

<imageO/imagel> -
Related Syntax:

® # delete system <imageO/imagel>

Example

G2280x# delet flash://startup-config
Delete flash://startup-config [y/n] y
Do you want to reload the system to take effect? [y/n] y
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XlI-2-6 Disable Configuration

All commands used will be divided into EXEC mode and Privileged EXEC mode. This command
is to turn off privileged mode command.

Default privilege level is 15 if no privilege level is specified on enable command.

Default privilege level is 1 if no privilege level is specified on disable command.

Syntax Items

disable
Description
Syntax Items Description
disable Enter a number to specify the privilege level.
Related Syntax:
° # disable <1-14>
Example

G2280x# disable ?
<1-14> Privilege level
<cr>

G2280x# disable 3

G2280x#

Xll-2-7 End Configuration

Use this command to end current mode.

Syntax Items

end

Example

G2280x(config)# interface GigabitEthernet 3
P2280x(config-if)# end
G2280x#

Xll-2-8 Exit Configuration

Use this command to close current CLI session or return to previous mode.
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Syntax Items

exit

Example

G2280x(config)# interface GigabitEthernet 3
G2280x(config-if)# exit
G2280x(config)#

Xll-2-9 Hardware-Monitor Configuration

Use this command to execute the hardware fan test.

Syntax Items

hardware-monitor fan-test

Example

G2280x# hardware-monitor fan-test

G2280x#

Xll-2-10 Ping Configuration

Use this command to send ICMP ECHO_REQUEST to network hosts.

Syntax Items

ping
Description
Syntax Iltems Description
ping <HOSTNAME> - Enter an IPv4/IPv6 address or a domain name to
ping.
count <1-999999999> - Specify the number of repetitions of ping
operation.
Related Syntax:
® # ping <HOSTNAME> count <1-999999999>
Example

G2280x# ping 192.168.1.11 count 3

PING 192.168.1.11 (192.168.1.11): 56 data bytes

64 bytes from 192.168.1.11: icmp_seq=0 ttl=64 time=0.0 ms
64 bytes from 192.168.1.11: icmp_seqg=1 ttl=64 time=0.0 ms
64 bytes from 192.168.1.11: icmp_seq=2 ttl=64 time=0.0 ms

--- 192.168.1.11 ping statistics ---
3 packets transmitted, 3 packets received, 0% packet loss
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round-trip min/avg/max = 0.0/0.0/0.0 ms
G2280x#

Xll-2-11 Reboot Configuration

Use this command to perform a cold restart of VigorSwitch.

Syntax Items

reboot

Example

G2280x# reboot
G2280x#

Xll-2-12 Renew Configuration

Use this command to renew DHCP Snooping database from backup file.

Syntax Items

renew ip dhcp snooping database

Example

G2280x# renew ip dhcp snooping database
G2280x#

Xll-2-13 Restore-defaults Configuration

Use this command to restore the factory default settings for the system or for the selected
port.

Syntax Items

restore-defaults

Description
Syntax Iltems Description
restore-defaults <1-24> - Enter the number (1 to 28) of LAN port.
<1-8> - Enter the number of LAG port.
Related Syntax:
) # restore-defaults
® # restore-defaults interfaces GigabitEthernet <1-24>
® # restore-defaults interfaces LAG <1-8>
Example
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G2280x# restore-defaults interfaces gigabitethernet 3

Interface gi3: restore factory defaults.

G2280x#

G2280x# restore-default

System: restore factory defaults. Do you want to reboot now? (y/n)y

Xll-2-14 Save Configuration

Use this command to save configuration and activate the settings.

Note that this command has the same effect as "copy running-config startup-config".

Syntax Items

save

Example

G2280x# save
Success
G2280x#

Xll-2-15 Show Configuration

After finished the command setting, use this command to display the configuration for all
commands.

Syntax Items

show <command>

Example

G2280x# show acl utilization

Type: sys usage: 256

Type: IPSG usage: 128

Type: Auth usage: 128

G2280x#

G2280x#

G2280x# show arp

Address HWtype HWaddress Flags Mask Iface
192.168.1.55 ether 00:1D:AA:F0:26:08 C ethO
192.168.1.10 ether 00:05:5D:E4:D8:EE C ethO
G2280x# show voice-vlan interfaces gigabitethernet 3

Voice VLAN Aging : 1440 minutes

Voice VLAN CoS : 6

Voice VLAN 1p Remark: disabled

OUl table
Oul MAC | Description
______________ PP
00:EO:BB | 3COM
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00:03:6B | Cisco

00:E0:75 | Veritel

00:DO:1E | Pingtel

00:01:E3 | Siemens

00:60:B9 | NEC/Philips

00:0F:E2 | H3C

00:09:6E | Avaya

Port | State | Port Mode | Cos Mode
——————— R YRR USSR S S SRR U S ——
gi3 | Disabled | Auto | Src
G2280x#

Xll-2-16 SSL Configuration

Use this command to generate security certificate files such as RSA, DSA.

After entering the command of SSL, follow the onscreen questions to give the required
information.

Syntax Items

ssl

Example

G2280x# ssl
Generating a 1024 bit RSA private key

You are about to be asked to enter information that will be incorporated
into your certificate request.

What you are about to enter is what is called a Distinguished Name or a D
There are quite a few fields but you can leave some blank

For some fields there will be a default value,

IT you enter "_.", the field will be left blank.

Country Name (2 letter code) [AU]:tw

State or Province Name (full name) [Some-State]:hs

Locality Name (eg, city) []:hschu

Organization Name (eg, company) [Internet Widgits Pty Ltd]:draytek
Organizational Unit Name (eg, section) []:marketing

Common Name (e.g. server FQDN or YOUR name) []:draytek

Email Address []J:carrie_ni@draytek.com

G2280x#

Xll-2-17 Terminal Configuration

Use this command to set the maximum line number that the terminal is able to print.
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Syntax Items

terminal

Syntax Description

Syntax Items Description

terminal <0-24> - Enter the length value. 0 means no limit.
Related Syntax:
® # terminal length <0-24>

Example

G2280x# terminal length 15
G2280x# show running-config

XlI-2-18 Traceroute Configuration

Use this command to execute network trace route diagnostic.

Syntax I